
RNAV-STANDARD Bearill!:JS, 1-eadill!:JS, courses, and radials are ll'lllgletic. Elevations and altitudes are in feet, MSL, excert 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uness othetwise indicated. Cellngs are in teet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abow airport elevation. Distan::es are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

HINGA ANUCE(FO) 187.71 J 22.01 6400 
LNAVNNAV: DA 
LNAV: RW33 

AKO VORJDME (IAF) ANUCE (NOPT) (FB) 351.52 J 15.49 6400 
CLIMB TO 7500 DIRECT ZETAX AND HOLD. 

ANUCE (IFJIAF) DENCO(FB) 334.78 J 6.77 5800 

DENCO (FAF) WOSIK/2.00 NM TO RW33 (FB) 334.77 J 3.43 

WOSIK/2.00 NM TO RW33 RW33 (MAP) (FO) 334.77 J 2.00 

RW33(MAP) 4276 MSL 334.77 

4276MSL ZETAX(FO) 7500 
ADDITIONAL FUGHT DATA: 

HOLD NW, RT, 154.711NBOUND. 
CHART FAS OBST: 4149 TREE 403652N/1031518W 
4359 AAO 403122N/1 031200W 
DISTANCE TO THLD FROM 250 HATH: 0.65 NM. 
CHART VDP AT 1.04 MILES TO RW33* 
*LNAVONLY. 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) WAAS CHANNEL# 65730 

2. Hci'LDSE ANUCE, RT, 334.78 INBOUND, 6400 FT. IN LIEU OF PT (IAF) 
-- REFERENCE PATH ID: W33A 

LTP HAE: 1207.3 M 

3. FAC: 334.77 FAF:DENCO DIST FAF TO MAP: 5.43 THLD: 5.43 

4. MIN. ALT: ANUCE 6400, DENCO 5800, WOSIK/2.00 NM TO RW33 4700* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 5800 GS ALT AT: DENCO 5800 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:44.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW33 6600 MAG VAR:8E EPOCH YEAR: 2015 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A B c D E 

DHIMDA VIS HAT/HAA DHIMDA VIS HAT/HAA DHIMDA VIS HAT/HAA DHIMDA VIS HATIHAA DH/MDA VIS HAT/HAA 
LPVDA 4276 3/4 250 4276 3/4 250 4276 3/4 250 4276 3/4 250 

LNAVNNAVOA 4330 1 304 4330 1 304 4330 1 304 4330 1 304 

LNAVMDA 4400 1 374 4400 1 374 4400 1 374 4400 1 374 

CIRCLING 4520 1 482 4540 1 502 4580 11/2 542 4600 2 562 

NOTES: @ NA WHEN LOCAL WEATHER NOT AVAILABLE. 
CHART NOTE: CIRCLING TO RWY 22 NA AT NIGHT. 
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING AKRON ALTIMETER SETTING. 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -22C (-7F) OR ABOVE 52C (126F). 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE AKRON ALTIMETER SETTING AND INCREASE 

_(SEE FORM 826Q-1 0) 
CITY AND STATE ELEVATION: 4038 THRE: 4026 FACIUTY PROCEDURE NOJAMDT NOJEFFECTIVE DATE: SUP: 

STERLING, CO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG AMDT: NONE 
RNAV 
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FAA FORM 8260 • 3/ Aprtl 2006 (computer generated) PAGE 1 OF 6 PAGES 

clive bond
Typewritten Text
20 SEPTEMBER 2012



US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL., 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise Indicated, 
except visibilities which are in statute miles or in feet RVR. 

ALL DA 156 FEET AND ALL MDA 160 FEET, INCREASE LPV AND LNAVNNAV VISIBILITY ALL CATS 518 
MILE, INCREASE LNAV CAT C/D AND CIRCLING CAT C VISIBILITY 112 MILE AND CIRCLING CAT D VISIBILITY 
1/4MILE. 

CHART NOTE: DME/DME RNP-0.3 NA. 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT AKO VORIDME AIRWAY RADIALS 276 CW 081. 

CITY AND STATE 

STERLING, CO 

ELEVATION: 4038 

AIRPORT NAME: 

THRE: 4026 

STERLING MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NOJ AMDT NOJEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 33, ORIG 

AMDT: NONE 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, COI..neS, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are In feet above alport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. · 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

STERLING, CO 

ELEVATION: 4038 

AIRPORT NAME: 

THRE: 4026 

STERLING MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

0 
0 
KSTK 
RW33 
0 

0 
W33A 
403629.3380N 
1031541.4285W 
+12073 
403754.4900N 
1031616.1300W 
00044.0 
F 
03.00 
106.75 
1168 
40.0 
50.0 

E2358F5E 

K2 
+12270 
+12270 

FACIUTV 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 33, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION. FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSl, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAD AKO K2011440VDhw N40091999W103104696 N40091999W103104696E0130046232 NARAKRON 

4 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-~--------- ----- ---------~- ------------- -------------- -------------------
SUSAEAENRT ANUCE K20 w N40244973W103105708 E0078 NAR ANUCE 
SUSAEAENRT DEN CO K20 w N40311781W103133468 E0079 NAR DEN CO 
SUSAEAENRT HINGA K20 c L N40460236W103030899 E0078 NAR HINGA 
SUSAEAENRT WOSIK K20 w N40343465W103145476 E0079 NAR WOSIK 
SUSAEAENRT ZETAX K20 w N40493769W103210360 EOOBO NAR ZETAX 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTKK2ASTK 0 052YHN40365387W103155143E008004038 1800018000C MNAR STERLING M'JNI 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
--------------- ----------------- --------------- - ---~----------------- ------------------

SUSAP KSTKK2FR33 AAKO 010AKO K2D OV A IF 18000 A JS 
SUSAP KSTKK2FR33 AAKO 020ANUCEK2EAOEE B 010TF 35150155 + 06400 A JS 
SUSAP KSTKK2FR33 AHINGA 010HINGAK2EAOE IF 18000 A JS 
SUSAP KSTKK2FR33 AHINGA 020ANUCEK2EAOEY 020TF 18770220 06400 A JS 
SUSAP KSTKK2FR33 AHINGA 030ANUCEK2EAOEE AR HF 33480070 + 06400 A JS 
SUSAP KSTKK2FR33 R 0 1 OANUCEK2 EAO E I IF + 06400 18000 A JS 
SUSAP KSTKK2FR33 R 020DENCOK2EA1E F 051TF 33480068 + 05800 RW33 K2PGA JS 
SUSAP KSTKK2FR33 R 020DENCOK2EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KSTKK2FR33 R 021WOSIKK2EAOE S 031TF 33480034 v 0470004707 -300 A JS 
SUSAP KSTKK2FR33 R 030RW33 K2PGOGY M 031TF 33480020 04070 -300 A JS 
SUSAP KSTKK2FR33 R 040 0 M CA 3348 + 04276 A JS 
SUSAP KSTKK2FR33 R 050ZETAXK2EAOEY DF + 07500 A JS 
SUSAP KSTKK2FR33 R 060ZETAXK2EAOEE R HM 15470070 + 07500 A JS 

1 4 6 7 9 0 1 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTKK2GRW33 0052013348 N40362934Wl03154143+0200 +1207304026000044075R 

1 2 4 7 
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

CITY AND STATE 
STERLING, CO 

ELEVATION: 4038 THRE: 4026 

AIRPORT NAME: 
STERLING MUNI 

FAA FORM 8260-10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO.I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 33, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HM, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

SUSAP KSTKK2PR33 RW33 001 OOOOW33AON4036293380Wl0315414285+120730300N4037544900W10316161300106751168000440F400SOOE2358F5E 
SUSAP KSTKK2PR33 RW33 002E +12270+12270LPV 65730 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTKK2SRW33 K2PG 

CITY AND STATE 
STERLING, CO 

0 18018006625 

ELEVATION: 4038 
THRE: 4026 

AIRPORT NAME: 
STERLING MUNI 

FAA FORM 8260 ~ 10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 33, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC SUMHARY - 424-18 

ROUTES TP-ANSITION 

AKO 
AKO 
HINGA 
HINGA 
HINGA 

MISSED APPROACH 

POINT DATA 

Ru'NWAY DATA 

CITY AND STATE 

STERLING, CO 

- RNAV (GPS) 

FIX SEQ USE PATH 

AKO 010 IAF IF 
ANUCE 020 TF 
HINGA 010 IF 
ANUCE 020 TF 
ANUCE 030 IAF HF 
ANUCE 010 FACF IF 
DEN CO 020 FAF TF 
WOSIK 021 SDF TF 
RW33 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
ZETAX 050 DF 
ZETAX 060 h'M 

WAY POINT LAT IN SECS 

AKO N400919.99 
ANUCE N402449.73 
DEN CO N403117.81 
HINGA N404602.36 
WOSIK N403434.65 
ZETAX N404937.69 
RW33 N403629.34 

THRESHOLD 
RWY ELEVATION TCH 

RW33 04026 44 

ELEVATION: 4038 
THRE: 4026 

AIRPORT NAME: 
STERLING MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 
FB 
FO 

R FO 
FB 
FB 
FB 
FO 

TURN FO/FB 

FB 
FO 

R FO 

LONG IN SECS 

W1031046.96 
Wl031057.08 
Wl031334.68 
Wl030308.99 
Wl031454.76 
Wl032103.60 
Wl031541.43 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1.0 351.5 (359. 5T) 015.5 AA 06400 

2.0 187.7(195.7T) 022.0 AA 06400 
334.8(342.8T) 007.0 AA 06400 

AA 06400 
0.5 334.8(342.8T) 006.8 AA 05800 
0. 3 334.8(342.8T) 003.4 AA 04700 GS 04707 
0. 3 334.8 (342. 8T) 002.0 AT 04070 

RNP MAG(TRUE) DISTANCE ALTIT';,_'IJE SPEED 

334.8(342.8T) AA 04276 
AA 07500 

154.7(162.7T) 007.0 AA 07500 

LAT IN MINS LONG IN MINS 

N4009.333 Wl0310.783 
N4024.829 Wl0310.951 
N4031.297 Wl0313. 578 
N4046.039 Wl0303.150 
N4034.578 Wl0314.913 
N4049.628 Wl0321. 060 
N4036.489 Wl0315.691 

PROCEDURE NO. I AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 33, ORIG 

AMDT: NONE 

DATED: 
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