e

<

RNAVY (GPS) - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and aItitude§ are in feet,_MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Alitudes are minimum altitudes uniess otherwise indicated.  Celings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. .
TERMINAL ROUTES MISSED APPROACH R
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
SWL VORTAC PACIV (FB) 229.93/12.39 2000 LNAV: RW21
CCV VORTAC ZIXER (FB 039.92/32.31 2000 I
¢ (FB) CLIMB TO 2000 DIRECT UCGEL AND HOLD.
PACIV (IAF) ZIXER (NOPT) (FB) 214.07/5.00 2000
ZIXER (IF) RERSE (FB) 214.04/6.10 1600
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 033.94 INBOUND.
CHART FAS OBST: 338 TOWER 374205N/0754501W
CHART FAS OBST: 155 TREE 373936N/0754526W
CHART R-4006, R-6604, R-6609, W-386.
DISTANCE TO THLD FROM 315 HAT: 0.86 NM.
WAAS CHANNEL # 69505
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) | REFERENCE PATH ID: W21A
2. HOLD NE ZIXER, RT, 214.04 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3. FAC: 21401 FAF: RERSE DISTFAF TOMAP: 469 THLD: 469
4. MIN. ALT: ZIXER 2000, RERSE 1600
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1600 GS ALT AT: RERSE OM: MM: IM:
7. GSANGLE:  3.00 TCH:40.0  34:1 1S NOT CLEAR
8. MSA FROM: RW21 1800 MAG VAR: 11W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF:] | STANDARD]| X | SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DHMDA| WIS |HAT/HAA|DH/MDA | VIS HAT/HAA [DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HATHAA|DHMDA | VIS |HAT/HAA
LPV DA 362 1 315 362 1 315 362 1 315 362 1 315 ‘
LNAV/VNAV DA 545 13/4 498 545 13/4 498 545 13/4 498 545 13/4 498
LNAV MDA 600 1 553 600 1 553 600 1172 553 600 13/4 553
CIRCLING 600 1 553 600 1 553 600 1172 553 620 2 573
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING WALLOPS ISLAND ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 48C (118F).
‘CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
| SEE 8260-10
CITY AND STATE ELEVATION: 47  TDZE: 47 FACILITY PROCEDURE NO./AMDT NO.: SUP:
MELFA, VA AIRPORT NAME: 'DENTFI":isr RNAV (GPS) RWY 21, ORIG AMDT. NONE
ACCOMACK COUNTY 00T 25 DATED {/ Zif \

FAA FORM 8260 - 3 / December 2002 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD

INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.

ES

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CCV VORTAC VIA Vi SOUTHBOUND.
CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE WALLOPS ISLAND ALTIMETER SETTING AND
INCREASE ALL DAS/MDAS 60 FEET.

CITY AND STATE ELEVATION: 47  TDZE: 47 FSECILH;:YE PROCEDURE NO./ AMDT NO.: sup:
IDENTIFIER:
MELFA, VA : RNAV (GPS) RWY 21, ORIG )
AIRPORT NAME ENAY (GPS) ANDT. e
T 95 s
ACCOMACK COUNTY ocr 25 DATED: 305

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibitities which are in statute miles or in feet RVR. .

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER ()
AIRPORT IDENTIFIER KMFV
RUNWAY RW21
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W21A
LTP/FTP LATITUDE 373911.5200N
LTP/FTP LONGITUDE 0754527.6245W
LTP/FTP ELLIPSOIDAL HEIGHT -00222
FPAP LATITUDE 373749.4000N
FPAP LONGITUDE 0754611.4300W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 2191CA39
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ké
LTP ORTHOMETRIC HEIGHT +00144
FPAP ORTHOMETRIC HEIGHT +00144
CITY AND STATE ELEVATION: 47  TDZE:47 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
MELFA, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG
RNAV AMDT: NONLE_K\
TR s L
ACCOMACK COUNTY Y DATED: z BTS

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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u.s.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAA FORM 8260-10/ MARCH 2003 (Combuter Generatad)

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
.
ARINC PACKET - 424-17
-
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD CcCcv K6011220VTL N37205114W075595155 N37205114W075595155W010000010 NARCAPE CHARLES
SUSAD SWL K6011240VTL N38032374W075275012 N38032374W075275012W008000040 NARSNOW HILL
1 2 3 4 5 6 7 8 ] 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT PACIV K60 W L N37534442W075374015 E0117 NAR PACIV
SUSAEAENRT RERSE K60 W L N37433083W075430910 EOl1l6 NAR RERSE
SUSAEAENRT UCGEL K60 W L N37284580W075510073 E0114 NAR UCGEL
SUSAEAENRT ZIXER K60 W L N37490807W075400851 EO116 NAR ZIXER
1 2 3 4 5 [ 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMFVK6AMFV 0 050YHN37384880W0754539§0W011000047 1800018000C MNAR ACCOMACK COUNTY
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMFVK6FR21 ACCV 010CCV Ké6D 0V IF 18000 A JS
SUSAP KMFVK6FR21 ACCV 020ZIXERK6EAQE 020TF 03990323 + 02000 A JS
SUSAP KMFVK6FR21 ACCV 030ZIXERK6EAQOEE CR HF 21400040 + 02000 A JS
SUSAP KMFVK6FR21 ASWL 010SWL K6D 0V IF 18000 A JS
SUSAP KMFVK6FR21 ASWL 020PACIVK6EAOE A 020TF 22990124 + 02000 A JS
SUSAP KMFVK6FR21 ASWL 0302IXERK6EAOEE 010TF 21410050 + 02000 A JS
SUSAP KMFVK6FR21 R 010ZIXERK6EAOE I IF + 02000 18000 A JS
SUSAP KMFVK6FR21 R 020RERSEK6EAOE F 0S1TF 21400061 + 01600 RW21 K6PGA JS
SUSAP KMFVK6FR21 R 030RW21 K6PGOGY M 031TF 21400047 00087 -300 A JS
SUSAP KMFVK6FR21 R 040UCGELK6EAOEYM 010DF + 02000 A JS
SUSAP KMFVK6FR21 R 050UCGELK6EAOEE HRO20HM 03390040 + 02000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMFVK6GRW21 0050002140 N37391152W075452762+0000 00047000040100
D..,:\
~
CITY AND STATE ELEVATION: 47  TDZE: 47 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
MELFA, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG
RNAV AMDT: NQ
ACCOMACK COUNTY T 28 o
0CT 25 oy DATED: % B
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise mdlcated
FLIGHT STANDARDS SERVICE - FAR PART 9733 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3 *
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMFVK6PR21 RW21 001 000OW21AO0N3739115200W07545276245-002220300N3737494000W07546114300106751224000400F4005002191CA39

SUSAP KMFVK6PR21 RW21 002 +00144+00144W21A 69505 000
1 2 3 4 : 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMFVK6SRW21 K6PG 0 25180018 M
CITY AND STATE ELEVATION: 47  TDZE: 47 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
MELFA, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG
RNAV e ac AMDT. NOME
A ACK COUNTY A 7h e ..
CCOMACK COU DATED: 1? 5
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬂngskf;eaﬂg? &umﬁ, I;aAnd Aim:&ljs are magnetic. E::m\m;ions a‘nd amtzndr:ds are in feza MSL,
except s . , @ . Aftitudes are minimum al es unless otherwise indicated.
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 4y i ; f ; i ical mi I ise indi
. Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise m_dncated.
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17 -
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE ’
ccv ccv 010 IF FB
ccv ZIXER 020 TF FB 2.0 039.9(029T) 032.3 02000
cev ZIXER 030 HF R FB 214.0(203T) 004.0 02000
SWL SWL 010 IF FB
SWL PACIV 020 IAF TF FB 2.0 229.9(219T) 012.4 02000
SWL ZIXER 030 TF FB 1.0 214.1(203T) 005.0 02000
ZIXER 010 FACF IF FB 02000
RERSE 020 FAF TF FB 0.5 214.0(203T) 006.1 01600
RW21 030  MAP TF FO 0.3 214.0(203T) 004.7 00087
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
UCGEL 040 DF FO 1.0 02000
UCGEL 050 HM R FO 2.0 033.9(023T) 004.0 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
cev N372051.14 W0755951.55 N3720.852 W07559.859
. SWL N380323.74 W0752750.12 N3803.396 W07527.835
PACIV N375344 .42 W0753740.15 N3753.740 W07537.669
RERSE N374330.83 W0754309.10 N3743.514 W07543.152
UCGEL N372845.80 W0755100.73 N3728.763 W07551.012
ZIXER N374908.07 W0754008.51 N3749.135 W07540.142
RW21 N373911.52 W0754527.62 N3739.192 W07545.460
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW21 00047 40
5.‘.\\
x;\
CITY AND STATE ELEVATION: 47  TDZE: 47 FACILITY PROCEDURE NO./ AMDT NO.: SuP:
MELFA, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG
RNAV AMDT: N%
[8TARS G F SAAY N
ACCOMACK COUNTY ! ; ISy DATED: (>£B \
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