US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD

INSTRUMENT APPROACH PROCEDURE

FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Attitudes are minimum allitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
arg in statute miles or in feet RVR.

MISSED APPROACH

TERMINAL ROUTES
FROM TO COURSE AND DISTANCE ALTITUDE L'l:\‘lw II)\;\ v
CIP VOR/DME LOCP (FO) 254.99/8.10 3800 LNAY: ;mog DA
EARED (IAF) LOCPI (NOPT) (FB) 029.37/8.27 3100 —_—
CLIMB TO 3500 DIRECT PUNCO AND HOLD.
LOCP! (IFNAF) ADRAN (FB) 054.59 / 6.00 3100 :
— — - - ADDITIONAL FLIGHT DATA:
This is a corrected copy of this procedure published in TL08-06. HOLD NE, T, 234.82 INBOUND.
CHART FAS OBST: 1639 TREE 411206N/0792851W
CHART FAS OBST: 1619 TREE 411318N/0792804W
CHART 1786 TOWER 411058N/0793239W.
DISTANCE TO THLD FROM 250 HAT: 0.72 NM.
WAAS CHANNEL # 70606
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) | REFERENCE PATH ID: WO6A
2. HOLD SW LOCPI, RT, 054.59 INBOUND, 3100 FT. IN LIEU OF PT (IAF)
3. FAC: 054.65 FAF: ADRAN DIST FAF TOMAP: 504 THLD: 504
4. MIN. ALT. LoCP1 3100, ADRAN 3100
5. DIST TO THLD FROM OM: MM: AM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3100 GS ALT AT: ADRAN 3100 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: RW06 3400 MAG VAR: 10W EPOCH YEAR: 2005
MINIMUMS
TAKEOFF:]| | STANDARD]| X JSEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B C D E
DHMDA| VIS |HAT/HAA|DHMDA | VS | HAT/HAA |DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 1701 1 250 1701 1 250 1701 1 250 1701 1 250
LNAV/VNAV DA 1985 2 534 1985 2 534 1985 2 534 1985 2 534
LNAV MDA 1920 1 469 1920 1 469 1920 11/4 469 1920 112 469
CIRCLING 1980 1 522 1980 1 522 1980 112 522 2060 2 602
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING DU BOIS ALTIMETER SETTING.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAVY SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 46C (114F).
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
| SEE 8260-10 , ]
CITY AND STATE ELEVATION: 1458  TDZE: 1451 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  {SUP:
CLARION, PA . AIRPORT NAME: IDENFT"'I‘I'-XER: RNAV (GPS) RWY 6, AMDT 1 AMDT: ORIG
CLARION COUNTY APR 10 2008 DATED  08/10/2004
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and afiitudes are in feet, MSL,
axcept HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.

LNAV AND CIRCLING CATS C AND D VISIBILITY 1/4 MILE.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DU BOIS ALTIMETER SETTING AND INCREASE
ALL DAS 108 FT, ALL MDAS 120 FT AND LPV AND LNAV/VNAV VISIBILITY 1/4 MILE ALL CATS. INCREASE

CITY AND STATE ELEVATION: 1458  TDZE: 1451 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
. ) IDENTIFIER: RNAV (GPS) RWY 6, AMDT 1
CLARION, PA AIRPORT NAME: CNAY (GPS) AMDT: ORIG
CLARION COUNTY APR 1 0 7008 DATED: 08/10/2004
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 2 OF 6 PAGES




FLIGHT STANDARDS SERVICE - FAR PART 97.33

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and attitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

LTPFTP ELLIPSOIDAL HEIGHT

FPAP LATITUDE

FPAP LONGITUDE

THRESHOLD CROSSING HEIGHT (TCH)

WO6A
411312.1870N
0792654.8100W
+04038
411415.5500N
0792531.7400W
00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER C68C4609
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K6
LTP ORTHOMETRIC HEIGHT +04368
FPAP ORTHOMETRIC HEIGHT +04368
CITY AND STATE ELEVATION: 1458  TDZE: 1451 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup:
CLARION, PA AIRPORT NAME: 'DEN:':':",ER: RNAV (GPS) RWY 6, AMDT 1 AMDT: ORIG
CLARION COUNTY APR 10 2008 DATED: 08/10/2004 -
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statule miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678201234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD CIP K6011290VDL N410846531W053272876 N41084653wW079272876W006001530 NARCLARION
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ADRAN K60 W RL N41093710%079313632 w0099 NAR ADRAN
SUSAEAENRT EARED K60 C RL N40573255W079404839 Wo096 NAR EARED
SUSAEAENRT LOCPI K60 W RL N41052063wW079371101 w0099 NAR LOCPIL
SUSAEAENRT PUNCO K60 C RL N41214964W079153445 w0099 NAR PUNCO
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 1234567890123456789012345678901234567890123£56789012234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KAXQK6AAYQ 0 050YHN41132976¥079263178W010001458 1800018000C MNAR CLARION COUNTY

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 1234567890123456789012345678901234567890123456789012345678901234567829012345678201234567890123456789012245678901234567890123456789012

SUSAP KAXQK6FRO6 ACIP 010CIP Ké6D OV IF 18000 A JS
SUSAP KAXQK6FRO6 ACIP 020LOCPIK6EAOE A 020TF 25500081 + 03800 A JS
SUSAP KAXQK6FR06 ACIP 030LOCPIK6EADEE CR HF 05460040 + 03100 A JS
SUSAP KAXQK6FR06 AEARED 010EAREDK6EAOE A IF 18000 A JSs
SUSAP KAXQK6FRO6 AEARED 020LOCPIK6EAQOEE 010TF 02940083 + 03100 A JS
SUSAP KAXQK6FR06 R 010LOCPIK6EAOE I IF + 03100 18000 A JS
SUSAP KAXQK6FR06 R 020ADRANK6EAOE F O0S51TF 05460060 + 03100 RW06 K6PGA JS
SUSAP KAXQK6FRO6 R 030RWO6 K6PGOGY M 031TF 05470051 01473 -300 A JS
SUSAP KAY.QK6FR06 R 040PUNCOK6EAOEYM 010DF + 03500 A JS
SUSAP KAXQK6FRO6 R 050 PUNCOK6EAOEE HRO20HM 23480040 + 03500 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KAXQK6GRWO6 0050030547 N41131219W079265481+0500 01433000040075
1 2 3 4 5 € 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012245678901234567890123456789012345678901234567890123456789012

CITY AND STATE ELEVATION: 1458  TDZE: 1451 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: sup:
IDENTIFIER:
CLARION, PA AIRPORT NAME: RNAYV (GPS) RWY 6, AMDT 1 .
RNAV AMDT: ORIG
CLARION COUNTY APR 10 2008 DATED: 08&/10/2004
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceil i - ion. Di in nautical mi ise indi
ngs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
SUSAP KAXQK6PRO6 RW06 001 O0D0OWO6AON4113121870W07926548100+040380300N4114155500W07925317400106751224000400F400500C68C4609
SUSAP KAXQKG6PRO6 RWO6 002 +04368+04368LPV 70606 000 '
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012
SUSAP KAYXQK6SRW0O6 K6PG 0 25180034 M
CITY AND STATE ELEVATION: 1458  TDZE: 1451 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
CLARION, PA AIRPORT NAME: 'DEN:P'J':'ER- RNAV (GPS) RWY 6, AMDT 1 AMDT: ORIG
CLARION COUNTY . APR 10 2008 DATED. 081012004 -
FAA FORM 8260-10 / MARCH 2003 (Computer Generated) ' . PAGE 5 OF 6 PAGES




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otharwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilir?gs are in feet above aiport elevation, Distarlxces are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
CIip CIip N10 IF FB
CIp LOCPI 020 IAF TF FB 2.0 255.0(245T) 008.1 03800
cIP LOCPI 030 HF R FB 054.6(045T)  004.0 03100
EARED EARED 010 IAF IF FB
EARED LOCPI 020 TF FB 1.0 029.4(019T)  008.3 03100
LOCPI 010 FACF IF FB 03100
ADRAN 020 FAF TF FB 0.5 054.6(045T)  006.0 03100
RWO6 030 MAP TF FO 0.3 054.7(045T)  005.1 01473
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
PUNCO 040 DF FO 1.0 03500
PUNCO 050 HM R FO 2.0 234.8(225T)  004.0 03500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
cip N410846.53 wW0792728.76 N4108.776 W07927.479
ADRAN N410937.10 W0793136.32 N4109.618 W07931.605
EARED N405732.55 v10794048.39 N4057.543 W07940.807
LOCPI N410520.63 W0793711.01 N4105.344 W07937.184
PUNCO N412149.64 W0791534.45 N4121.827 W07915.574
RWO6 N411312.19 W0792654.81 N4113.203 W07926.914
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWOE 01433 40
CITY AND STATE ELEVATION: 1458  TDZE: 1451 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
CLARION, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 6, AMDT 1 AMDT- ORIG
RNAV B :
CLARION COUNTY APR 10 200 DATED, 01072004
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