US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE
FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV: RW35
SJT VORTAC OKICU (FB) 063.97 / 20.47 4000
TQA VOR/DME UCILA (FB 176.14/45.40 400 S —
CILA (FB) 145 0 CLIMB TO 3500 DIRECT RIREE AND HOLD.
OKICU (1AF) WIKUS (NOPT) (FB) 082.22/ 5.00 4000
UCILA (IAF) WIKUS (NOPT) (FB) 262.32/5.00 4000
WIKUS (IFAAF) AKIXY (FB) 352.27/6.01 3500
ADDITIONAL FLIGHT DATA:
HOLD N, RT, 172.22 INBOUND.
CHART FAS OBST: 1809 WINDMILL 313947N/0995850W
DISTANCE TO THLD FROM 351 HAT: 0.98 NM.
WAAS CHANNEL # 86228
REFERENCE PATH ID: W35A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD S WIKUS, RT, 352.27 INBOUND, 4000 FT. IN LIEU OF PT (IAF)
3. FAC: 352.27 FAF: AKIXY DIST FAF TOMAP: 532 THLD: 532
4. MIN. ALT: WIKUS 4000, AKIXY 3500
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3500 GS ALT AT: AKIXY OM: MM: M:
7. GS ANGLE: 3.00 TCH:40.0 34:11S CLEAR
8. MSA FROM: RW35 4400 MAG VAR: 8E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF:| X | STANDARD| |SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE: NA [ X |
CATEGORY ===== A B C D E
DH/MDA | VIS |HAT/HAA|DHMDA | MS [HAT/HAA [DH/MDA | viS |HAT/HAA|DHIMDA | VIS |HAT/HAA|DH/MDA | VIS |HATHAA
LPV DA 2089 114 351 2089 11/4 351 2089 11/4 351 NA
LNAV MDA 2160 1 422 2160 1 422 2160 11/4 422 NA
CIRCLING 2220 1 482 2220 1 482 2220 1172 482 NA
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT SJT VORTAC VIA AIRWAY RADIALS 014 CW 102.
CHART NOTE: USE SAN ANGELO REGIONAL/MATHIS FIELD ALTIMETER SETTING; IF NOT RECEIVED US CURTIS
FIELD ALTIMETER SETTING AND INCREASE ALL DA/MDAS 20 FEET.
CITY AND STATE ELEVATION: 1738 TDZE: 1738 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP;
BALLINGER. TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 35, ORIG-A AMDT: ORIG
! RNAV .
BRUCE FIELD OEC 20 xv DATED  02/16/2006
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER E30

RUNWAY RW35

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W3sA

LTP/FTP LATITUDE 314008.8300N

LTP/FTP LONGITUDE 0995837.2500W

LTP/FTP ELLIPSOIDAL HEIGHT +05047

FPAP LATITUDE 314138.1200N

FPAP LONGITUDE 0995836.7600W

THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1560

HORIZONTAL ALERT LIMIT (HAL) 40,0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 43BD096S

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K4

LTP ORTHOMETRIC HEIGHT +05298

FPAP ORTHOMETRIC HEIGHT +05298

CITY AND STATE ELEVATION: 1738 TDZE: 1738 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  [gup:
, IDENTIFIER: .

BALLINGER, TX AIRPORT NAME: AV RNAV (GPS) RWY 35, ORIG-A AMDT: ORIG

BRUCE FIELD DEC 20 207

DATED: 02/16/2006

FAA FORM 8260-10 / MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 = 3 4 5 3 7 8 9 0 1 2 3
NAVAID 12345678901234567890123456789012345676901224567890123455678301234567890123456789012345678901234567689012345678901234567890123456789012
SUSAD sJv K4011510VTHW M31222983%wW10027175% N31222983W100271755E010001890 NARSAN ANGELO
SUSAD TQA K4011160VDLYW N32140867W093490042 N22140867W0994900422010002058 NARTUSCOLA I
1 2 3 4 5 [ 7 2 9 0 1 2 3
op 123456789012345678901224567830123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSARAENRT AKINY K40 ¥ RL N313448713%739583901 NAR AKIXY I
SUSAEAENRT QKICO K46 W RL N312848584wW100043182 NAR OKICU I
SUSAEAENRT RIREE K4C W RL WN31520752%329583328 NAR RIREE I
SUSAEAENPT UCIiLAa Y40 % RL N312846u1lW039525018 NAR UCTILA I
SUSAEAENRT WIKUS K40 W RL N212847556WM09958410% NAR WIKUS I
T 2 3 a 5 9 5 1 2 3
AIRPORT 1234567890123459-7890123456789012345678901 5€7290123456783 }1234567890123456789012345678901234567890123456789012
SUSAP E30 KRAAE:N 0 039YHNIL402815 83715EQ0080C¢1733 18G0018000C MHAR BRUCE F1ELD I
1 o 3 Y] ) 6 N 8 9 o] 1 2 3
SEGMEMNT 123456789012345% 678"]”’13678901 4567895121 75301234567890123456783012345578901234567893C0123456789012345678901234567890123456789012
SUSAP E30 K4FR35 &SIT 0108JT K4D 0OV 1F 18000 A JS I
SUSAP B39 KAFR3S ASJT C200KICUK4EAGE A 020TF 064052558 + 04000 A JS I
SUSAP B30 ¥4FR35 ASJIT 030WIKUSKd EADEE 010TF 08220050 + 240060 A JS I
SUSAP E30 E4FRAG ATQA 010TQA K4D 0V IF 18000 A JS I
SUSAP E3(0 KR4FR3S ATQA G20UCTLAKAEAOE A (020TF 17610454 + 40600 A JS I
SUSAP E20 FAFR2S ATQA 030WIFUSKAEAQEE G10TF 26230050 + 04000 A JS I
SUSAP E30 K4FR1S AILKDS GLOWIKUSK4EAQER €8 HFY 35230050 + 04000 18000C A JS I
SUSAP R3l0 K4FR3S R O10WIKUSKAEAGE T Ir + (4000 18000 A JS I
SUSAP E2Q K4FR35 R O20AKTXYKAEAOE F CSITF 352339690 + 03506 RW3S5 K4PGA JS I
SUSAP E30 K4FR35 R 53I0RW3S K4PGOGY M O31TF 35230053 01778 -300 AJS I
SUSAP 150 KAFR3S 24 042RIPEEKAEACEYM Ol0DF + 03500 A JS I
SUSAP EA0 K4FR3S R OSORIREEK4TACEE HROZOHM 17220050 + 03500 A JS I
1 2 3 4 S 6 7 8 9 0 1 2 3
RUNWAY 1234567892012345678901234567890123456789012345678301234567890123456789012345678901234567890123456789012345€78901234567890123456789012
CITY AND STATE ELEVATION: 1738  TDZE: 1738 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE: sSup:
BALLINGER, TX AIRPORT NAME: IDENTIFIER: RANAV (GPS) RWY 35, ORIG-A ORIG
RNAV AMDT:
BRUCE FIELD OEC 20 200 DATED:  02/16/2006
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings. headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
SUSAP E30 KAGRW3S 0039063523 N31400883W099583725-6150 01738000040606C I
1 2 3 4 5 § 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456769012345678901234567530123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP E30 KAPR35 RW3S 0C1 GO00W3ISAON314G088300WG9358272500+050470300N31413812001W09958367600106751560000400F40050043BD09651
SUSAP E30 KAPR35S  RW3S 002 +05298+05298LPV 86228 600 I
18 2 3 4 5 § 7 8 El 0 1 2 3
MSA 123456789012345678901234557890123456789012345678901234567890122456789012345678901234567850123456783012345678901234567890123456789012
SUSAP E30 K4SRW3IS KAPG 0 25180044 M I
CITY AND STATE ELEVATION: 1738 TDZE: 1738 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
BALLINGER, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 35, ORIG-A _ ORIG
BRUCE FIELD DEC 20 20 DATED:  02/16/2006
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY - VERSIOM 404-17

ROUTES TRANSTITION FIX SEQ USE PATH TURN rO/F3 RNP MAG(TRUE) DISTANCE ALTITUDE
SJT sJT 0lg IF FB
SJT OKICY 0z IAF TF FB 2.0 064.0(0727T) 020.5 04000
sJT WIRUS 030 TF FB 1.0 082.2(030T) 005.0 04000
TQA TQA 014 IF FB
TOQA UCILA Gzn IAF TF FB 2.0 176.1(184T) 045.4 04000
TQA WIKUS 030 TF FB 1.0 262.3(270M 005.0 04000
WIKUS W1KUS 710 HF R FB 352.3(000T) 005.0 04000
WIKUS 0id FACF IF FB 04000
AKIXY n2o TAF TF FB 2.5 35z.3(000T) 006.0 03500
RW35 030 HRE TF FO 0.2 352.3(000T) 005.3 01778
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
RIREE 040 DF FO 1.0 03500
RIREE 05¢ HM R FO 2.0 172.2(184T 005.0 03500
POINT DATA WAYPOINT LAT IN SECS LONG IW SECS LAT IN MINS LONG IN MINS
SJT t312229.83 WLL2717.585 N3122.497 wW10027.293
TOA N321408.67 wW)9940:Q,42 N3214.145 wW09949.007
AKINY 11311.2448.71 $1099583%.01 N3134.812 W09958.€650
OKICU N312843.84 (7104C431.82 N3128.814 $¥10004.530
RIREE N315207.52 W(9935832.28 N3l5z2.129 wW09958.555
UCILA N312846.01 r13995250.18 N3128.787 W09952.836
WIKUS N312847.56 wW092TR41.420 N3128.793 wW32958.683
RW3S N314008.83 $I:295837 .25 N3140.147 ®09958.621
RUNWAY DATA THP.ESHOLD
RWTY ELEVATION TCH
RW1S n17338 4G
CITY AND STATE ELEVATION: 1738  TDZE: 1738 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
BALLINGER, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 35, ORIG-A prpe prv=
‘ RNAV :
BRUCE FIELD DEC 20 2 DATED: 021612006
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