RNAYV - STANDARD Bearings, hoadings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, emept
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes urless otherwise indicated. Celings are in feet
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tm %mv oA
FAK VORTAC IGANE (FB) 132.69 / 31.07 3000 LNAV: RW34
HPW VORTAC (1A GLI (F 5.48 / 3.54 2500 e
(1AF) HAGLI (FB) 2 CLIMB TO 2500 DIRECT IFPIG AND HOLD.
IGANE (IAF) HAGLI (FB) 046.48 / 8.00 2500
HAGLI (IF) JOMUS (FB) 336.54 / 6.01 1700
JOMUS (FAF) YUTUP/1.40 NM TO RW34 (FB) 336.50 / 3.26
YUTUP/1.40 NM TO RW34 RW34 (MAP) (FO) 336.48/1.40
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD NW, LT, 156.37 INBOUND,
CHART FAS OBST: 259 TREE 372838N/0771821W
CHART FAS OBST: 270 TOWER 372842N/07T1817W
DISTANCE TO THLD FROM 200 HATH: 0.46 NM.
WAAS CHANNEL # 97520
REFERENCE PATH ID: W34A
1.PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 15.7 M
2. PROFILE STARTS AT HAGLI
3. FAC: _336.50  FAF: JOMUS DIST FAF TO MAP: 466 THLD: 466
4, MIN. ALT: HAGLI 2500, JOMUS 1700, YUTUP/1.40 NM TO RW34 660*
5. DIST TO THLD FROM OM: MMm: M 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1700 GS ALT AT:JOMUS 1700 OM: MM: Im:
7. GSANGLE: 3.00 TCH:544 34:11S CLEAR
8. MSA FROM: RW34 2600 MAG VAR: 9W EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY ==z=z=x=> A B C D E
DH/MDA | VIS | HAT/HAA] DH/MDA VIS | HAT/HAA|DH/MDA | VIS {HAT/HAA|DH/MDA | VIS [HAT/HAAIDHMDA | VIS |HAT/HAA
LPVDA 361 2400 200 361 2400 200 361 2400 200 361 2400 200
LNAV/VNAY DA 556 4500 395 556 4500 395 556 4500 395 556 4500 395
LNAV MDA 520 2400 359 520 2400 359 520 3000 359 520 3000 350
CIRCLING 660 1 493 660 1 493 660 1102 493 720 2 553
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAY NA BELOW -15C (5F) OR ABOVE 42C (107F).
CHART NOTE: DME/DME RNP-0.3 NA.
*LNAV ONLY
CHART NOTE: FOR INOPERATIVE ALSF-2, INCREASE LNAV/VNAY ALL CATS VISIBILITY TO 1 1/4 MILE AND LNAV
| (SEE FORM 8260-10) .
CITY AND STATE LEVATION: 167 THRE: 161 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
RICHMOND, VA AIRPORT NAME: |DEN';|'|N|'25R: RN’AV (GPS) RWY 34, AMDT 1 AMDT: ORIG-C
RICHMOND INTL 10 MAR 2011 DATED 097252008
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
Ay STANDARD SR AR TG Tk B e e
X a
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 ocors viatilies which ave v st e or WSOt RVRL | e inclcated,
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE

RW34 (MAP) 361 MSL ' 336.48
361 MSL IEPIG (FO) 2500

NOTES, (CONT.):
CATS C AND D VISIBILITY TO RVR 5500.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON FAK VORTAC AIRWAY RADIALS 100 CW 220.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON HPW VORTAC AIRWAY RADIALS 205 CW 323.

CITY AND STATE ELEVATION: 167 THRE: 161 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
RICHMOND, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1
10 MAR 2011
RICHMOND INTL DATED: 09/25/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KRIC
RUNWAY RW34
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W3i4A
LTP/FTP LATITUDE 372944.8560N
LYP/FTP LONGITUDE 0771824.7870W
LTP/FTP ELLIPSOIDAL HEIGHT +00157
FPAP LATITUDE 372100.0700N
FPAP LONGITUDE 0771925.0100W
THRESHOLD CROSSING HEIGHT (TCH) 00054.4
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.50
LENGTH OFFSET 0008
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER C9B30CB4
ADDITIONAL PATH POINT RECORD INFORMATION
1CAQ CODE K6
LTP ORTHOMETRIC HEIGHT +00490
FPAP ORTHOMETRIC HEIGHT +00490
CITY AND STATE ELEVATION: 167 THRE: 161 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE:  |sUP:
RICHMOND, VA AIRPORT NAME: (DENTIFIER: RNAV (GPS) RWY 34, AMDT 1
RNAV - AMDT: ORIG-C
10 MAR 2011
RICHMOND INTL DATED. 0972572008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 3?!?:%3 aré in feét abo:.re aiport elevation. Distances are in nautical miles unless otherwise indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in fest RVR. '

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 [ 7 8 g 0 1 2 3
HAVAID 123456789012345678901234567890123456789012345678901234567850123456789012345678301234567890123456789012345678901234567890123456788012
SUSAD FAK K6011330VTH N37314263%W(077494159 N37314263W077494159W0060004602 NARFLAT ROCK
SUSAD HPW K6011200VTLA N37194333W077065740 N37184383W077065740W0060000701 NARHOPEWELL
1 2. 3 4 5 & 7 B g 0 1 2 3
WP 1234567890123456789012345678901234567R901234567890123456789012345678901234656789801234567850123456789012345678901234567880123456789012
SUSAEAENRT HAGLI K60 W N37204423%¥W077111306 W0103 NAR HAGLI
SUSAEAENRT IPPIG K60 W N37420649W077282045 W01l02 NAR IFPIG
SUSAEAENRT IGANE K&0 14 N37142300W077171933 w0102 NAR IGANE
SUSAEAENRT JOMUS K& W N37254864%W077151580 W0103 NAR JOMUS
SUSABEAENRT YUTUP K60 W R37283395W077172804 w0102 NAR YUTUP
1 2 3 4 5 [ 7 8 9 4] 1 2 3
AIRPORT 1234567895012345678001234567890123456878901234567850123456785012348687890123456788012345678901234%6789012345678901234567880123456789012
SUSAP KRICK6ARIC 4] POOYHN3I7301860W077191080W009000167 1800018000C MNAR RICHMOND INTL
1 2 3 4 5 [ 7 8 9 4] 1 2 3
SEGMENT 1234567890123456783012345678%01234567890123456789012345678%90123456789012345678901234567850123456'789012345678801234567890123456789012
SUSAP KRICKSEFR34 AFAK 010FAK X6D oV IF 18000 A IS8
SUSAP KRICKeFR34 AFAK Q20ICGANEK6EAOE A 0207TF 13270311 + 03000 A J8
SUSAP KRICK6FR34 AFAK O030HAGLIKGEAOEE B 010TF 04650080 + 02500 A JS
SUSAP KRICKEFR34 AHDPW J1l0HPW K&D 0V A 1P 18800 A JS
SUSAP KRICK6EFR34 AHPHW Q0ZOHAGLIKEEAOEE B 0l10TF 29550035 + 02500 a Js
SUSAP KRICKEFR34 R O10HAGLIKEEAQE I IF + 02500 18000 A JS
SUSAP KRICKEFR34 R 020JOMUSKEEALE F 0517TF 33650060 + 01700 RW34 Ke6PGA JS
SUSAP KRICKEFR34 R 020JOMUSKEEAZWALPY ALNAV/VNAV ALNAV JS
SUSAP KRICKSFR34 R QZ21IYUTUPKEEAOE S  (O31TF 33650033 V 0066000661 ~300 A J8
SUSAP KRICK6FR34 R J30RW34 KE6PGOGY M 031TF 33650014 002158 ~300 A JS
SUSAP KRICKEFR34 R 0490 0 M 010CA 3365 + 00361 A JS
SUSAP KRICKEFR34 R O0S50IFPIGKSEAQOEY 010DF + 02500 A IS
SUSAP KRICKEFR34 R Q60IFPIGKEBACEE LO20HM 15640060 + 02500 A JS
Nl
o
& L
o, &
ﬂ\fg:(:/\?‘
CITY AND STATE ELEVATION: 187 THRE: 161 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SuUP:
RICHMOND, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1 oo
RNAV 10 MAR 2011 AMDT.
RICHMOND INTL 0972572008
DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibifities which are in statute miles or in feet RVR.
1 2 3 4 s 6 7 8 9 Q 1 2 3
RUNWAY 1234567890123456789012345678901234567890123456789012345676890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRICK6GRW34 0090033365 N37294486W077182479+0100 +0015700161000054150T
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 1234567890123456789012345678B9012345678%012345678901234567890123456789012345678901234567890123456789012345678801234567830123456789012
SUSAP KRICKEPR34 RW34 001 0000W34A0N3729448560W07718247870+001570300N3731000700W07719250100106500008000544F400350C9B30CB4
SUSAP KRICK6PR34 RW34 CO02E +00450+00430LPV 97520
1 2 3 4 5 [ 7 8 9 4] 1 2 3
MSA 123456789012345%678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRICKE6SRW34 K6PG [¢] 18018002625 M
o
SPhs
&
b a
Ve
CITY AND STATE ELEVATION: 167 THRE: 161 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
RICHMOND, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1
| Reav 10 MAR 2011 AMDT:  ORIS-C
RICHMOND INTL.
]DATED: 09/25/2008
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