US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othemwise indicated. Ceiings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [ILS: DA
LOC: 4.77 MILES AFTER UTIMY INT/FNU 6.45 DME/RADAR OR AT I-
UXFIM INT/I-FNU 12.88 UTIMY INT/I-FNU 6.45 274.90/6.43 (I-FNU) 1600 FNU 1.68 DME FIX
DME/RADAR (IF) DME/RADAR
CLIMB TO 500 THEN CLIMBING RIGHT TURN TO 2300 ON HEADING
280 AND ORL VORTAC R-355 TO PAOLA INT/ORL 15.60
DME/RADAR AND HOLD, CONTINUE CLIMB-IN-HOLD TO 2800, OR
AS DIRECTED BY ATC.
ALTERNATE MA:; CLIMB TO 500 THEN CLIMBING RIGHT TURN TO
(SEE FORM 8260-10)
ADDITIONAL FLIGHT DATA:
HOLD §, LT, 355.17 INBOUND.
CHART: ALTERNATE MA HOLDING, HOLD E PAOLA
INT/RADAR, RT, 284.72 INBOUND.
CHART FAS OBST: 106 TREE 284640N/0811227W
CHART R-2934, R-2935.
CHART VDP AT 2.52 DME;
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) PL'g{:AgSEYVDP TO THLD 0.84 MILES.
2. PROFILE STARTS AT UXFIM )
3. FAC: 27490 FAF: UTIMY INT/A-FNU 6.45 DME/RADAR DISTFAF TOMAP: 477 THLD: 477
4. MIN. ALT: UXFIM 3000, UTIMY 1600, PESIY/I-FNU 3.28 DME 480*
5. DISTTO THLD FROM OM: - MM: - IM: - 150 HAT: - 100 HAT: - GSANT: 990
6. MIN GS INCPT: 1600 GS ALT AT:UTIMY 1600 OM: - MM: . IM: -
7. GS ANGLE: 3.00 TCH:45.0
8. MSA FROM: ORL VORTAC 3000 MAG VAR: 5W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | |ILS: STANDARD # LOC: STANDARD @
CATEGORY =====> A B C D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA | vIS |HAT/HAA |DH/MDA VIS |HAT/HAA|DHMDA | VIS |HAT/HAA
S-LS 27R 236 12 200 236 12 200 236 142 200 236 12 200
S-LOC 27R 480 172 444 480 12 444 480 7/8 444 430 7/8 444
CIRCLING 580 1 525 580 1 525 580 1112 525 620 2 565
PESIY FiX MINIMUMS (DME REQUIRED)
$-LOC 27R 380 142 344 380 142 344 380 5/8 344 380 5/8 344
CIRCLING 580 1 525 580 1 525 580 11/2 525 620 2 565
NOTES: ik d g
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 27C NA AT NIGHT. # @ NA WHEN LOCAL WEATHER NOT AVAILABLE. ™" " 7t
CHART PLANVIEW NOTE: RADAR REQUIRED. #@ NA WHEN CONTROL TOWER CLOSED. &4
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT. ~ E
*LOC ONLY remar
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 55 THRE: 36 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
ORLANDO, FL AIRPORT NAME: |DENITI|:|;|ER; ILS OR LOC RWY 27R, AMDT 2, 09/20/2012 AMDT: 1B
ORLANDO SANFORD INTL i DATED 01/12/2012
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

iLS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

MISSED APPROACH INSTRUCTIONS, (CONT.):
2800 (ADF REQUIRED).

NOTES, (CONT.):
*540 WHEN USING EXECUTIVE ALTIMETER SETTING.

MINIMUMS S-LOC 27R CATS CID VISIBILITY 1/8 MILE,
CHART NOTE: VDP NA WHEN USING EXECUTIVE ALITMETER SETTING.

38,

2800 ON HEADING 280 AND SFB NDB BRG-285 TO PAOLA INT/RADAR AND HOLD, CONTINUE CLIMB-N-HOLD TO

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE EXECUTIVE ALTIMETER SETTING AND
INCREASE S-ILS 27R DA TO 279 AND ALL MDA 860 FEET; INCREASE $-LOC 27R CATS C/D AND PESIY FIX
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE PESIY FIX MINIMUMS S-LOC 27R CATS C/D VISIBILITY TO 1

CHART NOTE: FOR INOPERATIVE MALSR WHEN USING EXECUTIVE ALTIMETER SETTING, INCREASE S-LOC 27R CATS
C/D VISIBILITY TO 1 3/8 MILE, AND INCREASE PESIY FIX MINIMUMS S-LOC 27R CATS C/D VISIBILITY TO 1

1/8 MILE.
Nalss
2
Qo
CITY AND STATE ELEVATION: 55 THRE: 36 FACILITY PROCEDURE NO./AMDT NOJ/EFFECTIVE DATE: SUP: el
ORLANDO, FL AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 27R, AMDT 2, 08/20/2012 prs
ORLANDO SANFORD INTL DATED. 0111212012

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 [ 7 8 g 0 1 2 3
NAVAID 1234567839012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD ORL K7011220VTHA N28323381W081200607 N28323381W081200607E0000001022 NARORLANDO
SUSAD KSFBK7 IFNU K7011015 IT IFNUNZ28465100W081153479 000680 NARORLANDC SANFORD INTL
1 2 3 4 5 3 7 8 9 0 1 2 3
% 123456789012345678501234567850123456789012345678801234567890123456789012345678901234567890123456789%012345678901234567890123456789012
SUSAEAENRT PAQCLA K70 R L N2848089%0W(081213576 w0055 NAR PAOLA
SUSAEARENRT UTIMY K70 o N28465480W081081460 Wo061 NAR UTIMY
SUSAEAENRT UXFIM K70 C N28465498W0B1005554 Wo062 NAR UXFIM
1 2 3 4 5 6 7 8 g 4} 1 2 3
AIRPORT 123456789012345678901234567890123456788012345678901234567890123456789012345678901234567830123456789012345678901234567850123456789012
SUSAP KSFBK7ASFB 4] Q096YHEN284623610W0B1140790W005000055 1800018000C MNAR ORLANDO S$SANFORD INTL
1 2 3 4 5 a 7 8 9 O 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567880123456789012345678801234567890123456789012
SUSAP KSFBK7FIZ27R I O010UXFIMK7EAQE I IF IFNUK7 084900129 PI J 038000160018000 0 N8
SUSAP KSFBRK7FI27R I 020UTIMYK7?EAQE F CF IFNUK7 0945006427500064P1 H 0160001600 ~3000RL K7D 0 N8
SUSAP KSFBK7FI27R 1 O030RWZ7RK7PGOGY M CF IFNUK7 0949001727500048P1 00081 ~-300 0 NS
SUSAP KSFBK7FI27TR I 040 0 M CA 2749 + 00500 0 NS
SUSAP KSFBK7FIZ27R I Q50 Q VI 2800 0 NS
SUSAP KSFBK7FI27R I 06 OPAOLAK7EAQRY CF ORL K7 3552015635520030D + 02800 0 NS
SUSAP KSFBK7FI27R I Q70PAQLAK7EACERE L HM 3552T010 + (02800 0 NS
1 2 3 4 S =S 7 8 g 4] 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678301234567830122345678B301234567890123456783012345678301234567890122456783012345678%012
SUSAP KSFBK7GRW27R 0096012749 N28465441W081134028+0200 ~0016800036059945150I1FNUL
1 2 2 4 S 6 7 8 ] o] 1 2 3
ILS 123456789012345678001234567850123456789012345678801234567890123456785012345678301234567890123456789012345678901234567890123456789012
SUSAP KSFBK7IIFNUL 011015RW27RNZ8465422W0811534582749N28465994W0811351421170 09900394300W00504500029
1 2 3 4 5 é 7 8 9 0 1 2 2
MsSa 123456789012345678901234567850123456789012345678501234567880123456789012345678901234567859012345678%012345678901234567890123456789012
SUSAP KSFBK78O0RL K7D 4] 18018003025 M q3ﬁlf2);
< 4
~ &
Mo
CITY AND STATE ELEVATION: §5 THRE: 36 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
ORLANDO, FL AIRPORT NAME: IDENTIFIER:
: ILS OR LOC RWY 27R, AMDT 2, 09/20/2012 .
ORLANDO SANFORD INTL ' ’ AMDT: 1B
1-FNU
DATED:  01/12/2012

FAA FORM 8260 - 10 / April 2008 {Computer Generated) Page 3 of 7 Pages




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
UXFIM 010 FACF 1F FB AA 03000 GI 01800
UTIMY 020 FAF CF FB 275.0(} 006 .4 GI 01600 GS 01600
RW27R ¢3¢ MAP CF FO 275.0() 004.8 AT 00081
MISSED APPROACH FIX BEQ USE PATH TURN FO/FB RNP MAG {TRUE} DISTANCE ALTITUDE SPEED
040 CA B 274.910) AR 00500
050 vI FB 280.00)
PACLA 060 CF FO 355.2() 003.¢0 AR 02800
PAOLA 070 HM L FO 385.2(0) T01.0 AA 02800
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ORL N283233.81 W0B12006.07 N2832.564 W08120.101
IFNU (DME) N284651.00 W0811534.79 N2846.850 W0B8115,580
PACLA N284808.90 W0812135.76 N2848.148 Ww08121.596
UTIMY N284654.80 W0B810814.60 N2846.913 W0B108.243
UXFIM N284654 .98 W0810055.54 N2846.916 W08100.926
RW27R N284654 .41 W(811340.28 N2846,907 W08113.671
IFNU (LOC) N284654.22 W0811534.58 N2846.904 W08115.576
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW27R 00036 45
.?'rxé‘g/}A.
NN o
e
Riie
CiTY AND STATE ELEVATION: 55 THRE: 36 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
ORLANDQ, FL AIRPORT NAME: IDENTIFIER:

ORLANDO SANFORD INTL
I-FNU

ILS OR LOC RWY 27R, AMDT 2, 09/20/2012 AMDT: 18

DATED:  o1M2/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altifudes are in feet, MSL,
except HAT, HAA, TCH, and RA, Altitudes are minimum altitudes uniess otherwise indicated.

LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 z 3 4 5 s 7 a 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456785012345678901234567890123456789012
SUSAD ORL  K7011220VTHA N28323381W081200607 N28323381W081200607E0000001022 NARORLANDO
SUSAD KSFBK7 IFNU X7011015 IT IPNUN28465100W081153479 000680 NARORLANDO SANFORD INTL
1 2 3 4 5 I3 7 8 5 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012
SUSAERENRT  PAOLA K70 R L N28480890W081213576 W0059 NAR PAOLA
SUSAEAENRT  PESIY K70 c N28465457W081115103 WO060 NAR PESTY
SUSAEAENRT  UTIMY K70 C N28465480W081081460 w0061 NAR UTIMY
SUSAEAENRT  UXFIM K70 c N28465458W0B1005554 w0062 NAR UXFIM :
1 2 3 4 5 5 7 8 3 0 1 2 3 '
AIRPORT 1234567830123456789012345678901234567890123456789012345678501234567689012345678901234567890123456789012345678901234567890123456789012
SUSAP KSFBK7ASFR Q 096YHN28463610W081140790W0B0A5000055 1800018000C MNAR ORLANDO SANFORD INTL
1 2 3 4 5 & 7 8 g 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567850123456785012345678901234567890123456789012345678901234567890123456789012
SUSAP KSFBK7FL27R L 010UXFIMK7EAOR I IF IFNUK7 09490129 PI  + 03000 18000 0 NS
SUSAP KSFBK7FL27R L 020UTIMYK7EAOE F CF IFNUK? 0949006427500064PT + 01600 ORL K7D 0 NS
SUSAP KSFBK7FL27R L 021PESTYK7EAOE S CF IFNUK7 0949003327500032PT + 00480 ~300 0 NS
SUSAP KSFBK7FL27R L 030RW27RK7PGOGY M CF IFNUK7 0949001727500016PI 00081 -300 0 NS
SUSAP KSFBK7FL27R L 040 0 M ca 2749 + 00500 0 NS
SUSAP KSFBK7FL27R L 050 o V1 2800 . 6 NS
SUSAP XSFBK7FL27R L 060PAOLAKTEAOEY CF ORL K7 3552015635520030D  + 02800 0 NS
SUSAP KSFBK7FLZ7R L 070PAOLAK7EAOEE L  HM 35527010 + 02800 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456783012345678501234567890123456789012
SUSAP KSFBK7GRW27R 0096012749 N28465441W081134028+0200 -0016800036059545150TIFNUL
1 2 3 4 5 3 7 8 9 0 1 2 3
1.8 1234567890123456768501234567890123456785012345678301234567890123456768901234567890123456789012345678%012345678901234567890123456789012
SUSAP KSFBK7ITFNUl  011015RW27RN28465422W0811534582749N28465594W0811351421170 09500354300W00504500029
i)
1 2 3 4 5 3 7 8 9 0 1 L
MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456 789012345678 99123456789012
Chp ¥
CITY AND STATE ELEVATION: 55 THRE: 36 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUp:
ORLANDO, FL AIRPORT NAME: IDENTIFIER:
: ILS OR LOC RWY 27R, AMDT 2, 09/20/2012 .
ORLANDO SANFORD INTL ’ 4 AMDT: 1B
I-FNU
DATED:  01/12/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 7 Pages



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nauticat miles uniess otherwise
indicated, except visibifities which are in statute miles orin feet RVR,

SUSAP KSFBK7SORL K7D 0 18018003025 M
CITY AND STATE ELEVATION: 55 THRE: 36 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: (gup:
RLANDO, . IDENTIFIER:
o o.FL AR ORI M 0 SANFORD INTL ILS OR LOC RWY 27R, AMDT 2, 09/20/2012 AMDT: 1B
1-FNU DATED:  01/12/2012
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 7 Pages




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
UXFIM 010 FACF IF FB AR 03000
UTIMY 020 FAF CF FB 275.00) 006.4 AR 01600
PESIY 021 SDF CF FB 275.00) 003.2 AR 00480
RW27R 030 MAP cF FO 275.01() 001.6 AT 00081
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 274.90) AR 00500
050 vI FB 280.0()
PACLA 060 CF FO 355.20) 003.0 RA 02800
PAOLA 070 HM L FO 355.20) T01.0 AB 02800
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ORL N283233.81 W0812006.07 N2832.564 W0B120.101
IFNU (DME} N284651.00 WOB11534.79 N2846.850 W08115.580
PACLA N284808.30 W0B12135.76 N2848.148 W08121.596
PESIY N284654 .57 WO811151.03 N2846.910 W08111.851
UTIMY N284654.80 W0B10814.60 N2846.913 W0B108.243
UXFIM N284654.98 W0B10055.54 N2846.916 W0B100.926
RW27R N284654.41 W0B11340.28 N2846.907 WOB113.671
IFNU (LOC) N284654.22 WOB11534.58 N2846.904 WOB115.576
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW27R 00036 45
CITY AND STATE ELEVATION: 55 THRE: 36 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ORLANDO, FL AIRPORT NAME: IDENTIFIER:
ORLANDO SANFORD INTL iLS OR LOC RWY 27R, AMDT 2, 09/20/2012 AMDT: 1B
I-FNU
DATED: 011212012
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 7 of 7 Pages






