US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cedings are in fest
above alrport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles of in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAVIVNAV: DA
MRINO (IAF) HOCK! (NOPT) (FB) 207.54 1 5.00 2000 LNAV: RW11R
50/5. 2 I
BLDOG (IAF) HOCKI (NOPT) (FB) 027.5015.00 000 CLIMB TO 2000 DIRECT PUUMA AND HOLD,
HOCKI (IFNAF) MUDDS (FB) 117.521 5.97 1500
MUDDS (FAF) z;;;esn..so NM TO RW11R 117.57/3.11
{
ZAPES/1.40 NM TO RW11R RW11R (MAP) (FO) 117.60/ 1.40
RW11R (MAP) 279 MSL 117.60 ADDITIONAL FLIGHT DATA:
HOLD SE, RT, 297.70 INBOUND.
279 MSL PUUMA {FO) 2000 CHART FAS OBST: 125 TREE 273858N/0802550W
DISTANCE TO THLD FROM 256 HATH: 0.67 NM.
WAAS CHANNEL # 53511
REFERENCE PATH ID: W11A
LTP HAE: -20.6 M
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF)
2. HOLD NW HOCKI, RT, 117.52 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3. FAC: _117.57_ FAF: MUDDS DIST FAF TO MAP:  4.51 THLD:  4.51
4. MIN. ALT: HOCKI 2000, MUDDS 1500, ZAPES/1.40 NM TO RW11R 500
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT:
6. MINGS INCPT: 1500 GS ALT AT: MUDDS 1500 OM: MM: M
7. GSANGLE: 3.00  TCH:420 34:115 NOT CLEAR
8. MSA FROM: MAG VAR: TW EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY m====> A B C D E
DHIMDA VIS | HAT/HAA] DHIMDA ViS | HAT/HAA|DHIMDA VIS |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/IMDA VIS | HAT/HAA
LPV DA 279 1 256 279 1 256 279 1 256 279 1 256
LNAV/VNAV DA 286 1 263 286 1 263 286 1 263 286 1 263
LNAV MDA 380 1 357 380 1 357 380 1 357 380 1 3857
CIRCLING 560 1 536 560 1 536 560 1172 536 560 2 636
NOTES:
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 11L NA AT NIGHT, @ NA WHEN LOCAL WEATHER NOT AVAILABLE,
CHART NOTE: BARO-VNAV NA WHEN USING FORT PIERCE ALTIMETER SETTING. e E
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/IVNAV NA BELOW 0C (32F) OR ABOVE 54C (130F). 3 AP
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 11R PROCEDURE NA AT NIGHT. b e
(SEE FORM 8260-10) Cuel
CITY AND STATE ELEVATION: 24 THRE! 23 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  [SUP:
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11R, AMDT 2 AMDT: ]
RNAV :
VERO BEACH MUNI 20 SEPTEMBER 2012 DATED 031212009
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
iy Ceilings are in feet above aiport elevation, Distances are in nautical miles unless otherwise fndlcated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcept visibilties which ars i statute mikes or n feet RVR.
NOTES, (CONT.):
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART PLANVIEW NOTE AT MRINO : MAX 210 KIAS.
CHART PLANVIEW NOTE AT BLDOG : MAX 210 KIAS.
*LNAV ONLY
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE FORT PIERCE ALTIMETER SETTING AND
INCREASE ALL DA 23 FEET AND ALL MDA 40 FEET AND INCREASE LNAV CATS C AND D VISIBILITY 1/8 MILE
AND CIRCLING CAT D VISIBILITY 1/4 MILE.
TAA
FROM __TO ALT
1. 02830 CW 208/30 (NOPT) HOCKI (IFHAF) (FB) 2000
‘ 2. 208/30 CW 298/30 208/25 CW 208125 2700
: 3. 20825 CW 298/25 MRINO (IAF) (FB) 2000
4. 298/30 CW 028/30 BLDOG ({IAF) (FB) 2000
b
Ay
- o }:“ :‘-I\(’::V
CITY AND STATE ELEVATION: 24 THRE: 23 FACILTY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11R, AMDT 2 prome ;
. RNAV :
20 SEPTEMBER 2012
VERO BEACH MUN! DATED: _ 03112/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KVRB
RUNWAY RW11R
APPROACH RERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W11A
LTP/FTP LATITUDE 273928.3025N
LTP/FTP LONGITUDE 0802543.0275W
LTP/FTP ELLIPSOIDAL HEIGHT 00206
FPAP LATITUDE 273856.8400N
FPAP LONGITUDE : 0802409.1200W
THRESHOLD CROSSING HEIGHT (TCH) 00042.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0520
HORIZONTAL ALERT LIMIT (HAL) 400
VERTICAL ALERT LIMIT {VAL) 50.0
CRC REMAINDER TF86FA2E
ADDITIONAL PATH POINT RECORD INFORMATION
ICAQ CODE K7
LTP ORTHOMETRIC HEIGHT +00070
FPAP ORTHOMETRIC HEIGHT +00070
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |{sup:
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11R, AMDT 2 AMDT: 1
RNAV :
VERO BEACH MUNI 20 SEPTEMBER 2012 SATED: SI2I2000

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA TCH, and RA, Altitudes are minimum altitudes unless otherwise indicated.

-———w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 [ 7 8 g o] 1 2 3
wr 1234567890123456789012345678901234567890123456789012345678801234567880123456785012345678901234567890123456783901234567850123456783012
SUSAEAENRT BLDOG K70 W N27382806W0803844¢2 Wo062 NAR BLDCG
SUSAEAENRT HOCKI K70 W N27430981W080364621 WO063 NAR HOCKI
SUSAEAENRT MRINO K70 W N27475153W080344763 WOO063 NAR MRINO
SUSAEAENRT MUDDS K70 W N27410365W080302809 Woo063 NAR MUDDS
SUSAEAENRT PUUMA K70 w N273520984W080132644 WQ065 NAR PUUMA
SUSAEAENRT ZAPES K70 W N27395734W080271158 Wooé4 NAR ZAPES
1 2 3 4 5 6 7 8 g o] 1 2 3
AIRPORT 123456785012345678901234567890123456785012345678901234567890123456788012345678901234567£90123456783012345678301234567890123456789012
SUSAP KVRBK7AVRB 0 Q073YHN27352000W080250460W007000024 1800018000C MNAR VERO BEACH MUNI
1 2 3 4 5 6 7 8 g 0 1 2 3
SEGMENT 12345878901234567890123456780901234567890123456785012345678901234567850123456789012345678901234567890123456785012345678901234567858012
SUSAP KVRBK7FR11R ABLDOG 010BLDOGK7EACE A IF 18000210 A-J8
SUSAF KVRBEK7FR11R ABLDOG 020HOCKIK7EAOEE B O10TF 02750050 + 020C0 A JS
SUSAP KVRBEK7FR11R AHOCKI 010HCCKIK7EAQEE AR HF 11750040 + 02000 18000 A J8
SUSAP KVREK7FR11R AMRINO O1OMRINOK7EAOE A 1F 18000 A JS
SUSAP KVRBK7FR11R AMRINC 020HOCKIK7EAQEE B 0107TF 20750050 + 02000 A JS
SUSAP KVRBK7FR11R R Q010HOCKIK7EAOE I IFr + 02000 18000210 A~JS
SUSAP KVRBK7FR11R R 020MUDDSK7EALE F O51TF 117500860 + Q1500 A JS
SUSAP KVRBK7FR11R R 020MUDDSK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KVRBK7FR11R R 021ZAPESK7EAQE 8 O031TF 11760031 Y 0050000511 -300 A Js
SUSAP KVRBK7FEL1L1R R O030RW11IRK7PGOGY M 0317F 11760014 00065 ~300 A JS
SUSAP KVREK7FR11R R 040 0 M CA 1176 + 00279 A Js
SUSAP KVRBK7FR1I1IR R 050PUUMAK7EADEY DF . + 02000 A JS
SUSAP KVRBK7FR11R R 06 0PUUMAK7EAQEE R o 29770040 + 02000 A JS
1 2 3 4 5 Y 7 g 8 0 1 2 3
RINWAY 123456788012345678901234567890123456789012345678901234567850123456785012345678901234567830123456789012345678301234567890123456789012
SUSAP KVRBK7GRW11R Q073141176 N273892830W080254303+0000 -0020600023000042100R
1 2 3 4 s 6 7 8 9 0 1 2 3
PE 1234567890123456789012345678901234567830123456785901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KVRBK7PR11R RW11R001 Q0OCOW1l1A0ON2736283025W0B025430275-002060300N2738568400W08024081200106750520000420F4005007F86FA2E .
SUSAP KVRBK7PR11R RW11R0O02E +00070+00070LPV 53511 ' B Y
TR
"k; N
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NQ./AMDT NO./ EFFECTIVE DATE:  |sup.
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS} RWY 11R, AMDT 2
VERO BEACH MUNI 20 SEPTEMBER 2012 AMDT: 1
RNAV

DATED:  03/13/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
——RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airpori elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
BLDOG BLDOG 010 IAF IF FB AB 210
BLDOG HOCKI 020 TF FB 1.0 027.5(020.5T) 005.0 AA 02000
HOCKI HOCKI 010 IAF HF R FO 117.5{(110.5T) 004.0 Al 02000
MRINO MRINO 010 IAF IF FB
MRINO HOCKI 020 TF FB 1.0 207.5{(200.5T) 005.0 AA 02000
HOCKI 010 FACF IF FB AA 02000 AB 210
MUDDS 020 FAF TF FB 0.5 117.5(110.5T) 006.0 AR 01500
ZAPES 021 SDF TF FB 0.3 117.6{(110.6T) 003.1 AA 00500 GS 00511
RW11R 030 MAP TF FO 0.3 117.6(110.6T} 001.4 AT 00065
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 117.6{(110,.6T) AR Q0279
PUUMA 050 DF FO AA 02000
PUUMA 060 HM R FO 297.7{290.7T} 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BLDOG N273828.06 W0803844.62 N2738.468 wW0B038.744
HOCKI N274309.81 wW0803646.21 N2743.164 W08036.770
MRING N274751.53 W0B03447.63 N2747,859 W08034.7394
MUDDS N274103.65 w0B03028.03 N2741.061 W0B030.468
PUUMA N273520.94 W0801326.44 N2735.349 W0B013.441
ZAPES N273957.94 wW0B802711.58 N2739.966 wW0B027.193
RW1IR N273928.30 W0802543.03 N2739.472 wW08025.717
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW11lR 00023 42
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NC./AMDT NO./ EFFECTIVE DATE: [gyp:
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11R, AMDT 2 VDT
VERO BEACH MUNI _ : 1
RNAV 20 SEPTEMBER 2012
DATED:  03/13/2009
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 5 Pages



clive bond
Typewritten Text
20 SEPTEMBER 2012




