
RNAV-STANDARD Bearings, headings, courses, and !lldialsare magnetic. Elevatlonsand altitudes are In feet, MSL, exce~ 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abclle airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

HIBVORIDME COLLS (FO) 072.09121.12 3500 
LNAVNNAV: DA 
LNAV: RW27 

TOE GO COLLS (FO) 120.40/33.37 3500 
CLIMB TO 3600 DIRECT ZOTU AND ON TRACK 195.44 TO HIB 

KUMDE(IAF) COLLS (NOPT) (FB) 220.91119.95 3500 VORIDME AND HOLD. 

FOSUP (IAF) COLLS (NOPT) (FB) 349.92/22.19 3500 

COLLS (IF/IAF) BANIS (FB) 274.49 16.00 3100 

BANIS (FAF) HIDVI/1.40 NM TO RW27 (FB) 274.38/3.91 

HIDVI/1.40 NM TO RW27 RW27 (MAP) (FO) 274.38/1.40 
ADDITIONAL FUGHT DATA: 

HOLD W, RT, 072.09 INBOUND. 

(SEE FORM 8260-10) CHART FAS OBST: 1468 TREE 472518N/0922815W 
DISTANCE TO THLD FROM 255 HATH: 0.67 NM. 
WAAS CHANNEL# 57931 
REFERENCE PATH ID: W27A 
L TP HAE: 387.5 M 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF 

2. HO""'i:'DECOLLS, RT, 274.491NBOUND, 3500 FT. IN LIEU OF PT (IAF) --
3. FAC: 274.38 FAF: BANIS DIST FAF TO MAP: 5.31 THLD: 5.31 

4. MIN. ALT: COLLS 3500, BANIS 3100, HIDVI/1.40 NM TO RW271840* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 3100 GSALTAT:BANIS 3100 OM: -;;.;;;,;: IM: 

7. GSANGLE: 3.00 TCH:40.8 34:1 IS NOT CLEAR 

8. MSA FROM: RW27 3400 MAGVAR:OE EPOCH YEAR: 2005 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I I STANDARD@ 

CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HATIHAA DH/MDA VIS HAT/HAA 
LPVDA 1625 1 255 1625 1 255 1625 1 255 1625 1 255 

LNAVNNAVDA 1649 1 279 1649 1 279 1649 1 279 1649 1 279 

LNAVMDA 1720 1 350 1720 1 350 1720 1 350 1720 1 350 

CIRCLING 1880 1 501 1940 1 561 1940 11/2 561 2040 2 661 

NOTES: 
CHART NOTE: BARO-VNAV NA WHEN USING HIBBING ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. 
CHART NOTE: FOR UNCOMPENSATED BARO.VNAV SYSTEMS, PROCEDURE NA BELOW -17C (2F) OR ABOVE 54C (130F). ~AV,.. 
CHART NOTE: DMEIDME RNP-0.3 NA. Q .,L 
"LNAVONLY 4 
(SEE FORM 8260-10) '1 ... ,(,.Q 

CITY AND STATE ELEVATION: 1379 THRE: 1370 FACIUTY PROCEDURE NO./AMDT NO.IEFFECTIVE DATE: SUP: "-'" 

EVELETH, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, ORIG AMDT: NONE RNAV 
EVELETH-VIRGINIA MUNI DATED 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

TERMINAL ROUTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes ara minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances ara in nautical miles unless olherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FROM TO COURSE AND DISTANCE ALTITUDE 
RW27 (MAP) 1625 MSL 274.38 

1625MSL ZOTLI (FB) 

ZOTLI HIB VORIDME (FO) 195.44/8.08 3600 

NOTES, (CONT.): 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE HIBBING ALTIMETER SETTING AND INCREASE 
ALL DA 36 FEET AND ALL MDA 40 FEET; INCREASE LNAV CAT C/D VISIBILITY 1/8 AND CIRCLING CAT C/D 
VISIBILITY 1/4 MILE. 
CHART NOTE: PROCEDURE NA AT NIGHT. 
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. 

CITY AND STATE 
EVELETH, MN 

ELEVATION: 1379 

AIRPORT NAME: 
THRE: 1370 FACIUTY 

IDENTIFIER: 
PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 

RNAV (GPS) RWY 27, ORIG 
RNAV 

EVELETH-VIRGINIA MUNI 

FAA FORM 8260-10 I April2006 (Computer Generated) 

SUP: 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

EVELETH, MN 

ELEVATION: 1379 

AIRPORT NAME: 

THRE: 1370 

EVELETH-VIRGINIA MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

~ 

0 
0 
KEVM 
RW27 
0 

0 
W27A 
472523.1515N 
0922914.8600W 
+03875 
472529.7800N 
0923125. 7200W 
00040.8 
F 
03.00 
106.75 
1464 
40.0 
50.0 

9E7E1ECD 

K3 
+04174 
+04174 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO.IEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 27, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GPS) 

6 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR 

NAVAID 123456789012345678901234567890123456789012345678901234567690123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD HIB K3011080VDLW N47180550W092421456 N47180550W092421456E0020013121 NARHIBBING 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
------ ------- -------- ---- ------- ---- --- ------- -... -- --- ---- --- .. --- -
SUSAEAENRT BANIS K30 w N47245914W092212741 W0007 NAR BANIS 
SUSAEAENRT COLLS K30 w N47243132W092123893 WOODS NAR COLLS 
SUSAEAENRT FOSUP K30 c L N47024123W092065597 WOOOB NAR FOSUP 
SUSAEAENRT HIDVI K30 w N47251687W092271150 W0006 NAR HIDVI 
SUSAEAENRT KUMDE K30 c L N47393702W091532472 WOOll NAR KUMDE 
SUSAEAENRT TOEGO K30 c L N47413174W092550115 W0002 NAR TO EGO 
SUSAEAENRT ZOTLI K30 w N47255274W092390482 W0004 NAR ZOTLI 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEVMK3AEVM 0 042YHN47253040W092295310E000001379 1600016000C MNAR EVELETH-VIRGINIA MUNI 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
--------------- ---- -------- -------- -------- ___ .. ________ --- ------------ --------

SUSAP KEVMK3FR27 AFOSUP 010FOSUPK3EAOE A IF 18000 A JS 
SUSAP KEVMK3FR27 AFOSUP 020COLLSK3EAOEE B 010TF 34 990222 + 03500 A JS 
SUSAP KEVMK3FR27 AHIB 010HIB ·K3D OV IF 18000 A JS 
SUSAP KEVMK3FR27 AHIB 020COLLSK3EAOEY 020TF 07210211 + 03500 A JS 
SUSAP KEVMK3FR27 AHIB 030COLLSK3EAOEE AR HF 2745004 0 + 03500 A JS 
SUSAP KEVMK3FR27 AKUMDE 010KUMDEK3EAOE A IF 18000 A JS 
SUSAP KEVMK3FR27 AKUMDE 020COLLSK3EAOEE B 010TF 22090200 + 03500 A JS 
SUSAP KEVMK3FR27 A TO EGO 010TOEGOK3EAOE IF 18000 A JS 
SUSAP KEVMK3FR27 ATOEGO 020COLLSK3EAOEY 020TF 12040334 + 03500 A JS 
SUSAP KEVMK3FR27 ATOEGO 030COLLSK3EAOEE AR HF 27450040 + 03500 A JS 
SUSAP KEVMK3FR27 R 010COLLSK3EAOE I IF + 03500 18000 A JS 
SUSAP KEVMK3FR27 R 020BANISK3EA1E F 051TF 27450060 + 03100 RW27 K3PGA JS 
SUSAP KEVMK3FR27 R 020BANISK3EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KEVMK3FR27 R 021HIDVIK3EAOE S 031TF 27440039 v 0184001856 -300 A JS 
SUSAP KEVMK3FR27 R 030RW27 K3PGOGY M 031TF 27440014 01410 -300 A JS 
SUSAP KEVMK3FR27 R 040 0 M CA 2744 + 01625 A JS 
SUSAP KEVMK3FR27 R 050ZOTLIK3EAOE DF A JS 
SUSAP KEVMK3FR27 R 060HIB K3D OVY 010TF 1954 + 03600 A JS 1.;,:\jAi. /.,.. 
SUSAP KEVMK3FR27 R 070HIB K3D OVE R HM 07210040 + 03600 A JS "" 

CITY AND STATE 
EVELETH, MN 

ELEVATION: 1379 THRE: 1370 

AIRPORT NAME: 
EVELETH-VIRGINIA MUNI 

FAA FORM 8260 - 10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 27, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS} STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345676901234567890123456769012345676901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEVMK3GRW27 0042152743 N47252315W092291486+0100 +0387501370000041100R 

1 2 3 4 5 6 7 6 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567690123456769012345678901234567890123456789012 

SUSAP KEVMK3PR27 RW27 001 OOOOW27AON4725231515W09229148600+038750300N4725297800W09231257200106751464000408F4005009E7E1ECD 
SUSAP KEVMK3PR27 RW27 002E +04174+04174LPV 57931 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KEVMK3SRW27 K3PG 

CllY AND STATE 
EVELETH,MN 

0 18018003425 

ELEVATION: 1379 
THRE: 1370 

AIRPORT NAME: 
EVELETH-VIRGINIA MUNI 

FAA FORM 8260 - 10 I April 2006 (Computer Generated) 

FACilllY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 27, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES· FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

FOSUP FOSUP 010 IAF IF FB 
FOSUP COLLS 020 TF FB 1.0 349.9(349.9T) 022.2 AA 03500 
HIB HIB 010 IF FB 
HIB COLLS 020 TF FO 2.0 072.1(072.1T) 021.1 AA 03500 
HIB COLLS 030 IAF HF R FO 274.5(274.ST) 004.0 AA 03500 
KUMDE KUMDE 010 IAF IF FB 
KUMDE COLLS 020 TF FB 1.0 220.9(220.9T) 020.0 AA 03500 
TO EGO TO EGO 010 IF FB 
TO EGO COLLS 020 TF FO 2.0 120.4(120.4T) 033.4 AA 03500 
TO EGO COLLS 030 IAF HF R FO 274.5(274.5Tl 004.0 AA 03500 

COLLS 010 FACF IF FB AA 03500 
BANIS 020 FAF TF FB 0 5 274.5(274.5T) 006.0 AA 03100 
HIDVI 021 SDF TF FB 0.3 274.4(274.4Tl 003.9 AA 01840 GS 01856 
RW27 030 MAP TF FO 0.3 274.4 (274 4T) 001.4 AT 01410 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 274.4(274.4T) AA 01625 
ZOTLI 050 DF FB 
HIB 060 TF FO 1.0 195.4(195.4Tl AA 03600 
HIB 070 HM R FO 072.1(072.1T) 004.0 AA 03600 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

HIB N471805.50 V/0924214.56 N4718.092 V/09242.243 
BANIS N472459.14 V/0922127.41 N4724.986 V/09221.457 
COLLS N472431.32 V/0921238.93 N4724.522 V/09212.649 
FOSUP N4 70241.23 W0920655.97 N4702.687 V/09206.933 
HIDVI N472516.87 W0922711.50 N4725.281 W09227.192 
KUMDE N473937.02 W0915324. 72 N4739.617 W09153 .412 
TO EGO N474131. 74 W0925501.15 N4741. 529 V/09255.019 
ZOTLI N472552.74 W0923904 82 N4725.879 W09239. 080 
RW27 N472523.15 V/0922914.86 N4725.386 V/09229.248 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW27 01370 41 

AJ.· (#~ .f~ .. 
('I~Ec¢-'Q 

CITY AND STATE ELEVATION: 1379 
THRE: 1370 

FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
EVELETH, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, ORIG 

EVELETH-VIRGINIA MUNI 

I 
AMDT: NONE 

RNAV DATED: 
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