RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above aimport elevation. Distancesare in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW15
UMEMY (IF/IAF) WUTIV (FB) 151.92/7.00 1900
W15 (MAP) (FO 151.96/ 5.00 ...
WUTIV (FAF) R ( }(FO) CLIMB TO 2400 DIRECT ZOXUM AND HOLD.
RW15 (MAP) 669 MSL 151.96
669 MSL ZOXUM (FO) 2400
ADDITIONAL FLIGHT DATA:
HOLD SE, RT, 332.07 INBOUND.
FAS OBST: 484 AAO 363027N/0895734W
CHART 884 TOWER 363042N/0895849W.
WUTIV TO RW15 3.00/40.
CHART ARKANSAS INTL CTAF.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF
2. HOLD NW UMEMY, RT, 151.92 INBOUND, 2400 FT. IN LIEU OF PT (IAF)
3.FAC: 15§1.96 FAF: WUTIV DISTFAF TOMAP: 500 THLD: 500
4. MIN. ALT: UMEMY 2400, WUTIV 1900
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALTAT: OM: MM: IM:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSAFROM: MAG VAR: 2W EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA]| DH/IMDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/IMDA VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LNAV MDA 820 1 553 820 1 553 820 15/8 553 NA
CIRCLING 860 1 591 860 1 591 860 15/8 591 NA
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: PROCEDURE NA AT NIGHT. B
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. N

CHART NOTE: OBTAIN ARKANSAS INTL ALTIMETER SETTING ON CTAF (122.7), WHEN NOT RECEIVED, USE POPLAR
BLUFF ALTIMETER SETTING AND INCREASE ALL MDA 20 FT AND CIRCLING CAT C VISIBILITY 1/8 MILE.

CITY AND STATE ELEVATION: 269 THRE: 267 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicat d,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR. cate
TAA
FROM TO ALT
1. 062/30 CW 242/30 (NOPT) UMEMY (IF/IAF) (FB) 2400
2. 242130 CW 062/30 UMEMY (IFAIAF) (FO) 2400
CITY AND STATE ELEVATION: 269 . THRE: 267 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
GIDEON, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 15, ORIG
RNAV 2 MAY 2013 AMDT. NONE
GIDEON MEMORIAL
DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——-——————RNAY—(-G-ESLSIAN-QARD lNSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

i 2 3 4 5 6 7 8 ) 0 1 2 3
WP 1234567890123456768901234567890123456789012345678901234567890123456789012345678901234567830123456769012345678901234567890123456789012
SUSAEAENRT  UMEMY K30 W N36372086W0900154 92 Woo11 NAR UMEMY
SUSAEAENRT WUTIV K30 ¥ N36311699W089573381 w0011 NAR WUTIV
SUSAEAENRT  ZOXUM K30 W N36155357W089463483 Wo012 NAR ZOXUM
1 2 3 e 5 6 7 8 9 0 1 2 3
AIRPORT 12345678901234567890123456789012345678901234567890123456785012345676901234567890123456785012345678901234567890123456789012345678901.2
SUSAP M85 K3AM85 0 045YHN36263752R089541382W002000269 1800018000C  MNAR  GIDEON MEMORIAL
1 2 3 4 5 3 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567850123456789012345678501234567890123456785012345678901234567890123456769012345678901234567890123456789012
SUSAP M85 K3FR15  AUMEMY O010UMEMYK3EAOEE AR  HF 15190040  + 02400 18000 B Js
SUSAP M85 K3FR15 R 010UMEMYK3EAGE I  IF + 02400 18000 B Js
SUSAP M85 K3FR15 R 020WUTTVK3EALE F O051TF 15190070  + 01900 B Js
SUSAP M85 K3FR15 R 020WUTIVKIEAZWN N ALNAV J8
SUSAP M85 K3FR15 R 030RW15 K3PGOGY M 031TF 15200050 00307 -300 B JS
SUSAP M85 K3FR15 R 040 oM ca 1520 + 00663 B I8
SUSAP M85 K3FR1S R 050ZOXUMK3EROEY DF + 02400 B JS
SUSAP M85 K3FR15 R 060ZOXUMK3EAQEE R HM 33210040  + 02400 B JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678%01234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012

SUSAP M85 K3GRW15 0045041520 N36265677W089542757+0100 +0052800267000040058R

a.‘gk":)r:“iv" .
-t
n 4
CITY AND STATE ELEVATION: 269 THRE: 267 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
GIDEON, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 15, ORIG
GIDEON MEMORIAL 2 MAY 2013 AMDT: NONE
RNAV DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated,
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FQ/FB . RNP MAG (TRUZ} DISTANCE ALTITUDE SPEED
UMEMY UMEMY 010 IAF HF R FO 151.9(149.97) 004.0 AR 024_00
UMEMY 010 FACF iF FB AR 02400
WUTIV 020 FAF TF FB 0.5 151.9(149.9T) 007.0 AA 01900
RW1B 030 MAP TF FO 0.3 152.0(150.0T) 005.0 AT 00307
MISSED APPROCACH FIX SgQ USE PATH TURI;J FO/FR RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 152.0(150.0T) AA 00669
ZOXUM 050 DF FO AN 02400
ZOXUM 060 HM )i 4 FO 332.1(330.1T) 004.0 A2 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
UMEMY N363720.86 W0900154,82 N3637.348 . W0S001.81%
WUTIV N363116.59 W0B95733.81 N3&631.283 W08957.564
ZOXUM N361553.57 W0894634.83 N3615.893 : W08946.581
RR15 . N362656.77 W0885427.57 N3626,9486 H0B8954,460
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW1S 00267 40
e
,‘o\:?““'fi,f
i,
. f.[
CITY AND STATE ELEVATION: 269 THRE: 267 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
GIDEON, MO AIRPORT NAME: IDENTIFIER: RNAV {GPS) RWY 15, ORIG
GIDEON MEMORIAL AMDT: NONE
RNAV 2 MAY 2013
DATED:
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