RNAV - STANDARD

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL., except
HAT, HAA, TCH, and RA. Altitixles are minimum altitudes unless otherwise indicated. Celings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles or in feet RVR,
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tﬁx:v %\NAV DA
NUKIY (IAF) ZAMSU (NOPT) (FB) 017.61/9.12 4000 - LNAV: RW31
WAPKU (IAF ZAMSU (NOPT) (FB 80/9. 4000 A
(AF) SU (NOPT) (FB) 237.80/9.42 CLIMB TO 4100 DIRECT HAIRY AND HOLD.
ZAMSU (IF/IAF) KIDKE (FB) 307.67 /710 3800
KIDKE (FAF) SOLOY/2.20 NM TO RW31 (FB) 307.59/ 2.82
SOLOY/2.206 NM TO RW31 RW31 (MAP) (FO) 307.56/2.20
RW31 (MAP) 2480 MSL 307.55
ADDITIONAL FLIGHT DATA:
2480 MSL HAIRY (FO) 4100 HOLD NW, RT, 127.33 INBOUND.
CHART FAS OBST: 2319 TREE 431237N/0992210W
DISTANCE TO THLD FROM 320 HATH: 0.88 NM.
WAAS CHANNEL # 77630
REFERENCE PATH ID: W31A
LTP HAE: 632.7 M
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)| CHART WINNER ASOS
2. HOLD SE ZAMSU, RT, 307.67 INBOUND, 4000 FT. IN LIEU OF PT (IAF}
3.FAC: 307.59 FAF: KIDKE DIST FAF TO MAP: 502 THLD: 502
4. MIN. ALT: ZAMSU 4000, KIDKE 3800, SOLOY/2.20 NM TO RW31 2900*
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3800 GS ALT AT: KIDKE 3800 OoM: MM: IM:
7.GSANGLE: 300  TCH:40.0 34:11S NOT CLEAR
8. MSAFROM: MAG VAR: 7E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY ==z=z=> A B ¢ D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAAIDH/MDA VIS |HAT/HAA|DHMDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 2480 11/8 320 2480 11/8 320 2480 11/8 320 NA
LNAVIVNAV DA 2700 178 540 2700 17/8 540 2700 17/8 540 NA
LNAV MDA 2640 1 480 2640 1 480 2640 138 480 NA
CIRCLING 2680 1 505 2760 1 585 2760 1112 585 NA
NOTES:
CHART NOTE: CIRCLING TO RWY 18/36 NA AT NIGHT. )
CHART NOTE: WHEN VGS! INOP, CIRCLING RWY 13 NA AT NIGHT. yind //)
CHART NOTE: BARO-VNAV NA. R
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 31 PROCEDURE NA AT NIGHT. ~
(SEE FORM 8260-10) - e Al
CITY AND STATE ELEVATION: 2175 THRE: 2160 FACILITY PROCEDURE NOJ/AMDT NO./EFFECTIVE DATE: SUP:
GREGORY MUNI - FLYNN FLD 20 SEPTEMBER201Z DATED
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US DEPARTMENT OF TRANSPORTATION -~ FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Etevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: DME/DME RNP-0.3 NA.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
*LNAV ONLY

CHART NOTE: USE WINNER ALTIMETER SETTING; WHEN NOT RECEIVED USE AINSWORTH ALTIMETER SETTING AND
INCREASE ALL DA 95 FEET AND ALL MDA 100 FEET AND INCREASE LPV ALL CATS VISIBILITY 1/4 MILE,

LNAV/VNAV ALL CATS VISIBILITY 3/8 MILE, LNAV CAT C VISIBILITY 1/4 MILE AND CIRCLING CATC

VISIBILITY 1/2 MILE.

TAA
FROM TO ALT

1. Z38/30 CW 018/30 (NOPT) ZAMSU (IF/IAF) (FB) 4000

2. 018/30 CW 308/30 NUKIY (IAF) {FB) 4000

3. 308/30 CW 238/30 WAPKU (IAF) (FB) 4000
@ 4

5

q«’* ‘xéf‘

CITY AND STATE ELEVATION: 2175 THRE: 2160 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:

GREGORY, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG , NONE
RNAV 20 SEPTEMBER201: AMDT:
GREGORY MUNI - FLYNN FLD DATED:
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U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are In feet above aipori elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER 9D1
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 431303.4995N
LTP/FTP LONGITUDE 0992352.6810W
LTP/FTP ELLIPSOIDAL HEIGHT +06327
FPAP LATITUDE 431405.9900N
FPAP LONGITUDE 0992519.5700W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1592
HORIZONTAL ALERT LIMIT (HAL) 400
VERTICAL ALERT LIMIT {(VAL) 50.0
CRC REMAINDER BO3BFS4D .
ADDITIONAL PATH POINT RECORD INFORMATION
ICAQ CODE K3
LTP ORTHOMETRIC HEIGHT +06583
FPAP ORTHOMETRIC HEIGHT +06583
.ﬁ. /”,
C 4
o~ /f..‘
CITY AND STATE ELEVATION: 2175 THRE: 2160 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
GREGORY, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG ONE
RNAV 20 SEPTEMBER201: AMDT.

GREGORY MUNI - FLYNN FLD

DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

____BNAWD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 b} Q 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456788012345678901234567890123456789012345678301234567850123456789012
SUSAEAENRT HAIRY K30 W N43213273W099354305 EQ056 NAR HAIRY
SUSAEAENRT KIDKE K30 W N43093195W099185907 EC054 NAR KIDKE
SUSAEAENRT NUKIY K30 W N42561512W0839171607 EQO054 NAR NUKIY
SUSAEAENRT SOLOY K30 W N43113089W0552214404 E0055 NAR 50LOY
SUSAEAENRT WAPKU K30 W N43082622W03580048359 E0052 NAR WAPKU
SUSAEAENRT ZAMSU K30 W N43043261W098120514 E0054 NAR ZAMSU
1 2 3 4 5 6 7 g 9 o L 2 3
AIRPORT 123456783012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567858012345678%012
SUSAP 9D1 K3A9D1 G 037YHN43131841W099241232E007002175 1800018000C MNAR GREGORY MUNI - FLYNN FLD
1 2 3 4 5 ] 7 8 9 ¢ 1 2 3
SEGMENT 1234567850123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678301234567859012
SUSAP 3Dl K3FR31 ANUKIY O01O0NUKIYK3EACE A IF 18000 A JSs
SUSAP 3D1 K3FR31 ANUKIY U20ZAMSUK3EAOQEE B 0O10TF 01760091 + 04000 A JS
SUSAP SD1 K3FR31 AWAPKU O1OWAPKUK3EAQE A iF 18000 A J8
SUSAP 9DL K3FR31 AWAPKU 020ZAMSUK3EAOEE B O10TF 23780091 + 04000 A JS
SUSAP 9D1 K3FR31 AZAMSU 010ZAMSUK3EAOEE AR EF 30770040 + 04000 18000 A JS
SUSAP SD1 K3FR31 R 0l0ZAMSUK3EACE I IF + 04000 18000 A JS8
SUSAP 9D1 K3FR31 R Q20KIDKEK3EALE F OB1TF 30770071 + 03800 A JS
SUSAP SD1 K3FR31 R O020KIDKEK3EA2WALEV ALNAV/VNAV ALNAV Js
SUSAP SD1 K3FR31 R 021SOLOYK3EAOE 8 031TF 30760028 V 0280002901 -300 A Js
SUSAP 5Dl K3FR31 R 030RW31 K3PGOGY M 031TF 30760022 02200 -300 A JS
SUSAP 5Dl K3FR31 R 040 o0 M CA 3076 + 02480 A JS
SUSAP 9D1 K3FR31 R 050HAIRYK3EAOEY DF + 04100 A JS
SUSAP SD1 K37R31 R 060HAIRYK3EACOEE R HM 12740050 + 04100 A JS
1 2 3 4 5 6 7 8 9 8] 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567830123456785012345678501234567890123456789012345678801234567850123456789012

SUSAP 5SD1 K3GRW31 0037383075 N43130350W098235268+0300 +0632702160000040060R
1 2 3 4 5 [ 7 8 9 0 1 2 3
PP 1234567850123456789012345678901234567890123456789012345867880123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP 8D1 K3PR31l RW31 001 OOO0QW31AON4313034995W09923526810+063270300N4314059900W09925195700106751592000400F400500B038F64D
SUSAP 9D1 K3PR3l RW31l OO2E +06583+06583LPV 77630 o,
LY
CITY AND STATE ELEVATION: 2175 THRE: 2160 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
GREGORY, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG
GREGORY MUNI - FLYNN FLD 20 SEPTEMBER201: AMDT: NONE
RNAV DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—_RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Cellings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV {GPES)
ROUTES TRANSITICN FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE}; DISTANCE ALTITUDE SPEED
NUKIY NUKIY 010 IAF IF FB
NUKIY ZAMSU 020 TF B 1.0 017.6{024.67) 009.1 AA 04000
WAPKU WAPKU 010 IAF IF B
WAPKU ZAMSU Q20 TF FB 1.0 237.8{244.8T) 009.1 AA 04000
ZAMSU ZBMSU glo0 IAF HF R jofe] 307.7(314.7T) 004.0 AA 04000
ZAMSU 010 FACF IF FB AB 04000
KIDKE 020 FAF TF FB 0.5 307.7{(314.7T) 007.1 AA 03800
SOLOY 021 SDF TF FB 0.3 307.6{314.6T) 002.8 AA 02300 GS 02901
RW31 030 MAP TF FO 0.3 307.61{314.6T) 002.2 T 02200
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB KNP MAG {TRUE} DISTANCE ALTITUDE SPEED
040 CA FB 307.6{314.6T) AA 02480
HAIRY 050 DF FO AA 04100
HAIRY 060 HM R FO 127.4(134.47) 005.0 AR 04100
POINT DATA WAYPQINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
HAIRY N432132.73 W0993543.05% N4321.546 W09935.718
KIDKE N430931.95 W(991859.07 N4309.533 W09518.985
NUKIY N425615.12 W0991716.07 N4256.252 W0O99817.268
SOLOY N431130.89 W0992144.04 N4311.5158 W09%21.734
WAPKU N430826.22 W0990049.59 N4308.437 W093900.827
ZAMSU N430432.61 W0991205.14 N4304.544 W09912.08Bé
RW31 N431303.50 W0992352.68 N4313.058 wW09%23.878
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 02160 40
. " ["
CITY AND STATE ELEVATION: 2475 THRE: 2160 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
GREGORY, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG
. AMDT:
GREGORY MUNI - FLYNN FLD RNAY 20 SEPTEMBER201 NONE
DATED:
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