RNAV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altit\fdas are in feet,‘MSL, except

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Alftudes are minimum alttudes unless otherwise indicated. ~ Celings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiities which

are in statute miles or in feetRVR.
TERMINAL ROUTES MISSED APPROACH
FROM T0 COURSE AND DISTANCE ALTITUDE lL.:Xv %NAV DA
CIYAL OPEBY (FO) 353.43/29.98 4000 LNAV: RW17
NIFDE (IAF PEBY (NOPT) (FB 117.01114.05 4000 e —
(AF) OPEBY (NOPT) (FB) 0 , CLIMB TO 1700 THEN CLIMBING LEFT TURN TO 5000 DIRECT
POSTE (IAF) OPEBY (NOPT) (FB) 193.03/6.15 4000 KARYN AND HOLD. )
KARYN (IAF) OPEBY (NOPT) (FB) 255,221 20.97 4000
OPEBY {IFNIAF) LIEGE (FB) 175.30/ 6.06 2800
LIEGE (FAF) REGKO0/1.90 NM TO RW17 {FB) 175.30/2.76
‘ ADDITIONAL FUGHT DATA:

(SEE FORM 8260-10) HOLD SE, LT, 333.20 INBOUND.

CHART FAS OBST: 1354 TOWER 332147N/0885013W
CHART FAS OBST: 1364 TREE 332226N/0984948W
DISTANCE TO THLD FROM 317 HATH: 0.87 NM.

WAAS CHANNEL # 97332
REFERENCE PATH ID: W17A
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART GRAHAM AWOS-3
2. HOLD N OPEBY, LT, 175.30 INBOUND, 4000 FT. IN LIEU OF PT (IAF) T
3.FAC: 17530 FAF: LIEGE DIST FAF TOMAP: 466 THLD: 4.6
4. MIN. ALT: OPEBRY 4000, LIEGE 2800, REGKO0/1.90 NM TO RW17 1920*
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2800 GS ALT AT:LIEGE 2800 OM: MM: M:
7. GSANGLE: 300  TCH:40.0 34:11S NOT CLEAR
8. MSA FROM: RW17 3000 MAG VAR: 5E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT \ ALTERNATE:NA | X |
CATEGORY =wmmm= A B _ c D E
DH/MDA | VIS | HAT/HAA|DHIMDA VIS | HAT/HAAIDHIMDA | viIS [HAT/HAA |DHMDA | VIS | HAT/HAA| DHIMDA VIS |HAT/HAA
LPV DA 1592 1 317 1592 1 317 1592 1 317 NA
LNAV/VNAV DA 1592 1 M7 1592 1 317 1592 1 317 NA
LNAV MDA 1700 1 425 1700 1 425 1700 11/4 425 NA
CIRCLING 1780 1 485 1760 1 485 1760 1172 485 NA
NOTES:
CHART NOTE: BARO-VNAV NA.

CHART NOTE: USE GRAHAM ALTIMETER SETTING; WHEN NOT RECEIVED, USE KICKAPOO DOWNTOWN ALTIMETER L7,

SETTING AND INCREASE ALL DA 51 FEET AND ALL LPV AND LNAV/VNAV VISIBILITIES 1/4 MILE, INCREASE ALL c;"

MDA 60 FEET AND LNAV CAT C VISIBILITY 1/8 MILE. 2 -~
(SEE FORM 8260-10) _ %@gﬁ
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: Sup:

OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV {GPS) RWY 17, ORIG AMDT: NONE
OLNEY MUNI ~ RNAV 10 JANUARY 2013 DATED
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
) RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles of in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM T0 COURSE AND DISTANCE ALTITUDE
REGKO/1.90 NM TO RW17 RW17 (MAP) (FO} 175.30/1.90
RW17 (MAP) 1700 MSL 175.30 1700
1700 MSL KARYN (FO) 5000
NOTES, (CONT.):
CHART NOTE: WHEN VGS! INOP, STRAIGHT-IN/CIRCLING RWY 17 PROCEDURE NA AT NIGHT.
: CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
: CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CIYAL ON V16 SOUTHWEST BOUND.
¢ CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT POSTE ON V77 NORTHBOUND.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT KARYN ON V568 SOUTHEAST BOUND.
CHART PROFILE NOTE: VGS! AND RNAV GLIDEPATH NOT COINCIDENT.
*LNAV ONLY
WPy
H 2 (’;
AT
CITY AND STATE * |ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./ AMDT NO /EFFECTIVE DATE: SUP: '
OLNEY, TX AIRPORT NAME: IDENTIFIER: : RNAV (GPS) RWY 17, ORIG
RNAV AMDT: NONE
OLNEY MUNI 10 JANUARY 2013
DATED:
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11.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in Teet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOGK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KONY
RUNWAY RW17
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W17A
LTPIFTP LATITUDE 332128.4256N
LTP/FTP LONGITUDE 0984912.8365W
LTP/FTP ELLIPSOIDAL HEIGHT +03602
FPAP LATITUDE 331959.1600N
FPAP LONGITUDE 0984913.4000W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1192
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 93F35C16
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K4
LTP ORTHOMETRIC HEIGHT +03887
FPAP ORTHOMETRIC HEIGHT +03887
%
Q
0 N
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SuUp:
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, ORIG
RNAV AMDT. . NONE
: OLNEY MUNI 10 JANUARY 2013
DATED:
FAA FORM 8260-10/ April 2006 {(Computer Generated) PAGE 3 OF { PAGES
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— . RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miies or in feet RVR.

ARINC PACKET -~ 424-18 - RNAV (GPS)

1 "2 3 4 S 6 7 8 g 0 1 2 3
WP 1234567890123456789012345678901234567890123456789012345676501234567890122345678901234567830123456789012345678901234567890123456789012
SUSAEAENRT CIYAL K40 o) L N33021137W058480574 EQO050 NAR CIYAL
SUSAEAENRT KARYN K40 C L N33354935W098242541 E0048 NAR KARYN
SUSAEAENRT LIEGE K40 W N33260867W098451109 EQO50 NAR LIEGE
SUSAEAENRT NIFDE K40 o) I, N33394120W099032385 EO052 NAR NIFDE
SUSAEAENRT CPEBY K40 W N33321282W098490881 EQQ50 NAR OBEBY
SUSAEAENRT POSTE K40 C L N33380454W(98465214 EQO050 NAR POSTE
SUSAEAENRT REGKC K40 W N33232264W088491213 E0Q50 NAR REGKO
1 2 3 4 5 6 7 8 9 a 1 2 3
AIRPORT 1234567890123456783012345678950123456789012345678901234567890123456783012345678301234567890123456785012345678901234567890123456789012
SUSAP KONYK4AONY 0 0S1YHN3I3210320W098450900E005001275 18¢0018000C MNAR OLNEY MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123Q56789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KONYK4FR17 ACTYAL O010CIYALK4EAQE IF 18000 A JS
SUSAP KONYK4FR17 ACIYAL Q200PEBYK4EAQEY 020TF 35340300 + 04000 A JS
SUSAP KONYK4FR17 ACIYAL O300PEBYK4EADEE AL HF 17530040 + 04000 A J8
SUSAP KONYK4FR17 AKARYN O10KARYNK4EROE A IF 18600 A JS
SUSAP KONYK4FR17 AKARYN Q200PEBYK4EAQOEE B 010TF 25520210 + 04000 . A JS
SUSAP KONYK4FR17 ANIFDE 010NIFDEK4EAOE A  IF 18000 A Js
SUSAP KONYK4FR17 ANIFDE Q200PEBYK4EAQEE B 010TF 11700141 + 04000 A Js
SUSAP KONYK4FR17 APOSTE QlOPOSTEK4EAQCE A IF 18000 A JS8
SUSAP KONYK4FR17  APOSTE 0200PEBYK4EAOEE B O10TF 19300062  + 04000 A JS
SUSAP KONYK4FR17 R O100PEBYX4EAQE I iFr + 04000 18000 A JS
SUSAP KONYK4FRL7 R O020LIEGER4EALE F 0B1TF 17530061 + 02800 RW17 K4PGA JS
SUSAP KONYK4FR17 R O20LIEGEK4EAR2WALPY ALNAV/VNAV ALNAV J5
SUSAP KONYK4FR17 R 0Z21REGKOK4EACE 8 (Q31TF 17530028 vV 0192201920 -300 A JS
SUSAP KONYK4FR17 R O30RW17 K4PGOGY M 031TF 17530019 01315 ~300 A JS
SUSAP KONYK4FR17 R 040 o M Ca 1753 + 0170¢ A JS
SUSAP KONYK4FR17 R OS0KARYNK4EAQEY L DF + 05000 A JS
SUSAP KONYK4FR17 R Q60KARYNK4EAQEE L HM 33320080 + 05000 A JS
1 2 3 4 5 & 7 8 g Q 1 2 3
RUNWAY 123456782012345678301234567850123456789012345678901234567890123456789012345678901234567830123456783901234567890123456789012345678%012
SUSAP KONYK4AGRW17 0051011753 N33212843W058491284-0300 +0360201275000040075R
1 2 3 1 5 5 7 8 9 0 1 2 N
PP 123456?89012345678901234567890123456789812345678901234567890123456789012345678901234567890123456789012345678901234567890123456783932 +
2
~ 0
Shp el
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup. o
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS} RWY 17, ORIG
OLNEY MUNI 10 JANUARY 2013 AMDT NONE
RNAV DATED
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U.5. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
W*WQARD INSTRUMENT APPHOACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 87.33 indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KONYK4PR17 RW17 001 OO0QOW17AON3321284255W0538491283465+036020300N33148591600W0B849134000106751192000400F4005005%3F35C16
SUSAP KONYK4PR17 RW17 QO2E +03887+03887LPV 97332

1 2 3 4 =3 6 7 8 S Q 1 2 3
MSA 123456789012345676901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KONYK4SRW17 K4PG 0 18018003025 M
V"{.‘QM )"‘i,i-
v 4
2
&
e s’
HECE
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUP:
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, ORIG o
A :
OLNEY MUNI RNAV 10 JANUARY 2013 NONE
DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
——-———W—S—IANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distarices are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY ~ 424-18 - RNAV (GPS)
EOUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CIYAL CIYAL 010 IF FB
, CIYAL OPEBY 020 TF FO 2.0 353.4(358.4T) 030.0 AR 04000
\ CIYAL ) OPEBY g3g IAF HF L FO 175.3(180.37) 004.90 AR 04000
L KARYN KARYN 0140 IAF IF FB
: KARYN OPERY 020 TF FB 1.0 255.2{260.2T) 021.0 AR 04000
f NIFDE NIFDE 010 IAF IF FB
; NIFDE OPEBY 020 TF FB 1.0 117.0¢122.07T) Q14.1 AR 04000
': POSTE POSTE 010 IAF IF FB
POSTE OPEBRY 6z0 TF FB 1.0 183.0(198.0T) 006.2 AR 04000
QPERBRY 010 FACF IF FB AR 04000
LIEGE 020 FAF F FB 0.5 175.3(180.3T) 006.1 AR 02800
‘ REGKO 021 SDF TF FB 0.3 175.3(1806.3T) 002.8 AR 01920 GS 019520
; RW17 030 MAP TF FO 0.3 175.3(180.3T) 00l1.9 AT 01315
; MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
% 040 CA FB 175.3(180.3T) AR 01700
% KARYN U590 DF L FO AA 05000
i KARYN' 060 HM L FQ 333.2(338.2T)y 005.0 AA 05000
EQINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CIYAL N330211.37 W0584809.74 N3302.1%0 W09848.162
KARYN N333549,35 W0982425.41 N3335.823 W09824 .424
LIEGE N332608.67 W0984911.09 N3326.145 W09849.185
NIFDE N333941.20 W9890323.85 N3339.687 W09803.358
OPEBY N333212.82 W0584908.81 N3332.214 W0984%.147
POSTE N333804.54 W0984652.14 N3338.076 W09846.889
REGKO N332322.64 W0984912 .13 N3323.377 W0984%.202
RW17 N332128.43 W0984912.84 N3321.474 W09849.214
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 01278 40
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV {(GPS) RWY 17, ORIG AMD
T:
OLNEY MUNI RNAV 10 JANUARY 2013 . NONE
DATED:
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