US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and alitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minirnum altitudes unless otherwise indicated. Cellings are in feet

above aimport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 are i tatute mikes or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM 10 COURSE AND DISTANCE ALTITUDE [LPV: DA
LNAV/VNAV: DA
DUDDS (IF) ORIOL (FB) 335.33/6.27 2000 LNAV: RW33R
ORIOL (FAF) ﬁ:xssivaz.so NM TO RW33R 33528/ 3.26 STTWIE 76 3656 BIRECT RRENE-ARD HoD:
EXEVE/2.50 NM TO RW33R RW33R (MAP) (FO) 335,28/ 2.50
RW33R (MAP) 327 MSL. 335.28
327 MSL KRENE (FO) 3000
ADDITIONAL. FLIGHT DATA:
HOLD NW, RT, 155.23 INBOUND,
CHART FAS OBST: 189 TREE 391051N/0763915W
DISTANCE TO THLD FROM 213 HATH: 0.50 NM.
CHART VDP AT 1.13 MILES TO RW13R*
*LNAV ONLY.
WAAS CHANNEL # 69208
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) REFERENCE PATH ID: W33B
2. PROFILE STARTS AT DUDDS s
3. FAC: 23528 FAF: ORIOL DISTFAFTOMAP: 576 THLD: 576
4. MiN. ALT: pUDDS 3000, ORIOL 2000, EXEVE/2.50 NM TO RW33R 960"
5. DIST TO THLD FROM OM: MM: 1M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT ORIOL 2000 oM: MM: M
7. GS ANGLE:  3.00 TCH:53.1  34:11S CLEAR
8. MSA FROM: RW33R 2600 MAG VAR: 1MW EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY ===== A B _ D E
DHIMDA | VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DHIMDA ViS |HAT/HAA|DHIMDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 3z7 2400 213 327 2400 213 327 2400 213 327 2400 213
LNAVIVNAV DA 430 2400 316 430 2400 316 430 2400 316 430 2400 316
LNAV MDA 520 2400 406 520 2400 406 520 4000 406 520 4000 406
CIRCLING 640 1 494 640 1 494 840 112 494 740 2 594

NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -30C (-22F) OR ABOVE 54C

{130F).

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CAT C AND D VISIBILITY TO RVR 6000.

CHART NOTE: DME/DME RNP-0.3 NA.
(SEE FORM 8260-10) ‘

CITY AND STATE
BALTIMORE, MD

i7y

~ Crel™
ELEVATION: 126 THRE: 114 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE:  |SUP:
AIRPORT NAME: IDENA‘IFIER: RNAV (GPS) RWY 33R, AMDT 3 AMDT: 2
NA )
BALTIMORE/WASHINGTON INTL THURGOOD 15 NOVEMBER 2012
MARSHALL DATED  12/16/2010
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PLANVIEW NOTE: RADAR REQUIRED.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

pg

CITY AND STATE ELEVATION: 146 THRE: 114 FACILITY PROCEDURE NOJ AMDT NO./EFFECTIVE DATE:  [gup:
BALTIMORE, MD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33R, AMDT 3 AMDT 2
RNAV :
15 NOVEMBER 2012
BALnMOREMAmgg;gE |INTL THURGOOD DATED: 12/16/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FARPART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilifies which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KBWI
RUNWAY RW33R
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) w33
LTPIFTP LATITUDE 391034.4480N
LTP/FTP LONGITUDE 0763911.6300W
LTP/FTP ELLIPSOIDAL HEIGHT +00021
FPAP LATITUDE 391146.8000N
FPAP LONGITUDE 0764018.6200W
THRESHOLD CROSSING HEIGHT (TGH) 00053.1
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER OB4EC636
ADDITIONAL PATH POINT RECORD INFORMATION
ICAC CODE K6
LTP ORTHOMETRIC HEIGHT +00348
FPAP ORTHOMETRIC HEIGHT +00348
CITY AND STATE ELEVATION: 146 THRE: 114 FACILITY PROCEDURE NO.J AMDT NO./JEFFECTIVE DATE:  |sup:
BALTIMORE, MD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33R, AMDT 3
BALTIMORE/WASHINGTON INTL THURGOOD RNAY 15 NOVEMBER 2012 AP i
MARSHALL DATED: 42/16/2010

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—«—WMD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET ~ 424-18 - RNAV (GPS)

1 2 3 4 5 [ 7 8 g 0 1 2 3
wp 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567850123456789012345678901234567890123456785012
SUSAEAENRT DUDDS K60 C N33004821W076301061 wolilli2 NAR DUDDS
SUSAEAENRT EXEVE K60 o4 N33083262W076371883 Wo1l1l1 NAR EXEVE
SUSAEAENRT KRENE K60 C N39205850W076485128 w0111 NAR KRENE
SUSAEAENRT ORIOL K&0 C N39055393W076345235 Wolll NAR ORIOL
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 1234567850123456785012345678901234567890123456789012345678901234567850123456789012345678%0123456789012345678901234567830123456789012
SUSAP KEWIKG6ABWI 0 105YHN39103130W076400600W011000146 1800018000C MNAR BALTIMORE/WASHINGTON INTL THUR
1 2 3 4 5 & 7 8 9 0 1 2 3
SKEGMENT 1234567890123456789012345678901234567890123456783801234567890123456789012345678901234567880123456789012345678901234567890123456788012
SUSAP KBWIK6FR33R R O010DUDDSKSEAQCE T IF + 03000 18000 A JS
SUSAP KBWIK6FR33R R (G200RICLKE6EALE F 051TF 33530063 + 02000 RW33R K6PGA U8
SUSAP KBWIKEFR332R R 0200RIOCLK6EAZWALRPV ALNAV/VNAV ALNARV JS
SUSAP KBWIKEFR33R R Q21EXEVEKGEAQOE & 031TF 33530033 V 0056000963 -300 A JS
SUSAP KBWIK6FR33R R O30RW33RK6PGOGY M 031TF 33530025 00167 ~300 A JS
SUSAP KBWIK6FR33R R 040 0 M CA 3353 + 00327 A JS
SUSAP KBWIKEFR33R R O0SOKRENEK6EACEY DF + 03000 A J8
SUSAP KBWIK6FR33R R 06 0KRENEKG6EAOEE R HM 15520040 + 03000 A JS
1 2 3 4 s [ 7 8 g 0 1 2 3
RUNWAY 1234567850123456789012345678201234567890123456789012345678901234567890123456789012345678590123456789012345678901234567890123456789012
SUSA;P KBWIKEGRW33R 0050003352 N39103445W076391163+40500 +00021001140000531001
1 2 3 4 S [ 7 8 g 0 1 2 3
BE 123456789012345678301234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KEWIK6EPR33R RW33R001 O0COW33BON35103444B0W07639116300+000210300N3911468000W07640186200106751224000531F4003500B4ECE36
SUSAP KBWIKEPR33R RW33RQO0ZE +00348+00348LPV 65208
1 2 3 4 5 6 7 8 9 o} 1 2 3
MEA 123456789012345678901234567850123456785012345678901234567850123456789012345678901234567890123456789012345678901234567850123456785012
SUSAP KBWIK6SRW33RKEPG 0 18018002625 M
CITY AND STATE ELEVATION: 146 THRE: 114 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BALTIMORE, MD AIRPORT NAME: {DENTIFIER: RNAY (GPS) RWY 33R, AMDT 3
BALTIMORE/WASHINGTON INTL 15 NOVEMBER 2012 AMDT: 2
THURGOOD MARSHALL RNAV
DATED:  12/16/2010
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U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—_RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DupDsS ¢lo FACF ir FB AA Q3000
ORIOL 020 FAF TF FB 0.5 335.3(324.3T) 006.3 AA 02000
EXEVE 021 SDF TF FB 0.3 335.3(324.3T) 003.3 AR 00960 GS 00963
RW33R 030 MAP TF FQ 0.3 335,3(324.3T) 002.5 AT 00167
MISSED APPROACH FIX SEQ USE BATH TURN PO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 335.3(524.37) AR 00327
KRENE 050 DF FO BA 03000
KRENE 060 HM R FO 155.2(144.2T) 004.0 BAA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DUDDS N390048.21 W0763010.61 N3500.804 W07630.177
EXEVE N350832.62 W0763718.93 N3308.544 W07637.316
KRENE N392058.90 W0764851.28 N3920.982 W07648.855
ORIOL N350553,93 W0763452.35 N3905,899 W07634.873
RW33R N391034.45 W0763911.63 N3910.574 W07639.194
RUNWAY DATA . THRESHOLD
RWY ELEVATION TCH
RW33R 00114 53
CITY AND STATE ELEVATION: 146 THRE: 114 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE. |gup.
BALTIMORE, MD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33R, AMDT 3 .
BALTIMORE/WASHINGTON INTL MDT: 2
THURGOOD MARSHALL RNAV 15 NOVEMBER 2012
DATED:  12/16/2010
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