U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
L um except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
OC STANDARD INSTRUMENT APPROACH PROCEDURE Celings are in feet above airport elevation. Distancesare in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.25 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MA;B %SE2FPIJ)I(LES AFTER AKQON INT/-VJI 6.61 DME OR AT |-VJi
0.7
GZG VOR/DME AKQON INT/I-VJI LOC/DME 125.23/8.77 16000
6.61 DME CLIMB TO 2900 THEN CLIMBING LEFT TURN TO 4300 ON
HEADING 030 AND 1-vJI LOCALIZER NE COURSE (061) TO AKQON
HMV VORTAC elé?gséNTﬂ-VJl LOC/DME 031.92720.88 6700 INTA-VJI 6.61 DME AND HOLD.
ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 2256 TREE 364144N/0820121W
2429 TREE 364259N/0815850W.
CHART IN PLANVIEW: (CFBGR) 364655.15N/0815128.94W
AKQON INT TO RW24: 3.02/45,

1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF)

2. HOLD NE AKQON, LT, 241.03 INBOUND, 4300 FT. IN LIEU OF PT (IAF)

3.FAC 241.03 FAF AKQON INT/I-VJI LOC/DME 6.61 DME DIST FAF TO MAP 582 THLD 5.82

4. MIN. ALT AKGON INT/-VJI LOCIDME 6.61 DME 4000, BUNTE/3.30 DME TO I-VJ1 2940*

8. MSA FROM: GZG VOR/DME 090-180 7000, 180-090 5900 MAG VAR: 5W EPOCH YEAR:1995

MINIMUMS
TAKEOFF: SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA [ ! @
CATEGORY ===== A B C D E
MDA VIS [HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS [HAT/HAA | MDA VIS  |HAT/HAA

F24 2940 1 853 2940 11/4 853 2940 212 853 2940 21/2 853

CIRCLING 2940 11/4 853 2940 114 853 2940 2102 853 2840 23i4 853

BUNTE FIX MINIMUMS

B-24 2520 1 433 2520 1 433 2520 11/4 433 2520 11/4 433
CIRCLING 2860 1 773 2860 i 773 2860 Z1/4 773 7660 2112 773

NOTES:

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY. ogg'r?‘& B 900-2, CAT C 900-2 1/2, CAT D

: LITY REDUCTION BY HELICOPTER . y

g::g :g;FE-'lL‘gsI:ngémGSI AND gESCENT ANGL;‘i NSO$ACO!NC!DENT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. s
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED; USE TRI-CITIES RGNL TN/VA ALTIMETER SETTING LR
(SEE FORM 8260-10) g
CITY AND STATE ELEVATION: 2087 THRE: 2087 FACILITY PROCEDRURE NO./AMDT NO./EFFECTIVE DATE: SUP

ABINGDON, VA AIRPORT NAME: IDENTIFIER: LOC RWY 24, AMDT 4
VI 26 JULY 2017 AMDT 3
VIRGINIA HIGHLANDS IDATE 08/27/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬁng:, he:?iAngs, Ccowse:, F:}Lnd ;a':;?zam magretic. Elevations ai:d altitudes areni: feet,dMSL,
AT, TCH, an i s are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE B T B e A i nautioal mils Urloss afheriss indicated
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.25 oncors vt which are by statife Mies or Moot VR, || o miles unless s
NOTES, (CONT.):

AND INCREASE ALL MDA 140 FEET; INCREASE $-24 CAT A AND 8 AND CIRCLING CAT A AND D VISIBILITY 1/4
MILE, AND S-24 CAT C AND D AND CIRCLING CAT C VISIBILITY 1/2 MILE. BUNTE FIX MINIMUMS

INCREASE CIRCLING CAT A AND B VISIBILITY 1/4 MILE, AND S-24 CAT C AND CIRCLING CAT C AND D VISIBILITY 1/2
MILE.

*3080 WHEN USING TRI-CITIES RGNL TN/VA ALTIMETER SETTING.

CHART NOTE: CAT D ST-IN MINIMA N/A WHEN USING KTRI ALTIMETER SETTING.

4 X P
CITY AND STATE ELEVATION: 2087 THRE: 2087 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |gyp:
ABINGDON, VA AIRPORT NAME: IDENTIFIER: LOC RWY 24, AMDT 4 ANIDT- 3
-V 26 JULY 2012 :
VIRGINIA HIGHLANDS DATED:  08/27/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic, Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 & 7 8 S o] 1 2 3
NAVAID 1234567B9012345678901234567890123456789012345467890123456785012345678901234567890123456785012345678901234567890123456783012345678%012
SUSAD CLT K7011500VDLA N35112504W080570631 N3B112504W080570631W0050007321 NARCHARLOTTE
SUSAD GZG X6011020VDLA N346493038W0820444132 N36433038W082044432W0020042001 NARGLADE SPRING
SUSAD HMV K7011460VTL N352581340W08207465¢ N36261340W082074€656W0040043211 NARHCLSTON MOUNTAIN
SUSAD KVJIKS IVJI K6010830 IT IVJIN36405697W082022415 020740 NARVIRGINIA HIGHLANDS
1 2 3 4 5 6 7 8 2 0 1 2 3
wWp 1234567890123456785012345678%0123456785012345678901234567890123456785012345678%01234567890123456789012345678%0123456789012345678%012
SUSAEAENRT AKQON K60 C N36444126W081553668 W0070 NAR AKQON
SUSAEAENRT BUNTE K&0Q R MN36425044W0B1550135 wWao70 NAR RUNTE
SUSAEAENRT CFBGR K60 W N36465515W0R1512894 wWoo71 NAR CNF (CFBGR)
1 2 3 4 5 ] 7 8 g Q 1 2 3
ATIRPORT 1234567890123456789012345678901234567890123456785012345678901234567850123456785%01234567890123456789012345678801234567830123456783012
SUSAP KVJIKSAVII 0 044YHN3I6411357W0B2015998W005002087 18000180000 MNAR VIRGINIA HIGHLANDS
1 2 3 4 s 6 7 8 Ed ¢} 1 2 3
SEGMENT 123456789012345678901234567890123455755012345678901234567890123456789012345678901234567880123456785012345678901234567850123456785012
SUSBAP KVJIK6FL24 AGZG 010G2G  KeD 0V IF 18000 0 NS
SUSAP KVJIIK6FL24 AGZG 0Z20AKQONKEEAQEY TF + 06000 ¢ NS
SUSAP KVJIK6FL24 AGZG 030AKQUNKEEACEE AL HF IVJIKe 051000662410T010PT  + 04300 0 NS
SUSBAP KVJIKSFL24 AHMV 010HMYV K7D OV IF 18660 0 NS
SUBAP KVJIKSFLZ4 AHMV 020AKQONKEEAOEY TF + 08700 g NS
SUSAP KVJIKSFL24 AHMV 030AKQONKEEACEE AL HF IVJIKS 0810006€2410T010PT  + 04300 0 NS
SUSAP XVJIKEFL24 L 010CFBGRKSEAQE I IF IVJIKS 06100106 PI + 04300 18000 0 NS
SUSAP KVJIK6FL24 L OZ20AKQONKSERQE F CF IVJIKE 0810006624100040PT + 04000 GZG KeD 0 NS
SUSAP KVJIK6FLZ24 L QZ21BUNTEKEEAQE S CF IVJIXE 0610003324100033PT «+ 02940 ~302 0 NS
SUSAP KVJIK6FL24 L C30RW24 KEPGOGY M CF IVJIKS 0610000824100025P1 02132 -302 0 N3
SUSAP KVJIK&FL24 L 040 0 M Ca 24140 + 02900 0 NS
SUSAP KVJIIKEFLZ24 L 050 0 L VIY 03¢0 ¢ NS
SUSAP KVJIIK&FL24 L 06 0AKQONKAEAQEY CF CLT K7 3383104506100080D + 04300 ¢ NS
SUSAP XVJIKEFL24 L 070AKQONK6EACOEE L HM 2410T010 + 04300 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 12345678850123456785012345678901234567850123456789012345678%0123456789012345678901234547890123456785012345678901234567890123456789012
SUSAP KVJIKGGRW24 0044712410 N36412592W082013722-0600 +060530208700004507ERIVJIIOQ
1 2 3 4 5 & 7 8 g ¢ 1 2 3
CITY AND STATE ELEVATION: 2087 THRE: 2087 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gup:
ABINGDON, VA AIRPORT NAME: IDENTIFIER: LOC RWY 24, AMDT 4
: AMDT:
VIRGINIA HIGHLANDS v 26 JULY 2012 3
DATED:  8/27/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
t HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD BXaEpLRAT. AV, 1L, BN ces are | Hees e .
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
IL5 1234567890123456763012345678501234567890123456785301234567890123456768901234567890123456769012345678%01234567890123456782012345/789012
SUSAP KVJIKSIIVJIIO ClO830RW24 N36405983W0820225292410 0251 0600 W0050
1 2 3 4 5 3 7 8 9 ¢ 1 2 3
M5a 12345678201234567850123456783C123456785012345678801234567890123456783012345678901234567850123456783012345678801234567890123456785%012
SUSAP KVJIKE3GZG K6D o 2703600702536027005%25 M
CITY AND STATE ELEVATION: 2087 THRE: 2087 FACILITY PROCEDURE NO.7AMDT NO.! EFFECTIVE DATE: SUP:
ABINGDON, VA AIRPORT NAME: IDENTIFIER: LOC RWY 24, AMDT 4 DT
VIRGINIA HIGHLANDS : 3
-V 26 JULY 2012
DATED:  8/27/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LLOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ uss PATH TURN FO/FB RNP MAG {TRUR) DISTANCE ALTITUDE SPEED
G2G GZG 010 IFr FR
GZG AKQON Q20 TF FO AA 08000
GZG AKQON 030 IAF HF L FC 241.00) T01.0 AAX 04300
HMV HMY cLl0 IF FB
HMV AKQON 020 TF FO AA 06700
HMV AKQON 030 IAF HF L FO 241.0{} T01.0 AA 04300
CFBGR Ci0 FACE IF FB AR 04300
AKQON ¢z FAP CF FB 241.0¢(} go4.0 AA 04000
BUNTE 021 5DF CF FB 241.00) 003.3 AA 02340
RW24 030 MAP CF FO 241.00) 002.5 AT 02132
MISSED APPROACH FIX SBQ USE PATH TURN FO/FB RENP MAG { TRUE} DISTANCE ALTITUDE ‘ SPEED
040 CA FB 241.00) AR 02900
050 VI L FB 030.¢0)
AXKQON 060 CF FO 061.01() 0os.¢ AR 04300
AKQON 070 HM L FO 241.00) TOL1.¢ AB 04300
POINT DATA WAYPOINT LAT IN 8ECS LONG IN SECS LAT IN MINS LONG IN MINS
CLT N351125.04 WO805706.31 N3511.417 W0OB057.105
GZ2G N354930.38 WQOB20444 .32 N3649.506 W08204.739
HMV N362613.40 W0B82074% .58 N3gZ26.223 W08207.77¢6
IVJI {DME} N364056.97 W0820224.15 N3640.950 WOB202.403
AKQON N354441.26 W08155356.68 N3644.688 W08155.611
BUNTE Ni64250.44 W0815301.35 N3642.841 ®W08155.023
CFBGR N364655.15 W0815128.94 N3646.,919 W08151.482
R®W2 N364125.92 W0B20137.22 N3s4l.432 W08201.820
IVJI (LOC) N354059.83 W0B20225.29 N3640.997 W08202.422
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW24 02087 45
CITY AND STATE ELEVATION: 2087 THRE: 2087 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
ABINGDON, VA AIRPORT NAME: IDENTIFIER: LOC RWY 24, AMDT 4 DT
VIRGINIA HIGHLANDS Vil 26 JULY 201z - 3
DATED:  8/27/2009
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