RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cetllings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW36
GOKDE (IF/IAF) HEVBU (FB) 000.80 / 6.00 1900
VBU (FAF VOE/2, . \ -
HEVBU (FAF) OKVOE/2.50 NM TO RW36 (FB) 000.80/2.47 CLIMB TO 2600 DIRECT FEVIB AND HOLD.
OKVOE/2.50 NM TO RW36 RW36 (MAP) (FO) 000.80 / 2.50
RW36 (MAP) 687 MSL 000.80
687 MSL FEVIB (FO) 2600
ADDITIONAL FLIGHT DATA:

HOLD N, RT, 180.77 INBOUND.

CHART FAS OBST: 389 TREE 305935N/0872655W

OBST: 587 TOWER 305526N/0872718W

HEVBU TO RW36: 3.00/40.

CHART EVERGREEN ASOS
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD S GOKDE, RT, 000.80 INBOUND, 2600 FT. IN LIEU OF PT (1AF)
3. FAC: 000.80 FAF: HEVBU DIST FAF TOMAP: 497 THLD:  4.97
4. MIN. ALT: GOKDE 2600, HEVBU 1900, OKVOE/2.50 NM TO RW36 1100
5. DIST TO THLD FROM OM: MM: m: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: IM:
7. GS ANGLE: TCH: 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 1W EPOCH YEAR: 2005

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY ===z===> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS |HAT/HAA
LNAV MDA 720 1 442 720 1 442 720 13/8 442 NA
CIRCLING 900 1 613 900 1 613 900 11/2 613 NA
NOTES: ~Li7
CHART NOTE: WHEN VGSI INOP, PROCEDURE NA AT NIGHT. e
CHART NOTE: DME/DME RNP-0.3 NA. g\ g5
CHART NOTE: USE EVERGREEN ALTIMETER SETTING; WHEN NOT RECEIVED USE PENSACOLA GULF COAST RGNL AND o &
INCREASE ALL MDA 40 FT, INCREASE LNAV AND CIRCLING CAT C VISIBILITY 1/8 MILE. HeCS
CITY AND STATE ELEVATION: 287 THRE: 278 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
RNAV 18 OCTOBER 2012 :
ATMORE MUNI DATED  12/22/2005
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and aIﬁtude§ are iq feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise mdm.ted‘. )
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TAA
FROM TO ALT
1. 271730 CW 090/30 (NOPT) 271710 CW 090/10 3100
2. 271/10 CW 090/10 GOKDE (IFNIAF) (FB) 2600
3. 090/30 CW 271/30 GOKDE (IF/IAF) (FO) 2600
CITY AND STATE ELEVATION: 287 THRE: 278 FACIUTY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP:
ATMORE, AL AIRPORT NAME: IDENTIFIER: RANAV (GPS) RWY 36, AMDT 1 AMDT: ___ ORIG
RNAV 18 OCTOBER 2012
ATMORE MUNI DATED: 12/22/2005

FAA FORM 8260-10/ April 2006 {Computer Generated)

PAGE 2 OF 4 PAGES



clive bond
Typewritten Text
18 OCTOBER 2012


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

——RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nauticat mites unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 5 7 8 9 ¢ 1 2 3
We 12345678501234567890123456789012345678301234567689012345678901234567890123456768901234567850123456785012345678901234567850123456785012
SUSAEAENRT  FEVIB K70 W N31131511W087265175 w0022 NAR FEVIE
SUSAEAENRT  GOKDE K70 W N30493611W087264554 w0022 NAR GOKDE
SUSAEAENRT  HEVBU K70 W N30553693W087264700 w022 NAR HEVBU
SUSAEARENRT  OQOKVOE K70 W N30580527WO87264760 w0022 NAR OKVOE
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 1234567890123456789%01234567890123456789012345678901234567890123456789012345678501234567830123456788012345678901234567890123456789012
SUSAP OR1 K7AO0R1 0 049YHN31005839W087264834W001000287 1800018000C MNAR ATMORE MUNI
1 2 3 4 5 3 7 8 S o 1 2 3
SEGMENT 123456789012345678901234567890123456785012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012
SUSAP OR1 K7FR36  AGOKDE 010GOKDEK7EACEE AR  HF 00080040 + 02600 18000 B JS
SUSAP OR1 K7FR36 R 010GOKDEK7EACE I IF + 02600 18000 B JS
SUSAP Q0R1 K7FR36 R 020HEVBUK?EALE F 051TF 00080060 + 01800 B JS
SUSAP OR1 K7FR36 R 020HEVBUK?EA2WN N ALNAV Js
SUSAP OR1 K7FR36 R 0210KVOEK7EAOE S 031TF 00080025 V 0110001118 ~300 B JS
SUSAP OR1 K7FR36 R 030RW36 K7PGOGY M 031TF 00080025 00318 -360 B JS
SUSAP OR1 K7FR36 R 040 o M Cca 0008 + 00687 B J8
SUSAP OR1 K7FR36 R 050FEVIBK7EAOEY DF + 02600 B JS
SUSAP OR1 K7FR36 R C60FEVIBK7EAQEE R HM 18080040 + 02600 B J8
1 2 3 4 5 € 7 8 ) 0 1 2 3
RUNWAY 123455783012345678301234567890123456789012345678901234567890123456789012345678901224567890123456789012345678501234567890123486789012

SUSAP OR1 K7GRW36& 0049520008 N31003561W087264821+0100 +0056800278017640080R

SR
<
o
: ":’:-A "{,(“
CITY AND STATE ELEVATION: 287 THRE: 278 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: igup:
ATMORE, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1
ATMORE MUNI AV 18 OCTOBER 2012 AMDT: _ ORIG
| DATED:  12/22/2005
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
BNEEE {QES) SIB NDB BD except HAT, HAA, TCH, and RA. Alltitudes are minimum altitudes unless otherwise indicated.
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV {GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GOKDE GOKDE 16 IAF HF R FO 000.8(359.8T) 004.C AA C28C0
GOKDE G610 FACF IF FB AA 02600
HEVBU 620 FAF TF FB 6.5 000.8(352.8T}) 006.0 AR 01300
ORVOE 021 SDF TF FB 0.3 000.8{359.8T;} 002.5 AA 01100 GS 01118 j
R¥W36 030 MaP TF FO ¢.3 000.8{(359.8T) 002.5 AT 0318 :
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 Ca FB 000.8(359.8T) AN 50687
FEVIB 08¢ DF FO AR (2600
FEVIB 80 HM R FO 180.8{(179.8T}) 004.0 AR 02600
POINT DATA WAYPOINT LAT IN BECS LONG IN SBECS LAT IN MINS LONG IN MINS
FEVIB N31131%.11 W0872651.75 N3113.318 W0B726.863
GOKDE N304936.11 W0872645.54 N3049.602 WOB726.75%9
HEVBU N3055326.93 W0872647.00 N3085.616 W08726.783
OKVOE N308805.27 W0872647.60 N3058.088 W08726.793
RW36 N310035.61 wW0872648,21 N3100.594 W08726.804
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 ooz78 40

CITY AND STATE ELEVATION. 287 THRE: 278 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
ATMORE, AL AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1 — =
ATMORE MUN! RNAV 18 OCTOBER 2012 ‘ OR
DATED:  12/22/2005
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