RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magretic. Elevations and altitudes are in feef, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othenwise indicated. Celings are in fost

above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 o mfias or n feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE t::x:v % AV: DA
VADUY (IAF) HAMOT (NOPT) (FB) 300.16/7.37 3000 LNAV: RW23R
187.2516.97 e - ,
FABDO (IAF) HAMOT (NOPT) (FB) 87.25/6.9 3000 CLIMB TO 3000 DIRECT COLMU AND ON TRACK 176.73 TO XUB
HAMOT (IF/IAF) HESLA (FB) 230.43/6.53 2400 VOR AND HOLD.
HESLA (FAF) RW23R (MAP) (FO) 230.37 /5.04
RW23R (MAP) 941 MSL 230.37
941 MSL. COLMU (FB)
\ ADDITIONAL FLIGHT DATA:
COLMU XUB VOR (FO) 176.73/13.27 3000 HOLD N, LT, 176.00 INBOUND.
FAS OBST: 970 AAQ 395244N/0B25005W
DISTANCE TO THLD FROM 200 HATH: 0.45 NM.
CHART VDP AT 1.33 MILES TO RW23R*
*LNAV ONLY.
WAAS CHANNEL # 78421
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) Ef:iﬁ%’f'?gfﬂﬂ 10: W238
2. HOLD NE HAMOT, RT, 230.43 INBOUND, 3000 FT. IN LIEU OF PT (JAF) R
3. FAC: 230.37 FAF: HESLA DIST FAF TO MAP: 504 THLD: 5.04
4. MIN. ALT: HAMOT 3000, HESLA 2400
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN.GS INCPT: 2400 GS ALT AT:HESLA 2400 OM: MM: ™
7. GSANGLE: 300  TCH:550 34:1IS CLEAR
8. MSA FROM: RW23R 3100 MAG VAR: 5W EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY > A B C D E
DH/MDA [ VIS |HAT/HAA|DHIMDA | VIS [ HAT/HAAIDH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 341 304 200 941 34 200 941 34 200 941 34 200
LNAVIVNAV DA 991 34 250 991 314 250 991 34 250 991 314 250
LNAV MDA 1220 1 479 1220 1 479 1220 13/8 479 1220 13/8 479
CIRCLING 1220 1 476 1220 1 476 1220 1172 476 1300 112 556
NOTES: .
CHART NOTE: BARO-VNAY NA WHEN USING PORT COLUMBUS INTL ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. . 1.(/ .
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 39C (102F). @
CHART NOTE: CIRCLING NA NW OF RWY 5L-23R. A
CHART NOTE: DME/DME RNP-0.3 NA.
(SEE FORM 8260-10) _ ] '
CITY AND STATE ELEVATION: 744 THRE: 741 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE:  |SUP:
COLUMBUS, OH AIRPORT NAME: ]DEK'Rrﬂ\E’R_ RNAV {GPS) RWY 23R, ORIG AMDT: NONE
RICKENBACKER INTL : 25 AUG 2011 DATED

FAA FORM 8260 - 3/ April 2006 {computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- Ceilings are in feet above ai elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 excepgt; visibilities which are ﬁ,o;ame miles or in feet RVR.

NOTES, (CONT.): i

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIWALS AT VADUY ON V493 SOUTHBOUND.

1 CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT FABDO ON V5 NORTHEAST BOUND,

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: VDP NA WITH PORT COLUMBUS INTL ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PORT COLUMBUS INTL ALTIMETER SETTING
- AND INCREASE ALL DA 36 FEET AND ALL MDA 40 FEET. INCREASE LNAV/VNAV VISIBILITY 1/8 MILE ALL CATS.

CITY AND STATE ELEVATION: 744 THRE: 741 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |sup:
COLUMBUS, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23R, ORIG AMDT: NONE
RNAV :
25 AUG 201
RICKENBACKER INTL 5 DATED:
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Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

 FAS DATA BLOCK INFORMATION

FAA FORM 8260-10/ April 2006 {Computer Generated)

DATA FIELD DATA
OPERATION TYPE 0
| SBAS SERVICE PROVIDER IDENTIFIER 0

{ AIRPORT IDENTIFIER KLCK
RUNWAY RW23R
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) w23B
LYPIFTP LATITUDE 394927.9195N
LTP/FTP LONGITUDE 0825459.1225W
LTP/FTP ELLIPSOIDAL HEIGHT +01918
FPAP LATITUDE 394812.0800N

]| FPAP LONGITUDE 0825638.5500W
THRESHOLD CROSSING HEIGHT (TCH) 00055.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 73E9F8FF
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ks
LTP ORTHOMETRIC HEIGHT +02259
FPAP ORTHOMETRIC HEIGHT +02259

N
CITY AND STATE ELEVATION: 744 THRE: 741 FACILITY PROCEDURE NQ./ AMDT NO/EFFECTIVE DATE: SUP:
COLUMBUS, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS} RWY 23R, ORIG
' ' RNAV 25 AUG 2011 AVDT: NOWE
RICKENBACKER INTL DATED:
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brian a basileo
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitiudes unless otherwise indicated.
Ceillings are in foet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 1234567890123456789012345678580123456783012345678901234567890123456789012345678901234567890123456788012345678901234567890123456789012
SUSAD XUB K5011250V T N39313678W0B2584059 w0050 0 NARYELLOW BUD
1 2 3 4 5 3] 7 8 9 0 1 2 3
WP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456768901234567890123456789012
SUSAEAENRT COLMU K50 c N39444566W083010874 w0068 NAR COLMU
SUSAEAENRT FABDO K50 < L N40043440W082435585 w0071 NAR FABDO
SUSAEAENRT BRAMOT K530 W N39573594W082441718 w0070 NAR HAMOT
SUSAEAENRT HESLA K50 W N339530049W082501998 w0070 NAR HESLA
SUSAEAENRT VADUY K50 C L N39532789W082362156 woo71 NAR VADUY
1 2 3 q 5 6 7 8 8 0 1 2 3
AIRPORT 1234567890123456769012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012345678901234567839012
SUSAP KLCKKS5ALCK 0 121YHN39484960W0B2554010W005000744 1800018000C MNAR RICKENBACKER INTL
1 2 3 4 S 6 7 8 9 0 1 2 3
SEGMENT 123456789012345676901234567880123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLCKKSFR23R AFABDO O01l0FABDOKSEAQE A IF 18000 A JS
SUSAP KLCKKS5FR23R AFABDO 020HAMOTKSEAOEE B 010TF 18730070 + 03000 A JS
SUSAP KLCKKS5FR23R AHAMOT 0O10HAMOTKSEAQOEE AR HF 23040040 + 03000 18000 A J5
SUSAP KLCKKSFR23R AVADUY O01O0VADUYKSEARQOE A IF 18000 A JS
SUSAP KLCKKSFRZ3R AVADUY 020HMAMOTKSEAOEE B 010TF 30920074 + 03000 A JS
SUSAP KLCKKSFR23R R 010HAMOTKSEAOE I IF + 03000 18000 A JS
SUSAP KLCKKS5FR23R R 020HESLAKSEALE F 051TF 23040065 + 02400 RW23R K5PGA JS
SUSAP XKLCKKSFR23R R Q020HESLAKSEAZWALPV ALNAV/VNAV ALNAV JS
SUSAP KLCKKSFRZ3R R O30RW23RKSPGOGY M 031TF 23040050 00796 ~300 A JS
SUSAP KLCKKS5FRZ3R R 040 0 M CA 2304 + 00941 A JS
SUSAP KLCKKSFRZ3R R 050COLMUKSEAQE DF A JS
SUSAP KLCKKSFRZ3R R O60XUB  K5D OVY 010TF 1767 + 03000 A JS
SUSAP KLCKKS5FREZ3R R 070XUB  K5D OVE L RM 17600040 + 03000 A JS
CITY AND STATE ELEVATION: 744 THRE: 741 FACILITY PROCEDURE NO.J AMDT NO./EFFECTIVE DATE: SUP:
COLUMBUS, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23R, ORIG
RNAV 25 AUG 2011 AMDT: _NONE
RICKENBACKER INTL DATED:
FAA FORM 826010 /April20C6 ComputerGenerated) PAGE 4 OF 5 PAGES
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Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 exc;pgt, visibilities which are f:\ statute miles or in feet RVR.
1 2 3 4 5 & 7 8 ) ) 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012

SUSAP KLCKKS5GRW23R 0119022303 N39492792W082545912+0000 +0191800741098955150R

1 2 3 4 5 6 7 8 g 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLCKKSPR23R RW23R001 0000W23BON3949279195W08254591225+019180300N3948120800W08256385500106750000000550F40035073ESF8FF

SUSAP KLCKKSPRZ3R RWZ3IRC0ZE +02259+02259LPV 78421
1 2 3 4 5 & 7 8 9 Q 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLCKK5SRW23RKSPG 0 18018003125 M
CITY AND STATE ELEVATION: 744 THRE: 741 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |gup-
COLUMBUS, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23R, ORIG
RNAV 25 AUG 2011 AMDT: NONE
RICKENBACKER INTL DATED:
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