
RNAV-STANDARD Bearings, headings. cowses, and radials are maptic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abcM! airport elevation. Distan:es are in nautical miles unless otherwise indicated, except visibilities II'Alich 
are in stalutll miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

UMEL Y (IFIIAF) WAPCE(FB) 182.98/6.75 2000 
LNAVNNAV: DA 
LNAV: RW18 

WAPCE(FAF) ZUMIN/2.60 NM TO RW18 (FB) 182.98/ 2.30 
CLIMB TO 900 THEN CLIMBING LEFT TURN TO 3000 DIRECT 

ZUMIN/2.60 NM TO RW18 RW18 (MAP) (FO) 182.98/2.60 OALDY AND HOLD. 

RW18(MAP) 900MSL 182.98 900 

900MSL OALDY (FO) 3000 

ADDITIONAL FLIGHT DATA: 
HOLD SE, RT, 311.361NBOUND. 
CHART FAS OBST: 493 TREE 312014N/0852648W 
DISTANCE TO THLD FROM 250 HATH: 0.64 NM. 
CHARTVDPAT 1.03 MILES TO RW18* 
*LNAVONLY. 
WAAS CHANNEL# 49118 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REFERENCE PATH ID: W18A 

2. HO""i::D'NUMEL Y, RT, 182.981NBOUND, 2700 FT. IN LIEU OF PT (IAF) 
-- LTPHAE: 93M 

3. FAC: 182.98 FAF:WAPCE DIST FAF TO MAP: 4.90 THLD: 4.90 

4. MIN. ALT: UMELY 2700, WAPCE 2000, ZUMIN/2.60 NM TO RW181260* 

5. DIST TO THLD FROM OM: MM: IM: 150HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 2000 GS ALT AT:WAPCE 2000 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:45.0 34:1 IS NOT CLEAR 

8. MSAFROM: MAGVAR: 3W EPOCH YEAR: 2010 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD 

CATEGORY =====> A 8 c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 643 3/4 250 643 3/4 250 643 3/4 250 643 3/4 250 

LNAVNNAVDA 674 7/8 281 674 718 281 674 718 281 674 718 281 

LNAVMDA 760 1 367 760 1 367 760 1 367 760 1 367 

CIRCLING 860 1 459 860 1 459 860 1 1/2 459 960 2 559 

NOTES: 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (5F) OR ABOVE 41C (105F). 

\:lf>..L I I' .t-CHART NOTE: DMEIDME RNP-0.3 NA. 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. Cl 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 2. 0 

Ar" 
*LNAVONLY C'-4~:~-~ 
CITY AND STATE ELEVATION: 401 THRE: 393 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

DOTHAN, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 2 AMDT: 1 RNAV 
DOTHAN RGNL DATED 07/29/2010 
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US DEPARTMENT OF TRANSPORTATION. FEDERAL AVIATION ADMINISTRATION 

RNAV- STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

TAA 
FROM 

1. 092/30 CW 272/30 (NOPT) 
2. 272/30 cw 092/30 

CITY AND STATE 

DOTHAN,AL 

TO 
UMEL Y (IFIIAF) (FB) 
UMEL Y (IF/IAF) (FO) 

ELEVATION: 401 

AIRPORT NAME: 

ALT 
2700 
2700 

THRE: 393 

DOTHAN RGNL 

. FAA FORM 8260-10 I Aprll2006 (Computer Generated) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are In feet above aiport elevation. Distances are In nautiCal miles unless otherwise indicated, 
except visibilitieS which are in statute miles or in feet RVR. 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO.IEFFECTIVE DATE: 
RNAV (GPS) RWY 18, AMDT 2 

SUP: 

AMDT: 

DATED: 07/29/2010 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TPIFTP LATITUDE 
L TPIFTP LONGITUDE 
L TPIFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

DOTHAN,AL 

ELEVATION: 401 

AIRPORT NAME: 

THRE: 393 

DOTHAN RGNL 

FAA FORM 8260-10 I Apnl2006 (Computer Generated) 

~ 

0 
0 
KDHN 
RW18 
0 

0 
W18A 
311930.6080N 
0852644.0305W 
+00930 
311801.3100N 
0852643.9900W 
00045.0 
F 
03.00 
106.75 
1224 
40.0 
50.0 

F3C7779B 

K7 
+01199 
+01199 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 18, AMDT 2 

AMDT: 

DATED: 0712912010 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT. HAA, TCH, and RA Altijudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated. except visibilities which are in statute miles or in feet RVR. 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
-- ---------- -- ----------- -----------·-------- -- ------------------------- - -- -- -- ---- -----

SUSAEAENRT OALDY K70 c L N31062354W085101251 W0037 NAR OALDY 
SUSAEAENRT UMELY K70 w N31311114W085264432 W0036 NAR UMELY 
SUSAEAENRT WAPCE K70 w N31242550W085264415 W0036 NAR WAPCE 
SUSAEAENRT ZUMIN K70 w N31220695W085264409 W0036 NAR ZUMIN 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KDHNK7 ADHN 0 084YHN31191568W085265812W003000401 1800018000C MNAR DOTHAN RGNL 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
- -- -------- ----- -- -- ----- -- -- ----- ---------- - ------ ---------- -- -- -- -----

SUSAP KDHNK7FR18 AUMELY 010UMELYK7EAOEE AR HF 18300040 + 02700 18000 A JS 
SUSAP KDHNK7FR18 R 010UMELYK7EAOE I IF + 02700 18000 A JS 
SUSAP KDHNK7FR18 R 020WAPCEK7EA1E F 051TF 18300068 + 02000 A JS 
SUSAP KDHNK7FR18 R 020WAPCEK7EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KDHNK7FR18 R 021ZUMINK7EAOE S 031TF 18300023 v 0126001266 -300 A JS 
SUSAP KDHNK7FR18 R 030RW18 K7PGOGY M 031TF 18300026 00438 -300 A JS 
SUSAP KDHNK7FR18 R 040 0 M CA 1830 + 00900 A JS 
SUSAP KDHNK7FR18 R 0500ALDYK7EAOEY L DF + 03000 A JS 
SUSAP KDHNK7FR18 R 0600ALDYK7EAOEE R HM 31140040 + 03000 A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KDHNK7GRW18 0055001830 N31193061W085264403·0300 +0093000393050045100R 

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KDHNK7PR18 
SUSAP KDHNK7PR18 

RW18 001 OOOOW18AON3119306080W08526440305+009300300N3118013100W08526439900106751224000450F400500F3C7779B 
RW18 002E +01199+01199LPV 49118 

CITY AND STATE 
DOTHAN,AL 

ELEVATION: 401 THRE: 393 

AIRPORT NAME: 
DOTHAN RGNL 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: 
RNAV (GPS) RWY 18, AMDT 2 

Page 4 of 

'\ C: 

""t./r:('/~· 

SUP: 

AMDT: 

DATED: 07129/2010 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

UMELY UMELY 010 IAF HF R FO 183.0{180.0T) 004.0 AA 02700 
UMELY 010 FACF IF FB AA 02700 
WAPCE 020 FAF TF FB 0.5 183.0(180.0T) 006.8 AA 02000 
ZUMIN 021 SDF TF FB 0.3 183.0(180.0T) 002.3 AA 01260 GS 01266 
RW18 030 MAP TF FO 0.3 183.0{180.0T) 002.6 AT 00438 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 183.0(180.0T) AA 00900 
OALDY 050 DF L FO AA 03000 
OALDY 060 HM R FO 311.4 (308.4T) 004.0 AA 03000 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

OALDY N310623.54 W0851012.51 N3106.392 W08510.209 
UMELY N31311l. 14 W0852644.32 N3131. 186 W08526.739 
WAPCE N312425.50 W0852644.15 N3124.425 W08526.736 
ZUMIN N312206.95 W0852644.09 N3122.116 W08526.735 
RW18 N311930. 61 W0852644.03 N3119.510 W08526.734 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW18 00393 45 

i / }-" 

'\ 
,.... 
~ 

/"'""•: 

CITY AND STATE ELEVATION: 401 THRE: 393 FACILITY PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
DOTHAN,AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 2 

DOTHAN RGNL 

I 
AMDT: 1 

RNAV 
DATED: 07/29/2010 
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