US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magretic. Elevations and altitudes are in foet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are In nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMENAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE 'EEX:V ?‘m Av: DA
BRANS (IAF) CITKI (FB) 163.79/10.50 2900 LNAV: RW25L
FITGU (IAF) CITKI (FB) 343.89 / 10.50 2900 e — o]
CLIMB TO 2900 DIRECT OMTOE AND ON TRACK 334.49 TO BAE
CITKI (IF) FAHEY (FB) 253.8416.85 2500 VORTAC AND HOLD.
FAHEY (FAF) RW25L (MAP) (FO) 253.74/5.60
RW25L (MAP) 960 MSL 253.74
960 MSL OMTOE (FB)
OMTOE BAE VORTAC (FO) 334.49/15.42 2800 AD D';,f},?_’;‘;‘: ',';'.;'%;‘(,Togﬂgé,u"n
CHART FAS OBST: 930 ROD ON OL STK 4zssaenms751ssw
DISTANCE TO THLD FROM 290 HATH: 0.76 N
CHART VDP AT 1.45 MILES TO RW25L*
*LNAV ONLY.
WAAS CHANNEL # 62826
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) 51-.'5;%';%',“1359"1"«;” ID: W25A
2. PROFILE STARTS AT CITKI T
3. FAC: 253,74 FAF: FAHEY DISTFAF TOMAP: 560 THLD: 560
4. MIN. ALT: CITKI 2900, FAHEY 2500
5. DIST TO THLD FROM OM: MM: m: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT: FAHEY 2500 OM: MM: IM:
7. GSANGLE:  3.00  TCH:47.0 34:11S NOT CLEAR
8. MSA FROM: RW25L 2900 MAG VAR: 2W EPOCH YEAR: 1995
MINIMUMS
TAKEOQFF: SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY ===== A B c D E
DHMDA| VIS |HAT/HAA|DH/MDA| VIS |HAT/HAA[DHIMDA | vis |HAT/HAA|DH/IMDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 960 1 290 960 1 290 960 1 290 960 1 290
LNAV/VNAV DA 1249 2 579 1249 2 579 1249 2 579 1249 2 579
LNAV MDA 1180 1 510 1180 1 510 1180 13/8 510 1180 13/8 510
CIRCLING 1240 1 511 1240 1 511 1240 1172 511 1280 2 551
NOTES: L,
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -22C (-7F) OR ABOVE 39C P,
(102F).
CHART NOTE: DME/DME RNP-0.3 NA. T o
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. Coe e
CHART PLANVIEW NOTE: RADAR REQUIRED. ___
CITY AND STATE ELEVATION: 723 THRE: 670 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  |SUP:
MILWAUKEE, Wi AIRPORT NAME: mgngﬂsn; RNAV (GPS) RWY 25L, AMDT 1 AMDT: ORIGA
GENERAL MITCHELL INTL 20 OCT 2011 DATED 0112012005
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KMKE
RUNWAY RW25L
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W25A
LTP/FTP LATITUDE 425645.1170N
LTP/FTP LONGITUDE 0875323.5380W
LTP/FTP ELLIPSOIDAL HEIGHT +01691
FPAP LATITUDE 425617.0600N
FPAP LONGITUDE 0875518.6800W
THRESHOLD CROSSING HEIGHT (TCH) 00047.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0352
HORIZONTAL ALERT LIMIT (HAL) 40,0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER C45847A2
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +02041
FPAP ORTHOMETRIC HEIGHT +02041
DL/
B‘;) "t(_
z n
ot
CITY AND STATE ELEVATION: 729 THRE: 670 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MILWAUKEE, Wi AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25L, AMDT 1 AMDT:  ORIGA
RNAV : -
2 T 2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibiities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 ) 7 8 9 0 1 2 3
NAVAID 12345678901234567890123456789012345678901234567890123456789012345678%012345678901234567890123456789012345678901234567890123456789012
SUSAD BAE K5011640VTHA N43070067W088170365 N43070067W088170365E0020010702 NARBADGER
1 2 3 4 ] & 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BRANS K50 W N43103776W087414545 wW0o3s8 NAR BRANS
SUSAEAENRT CITKI K50 c N43003909W087371710 woo3e NAR CITKI
SUSAEAENRT FAHEY K50 c N42583064W087460910 w0037 NAR FAHEY
SUSAEAENRT FITGU K50 W N42504023W087325019 woo3s NAR FITGU
SUSAEAENRT OMTOE K50 W N42532033W088072023 w0034 NAR OMTOR
1 2 3 4 5 [ 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012
SUSAP KMKEK5AMKE 0 096YHN42564996W087534823W002000729 1800018000C MNAR GENERAL MITCHELL INTL
1 2 3 4 5 13 7 8 S [ 1 2 3
SEGMENT 123456789012345678901234567890123456?89012345678901234567890123456789012345678901234567890123456?89012345678901234567890123456789012
SUSAP KMKEKS5FR25L ABRANS (010BRANSKSEAOE A IF 18000 A JS
SUSAP KMKEKSFR25L ABRANS 020CITKIKSEROEE B 107w 16380105 + 02900 A JS
SUSAP KMKEKSFR2SL AFITGU ClOFITGUKSEAOE A IiF 18000 A J8
SUSAP KMKEKSFR25L AFITGU 020CITKIKSEAOEE B 010TF 34390105 + 02900 A JS
SUSAP KMKEKSFR25L R 010CITKIKSERAQOE I iF + 029800 18000 A J8
SUSAP KMKEKSFR2S5L R 020FAHEYKSEALE F 051TF 25380069 + 02500 RW25L KSPGA JS8
SUSAP KMKEKSFR2SL R 020FAHEYKSEAZWALPY ALNAV/VNAV ALNAV Js
SUSAP KMKEKSFR2SL R 030RW25LKSP30GY M 031TF 25370056 00717 ~-300 A J8
SUsSAP KMKEKSFR25L R 040 0 M CA 2537 + 00960 A JS
SUSAP KMKEKSFR25L R 0500MTOEKSEAQE DF A J8
SUSAP KMKEKSFR25L R 060BAE K5D 0VY 010TF 3345 + 02900 A J5
SUSAP KMKEKSFR25L R 070BAE K5D OVE R HM 09000040 + 02900 A JSB
1 2 3 4 5 & 7 8 9 o] 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KMKEKSGRW25L 0083002537 N42564512W087532354+0700 +0169100670043247150R
CITY AND STATE ELEVATION: 729 THRE: 670 FACILITY PROCEDURE NO.J AMDT NO.JEFFECTIVE DATE:  |gup:
MILWAUKEE, Wi AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25L, AMDT 1 VDT ORIGA
' RNAV : -
20 OCT 2011
GENERAL MITCHELL INTL DATED: 012012005
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Colings are | : ion. Di in nautical mi s indi
gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 3 7 8 g 0 1 2 3
PP 12345678901234567890123456789012345675390123456789012345678901234567890123456789012345678901234567890123456789012345678%90123456783012

SUSAP KMKEKSPR25L RW25L001 0000W25A0N4256451170W08753235380+016910300N4256170600W08755186800106750352000470F400500C45847A2

SUSAP KMKEKSPR25L RWZSLOOZE +02241+02041LPV £2826
1 2 3 4 5 [ 7 8 9 0 1 2 3
MS8A 123458789012345678901234567890123456739012345678901234567890123456789012345678501234567890123456789012345678501234567890123456789012

SUSAP KMKEKSSRW2S5LKSPG 0 18018002525 M

CITY AND STATE ELEVATION: 729 THRE: 670 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  [gup:
MILWAUKEE, Wi AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25L, AMDT 1

RNAV AMDT: ORIG-A
GENERAL MITCHELL INTL 20 OCT 2011 DATED.  01/20/2005
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