RNAY - STANDARD Bearings, headings, courses, and radialsa_rg magieﬁ'c Elevations and a!&u&§am in feet,.MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, W, TCH, ax}d RA.‘ Altitudes ar‘e mmm‘\um aMs uniessom,erva'se'indncated. Cel:pg.;s‘a':e n feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airpart elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LNAV: RW10
WILHI {IFIAF) WIKON (FB) 100.00/ 6.88 2700
WIKON (FAF RW10 (MAP) (FO 100.09/5.44
ON (FAF) 0 (MAP) (FO) CLIMB TO 3200 DIRECT RAPGE AND HOLD.
RW10 (MAP) 1328 MSL 100.02
1328 MSL. RAPGE (FO) 3200
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 280.34 INBOUND.
FAS OBST: 1359 AAO 384953N/0812649W
CHART VDP AT 2.05 MILES TO RW10.
WIKON TO RW10: 3.00/40.0.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF)
2. HOLD W WILHI, RT, 100.00 INBOUND, 3500 FT. IN LIEU OF PT {IAF)
3.FAC: 100.03 FAF: WIKON DIST FAF TO MAP: 544 THLD: 544
4. MIN. ALT: WILHI 3500, WIKON 2700
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: m:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 8W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY ===== A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS [ HAT/HAAIDH/MDA | vis |HAT/HAA|DH/MDA | VIS | HAT/HAA|DH/MDA VIS |HAT/HAA
LNAV MDA 1620 4 692 1620 1 692 1620 2 692 1620 2 692
CIRCLING 1620 1 692 1620 1 692 1760 2112 832 1760 2 3/4 832
NOTES:
CHART NOTE: CIRCLING TO RWY 28 NA AT NIGHT.
CHART NOTE: DME/DME RNP-0.3 NA. Al
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. Q\.\ /a
CHART NOTE: VDP NA WITH CHARLESTON ALTIMETER SETTING. 4 -~
_gs_as FORM 8260-10) C\, ~
CITY AND STATE ELEVATION: 928 THRE: 928 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: T
SPENCER, WV AIRPORT NAME: IDEN;}B{SR: RNAV (GPS) RWY 10, AMDT 1 AMDT: ORIG-A
BOGGS FIELD 20 SEPTEMBER 2012 SATED 021112010

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 4PAGES



clive bond
Typewritten Text
20 SEPTEMBER 2012


US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLESTON ALTIMETER SETTING AND
INCREASE ALL MDA 80 FEET, CAT B VISIBILITY 1/4 MILE, CATS C AND D VISIBILITY 1/2 MILE AND

CIRCLING CATS B, C AND D VISIBILITY 1/4 MILE.

TAA
FROM TQ ALT
1. 010/30 CW 190/30 (NOPT) 010/7 CW 190/7 4600
2, 010/7 CW 19077 WILHI (IF/IAF) (FB) 3500
3. 190/30 CW 010/30 WILHI (IFIAF) (FO) 3900
oAL/ 7
4 L]
Y, r,f(,
CITY AND STATE ELEVATION: 928 THRE: 928 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP: o
SPENCER, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT 1
' RNAV AMDT: ORIG-A
20 SEPTEMBER 2012
BOGGS FIELD DATED: 02/11/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAY—(G-ES-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 [ 7 8 E] 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT RAPGE K60 w N38485491W081041591 woo81l NAR RAPGE
SUSAEAENRT WIKON K60 w N384953863W081282187 w0078 NAR WIKON
SUSAEAENRT WILHI Ké0 W N38495335W081370980 woo77 NAR WILHI
1 2 3 4 5 [ 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUSWK6AUSW 0 045YHN38492570W081205580W008000928 1800018000C MNAR BOGGS FIELD
1 2 3 4 5 [ 7 8. 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUSWK6FR10 AWILHI OlOWILHIK6EAOQOEE AR HF 10000040 + 03500 18000 B JS
SUSAP KUSWK6FR10 R OlOWILHIK6EACE I IF + 03500 18000 B Js
SUSAP KUSWK6FR10 R 020WIKONK6EALE F 051TF 10000069 + 02700 B JS
SUSAP KUSWK6FR10 R 02 0WIKONK6EA2WN N ALNAV Js
SUSAP KUSWK6FR10 R Q030RW10 K6PGOGY M 031TF 10010054 00968 -300 B JS
SUSAP KUSWK6FR10 R 040 oM CA 1001 + 01328 B Js
SUSAP KUSWK6FR10 R O050RAPGEK6EAQEY DF + 03200 B Js
SUSAP KUSWK6FR10 R 060RAPGEK6EAQCEE R HM 28030040 + 03200 B Js
1 2 3 4 5 [ 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUSWK6GRW10 0045491002 N38492652W081212450+0000 +0249200928000040075R
CITY AND STATE ELEVATION: 928 THRE: 928 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
SPENCER, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT 1
BOGGS FIELD 20 SEPTEMBER 2012 AMDT:  ORIG-A
RNAV
DATED:  0211/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

______RNAV(GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
WILHI WILHI 010 IAF HF R FO 100.0(092.0T) 004.0 AA 03500
WILHI 010 FACF IF FB AA 03500
WIKON 020 FAF TF FB 0.5 100.0(092.0T) 006.9 AA 02700
RW10 030 MAP TF FO 0.3 100.1(092.1T) 005.4 AT 00968
MISSED APPROACH ‘ FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 cA FB 100.1(092.1T) AA 01328
RAPGE 050 DF FO AA 03200
RADGE 060 HM R FO 280.3(272.3T) 004.0 AA 03200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RAPGE N384854.91 W0810415.91 N3848.915 W08104.265
WIKON N384938.63 W0812821.87 N3849.644 W08128.365
WILHI N384953.35 W0813709.80 N3849.889 W08137.163
RW10 N384926.52 W0812124.50 N3849.442 W08121.408
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW10 00928 40
CITY AND STATE ELEVATION: 928 THRE: 928 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SPENCER, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT 1
RNAV :
DATED:  02/11/2011
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