RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magretic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.  Cellings are infeet
above aimort elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles or infeet RVR.

TERMINAL ROUTES , MISSED APPROACH
FROM 70 COURSE AND DISTANCE ALTITUDE L:x:v ?& AV: DA
IHD VORTAC ZETGA (FO) 255.88 1 21.86 4600 tNAv: RWO5
MGW VORTAC (IAF) ZETGA (NOPT) (FB.’ 018.00/17.01 4000 [CLIMB TO 2500 THEN CLIMBING LEFT TURN 1O 4000 DIREGT
ZETGA (IF/IAF) WIGEX (FB) 048.55/3.75 3100 WITUV AND TRACK 189.59 TO ZETGA AND HOLD.
WIGEX (FAF) ZOLDI/2.90 NM TO RW05 (FB) 048,58 / 2.87
2ZOLDI2.90 NM TO RWO05 RWO5 (MAP) (FO) 048.60 / 2.90
RWO5 (MAP) 2500 MSL 048.60 2500
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) CHART FAS OBST: 1340 TREE 395713N/0793855W
DISTANCE TO THLD FROM 200 HATH: 0.50 NM.
CHART VDP AT 1.06 MILES TO RW05*
*LNAV ONLY.
WAAS CHANNEL # 45929
REFERENCE PATH ID: W05A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 339.2 M
2. HOLD SW ZETGA, LT, 048.55 INBOUND, 4000 FT. IN LIEU OF PT (IAF)
3.FAC: 04858 FAF: WIGEX DIST FAF TOMAP: 577 THLD: 577
4. MIN. ALT: ZETGA 4000, WIGEX 3100, ZOLDI/2.90 NM TO RW05 2180*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3100 GS ALT AT:WIGEX 3100 OM: MM: ™:
7. GSANGLE:  3.00 TCH:41.3  34:11S CLEAR
8. MSA FROM: RW0S 4500 MAG VAR: swW EPOCH YEAR: 1990
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B _ c D E
DH/MDA | VIS | HAT/IHAA| DH/MDA VIS | HAT/HAA|DH/MDA | vIS |HAT/HAA | DH/MDA VIS |HAT/HAA] DH/MDA VIS |HAT/HAA
LPV DA 1420 34 200 1420 3i4 200 1420 3/4 200 NA
LNAVIVNAV DA 1490 78 270 1480 718 270 1490 78 270 NA
LNAV MDA 1600 1 380 1600 1 380 1600 1 380 NA
CIRCLING 1920 1 656 2060 1 796 2200 234 936 NA
NOTES:
CHART NOTE: CIRCLING TO RWY 14, 23, 32 NA AT NIGHT.
CHART NOTE: BARO-VNAV NA WHEN USING MORGANTOWN WV ALTIMETER SETTING. (7
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). \}'\'*\‘ ¥
CHART NOTE: DME/DME RNP-0.3 NA. i oa ©
(SEE FORM 8260-10) N £
CITY AND STATE ELEVATION: 1264 THRE: 1220 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE: SUP: e
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JOSEPH A. HARDY CONNELLSVILLE DATED
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in foot, MSL,

RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated. ot

- Ceill in feet above ai lavation. Dista i utical mile less otherwise indi A
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 orcors voiblities which oo Dy siatnts e or oot RVR, | | Ca! mies un -
TERMINAL ROUTES, (CONT.):

FROM . TO COURSE AND DISTANCE __ ALTITUDE
2500 MSL WITUV (FB)
WITUV ZETGA (FO) 189.59/ 6.03 4000

NOTES, (CONT.):

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON IHD VORTAC AIRWAY RADIALS 228 CW 315.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON MGW VORTAC AIRWAY RADIALS 289 CW 101.

*LNAV ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE MORGANTOWN WV ALTIMETER SETTING AND
INCREASE LPV DA TO 1474, LNAVIVNAV DA TO 1544 AND ALL MDA 60 FEET, INCREASE LPV ALL CATS

VISIBILITY 1/8 MILE, LNAV/VNAV ALL CATS VISIBILITY 1/4 MILE, LNAV CAT C AND CIRCLINGCATSBAND C
VISIBILITY 1/4 MILE.

CHART PLANVIEW NOTE: LIMIT MISSED APPROACH TO 200 KIAS.

CITY AND STATE ELEVATION: 1264 THRE: 1220 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
CONNELLSVILLE, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG

RNAV 20 SEPTEMBER 2012 AMDT:
JOSEPH A. HARDY CONNELLSVILLE

|DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet. MSL,
except HAT. HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unfess otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KVVS
RUNWAY RWO5
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WOSA
LTPIFTP LATITUDE 395724.3375N
LTPIFTP LONGITUDE 0793944.3855W
LTP/FTP ELLIPSOIDAL HEIGHT +03302
FPAP LATITUDE 395832.0100N
FPAP LONGITUDE 0793828.9200W
THRESHOLD CROSSING HEIGHT (TCH) 00041.3
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1584
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 95EBB1AS
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ké
LTP ORTHOMETRIC HEIGHT +03717
FPAP ORTHOMETRIC HEIGHT +03717
Ngals
o 2
%cts
CITY AND STATE ELEVATION: 1264 THRE: 1220 FACILITY PROCEDURE NO/AMDT NO./EFFECTIVE DATE:  |sup:
CONNELLSVILLE, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG
20 SEPTEMBER 2012
JOSEPH A. HARDY CONNELLSVILLE y—

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF [, PAGES



clive bond
Typewritten Text
20 SEPTEMBER 2012


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
axcept HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—-——RNAM——(Q-ESLSIANDABD INSTRUMENT APPROACH PROCEDURE Cellings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 3 7 8 g 0 1 2 3
NAVAID 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012
SUSAD IHD K6010820VTL N338582727W073213012 N39582727W079213012W0060028201 NARINDIAN HEAD
SUSAD MGW K6011160VTL N39332410W079513742 N39332410W079513742W0050023391 NARMORGANTOWN
1 2 3 4 5 [ 7 8 9 0 1 2 3
WP 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567689501234567890123456789012
SUSAEAENRT WIGEX K60 W N39530107W079443749 w0083 NAR WIGEX
SUSAEAENRT WITUV Ké0 W N39561241W079473425 Woo092 NAR WITUV
SUSAEAENRT ZETGA K60 C L N33501017W079474731 w0092 NAR ZETGA
SUSAERENRT ZOLDI K60 w N33551216W079421166 w0083 NAR ZCLDI
1 2 3 4 5 6 7 8 9 o 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678301234567890123456789012345678%012345678390123456789012345678901234567890123456789012
SUSAP KVVSK6AVVS 0 038YHN39573260W079352670W008001264 1800018000C MNAR JOSEPH A. HARDY CONNELLSVILLE
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345676901224567890123456785012345678901234567890123456789012345678901234567890123456789012345678%01234567850123456789012

SUSAP KVVSK6FR0O5 AIHD 010IHD Ké6D 0oV IF 18000 A JS
SUSAP KVVSK6FROS ATHD 020ZETGAK6EAQEY Q20TF 25590219 + 04600 A JS
SUSAP KVVSK6FROL AIHD 0302ETGAK6EAQEE AL HEF 04860040 + 04000 A Js
SUSAP KVVSKEFROS  AMGW  010MGW X6D OV A IF 18000 A Js
SUSAP KVVSK6FRO5 AMGW 020ZETGAK6EAOEE B 010TF 01800170 + 04000 A JS
SUSAP KVVSKEFROS R 010ZETGAKG6EAQE I IF + 04000 18000 A JS
SUSAP KVVSK&EFROS R 020WIGEXK6EARLE F O0OS51TF 04860038 + 03100 RWOS K&PGA JS
SUSAP KVVSK6FROS R 020WIGEXKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KVVSKSEFROS R Q021ZOLDIKSEAQE & 031TF 04860029 V 0218002184 -300 A JS
SUSAP KVVSK&FROS R 030RWOS K6PGOGY M 031TF 04860029 01261 -300 A JS
SUSAP KVVSK6FRUS R 040 o M CA 0486 + 02500 A JS
SUSAP KVVSK&EFROS5 R Q050WITUVKEEAQE L DF A JS
SUSAP KVVSKEFROS R 06 0ZETGAKEEADEY 010TF 1886 + 04000 A JS
SUSAP KVVSKEFRO5 R 070ZETGAKGEACEE L  HM 04860040 + 04000 A JS
1 2 3 4 5 6 7 8 9 ¢] 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567850123456789012
SUSAP KVVSKEGRWOS 0038330486 N39572434W07939544359+1200 +0333201220000041100R
1 2 3 4 5 6 7 8 5 0 1 2 3
PP 12345678981234567890123456?890123456?8901234567899123456?890123456789012345678901234567890123456789012345678901234567890123456%&90124f;
4
i, -
CITY AND STATE - | ELEVATION: 1284 THRE: 1220 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: o
CONNELLSVILLE, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG
JOSEPH A. HARDY CONNELLSVILLE 20 SEPTEMBER 2012 AMDT: NONE
RNAV
DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——WDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KVVSK6PROS RWOS 001 OOOOWOSAON3957243375W07939443855+033920300N3958320100W07938289200106751584000413F40035095EBB1AS
SUSAP KVVSK6PROS RW05 002E +03717+03717LPV 45929
1 2 3 4 5 [ 7 8 9 0 1 2 3
MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456785901234567890123456789012345678901234567890123456789012
SUSAP KVVSK6SRWO0S5 K6PG 0 18018004525 M
,‘;‘;J T ’:‘
S~ 4
e -~ ,i‘lf,(—}
CITY AND STATE ELEVATION: 1264 THRE: 1220 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: )
CONNELLSVILLE, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY §, ORIG
JOSEPH A. HARDY CONNELLSVILLE 20 SEPTEMBER 2012 AMDT: NONE
RNAV DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

—BNAV_(G_ESLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
IHD IHD 010 IF FB
IHD ZETGA 020 TF FO 2.0 255.9(247.9T) 021.9 AA 04600
IHD ZETGA 030 IAF HF L FO 048.6(040.6T) 004.0 AA 04000
MGW MGW 010 IAF IF FB
MGW ZETGA 020 TF FB 1.0 018.0(010.0T) 017.0 AA 04000
ZETGA 0l0 FACF IF FB AA 04000
WIGEX 020 FAF TF FB 0.5 048.6(040.6T) 003.8 AA 03100
ZOLDI 021 SDF TF FB 0.3 048.6(040.6T) 002.9 AA 02180 GS 02184
RWO05 030 MAP TF FO 0.3 048.6(040.6T) 002.9 AT 01261
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 048.6(040.6T) AA 02500
WITUV 050 DF L FB
ZETGA 060 TF FO 1.0 189.6(181.6T) AA 04000
ZETGA 070 HM L FO 048.6(040.6T) 004.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
IHD N395827.27 W0792130.12 N3958.455 W07921.502
MGW N393324.10 W0795137.42 N3933.402 W07951.624
WIGEX N395301.07 W0794437.49 N33953.018 W07944.625
WITUV N395612.41 W0794734.25 N3956.207 W07247.571
ZETGA N395010.17 W0794747.31 N3950.170 W07947.789
ZOLDI N395512.16 W0794211.66 N3955.203 W07942.194
RWO05 N395724.34 W0793944 .39 N3957.406 W07939.740
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWOS 01220 41

CITY AND STATE ELEVATION: 1264 THRE: 1220 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CONNELLSVILLE, PA | AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG
JOSEPH A. HARDY CONNELLSVILLE 20 SEPTEMBER 2012 AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 6 of 6 Pages


clive bond
Typewritten Text
20 SEPTEMBER 2012




