
US DEPARTMENT OF TRANSPORTATION 
FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE 

TITLE 14 CFR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except 
HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet 
a~ airport elevation. Distances are in naUtical miles unless otherwise indicated, exoept visibilities Vlklk:h 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV: DA 
r---------------------------------------------~--------------------------------------------~------------------------------------------------;-------------~LNAVNNAV:DA 

WEBVE (FO) 340.82/13.93 3000 LNAV: RW16R PAE VORIDME 

AMEKE (IAF) 

WEBVE (IF/IAF) 

JUGBA(FAF) 

WEBVE (NOPT) (FB) 116.93/3.70 

JUGBA (FB) 162.14/6.37 

3000 

3000 
CLIMB TO 1100 THEN CLIMBING RIGHT TURN TO 3000 DIRECT 
AMEKE AND HOLD. 

HITUT/1.90 NM TO RW16R 

RW16R(MAP) 

HITUT/1.90 NM TO RW16R 162.14/5.57 
(FB) 

RW16R (MAP) (FO) 

1100 MSL 

162.14/1.90 

ADDITIONAL FUGHT DATA: 
HOLD NW, RT, 152.041NBOUND. 1100 MSL AMEKE (FO) 

1100 

3000 CHART FAS OBST: 745 BLDG 475533N/1221628W 
DISTANCE TO THLD FROM 200 HATH: 0.44 NM. 
CHART VDP AT 1.33 MILES TO RW16R* 
*LNAVONLY. 
WAAS CHANNEL# 61129 

~1~. -=p-=T~--=S7:1D:-::E::-:O:-::F~C=-o=-u:-:-R::-S::-E::---'--O::::-U:-7:=T-::B-::0-:-:U:-:-:N:-::D~---:F::::T~W=IT:-:H-:-!I:-::N---:M:-::1:-:-L-::E-=:S~O=-F::-------'----+.(I-=A-=:~F REFERENCE PATH ID: W16A 

2. HOl::DN WEBVE, RT, 162.14 IN_B_O_U-ND-, 3000 FT. IN L-IE_U_O_F----PT (IAF) -- -------------------------------....! LTP HAE: 148·2 M 

3. FAC: 162.14 FAF: JUGBA DIST FAF TO MAP: 7.47 THLO: 7.47 
~~~-------------------------------------------------- -----~- --~~ 4. MIN. ALT: WEBVE 3000, JUGBA 3000, HITUT/1.90 NM TO RW16R 1220* 

5. DIST TO THLO FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT: 
6. MINGS INCPT: 3000 GS ALT AT:JUGBA 3000 ------ --.O"""M"'": MM: I.,..M,...: ----1 

7. GS ANGLE: 3.00 TCH: 58.9 34:1 IS CLEAR 
8.MSAFROM:RW16R7900 ---------------------------------------~ MAGVAR: 17E EPOCH YEAR: 2010 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS 
LPVDA 763 2400 200 763 2400 200 763 2400 200 763 2400 200 
LNAVNNAVDA 956 4000 393 956 4000 393 956 4000 393 956 4000 393 

LNAV MDA 1060 2400 497 1060 2400 497 1060 5000 497 I 1060 5000 497 

CIRCLING 1100 1 494 1100 1 494 1100 1112 494 1160 2 554 

NOTES: 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -16C (4F) OR ABOVE 40C (104F). @NA WHEN LOCAL WEATHER NOT AVAILABLE. 
CHART NOTE: DMEIDME RNP-0.3 NA. 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING SEA TILE-TACOMA INTL ALTIMETER SETIING. 
(SEE FORM 8260-10) 
CITY AND STATE 

EVERETI,WA 

ELEVATION: 606 
AIRPORT NAME: 

THRE: 563 

SNOHOMISH COUNTY (PAINE FLO) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./AMDT NO.IEFFECTIVE DATE: SUP: 
RNAV (GPS) Z RWY 16R, ORIG AMDT: 

DATED 

HAT/HAA 

NONE 
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US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV ·STANDARD 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 

INSTRUMENT APPROACH PROCEDURE· TITLE 14 CFR PART 97.33 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

NOTES, (CONT.): 
CHART NOTE: WHEN USING SEATTLE-TACOMA INTLALTIMETER SETTING; FOR INOPERATIVE MALSR, INCREASE LPV 
ALL CATS VISIBILITY TO RVR 4500. 

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SEATTLE-TACOMA INTL ALTIMETER SETTING 
AND INCREASE ALL DA 88 FEET AND ALL MDA 100 FEET; INCREASE LNAVNNAV ALL CATS VISIBILITY TO RVR 
6000, LNAV CAT C AND D VISIBILITY TO RVR 6000 AND CIRCLING CAT C VISIBILITY TO 1 314 MILES. 

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL AT PAE VORfDME ON V287 SOUTHEAST BOUND. 

CITY AND STATE 

EVERETT,WA 

ELEVATION: 606 

AIRPORT NAME: 
THRE: 563 FACIUTY 

IDENTIFIER: 
PROCEDURE NO.I AMDT NO.IEFFECTIVE DATE: 

RNAV (GPS) Z RWY 16R, ORIG 
RNAV 

SNOHOMISH COUNTY (PAINE FLO) 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION -FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE -FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altib.ldes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altib.ldes are minimum altib.ldes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICA TOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

EVERETT, WA 

ELEVATION: 606 

AIRPORT NAME: 

THRE: 563 

SNOHOMISH COUNTY (PAINE FLO) 

FAA FORM 8260-10 I Aprtl 2006 (Computer Generated) 

0 
0 
KPAE 
RW16R 
0 
z 
0 
W16A 
475516.8000N 
1221709.0700W 
+01482 
475347.7700N 
1221707.0800W 
00058.9 
F 
03.00 
106.75 
0008 
40.0 
35.0 

4AD6EF77 

K1 
+01715 
+01715 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) Z RWY 16R, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET 424-18 - RNAV (GPS) 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAD PAE K1011060VDLW N47551140W122164020 N47551210W122164180E0200006741 NARPAINE 

1 3 4 6 9 0 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

--------~ - --------- -------- - --------~- ----------------- -----------------
SUSAEAENRT AMEKE K10 c L N48114030W122212652 E0167 NAR AMEKE 
SUSAEAENRT HITUT K10 w N47571072W122171162 E0166 NAR HITUT 
SUSAEAENRT JUGBA K10 c N48024455W122171909 E0167 NAR JUGBA 
SUSAEAENRT WEB VB K10 c N48090626W122172766 E0167 NAR WEBVE 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KPAEK1APAE 0 090YHN47542515W122165366E017000606 1800018000C MNAR SNOHOMISH COUNTY {PAINE FLD) 

1 3 9 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

------------------- ------------------- --------------------- -------------- ---------------
SUSAP KPAEK1FR16RZ AAMEKE 010AMEKEK1EAOE A IF 18000 A JS 
SUSAP KPAEK1FR16RZ AAMEKE 020WEBVEK1EAOEE B 010TF 11690037 + 03000 A JS 
SUSAP KPAEK1FR16RZ APAE 010PAE K1D OV IF 18000 A JS 
SUSAP KPAEK1FR16RZ APAE 020WEBVEK1EAOEY 020TF 34080139 + 03000 A JS 
SUSAP KPAEK1FR16RZ APAE 030WEBVEK1EAOEE AR HF 16210040 + 03000 A JS 
SUSAP KPAEK1FR16RZ R 010WEBVEK1EAOE I IF + 03000 18000 A JS 
SUSAP KPAEK1FR16RZ R 020JUGBAK1EA1E F 051TF 16210064 + 03000 RW16R K1PGA JS 
SUSAP KPAEK1FR16RZ R 020JUGBAK1EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KPAEK1FR16RZ R 021HITUTK1EAOE S 031TF 16210056 v 0122001227 -300 A JS 
SUSAP KPAEK1FR16RZ R 030RW16RK1PGOGY M 031TF 16210019 00622 -300 A JS 
SUSAP KPAEK1FR16RZ R 040 0 M CA 1621 + 01100 A JS 
SUSAP KPAEK1FR16RZ R 050AMEKEK1EAOEY R DF + 03000 A JS 
SUSAP KPAEK1FR16RZ R 060AMEKEK1EAOEE R HM 15200040 + 03000 A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KPAEK1GRW16R 0090101621 N47551680W122170907+0200 +0148200563000059150I 

1 2 3 9 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KPAEK1PR16RZ RW16R001ZOOOOW16AON4755168000W12217090700+014820300N4753477700W12217070800106750008000589F4003504AD6EF77 

CITY AND STATE 
EVERETT, WA 

ELEVATION: 606 THRE: 563 

AIRPORT NAME: 
SNOHOMISH COUNTY (PAINE FLO) 

FAA FORM 8260- 10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) Z RWY 16R, ORIG 

AMDT: 

DATED: 

Page 4 of 6 

NONE 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

SUSAP KPAEK1PR16RZ RW16R002E +01715+01715LPV 61129 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet. MSL, 
except HAT, HAA, TCH, and RA. Attitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airpcrt elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

1 2 3 4 5 6 7 8 -9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KPAEK1SRW16RK1PG 

CITY AND STATE 
EVERETT, WA 

0 18018007925 

ELEVATION: 606 THRE: 563 

AIRPORT NAME: 
SNOHOMISH COUNTY (PAINE FLO) 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) Z RWY 16R, ORIG 

AMDT: NONE 

DATED: 
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U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet. MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

AMEKE AM EKE 010 IAF IF FB 
AM EKE WEBVE 020 TF FB 1.0 116.9(133.9T) 003.7 AA 03000 
PAE PAE 010 IF FB 
PAE WEBVE 020 TF FO 2.0 340.8 (357 .8T) 013.9 AA 03000 
PAE WEBVE 030 IAF HF R FO 162.1(179.1Tl 004.0 AA 03000 

WEBVE 010 FACF IF FB AA 03000 
JUGBA 020 FAF TF FB 0.5 162.1(179.1T) 006.4 AA 03000 
HITUT 021 SDF TF FB 0.3 162.1(179.1T) 005.6 AA 01220 GS 01227 
RW16R 030 MAP TF FO 0.3 162.1(179.1T) 001.9 AT 00622 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 162.1(179.1T) AA 01100 
AMEKE 050 DF R FO AA 03000 
AMEKE 060 HM R FO 152.0(169.0T) 004.0 AA 03000 

POINT DATA WAYPOINT LAT IN SECS LONG IN SEes LATIN MINS LONG IN MINS 

PAE N475511.40 W1221640.20 N4755.190 W12216.670 
AM EKE N481140.30 Wl222126.52 N4811.672 W12221.442 
HITUT N475710. 72 Wl221711.62 N4757.179 W12217 .194 
JUGBA N480244.55 W1221719.09 N4802.743 Wl2217.318 
WEBVE N480906.26 W1221727.66 N4809.104 Wl2217.461 
RW16R N475516.80 Wl221709.07 N4755 280 Wl2217.151 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW16R 00563 59 

' . ; ,,. 
~ ..... "' ' 

'\ 

r-., 

CITY AND STATE ELEVATION: 606 THRE: 563 FACILITY PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
EVERETT, WA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Z RWY 16R, ORIG 

SNOHOMISH COUNTY (PAINE FLO) 

I 
AMDT: NONE 

RNAV 
DATED: 

FAA FORM 8260- 10 I April2006 (Computer Generated) Page 6 of 6 Pages 

christopher d zuest
Typewritten Text
26 JULY 2012




