US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otheswise indicated.  Cellings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abcaga airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW33
PWL VOR/DME (IAF) ITTLE (FB) 313.68/12.68 2600
ITTLE (IF) BFINE (FB) 333.21/3.50 2000 S -
CLIMB TO 1000 THEN CLIMBING RIGHT TURN TO 3000 DIRECT
BFINE (FAF} RW33 {MAP) (FO) 333.18/4.72 PWL VOR/DME AND HOLD.
RW33 (MAP) 1000 MSL 333.18 1000
1000 MSL PWL VORIDME (FO) 3000
ADDITIONAL FLIGHT DATA:

HOLD S, RT, 355.00 INBOUND.,

FAS OBST: 559 AAO 415724N/0735537TW

BFINE TO RW33: 3.60/60.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF)
2. PROFILE STARTS AT ITTLE
3. FAC: 33318 FAF: BFINE DIST FAF TOMAP: 472 THLD: 472
4. MIN. ALT: ITTLE 2600, BFINE 2000
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: M
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: RW33 5400 _ MAG VAR: 13W EPOCH YEAR: 1985

MINIMUMS
TAKEOFE: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS  |HAT/HAA | DHIMDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA
LNAV MDA 880 1 744 880 114 744 NA NA
CIRCLING 880 1 733 880 11/4 733 NA NA
NOTES:
CHART NOTE: PROCEDURE NA AT NIGHT.
CHART NOTE: DME/DME RNP-0.3 NA. WAL/
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON PWL VOR/DME AIRWAY RADIALS 250 CW 354. G '
CHART PROFILE NOTE: VGS! AND DESCENT ANGLES NOT COINCIDENT. 4
(SEE FORM 8260-10) ST
CITY AND STATE LEVA - 147 THRE: 136 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP; o
KINGSTON, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG AMDT: NONE
RNAV :
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated,

Ceflings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
ALTIMETER SETTING AND INCREASE ALL MDA 60 FEET.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

CHART NOTE: USE HUDSON ALTIMETER SETTING. WHEN HUDSON ALTIMETER SETTING NOT RECEIVED, USE NEWBURGH

X, ,&x& .f’/
G -
4
Q’,i’-
CITY AND STATE ELEVATION: 147 THRE: 136 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
KINGSTON, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG AMDT: NONE
RNAV 10 JANUARY 2013 .
KINGSTON-ULSTER DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except MAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
._W |NSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 [ 7 B 8 e] 1 2 3
NAVAID 123456789012345678901234567850123456785012345678301234567850123456783012345678301234567890123456789012345678901234567890123456789012
SUSAD PWL K6011430VDLW N41461118W073360199 N41461118W073360198W0120012501 NARPAWLING
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012345678901234567890123456789012
SUSAEAENRT BFINE K60 W N41551997W073533783 W013% NAR BFINE
SUSAEAENRT ITTLE K60 w N41523858W073503779 W0135 NAR ITTLE
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 1234567890123456789012345678980123456789012345678%012345678901234567890123456789012345678901234567890122345678901234567890123456789012
SUSAP 20N K6A20N 0 031 YHN41590630W073575160W013000147 1800018000C MNAR KINGSTON-ULSTER
1 2 3 4 5 & 7 8 9 o 1 2 3
SEGMENT 123456789012345678301234567890123456789012345678901234567890123456789012345678201234567890123456789012345678801234567850123456789012
SUSAP 20N K6FR33 APWL 010PWL K&6D OV A IF 18000 B JS
SUSAP 20N K6FR33 APWL 020ITTLEK6EAQEE B 010TF 31370127 + 02600 B J8
SUSAP 20N K6FR33 R OLO0ITTLEKSEEAQOE I IF + 02600 18000 B JS
SUSAP 20N K6FR33 R 020BFINEKGEAIE F OS51TF 33320035 + 02000 RW33 K6PGB JS
SUSAP 20N K6FR33 R Q20BFINEK6EA2WN N ALNAV J8
SUSAP 20N K6FR33 R 030RW33 KE6PGOGY M 031TF 33320047 00196 -360 B Js
SUSAP 20N K6FR33 R 040 o M Ca 3332 + 01000 B J8
SUSAP 20N K6FR33 R O50PWL  KéD O0VY R DF + 03000 B JS
SUSAP 20N K6FR33 R 060PWL, Ké6D OVE R HM 35500040 + 03000 B Js8
1 2 3 4 5 & 7 8 9 1] 1 2 3
RUNWAY 1234567890123456783901234567890123456788012345678901234567850123456789012345678801234567890123456789012345678901234567830123456789012
SUSAF 20N K6GRW33 0031003331 N41585749W073574102+0400 +0009700136030960060R
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456788012345678801234567890123456789012345678501234567830123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 20N K6SRW33 K6PG 0 18018005425 M
x‘)M/
2
4
CITY AND STATE ELEVATION: 147 THRE: 136 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE.  |gyup:
KINGSTON, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG
KINGSTON-ULSTER 10 JANUARY 2013 AMDT: NONE
RNAV DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— . RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unfess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE} DISTANCE ALTITUDE SPEED
PWL PWL 010 IAF IF PR
PWL ITTLE 020 TF FB 1.0 313.7(300.7T) 012.7 AA 02600
ITTLE 010 FACF IF FB AX 02600
BFINE 020 FAF TF FB 0.5 333.2(320.2T) 003.5 AA 02000
RW33 030 MAP TF FO 0.3 333.2(320.2T) 004.7 AT 00186
MISSED APPROACH FIX SEQ UsSE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA B 333.2(320.2T) AA 01000
PWL 050 DF R FO AA 03000
PWL Q&0 M R FO 355.0(342.0T) 004.0 AA 03000
POINT DATA WAYPCINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
PWL N414611.18 W0733601.99 N4146, 186 W07336.033
BFINE N415519.97 W0735337.83 N4155,333 W07353.,631
ITTLE N415238.58 W0735037.79 N4152.643 W07350.630
RW33 N415857.459 W0735741.02 N4158.5958 W07357.684
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW33 00136 60
CITY AND STATE ELEVATION: 147 THRE: 136 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sSuUp:
KINGSTON, NY AIRPORT NAME: {DENTIFIER: RNAY {GPS} RWY 33, ORIG ANDT
N : NONE
KINGSTON-ULSTER RNAV 10 JANUARY 2013
DATED:
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