
RNAV-STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 alnle airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

TIINI (IAF) CAVES (FB) 084.39 11 0.99 3000 
LNAVNNAV: DA 
LNAV: RW08 

MIKEE (IAF) CAVES (FB) 144.5915.85 3000 
CLIMB TO 1600 THEN CLIMBING LEFT TURN TO 3000 DIRECT 

CAVEB (IF) FABMA(FB) 084.52 I 8. 78 3000 MIKEE AND HOLD. 

FABMA (FAF) WUPLAI2.70 NM TO RW08 (FB) 084.62 I 4.05 

WUPLA/2. 70 NM TO RW08 RW08 (MAP) (FO) 084.66 I 2. 70 

RW08 (MAP) 1600 MSL 084.66 1600 

1600 MSL MIKEE (FO) 3000 
ADDITIONAL FUGHT DATA: 

HOLD NW, RT, 125.36 INBOUND. 
CHART FAS OBST: 1241 TOWER 334633N/0843442W 
DISTANCE TO THLD FROM 250 HAT: 0.63 NM. 
CHARTVDPAT 2.04 MILES TO RW08* 
*LNAVONLY. 
WAAS CHANNEL# 65804 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REFERENCE PATH ID: W08A -- L TP HAE: 214.2 M 
2. PROFILE STARTS AT CAVEB 

3. FAC: 084.62 FAF: FABMA DIST FAF TO MAP: 6.75 THLD: 6.75 

4. MIN. ALT: CAVEB 3000, FABMA 3000, WUPLAI2.70 NM TO RW081700* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 3000 GS ALT AT: FABMA 3000 OM: MM: IM: 
7. GSANGLE: 3.00 TCH:5o.o 34:11S NOT CLEAR 

8. MSA FROM: RW08 3100 MAGVAR:5W EPOCH YEAR: 2015 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A 8 c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 1050 3/4 250 1050 3/4 250 1050 3/4 250 1050 3/4 250 

LNAVNNAVDA 1301 11/4 501 1301 11/4 501 1301 11/4 501 1301 11/4 501 

LNAVMDA 1500 3/4 700 1500 3/4 700 1500 11/2 700 1500 11/2 700 

CIRCLING 1500 1 659 1500 1 659 1500 2 659 1580 21/4 739 

NOTES: 
CHART NOTE: CIRCLING TO RWY 9, 27, AND 32 NA AT NIGHT. @ CAT D 800-2 1/4 
CHART NOTE: WHEN VGSIINOP, CIRCLING RWY 14 AND 26 NA AT NIGHT. ou-v 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -8C (18F) OR ABOVE 54C (130F). ,.. 
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV ALL CATS. ~ .. ~ 
(SEE FORM 8260-10) ~';..... --
CITY AND STATE ELEVATION: 841 THRE: 800 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

'1\ _ ..... 

ATLANTA,GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 8, AMDT 1 AMDT: ORIG-B RNAV 
FULTON COUNTY AIRPORT-BROWN FIELD . DATED 05/31,2012 
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US DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAV -STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CATS A AND B VISIBILITY TO 1 MILE. 
CHART NOTE: DME/DME RNP-0.3 NA. 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART PLANVIEW NOTE: RADAR REQUIRED FOR PROCEDURE ENTRY AT MIKEE. 

CITY AND STATE 
ATLANTA,GA 

ELEVATION: 841 

AIRPORT NAME: 
THRE: 800 

FULTON COUNTY AIRPORT-BROWN FIELD 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) Y RWY 8, AMDT 1 

SUP: 

AMOT: ORIG-B 

DATED: 05/31/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altibJdes are in fee~ MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

ATLANTA, GA 

ELEVATION: 841 

AIRPORT NAME: 

THRE: 800 

FULTON COUNTY AIRPORT-BROWN FIELD 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

DATA. 

0 
0 
KFTY 
RW08 
0 
y 
0 
W08A 
334643.2905N 
0843148.3310W 
+02142 
334659.2500N 
0843003.1600W 
00050.0 
F 
03.00 
106.75 
0984 
40.0 
50.0 

2ACE5492 

K7 
+02438 
+02438 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO.I AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) Y RWY 8, AMDT 1 

AMDT: ORIG-8 

DATED: 05/31/2012 

PAGE 3 OF 6 PAGES 

clive bond
Typewritten Text
15 NOVEMBER 2012



U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET - 424-18 RNAV [GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
------ ------ --- --- ------ - --- ---------- - -- ------ --- ------ -------------- -- --- -----
SUSAEAENRT CAVEB K70 c N33435479W084500801 W0044 NAR CAVEB 
SUSAEAENRT FABMA K70 w N33453040W084394637 W0046 NAR FABMA 
SUSAEAENRT MIKEE K70 c N33482265W084544091 W0044 NAR MIKEE 
SUSAEAENRT TIINI K70 c N33415389W085030484 W0043 NAR TIINI 
SUSAEAENRT WUPLA K70 w N33461420W084345952 W0046 NAR WUPLA 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KFTYK7AFTY 0 057YHN33464490W084311690W005000841 1800018000C MNAR FULTON COUNTY AIRPORT-BROWN FI 

SEGMENT 123456789012345678901434567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
------- --- -- -- --- -- --- -- ----------- -------------- -- --- -- --- ---------
SUSAP KFTYK7FR08-Y AMIKEE 010MIKEEK7EAOE A IF 18000 A JS 
SUSAP KFTYK7FR08-Y AMIKEE 020CAVEBK7EAOEE B 010TF 14460059 + 03000 A JS 
SUSAP KFTYK7FR08-Y ATIINI 010TIINIK7EAOE A IF 18000 A JS 
SUSAP KFTYK7FR08-Y ATIINI 020CAVEBK7EAOEE B 010TF· 08440110 + 03000 A JS 
SUSAP KFTYK7FR08-Y R 010CAVEBK7EAOE I IF + 03000 18000 A JS 
SUSAP KFTYK7FR08-Y R 020FABMAK7EA1E F 051TF 08450088 + 03000 RW08 K7PGA JS 
SUSAP KFTYK7FR08-Y R 020FABMAK7EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KFTYK7FR08-Y R 021WUPLAK7EAOE S 031TF 08460041 v 0170001710 -300 A JS 
SUSAP KFTYK7FR08-Y R 030RW08 K7PGOGY M 031TF 08470027 00850 -300 A JS 
SUSAP KFTYK7FR08-Y R 040 0 M CA 0847 + 01600 A JS 
SUSAP KFTYK7FR08-Y R 050MIKEEK7EAOEY L DF + 03000 A JS 
SUSAP KFTYK7FR08-Y R 060MIKEEK7EAOEE R HM 12540050 + 03000 A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KFTYK7GRW08 0057960847 N33464329W084314833+0300 +0214200800000063100I 

pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KFTYK7PR08-Y RW08 001YOOOOW08AON3346432905W08431483310+021420300N3346592500W08430031600106750984000500F4005002ACE5492 
SUSAP KFTYK7PR08-Y RW08 002E +02438+02438LPV 65804 

1 2 3 4 5 6 7 8 9 0 1 2 ,~···· 

MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567a~Ol2 

CITY AND STATE 
ATLANTA, GA 

ELEVATION: 841 
THRE: 800 

AIRPORT NAME: 
FULTON COUNTY AIRPORT-BROWN FIELD 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

'• 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) Y RWY 8, AMDT 1 

AMDT: ORIG-B 

DATED: 05/31/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

SUSAP KFTYK7SRW08 K7PG 0 18018003125 

CITY AND STATE 
ATLANTA,GA 

ELEVATION: 841 
AIRPORT NAME: 

THRE: 800 
FACILITY 
IDENTIFIER: 

FULTON COUNTY AIRPORT -BROWN FIELD I 
RNAV 

FAA FORM 8260 -10 I Apri12006 (Computer Generated) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR 

M 

~ 

,_ ' 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 

AMDT: ORIG·B 
RNAV (GPS) Y RWY 8, AMDT 1 

DATED: 05/31/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless othetWise indicated. 
Ceilings are in feet above airport elevation. Distances are in na~tical miles unless othetW.ise 

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FS RNP MAG (TRUE) DISTANCE ALTITUDE SPEED 

MIKEE MIKEE 010 IAF IF FS 
MIKEE CAVES 020 TF FS 1.0 144.6(139.6T) 005.9 AA 03000 
TIINI TIINI 010 IAF IF FS 
TIINI CAVES 020' TF FS 1.0 084.4(079.4T) 011.0 AA 03000 

CAVES 010 FACF IF FS AA 03000 
FABMA 020 FAF TF FB 0.5 084.5(079.5T) 008.8 AA 03000 
WUPLA 021 SDF TF FS 0.3 084.6(079.6T) 004.1 AA 01700 GS 01710 
RW08 030 MAP TF FO 0.3 084.7(079.7T) 002.7 AT 00850 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FS RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 CA FS 084.7(079.7T) AA 01600 
MIKEE 050 DF L FO AA 03000 
MIKEE 060 HM R FO 125.4(120.4T) 005.0 AA 03000 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

CAVES N334354.79 W0845008.01 N3343.913 W08450.134 
FABMA N334530.40 W0843946.37 N3345.507 W08439.773 
MIKEE N334822.65 W0845440.91 N3348.378 W08454.682 
TIINI N334153.89 W0850304.84 N3341.898 W08503.081 
WUPLA N334614.20 W0843459.52 N3346.237 W08434.992 
RW08 N334643.29 W0843148.33 N3346.722 W08431.806 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RWOS 00800 63 

f 

CITY AND STATE ELEVATION: 841 
THRE: 800 

FACILITY PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
ATLANTA, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 8, AMDT 1 

FULTON COUNTY AIRPORT-BROWN FIELD 

I 
AMDT: ORIG-8 

RNAV 
DATED: 05/31/2012 
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