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US DEPARTMENT OF TRANSPORTATION
FEDERAL. AVIATION ADMINISTRATION

RNAV - STANDARD

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Ahitudes are minimum altitudes unless otherwise indicated.  Ceillings are in feet
TITLE 14 CFR PART 97.33

above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: XEQAP
DATED (IAF) CATAY {FB) 137.00/11.66 2100
CATAY (IF) ADACO (FB) 190.2375.02 1800
MBING LEFT TURN TO 2000 DIRECT DI E AND HOLD.
ADACO (FAF) XEQAP (FO) 190.23/4.73 cu G ° : EAL D
XEQAP (MAP) 568 MSL. 190.23
568 MSL. DEALE (FO) 2000
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 138.00 INBOUND.
FAS OBST: 439 AAO 385815N/0764705W
CHART: 685 TOWER 390148N/0764424W
CHART WASHINGTON DC FRZ AND SFRA.
ADACO TO RW18: 3.00/47.
CHART FORT MEADE (ODENTON) AWOS-3
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) FAC CROSSES RWY C/L EXTENDED 1500 FROM THLD.
2. PROFILE STARTS AT CATAY
3.FAC: 190.23  FAF: ADACO DIST FAF TOMAP: 473 THLD: 498
4. MIN. ALT: CATAY 21 00, ADACO 1800
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: om: MM: IM:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: XEQAP 2600 MAG VAR: 10W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =zz== B c D E
DH/MDA | VIS | HAT/HAA|DHI/MDA VIS [HAT/HAAIDH/MDA | VIS |HAT/HAA|DH/IMDA | VIS |HAT/HAA| DHIMDA VIS |HAT/HAA
LNAV MDA 760 592 760 1 592 NA NA
CIRCLING 760 592 760 1 592 NA NA
NOTES:
CHART NOTE: USE FORT MEADE (ODENTON) ALTIMETER SETTING; WHEN NOT RECEIVED, USE COLLEGE PARK
ALTIMETER SETTING AND INCREASE ALL MDA 20 FEET.
CHART NOTE: PROCEDURE NA AT NIGHT.
CHART NOTE: DME/DME RNP-0.3 NA.
gSEE FORM 8260-10)
CITY AND STATE 168 THRE: 1 FACILITY PROCEDURE NOJAMDT NO./EFFECTIVE Dﬂ;- suP:
BOWIE, MD AIRPORT NAME: iDENTIFIER: RNAV (GPS) RWY 18, AMDT1 7 +# [AMDT: ORIG-A
RNAV x M
FREEWAY 15 NOVEMBER 2012 "~ |DATED 012012006
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR,

NOTES, (CONT.):
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT DATED ON V265 NORTHBOUND.

CITY AND STATE ELEVATION: 168 THRE: 168 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |gup:
BOWIE, MD AIRPORT NAME: IDENTIFIER. RNAV (GPS) RWY 18, AMDT 1 AMDT: ORIG-A
RNAV 15 NOVEMBER 2012 :
FREEWAY [paTED: 01/20/2005

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.

w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 1 5 3 7 8 5 o I 2 3
WP 123456785012345678901234567890123456789012345678901234567650123456789012345678901234567690123456789012345678901234567890123456789012
SUSAEAENRT  ADACO K60 W N39013517W076462493 Wo110 NAR ADACO
SUSAEAENRT  CATAY K60 W N39064084W076462338 Wo110 NAR CATAY
SUSAEAENRT DATED K60  C 1L N39134292W076582121 w0109 NAR DATED
SUSAEAENRT  DEALE K60  C 1 N38475191W076320034 Wo1ll NAR DEALE
SUSAEAENRT  XEQAP K60 W N38565533W076462639 Wo110 NAR XEQAP
1 2 3 1 5 6 7 8 5 ) 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567690123456789012345678901234567890123456789012
SUSAP WOO K6AW0D 0 024YHN38562887K076462058W010000168 1800018000C  MNAR  FREEWAY
1 2 3 4 5 3 7 8 5 0 i p) 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345676901234567890123456789012345678901234567690123456789012
SUSAP WOO K6FR1S  ADATED OlODATEDKEEACE A  IF 18000 B JS
SUSAP W00 K6FR18  RDATED O20CATAYK6EAOEE B G1O0TF 13700117  + 02100 B JS
SUSAP W00 K6FR1S R O10CATAYKGEAOE I  IF + 02100 18000 B J8
SUSAP WOO K6FR1E R 020ADACOKGEALE F OS1TF 19020050  + 01800 KEQAP K6EAB JS
SUSAP W00 K6FR18 R 020ADACOK6EA2WN N ALNAV Js
SUSAP W00 K6FRLS R 030XEQAPKGEAOEY M 031TF 19020047 00294 -300 B J8
SUSAP WOO K6FR18 R 040 oM ca 1802+ 00568 B J8
SUSAP W00 K6FR18 R 050DEALEKGEROEY L  DF + 02000 B J8
SUSAP WOO K6FR18 R 06ODEALEKEEROEE R HM 13800040  + 02000 B JS
1 2 3 4 5 6 7 B 3 a 1 ) 3
RUNWAY 123456789012345678901234567890123456789012345678301234567890123456789012345678301234567890123456789012345678901234567890123456789012
SUSAP WOO K6GRW18 0024201802 N38564072W076462317-0700  +0018400168000047040R
1 2 3 4 g 6 7 8 9 o I 2 3
MSA 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP WOO K6SXEQAPKGEA 0 18018002625 M
CITY AND STATE ELEVATION: 168 THRE: 168 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
BOWIE, MD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
FREEWAY 15 NOVEMBER 2012 AMDT:  ORIG-A
RNAV
DATED:  o01/20/2005
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—r._RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR,

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DATED " DATED 010 IAF IF FB
DATED CATAY 020 TF FB 1.0 137.0¢127.0T) 011.7 BA 02100
CATAY 010 FACF IF FB AA 02100
ADACO 020 FAF TF FB 0.5 190.2(180.2T) 005.0 BAA 01800
XEQAP 030 MAP TF FO 0.3 190.2(180.2T) 004.7 AT 00294
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNF MAG {TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 190.2{180.2T) AA 00568
DEALE 050 DF L FO AA 02000
DEALE 060 HM R FO 138.0(128.0T) 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ADACO ¥390139.17 WO764624.93 N3%01.653 W07646.416
CATAY N390640.84 W0764623.38 N3906.681 W07646.390
DATED N391342.92 W0765821 .21 N3913.715 W07658.354
DEALE N384751.91 W0763200.34 N3847.865 W07632.006
XEQAP N385655_33 W0764626 .39 N3856.922 W07646.440
RW18 N385640.72 W0764623 .17 N3856.679 W07646.1386
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00168 47
LY. ,";"
CITY AND STATE ELEVATION: 168 THRE: 168 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sSuP:
BOWIE, MD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
FREEWAY 15 NOVEMBER 2012 AMDT: _ ORIG-A
RNAYV )
DATED:  01/20/2005
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