
RNAV- STANDARD Bearings. headings. courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT. HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abolle airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

KEWER (IFIIAF) 206.03 I 5.88 
I.NAVNNAV: DA 

ROBPO (FB) 3500 LNAV: RW21 

ROB PO ZAVMA/3.00 NM TO RW21 (FB} 206.00 /3.21 
CLIMB TO 5000 DIRECT YOLUP AND ON TRACK 223.25 TO CRYSS 

ZA VMA./3.00 NM TO RW21 RW21 {MAP) (FO) 205:99/3.00 AND HOLD, CONTINUE CLIMB-IN-HOLD TO 5000. 

RW21 (MAF) 1903 MSL 205.99 

1903 MSL YOLUP (FB) 

YOLUP CRYSS (FO) 223.25 110.42 5000 
ADDITIONAL FLIGHT DATA: 

HOLD SW, RT, 040.93 INBOUND. 
CHART FAS OBST: 1693 POLE 401936N10781810W 
OBST: 2219AA0402413N/0781801W 
OBST: 1716 AAO 402112N/0781718W 
DISTANCE TO THLD FROM 491 HATH: 1.37 NM. 
CHART VDP AT 2.01 MILES TO RW21* 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF *LNAV ONLY. 

2. Hc5i:'DNE KEWER, RT, 206.03 INBOUND, 4500 FT. IN LIEU OF PT (IAF) 
-- WAAS CHANNEL# 90105 

REFERENCE PATH ID: W21A 

3. FAC: 206.00 FAF: ROBPO DIST FAF TO MAP: 6.21 THLD: 6.21 L TP HAE: 414.8 M 

4. MIN. ALT: KEWER 4500, ROBPO 3500, ZAVMA/3.00 NM TO RW21 2460* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 3500 GS ALT AT: ROB PO 3500 OM: '"'M'M: IM: 

7. GSANGLE: 3.00 TCH:52.0 34: 1 IS CLEAR 

8. MSA FROM: MAGVAR: 10W EPOCH YEAR: 2005 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A T STANDARD@ 

CATEGORY =--==> A B c D E 

DH/MDA VIS HAT/HM DHIMDA VIS HAT/HM DH/MDA VIS HAT/HM DH/MDA VIS HAT/HM DH/MDA VIS HAT/HM 
LPVDA 1960 1 1/8 491 1960 1 1/8 491 1960 1118 491 1960 1 1/8 491 

LNAVNNAV DA 1982 1 114 513 1982 1 114 513 1982 1 1/4 513 1982 1 1/4 513 

LNAVMDA 2160 1/2 691 2160 1/2 691 2160 1 1/2 691 2160 1 1/2 691 

CIRCLING 2160 1 657 2160 1 657 2160 2 657 2620 3 1117 

NOTES: 
CHART NOTE: BARO-VNAV NA WHEN USING BEDFORD COUNTY ALTIMETER SETTING. ~CAT D 1200-3 

,,. I I 

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -17C {2F) OR ABOVE 54C {130F). NA WHEN LOCAL WEATHER NOT AVAILABLflj '\ f' 
CHART NOTE: DMEIDME RNP-0.3 NA. .. 
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LPV VISIBILITY ALL CATS TO 1 518 MILE. 
(SEE FORM 8260-10) 
CITY AND STATE ELEVATION: 1503 THRE: 1469 FACILITY PROCEDURE NO.IAMDT NO./EFFECTIVE DATE: SUP: t'(NAV \\.:>;_;:;> L KVVY 

ALTOONA, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS} RWY 21, AMDT 1 AMDT: ORIG RNAV 
ALTOONA-BLAIR COUNTY DATED 0710712005 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA. TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: FOR INOPERATIVE MALSR WHEN USING BEDFORD COUNTY ALTIMETER SETTING; INCREASE LPV AND 
LNAVNNAV ALL CATS VISIBILITY TO 2 MILES AND INCREASE LNAV CATS C, D VISIBILITY TO 2 1/2 MILES. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BEDFORD COUNTY ALTIMETER SETTING AND 
INCREASE ALL DA 84FT, INCREASE ALL MDA 100FT, AND INCREASE ALL LPV AND LNAVNNAV VISIBILITIES 3/8 
MILE AND LNAV CATS B, C, AND D 1/4 MILE. 

CHART N07E: WHEN RWY 3 VGSIINOP, CIRCLING RWY 3 NA AT NIGHT. 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 

TAA 
FROM 

1. 116/30 CW 296/30 (NOPT) 
2. 116/10CW296/10 
3. 296/30 cw 116/30 
4. 296/10CW116/10 

TO 
116/10 cw 296/10 
KEWER (IF/IAF) (FB) 
296/10 cw 116/10 
KEWER (IF/IAF) (FO) 

ALT 
5100 
4500 
5400 
4500 

CITY AND STATE 

ALTOONA, PA 

ELEVATION: 1503 

AIRPORT NAME: 

THRE: 1469 FACILITY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 21, AMDT 1 

RNAV 
ALTOONA-BLAIR COUNTY 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: RNAV (G~1S) Z RWY 

AMDT: ORIG 

DATED: 07/07/2005 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings. headings. courses, and radials are magnetic. Elevations and altitudes are in feet. MSL, 
except HAT. HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH I D) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

ALTOONA, PA 
ELEVATION: 1503 

AIRPORT NAME: 
THRE: 1469 

ALTOONA-BLAIR COUNTY 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

0 
0 
KAOO 
RW21 
0 

0 
W21A 
401811.3110N 
0781903.8430W 
+04148 
401645.5900N 
0781935.8900W 
00052.0 
F 
03.00 
106.75 
1088 
40.0 
50.0 

FEBOE207 

K6 
+04478 
+04478 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO.I AMDT NO.IEFFECTIVE DATE: SUP: RNAV (G~f) Z RWY 

RNAV (GPS) RWY 21, AMDT 1 
AMDT: ORIG 

DATED: 07/0712005 
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U.S. DEPARTMENT OF TRANSPORT A 11DN • FEDERAL A VIA 11DN ADMINISTRA110N 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET - 424 18 - RNAV (GPS) 

1 4 0 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 

CRYSS K60 
KEWER K60 
ROBPO K60 
YOLUP K60 
ZAVMA K60 

w 
c 
w 
w 
w 

N40063452W078273552 
N40294901W078144209 
N40240992W078164950 
N40151815W078200864 
N40210447W078175902 

W0102 
W0104 
W0104 
W0103 
W0104 

NAR 
NAR 
NAR 
NAR 
NAR 

CRYSS 
KEWER 
ROB PO 
YOLUP 
ZAVMA 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KAOOK6AAOO 0 054YHN40174690W078191210W010001503 1800018000C MNA!l. ALTOONA-BLAIR COUNTY 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 
SUSAP KAOOK6FR21 

AKEWER 
R 
R 
R 
R 
R 
R 
R 
R 
R 

010KEWERK6EAOEE AR HF 
010KEWERK6EAOE I IF 
020ROBPOK6EA1E F 051TF 
020ROBPOK6EA2WALPV 
021ZAVMAK6EAOE S 031TF 
030RW21 K6PGOGY M 031TF 
040 0 M CA 
050YOLUPK6EAOE DF 
060CRYSSK6EAOEY OlOTF 
070CRYSSK6EAOEE R HM 

ALNAV/VNAV ALNAV 

20600040 

20600059 

20600032 
20600030 
2060 

2233 
04090040 

+ 04500 18000 
+ 04500 18000 
+ 03500 

v 0246002479 
01521 

+ 019C3 

+ osoco 
+ osoco 

-300 
-300 

A JS 
A JS 
A JS 

JS 
A JS 
A JS 
A ,JS 
A JS 
A JS 
A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567€90123456789012345678901234567890123456789012 

SUSAP KAOOK6GRW21 0054652060 N40181131W078190384+0600 +0414801469000052100I 

PP 123456789012345678901234567B90l234s67B901234567890l234s67B90l23456789012345678901234567e901234567890l234567890l234567890123456789o12 

SUSAP KAOOK6PR21 RW21 001 OOOOW21AON4018113110W07819038430+041480300N4016455900W07819358900106751088000520F400500FEBOE207 
SUSAP KAOOK6PR21 RW21 002E +04478+04478LPV 90105 

CITY AND STATE 
ALTOONA,PA 

ELEVATION: 1503 THRE: 1469 

AIRPORT NAME: 
ALTOONA-BLAIR COUNTY 

FAA FORM 8260 ·10 I Apri12006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: 
RNAV (GPS) RWY 21, AMDT 1 

Page 4 of 5 

0710712005 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) SIANPARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES -FAR PART 97.33 

ARINC SUMMARY 4:24-18 RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB 

KEWER KEWER 010 IAF HF R FO 
KEWER 010 FACF IF FB 
ROB PO 020 FAF TF FB 
ZAVMA 021 SDF TF FB 
RW21 030 MAP TF FO 

MISSED APPROACH FIX SEQ USE PATH TURN FO/Fl3 

040 CA FB 
YOLUP 050 DF FB 
CRYSS 060 TF FO 
CRYSS 070 h'M R FO 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS 

CRYSS N400634.52 W0782735.52 
KEWER N402949.01 W0781442.09 
ROB PO N402409.92 W0781649.50 
YOLUP ·N401518 .15 W0782008.64 
ZAVMA N402104.47 W0781759.02 
RW21 N401811. 31 W0781903.84 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW21 01469 52 

CITY AND STATE 
ALTOONA,PA 

ELEVATION: 1503 
THRE: 1469 

FACILITY 
IDENTIFIER: AIRPORT NAME: 

ALTOONA-BLAIR COUNTY I RNAV 

FAA FORM 8260-10 I April2006 (Computer Generated) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ce~ings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibHnles which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

:206.0(196.0T) 004.0 AA 04500 
AA 04500 

0.5 206.0(196.0T) 005.9 AA 03500 
0.3 206.0(l96.0T) 003.2 AA 02460 GS 02479 
0.3 206.0(196.0T) 003.0 AT 01521 

RNP MAG (TRUE) DISTANCE ALTITUDE SPEED 

206.0 ( 196. OT) AA 01903 

1.0 223.3(2l3.3T) AA 05000 
040.9(030.9T) 004.0 AA 05000 

LAT IN ~!INS LONG IN MINS 

N4006.575 W078:27.592 
N4029.817 W07814. 702 
N4024.165 W07816.825 
N4015.303 W07820.144 
N4021.075 W07817.984 
N4018.189 W07819.064 

PROCEDURE NO./ AMDT NO. I EFFECTIVE DATE: 
RNAV (GPS) RWY 21, AMDT 1 

SUP: 1'(1'4AV {l.:i;;' L I'( IV 

AMDT: ORIG 

DATED: 07/07/2005 
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