RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, an radials are magretic. Elewvations and altitudes are in feet, MSL, excopt
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.  Celings are in feet
above airport elevation.  Distances are in nautical miles uniess atherwise indicated, excent visibilites which
are in statule miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
EROM TO COURSE AND DISTANCE ALTITUDE mv: DA
JUMOP (IAF) ANETT (NOPT] (FB) 089.55 / 7.00 3100 ._Nﬁtf‘?.“:;’g DA
EBTAC (1A ANETT (NOPT) (FB 269.7377.00 3100 A
(1AR) (NOPT) (FB) CLIMB TO 3100 DIRECT QEFFO AND HOLD.
ANETT (IF1AF) CICJO (FB) 350.64/6.00 2600
CICJO (FAF) BRIGY/2.60 NM TO RW36 (FB) 359.63/2.29
BRIGY/2.60 NM TO RW36 RW36 {MAP) (FO) 350.62 7 2.60
RW36 (MAP) 1264 MSL 359.62 '
ADDITIONAL FLIGHT DATA:
1264 MSL _. | QEFFO (FO) 3100 HOLD N, RT, 179.61 INBOUND.
2 CHART FAS OBST: 1191 COMMUNICATION TWR
373549N/0841923W
CHART: 1728 TOWER 373241N/0841741W
DISTANCE TO THLD FROM 261 HATH: 0.69 NM.
, _ _ Q&AET g'?& AT 1.35 MILES TO RW36*
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ’ (IAF) Whny CHANNEL 5 40218
2. HOLD S ANETT, AT, 359.64 INBOUND, 3100 FT. IN LIEU OF PT (IAF) , ) REFERENCE PATH ID: W38A
3.FAC: _359.63_ FAF: CICJO DIST FAF TO MAP: 489 THLD: 489 | TP HAE:273.8M
4. MIN. ALT: ANETT 3100, CICJO 2600, BRIGY/2.60 NM TO RW36 1860°
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2600 GS ALT AT: CICJO 2600 OM: MM: M:
7. GSANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 5W EPOCH YEAR: 2010
MINIMUMS
TAXEDFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =z A B_ c D E
DHMDA| VIS |[HATHAA|DH/MDA| VIS JHAT/HAAIDH/MDA | VIS |HAT/HAA |DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 1264 778 261 1284 | 758 261 1264 778 261 1264 7/8 261
LNAV/VNAV DA 1278 7/8 275 1278 78 275 1278 78 275 1278 778 275
LNAV MDA 1460 1 a57 1480 1 457 1460 13/8 457 1460 138 457
CIRCLUING 1460 1 457 1520 1 517 1520 1142 517 1560 2 587
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAY SYSTEMS, ENAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F).
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE LEXINGTION ALTIMETER SETTING AND
INCREASE ALL DA 67 FEET AND ALL MDA 80 FEET; INCREASE LPV ALL CATS AND LNAV/VNAV ALL CATS L
VISIBILITY 1/4 MILE; LNAV CATS C AND D 1/8 MILE. /;
{SEE FORM 8260-10) -
CITY AND STATE ELEVATION: 1003 THAE: 1003 FACILITY PROCEDURE NOJ/AMDT NOJEFFECTIVE DATE:  |{SUP:
RICHMOND, KY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1 ANMDT. ORIG
RNAV :
MADISON 15 NOVEMBER 2012 DATED  07/29/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: VDP AND BARG-VNAV NA WHEN USING LEXINGTON ALTIMETER SETTING.

TAA
FROM 10 ALT

1. 270/30 CW 090/30 (NOPT) 370/15 CW 080/15 3600

2. 270/15 CW 090115 ANETT (IF/IAF) (FB) 3100

3. 090/30 CW 180/30 JUMOP (IAF) (FB) 3200

4. 180/30 CW 270/30 EBTAC (IAF) (FB) 3200

CITY AND STATE ELEVATION: 1003 THRE: 1003 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:

RICHMOND, KY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1 - s
RNAV 15 NOVEMBER 2012 AMDT:
MADISON DATED:  07/29/2010

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
' except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD [l)NSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
FAS DATA BLOCK INFORMATION
DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER 139
RUNWAY RW36
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W36A
LTP/FTP LATITUDE 373728.9060N
LTP/FTP LONGITUDE 0841953.8745W
LTP/FTP ELLIPSOIDAL HEIGHT +02738
FPAP LATITUDE 373857.7200N
FPAP LONGITUDE 0842004.3900W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 595DA70A
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +03056
FPAP ORTHOMETRIC HEIGHT +03056
CITY AND STATE ELEVATION: 1003 THRE: 1003 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
RICHMOND, KY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1
ANAV AMDT: ORIG
MADISON 15 NOVEMBER 2012
. DATED: 07/29/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

————RNM-(G-ES-)-SIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RHNAV (GPS)

1 2 3 4 5 & 7 8 g 0 1 2 3
WP 123456789012345678%012345678001234567890123456789012345678%90123456785012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ANETT K50 W N37263757W084183697 W0054 HAR ANETT
SUSAEAENRT BRIGY K50 W N37345341W08B4193547 Woos4 NAR BRIGY
SUSAEAENRT CICJO X50 W N37323642W084191928 W0054 NAR CICJC
SUSAEAENRT ERTAC K50 W N37271652W084095180 w0055 NAR EBTAC
SUSAEAENRT JUMOP K50 W N37255796W084272199 Wo053 NAR JUMQOP
SUSAERENRT QEFFQO K50 W N37491657W084211787 w0055 NAR QEFFO
1 2 3 4 5 6 7 8 G 0 1 2 3
AIRPORT 123456789012345678%01234567890123456789012345678901234567890123456785012345678901234567830123456789012345678901234567890123456789012
SUSAP I39 KSAI3S o} 050YHN27375350W084155680W005001003 1800018000C MNAR MADISON
1 2 3 4 ) 6 7 8 3 0 1 2 3
SEGMENT 123456789012345678%012345678%90123456789012345678901234567890123456785012345678901234567890123456785%012345678901234567890123456789012
SUBAP 1395 K5FR36 AANETT OL1lO0ANETTKSEAOQOEE AR HF 35360040 + (03100 18000 A JS
SUSAP I39 K5FR386 AERTAC ClO0EBTACKSEACE A IF 18C00 A J8
SUSAP I39% K5FR36 AEBTAC O020ANETTKSEAQOEE B 010TF 26970070 + 03100 A JS
SUSAP 139 KBFR34 AJUMOP (010JUMOPKSEADE A IF 18000 A J8
SUSAP I3% K5FR36 AJUMOP 020ANETTKSEAQOEE B 01Q0TF 08960070 + €3100 A g8
SUSAP I35 K5FR36 R O1l0ANETTKSEAQE I IF + 03100 18000 A JS
SUSAP I33 KS5FR36 R Q020CICJOKSEALE F 0S1TF 35960060 + 02600 A JS
SUSAP I39 KEFR3e R 020CICJIOKSEAZWALPV ALNAV/VNAV ALNAV JS
SUSAP 139 KBEFR36 R O021BRIGYKSEAQE & 031TF 35960023 V 0186001871 -200 A JS
SUSAP 139 KHFR36 R O30RW36 KoPGOGY M 031TF 35960026 01043 -300 A JS
SUSAP I35 K5FR36 R 040 g M Ch 35456 + 01264 A JS
SUSAP I29 K5FR36 R OS50QEFFOKSEAQEY DF + 03100 A JS
SUSAP 139 KSFR36 R 060QEFFOKSEAQEE R HM 17960040 + Q3100 A JSs
1 2 3 4 5 [ 7 8 9 o] 1 2 3
RUNWAY 1234567890123456783012345678901234567858012345678901234567830123456789012345678901234567890123456785%012345678901234567850123456789012
SUSAP I39 KSGRW36 0050013596 N3I7372891W(0841%5387~-0700 +0273801003000040100R
1 2 3 ) 5 6 7 g 5 o 1 2 3
PP 12345678901234567890123456789012345678%012245678901234567850123456789012345678501234567850123456785012345678501234567890123456785012
SUSAP I39 KSPR36 RW36 001 QOQ00CW3SAON3737283060W0R8419538745+027380300N3738577200WC84200433800106751224000400F400500595DA70A
SUSAP 139 K5PR36 RW36 0Q2E +03056+03056LPV 40218
CITY AND STATE ELEVATION. 1003 THRE: 1003 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE.  |sup.
RICHMOND, KY AIRPORT NAME: IDENTIFIER! RNAV (GPS) RWY 36, AMDT 1
MADISON 15 NOVEMBER 2012 AMDT: ORIG
RNAV

DATED:  07/28/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altifudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV {(GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
ANETT ANETT 01¢ IAF HF K FO 359.6{354.6T) 004.0 AA 03100
EBTAC EBTAC 1o IAF Ir FB
EBTAC ANETT 020 TF FB 1.0 265.7{2€4.7T) 007.0 ARXA 03100
JUMOPR JUMGCP 010 IAF IF FB
JUMOP ANETT ¢Z20 TF FB 1.0 089 .6 (084 .6T) 007.0 An Q3100
ANETT 010 FACF IF FB AR 03100
C1CI0 020 FAF TF FB g.5 353.6{354.6T) (06.0 AN 02600
BRIGY 021 SDF TF FB 0.3 35%.6(354 .6T) 002.3 AA 01860 GS 01871
RW38 ¢30 MAP TF FO 0.3 359,6(354.6T) 002.6 AT 01043
MISSED APPROACH FIX SEQ | USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 359.6(354,6T) AR 01264
QEFFO 050 DF FO AA CG3100
QEFFO 060 HM R FO 179.6{(174 .6T) 004.0 AA Q03100
POINT DATA WAYPOINT LAT IN S8ECS LONG IN BECS LAT IN MINS LONG IN MINS
ANETT N372637.57 W0841836.97 N3726.626 wW08418.616
BRIGY N273452 .41 WGB41935 .47 N3734.8%0 W08418.591
CICJO N373236.42 W08419195.28 N3732.807 W08419.321
EBTAC N372716 .52 W0840951.80 N3727.275 WC8409.863
JUMOP N3728557.96 W0842721.8% N3725.965 W08427.367
QEFFO N374%916.57 wW0842117.87 N3749.27¢6 W0R421.298
RW36 N373728.91 W0B41853.87 N3737.482 wW08419.898
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW3iE 01003 40
CITY AND STATE ELEVATION: 1003 THRE: 1003 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: Igup:
RICHMOND, KY AIRPORT NAME: : {DENTIFIER: RNAV (GPS) RWY 36, AMDT 1
MADISON 15 NOVEMBER 2012 AMDT: ORIG
RNAV
DATED:  q7i28r2010
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