
RNAV-STANDARD Bearings, headings, cotneS, and radials are mag1etic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum allibJdes unless OlheiWise indk:aled. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abole airport elevation. Distances are in nautical miles unless OlheiWise indicated, except visibilities whi:h 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

BURDY (IAF) KENPY (FB) 
LNAVNNAV: DA 

311.52/19.46 2500 LNAV: RW23 

WHYBE(IAF) KENPY (FB) 175.17/9.84 2500 
CLIMB TO 2600 DIRECT WALLU AND HOLD. 

BOS VORIDME (IAF) KENPY (FB) 240.55/ 22.04 2500 

KENPY (IF) RUSEL (FB) 227.19/6.33 2300 

RUSEL (FAF) LIVGE/3.00 NM TO RW23 (FB) 227.12/2.80 

LIVGE/3.00 NM TO RW23 RW23 (MAP) (FO) 227.12/3.00 

(SEE FORM 8260-10) 
ADDITIONAL FUGHT DATA: 

HOLD SW, L T, 047.08 INBOUND. 
CHART FAS OBST: 559 WATER TWR415521N/0712904W 
CHART 792 TOWER 415943N/0712652W. 
CHART 586 TOWER 415612N/0712743W. 
DISTANCE TO THLD FROM 250 HATH: 0.67 NM. 
CHART VDP AT 1.15 MILES TO RW23* 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF *LNAVONLY. 

2. PROFiLE STARTS AT KENPY -- WAAS CHANNEL# 86431 
REFERENCE PATH ID: W23A 

3. FAC: 227.12 FAF:RUSEL DIST FAF TO MAP: 5.80 THLD: 5.80 L TP HAE: 98.3 M 

4. MIN. ALT: KENPY 2500, RUSEL 2300, LIVGE/3.00 NM TO RW23 1400* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: ~300 GS ALT AT: RUSEL 2300 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:35.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW23 3100 MAGVAR: 15W EPOCH YEAR: 1995 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I T STANDARD@ 

CATEGORY ====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 669 7/8 250 669 7/8 250 669 7/8 250 NA 

LNAVNNAVDA 839 11/2 420 839 11/2 420 839 11/2 420 NA 

LNAVMDA 820 1 401 820 1 401 820 11/8 401 NA 

CIRCLING 900 1 459 900 1 459 900 11/2 459 NA 

NOTES: 
CHART NOTE: CIRCLING TO RWY 15/33 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. \ I {I 
CHART NOTE: BARO-VNAV NA WHEN USING PROVIDENCE ALTIMETER SETTING. ~ 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (4F) OR ABOVE 54C (130F). G 1 & 
CHART NOTE: DMEIDME RNP-0.3 NA. ~ 

(SEE FORM 8260-1 0) C~C 
CITY AND STATE ELEVATION: 441 THRE: 419 FACIUTY PROCEDURE NOJAMDT NO./EFFECTIVE DATE: SUP: 

PAWTUCKET, Rl AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 AMDT: ORIG 
RNAV 

NORTH CENTRAL STATE DATED 05/07/2009 

FAA FORM 8260 - 3/ Aprtl 2006 (computer generated) PAGE 1 OF 6 PAGES 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless olheiWise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

TERMINAL ROUTES, (CONT.): 
FROM TO COURSE AND DISTANCE 

RW23(MAP) 669 MSL 227.12 

669 MSL WALLU(FO) 

NOTES, (CONT.): 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT BURDY ON V139-268 NORTHEAST BOUND. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON BOS VORIDME AIRWAY RADIALS 240 CW 278. 
CHART NOTE: VDP NA WITH PROVIDENCE ALTIMETER SETTING. 
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 314 SM NOT AUTHORIZED. 

ALTITUDE 

2600 

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PROVIDENCE ALTIMETER SETTING AND 
INCREASE ALL DA 82 FEET AND ALL MDA 100 FEET; INCREASE LPV ALL CATS VISIBILITY TO 11/8, 
LNAVIVNAV ALL CATS VISIBILITY TO 1 3/4 AND LNAV CAT C VISIBILITY TO 1 3/8. 

CITY AND STATE 

PAWTUCKET, Rl 

ELEVATION: 441 

AIRPORT NAME: 

THRE: 419 FACIUTY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 23, AMDT 1 

RNAV 
NORTH CENTRAL STATE 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: 

AMDT: ORIG 

DATED: 05/07/2009 

PAGE 2 OF lPPAGES 

clive bond
Typewritten Text
7 MARCH 2013



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

PAWTUCKET, Rl 

ELEVATION: 441 

AIRPORT NAME: 

THRE: 419 

NORTH CENTRAL STATE 

FAA FORM 8260-10 I April2006 (Computer Generated) 

DATA 

0 
0 
KSFZ 
RW23 
0 

0 
W23A 
415541.7460N 
0712909.851 ow 
+00983 
415426.2045N 
0713013.2070W 
00035.0 
F 
03.00 
106.75 
1232 
40.0 
50.0 

9E60486A 

K6 
+01277 
+01277 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 23, AMDT 1 

AMDT: ORIG 

DATED: 05/07/2009 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

AR INC PACKET 424-18 RNAV {GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAD BOS K6011270VDH N42212682W070592237 N42212682W070592237W0160000202 NARBOSTON 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

- ------ ----------------
SUSAEAENRT BURDY K60 c B N41571914W070570745 W0150 NAR BURDY 
SUSAEAENRT KENPY K60 w N42055834W071203061 W0148 NAR KENPY 
SUSAEAENRT LIVGE K60 w N41581433W071270173 W0147 NAR LIVGE 
SUSAEAENRT RUSEL K60 w N42003653W071250214 W0148 NAR RUSEL 
SUSAEAENRT WALLU K60 w N41443593W071382671 W0146 NAR WALLU 
SUSAEAENRT WHYBE K60 c L N42151383W071245953 W0148 NAR WHY BE 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFZK6ASFZ 0 050YHN41551470W071292910W015000441 1800018000C MNAR NORTH CENTRAL STATE 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

------ --- -------- --------
SUSAP KSFZK6FR23 ABOS OlOBOS K6D OV A IF 18000 A JS 
SUSAP KSFZK6FR23 ABOS 020KENPYK6EAOEE B 010TF 24060220 + 02500 A JS 
SUSAP KSFZK6FR23 ABURDY 010BURDYK6EAOE A IF 18000 A JS 
SUSAP KSFZK6FR23 ABURDY 020KENPYK6EAOEE B 010TF 31150195 + 02500 A JS 
SUS_l'\P KSFZK6FR23 AWHYBE 010WHYBEK6EAOE A IF 18000 A JS 
SUSAP KSFZK6FR23 A WHY BE 020KENPYK6EAOEE B 010TF 17520098 + 02500 A JS 
SUSAP KSFZK6FR23 R 010KENPYK6EAOE I IF + 02500 18000 A JS 
SUS.li.P KSFZK6FR23 R 020RUSELK6EA1E F 051TF 22720063 + 02300 RW23 K6PGA JS 
SUSAP KSFZK6FR23 R 020RUSELK6EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KSFZK6FR23 R 021LIVGEK6EAOE S 031TF 22710028 v 0140001409 -300 A JS 
SUS.li.P KSFZK6FR23 R 030RW23 K6PGOGY M 031TF 22710030 00454 -300 A JS 
SUS.li.P KSFZK6FR23 R 040 0 M CA 2271 + 00669 A JS 
SUS.li.P KSFZK6FR23 R 050WALLUK6EAOEY DF + 02600 A JS 
SUS.li.P KSFZK6FR23 R 060WALLUK6EAOEE L HM 04 710040 + 02600 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFZK6GRW23 

CITY AND STATE 
PAWTUCKET, Rl 

0050002271 N41554175W071290985+0000 

ELEVATION: 441 THRE: 419 

AIRPORT NAME: 
NORTH CENTRAL STATE 

FAA FORM 8260-10 I Apri12006 (Computer Generated) 

+0098300419000035100R 

FACILITY 
IDENTIFIER: 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: 
RNAV (GPS) RW'Y 23, AMDT 1 

RNAV 

Page 4 of 

0 
SUP: 

AMDT: ORIG 

DATED: 05107/2009 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES -FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFZK6PR23 RW23 001 OOOOW23AON4155417460W07129098510+009830300N4154262045W07130132070106751232000350F4005009E604B6A 
SUSAP KSFZK6PR23 RW23 002E +01277+01277LPV 86431 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFZK6SRW23 K6PG 

CITY AND STATE 
PAWTUCKET, Rl 

0 18018003125 

ELEVATION: 441 THRE: 419 

AIRPORT NAME: 
NORTH CENTRAL STATE 

FAA FORM 8260- 10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 23, AMDT 1 

AMDT: ORIG 

DATED: 05107/2009 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV iGPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

ARINC SUMMARY - 424-18 -

ROUTES TRANSITION 

BOS 
BOS 
BURDY 
BURDY 
WHYBE 
WHY BE 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
PAWTUCKET, Rl 

RNAV (GPS) 

FIX SEQ USE PATH 

BOS 010 IAF IF 
KENPY 020 TF 
BURDY 010 IAF IF 
KBNPY 020 TF 
WHYBE 010 IAF IF 
KBNPY 020 TF 
KENPY 010 FACF IF 
RUSEL 020 FAF TF 
LIVGE 021 SDF TF 
RW23 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
WALLU 050 DF 
WALLU 060 HM 

WAY POINT LAT IN SECS 

BOS N422126.B2 
BURDY N415719.14 
KBNPY N420558.34 
LIVGE N415814. 33 
RUSEL N420036.53 
WALLU N414435.93 
WHYBE N421513. 83 
RW23 N415541.75 

THRESHOLD 
RWY ELEVATION TCH 

RW23 00419 35 

ELEVATION: 441 THRE: 419 

AIRPORT NAME: 
NORTH CENTRAL STATE 

FAA FORM 8260-10 I April2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FO 

TURN FO/FB 

FB 
FO 

L FO 

LONG IN SECS 

W0705922.37 
W0705707.45 
W0712030.61 
W0712701.73 
W0712502.14 
W0713826. 71 
W0712459.53 
W0712909.BS 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL. 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceaings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute mUes or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1.0 240.6(225.6T) 022.0 AA 02500 

1.0 311.5 (296. 5T) 019.5 AA 02500 

1.0 l75.2(160.2T) 009.8 AA 02500 
AA 02500 

0.5 227.2(212.2T) 006.3 AA 02300 
0.3 227.1(212.1T) 002.8 AA 01400 GS 01409 
0.3 227.1 (212 .1T) 003.0 AT 00454 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

227.1(212.1T) AA 00669 
AA 02600 

047.1(032.1T) 004.0 AA 02600 

LAT IN MINS LONG IN MINS 

N4221.447 W07059.373 
N4157.319 W07057.124 
N4205. 972 W07120.510 
N4158.239 W07127. 029 
N4200.609 W07125.036 
N4144.599 W07138.445 
N4215.231 W07124. 992 
N4155.696 W07129 .164 

2 

: :::..;· 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 23, AMDT 1 

AMDT: ORIG 

DATED: 05107/2009 
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