
U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are maptic. Elevations and altitudes am in feet, MSL, 

VOR STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes am minimum altitudes uriess olheiWise lndlcaled. 
Celings are i1 feet abo.ie airport elewllon. Dismnces am In nautical miles unless dherwise indicated, 

FLIGHT STANDARDS SERVICE· TITLE 14 CFR PART 97.23 except visibilities which am In statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE MAP: 5.82 MILES AFTER PUW VORIDME OR AT 5.82 DME FIX 

MQG VORIDME (IAF) BIDDY INT (NOPT) 276.99 I 25.28 (PUW LR-200) 4500 

BIDDY INT (IFnAF) PUW VORIDME (NOPT) 031.94/10.00 
CLIMBING LEFT TURN TO 6000 DIRECT PUW VORIDME AND 

4400 HOLD, CONTINUE CLIMB-IN-HOLD TO 6000. 

ADDITIONAL FUGHT DATA: 

HOLD SW, LT, 031.941NBOUND. 
CHART FAS OBST: 2774 ANT ON TOWER 
464448N/1170904W 
CHART 2803 ANT ON TOWER 464256N/1170646W. 
CHARTVDPAT 4.36 DME; 
DISTANCE VDP TO THLD 1.46 MILES. 
CHART 4900 PRIOR TO PUW VORIDME IN PROFILE. 
PUW VORIDME TO RW06: 2.92/55.1. 

1.PT R SIDE OF COURSE 211.94 OUTBOUND 4600 FT WITHIN 10 MILES OF PUWVORIDME (IAF) -- --- ---2. 
3.FAC 026.53 FAF PUW VORIDME DIST FAF TO MAP 5.82 THLD 5.82 

4. MIN. ALT PUW VORIDME 4400 SODMEIPUW 3.70 DME 3220• 

B.MSAFROM: PUW VORJDME 090-215 6500, 215-320 4400, 320..090 6200 MAGVAR:20E EPOCH YEAR:1975 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I I STANDARD@ 

CATEGORY ===-=> A 8 c D E 

MDA VIS HATIHAA MDA VIS HAT/HAA MDA VIS HAT/HAA MDA VIS HAT/HAA MDA VIS HAT/HAA 
S-6 3220 1 680 3220 1 680 3220 1 7/8 680 3220 1 7/8 680 

CIRCLING 3220 1 664 3220 1 664 3220 1 7/8 664 3220 2 664 

SODME FIX MINIMUMS 

S-6 I 3060 1 520 3060 1 520 3060 1 3/8 520 I 3060 I 1 3/8 520 

~..oiRCLING I 3120 I 1 564 3120 1 564 3120 11/2 564 3120 2 564 

NOTES: 

CHART NOTE: WHEN VGSIINOP, CIRCLING RWY 24 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE LEWISTON ALTIMETER SETTING AND INCREASE 
ALL MDA 220 FEET AND S-6 VISIBILITY CAT A AND B 1/4 MILE, CAT C AND D 5/8 MILE. CIRCLING CAT A . 

'' 
AND B 1/4 MILE, CAT C AND D 1 MILE. SODME FIX MINIMUMS S-6 VISIBILITY CAT C 5/8 MILE. CIRCLING 

,,, 

.·· ·1 
(SEE FORM 8260-10) 

CITY AND STATE ELEVATION: 2556 THRE: 2540 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP VORRWY5 

PULLMAN/MOSCOW,ID, WA AIRPORT NAME: IDENTIFIER: VOR RWY 6, AMDT 9 
SA PUW AMDT 

PULLMAN/MOSCOW RGNL DATE 08131/2006 

FAA FORM 8260-5/ April 2006 (computer generated) 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

VOR STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- -TITLE 14 CFR PART 97.23 

NOTES, (CONT.): 
CATC 1/2 MILE. 

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in fee~ MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless Olhe!Wise Indicated. 
Ceilings are in feet above aiport elevation. Distances are In nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON MQG VOR/DME AIRWAY RADIALS 234 CW 246. 
CHART NOTE: VDP NA WITH LEWISTON ALTIMETER SETTING. 
*3440 WHEN USING LEWISTON ALTIMETER SETTING. 
CHART NOTE: SODME FIX MINIMUMS CAT D STRAIGHT-IN MINIMA NA WHEN USING LEWISTON ALTIMETER SETTING. 

CITY AND STATE 

PULLMAN/MOSCOW,ID, WA 

ELEVATION: 2556 

AIRPORT NAME: 

THRE: 2540 

PULLMAN/MOSCOW RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

PUW 

PROCEDURE NO.I AMDT NO.IEFFECTIVE DATE: 
VOR RWY 6, AMDT 9 

SUP: VORRWYS 

AMDT: SA 

DATED: 08/31/2006 
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