
RNA V - STANDARD Bearings. headings. courses. and radials are magnetic. Elevations and altitudes are in reet. MSL ex aopt 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT. HM. TCH. and RA. Altitudes are minimum altitudes unless othefWise Indicated. Ceilings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation Distanoes are in nautical miles unless otherwise indicated. ex cept visibilites which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

PSB VORTAC (IAF) EBUME (NOPT) (FB) 308.29 I 8.02 4000 
LNAVIVNAV: DA 
LNAV:UYUHO 

NUXUW (lAF) - EBUME (NOPT) (FB) 344.13/7.50 4000 
CLIMB TO 2200 THEN CLIMBING LEFT TURN TO 4000 DIRECT 

ODLOE (IAF) EBUME (NOPT) (FB) 254.18/7.50 4000 EBUME AND HOLD. 

EBUME (IF/IAF) EZMEC (FB) 299.08/7.00 3300 

EZMEC (FAF) ZURTO/1.90 NM TO UYUHO 298.99 1 2.56 
(FB) 

ZURTO/1.90 NM TO UYUHO UYUHO (MAP) (FO) 298.95/1.90 ADDITIONAL FLIGHT DATA: 

(SEE FORM 8260·10) 
CHART FAS OBST: 2032 TOWER 410111N/0782123W 
CHART FAS OBST: 1656 TOWER 41 0221 NI0782451W 
DISTANCE TO THLD FROM 325 HATH: 0.86 NM. 
CHART VDP AT 1.83 MILES TO RW30' 
*LNAVONLY. 
WAAS CHANNEL # 58227 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REFERENCE PATH ID: W30A 

2. HO'""i:DS'E EBUME, RT, 299.08 INBOUND, 4000 FT. IN LIEU OF PT (IAF) 
-- L TP HAE: 428.1 M 

3. FAC: 298.99 FAF: EZMEC DIST FAF TO MAP: 4.46 THLD: 5.46 

4. MIN. ALT: EBUME 4000, EZMEC 3300, ZURTOI1.90 NM TO UYUHO 2480' 

5. DfST TO THLD FROM OM: MM 1M 150 HAT 100 HAT GSANT 

6. MIN GS INCPT 3300 GS ALT AT EZMEC 3300 OM r;;;rv;:- 1M: 

7. GSANGLE 3.00 TCH:50.0 34:1 IS CLEAR 

8. MSAFROM. UYUHO 4200 MAG VAR: 10W EPOCH YEAR: 2000 

MINIMUMS 

TAKEOFF SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE N A T STANDARD@ 

CATEGORY =;::===> A B C D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA OH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPV DA 1836 1 325 1836 1 325 1836 1 325 1836 1 325 

LNAVNNAVDA 1881 1114 370 1881 11/4 370 1881 1 114 370 1881 1114 370 

LNAV MDA 2120 1114 609 2120 1 1/4 609 2120 13/4 609 2120 13/4 609 

CIRCLING 2180 11/4 664 2180 11/4 664 2180 13/4 664 2340 23/4 824 

NOTES 
CHART NOTE: BARO-VNAV NA WHEN USING DUBOIS REGIONAL ALTIMETER SETTING. I CAT 0 900-2 3/4 
CHART NOTE: FOR UNCOMPENSATED BARO·VNAV SYSTEMS, LNAVIVNAV NA BELOW -18C (OF) OR ABOVE 34C (93F). NA WHEN LOCAL WEATHER NOT AVAILABLE. ,~.;::...L! I J-

CHART NOTE: DME/DME RNP·0.3 NA. 
(' '" \ CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. Q 

(SEE FORM 8260·10) 0f.(r;:r#' 
CITY AND STATE ELEVATION: 1516 THRE: 1511 FACILITY PROCEDURE NO.lAMDT NO.lEFFECTIVE DATE SUP: 

CLEARFIELD, PA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1 AMDT ORIG-A 
RNAV 

CLEARFIELD-LAWRENCE DATED 06/13/2002 

FAA FORM 8260 - 31 April 2006 (computer generated) PAGE 1 OF 6 PAGES 

clive bond
Typewritten Text
20 SEPTEMBER 2012



US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV· STANDARD 

Bearings. headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

INSTRUMENT APPROACH PROCEDURE· TITLE 14 CFR PART 97.33 

ex cept HAT, HAA. TCH. and RA Altitudes are minimum altitudes unless otherwise indicated, 
Ceilings are in feet above aiport elevation, Distances are in nautical miles unless otherwise indicated. 
ex cept visibilities which are in statute miles or in feet RVR. 

TERMINAL ROUTES, (CONT.): 
FROM TO 

UYUHO(MAP) 2200 MSL 

2200 MSL EBUME (FO) 

NOTES, (CONT.): 
CHART NOTE: VDP NA WITH DUBOIS REGIONAL ALTIMETER SETIING. 

COURSE AND DISTANCE 
298.95 

ALTITUDE 
2200 

4000 

CHART NOTE: WHEN LOCAL ALTIMETER SETIING NOT RECEIVED, USE DUBOIS REGIONAL ALTIMETER SETTING AND 
INCREASE ALL DA 96 FT, INCREASE ALL MDA 100 FT, INCREASE LPV AND LNAVNNAV ALL CATS VISIBILITY 
3/8 MILE, INCREASE LNAV CATS CID VISIBILITY 1/4 MILE, INCREASE CIRCLING CAT C VISIBILITY 1/2 MILE 
AND CAT D VISIBILITY 1/4 MILE. 

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON PSB VORTAC AIRWAY RADIALS 245 CW 349. 
CHART PLANVIEW NOTE: RADAR REQUIRED FOR PROCEDURE ENTRY AT NUXUW AND AT ODLOE. 

CITY AND STATE 

CLEARFIELD, PA 

ELEVATION: 1516 

AIRPORT NAME 

THRE: 1511 

CLEARFIELD·LAWRENCE 

FAA FORM 8260·10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER 

RNAV 

PROCEDURE NO.1 AMDT NOJEFFECTIVE DATE 
RNAV IGPS) RWY 30, AMDT 1 

SUP 

AMDT: ORIG·A 

DATED: 06/13/2002 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet. MSL, 
ex cept HAT. HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
ex cept visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH 10) 
L TP/FTP LATITUDE 
L TPIFTP LONGITUDE 
L TPIFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLiDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 
CLEARFIELD, PA 

ELEVATION: 1516 

AIRPORT NAME 
THRE: 1511 

CLEARFIELD-LAWRENCE 

FAA FORM 8260·10 J April 2006 (Computer Generated) 

DATA 

o 
o 
KFIG 
RW30 
o 

o 
W30A 
410249.6805N 
0782426.7925W 
+04281 
410318.5600N 
0782618.2100W 
00050.0 
F 
03.00 
106.75 
1376 
40.0 
50.0 

913DC840 

K6 
+04606 
+04606 

FACILITY 
IDENTIFIER: 

RNA V 

PROCEDURE NO'! AMDT NO.lEFFECTIVE DATE 
RNA V (GPS) RWY 30, AMDT 1 

SUP 

AMDT ORIG-A 

DATED: 0611312002 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

ARINC PACKET 424-18 - RNAV (GPS) 

1 

8earings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HM, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAD PSB K6011550VTH N40545852W077593379 N40545852W077593379WOI00024402 NARPHILIPSBURG 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
--------------- ----------_ .... --- -- ~---------- -------------------- ------------------ -

SUSAEAENRT EBUME K60 W N40584620W078085299 WOI06 NAR EBUME 
SUSAEAENRT EZMEC K60 W N41010324W078173736 WOI05 NAR EZMEC 
SUSAEAENRT NUXUW K60 W N40520114W078043372 WOI07 NAR NUXUW 
SUSAEAENRT ODLOE K60 W N41020267W077595817 W0107 NAR ODLOE 
SUSAEAENRT l.MJHO K60 W N41023022W078231178 WOI05 NAR l.MJHO 
SUSAEAENRT ZURTO K60 W N41015320W078204928 W0105 NAR ZURTO 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KFIGK6AFIG o 044YHN41025688W078245457W010001516 lS0001S000C MNAR CLEARFIELD-LAWRENCE 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-------------------- ----------- ----------- -------------------- ---------------
SUSAP KFIGK6FR30 AEBUME 010EBUMEK6EAOEE AR HF 29910040 + 04000 18000 A JS 
SUSAP KFIGK6FR30 ANUXUW 010NUXUWK6EAOE A IF 18000 A JS 
SUSAP KFIGK6FR30 ANUXUW 020EBUMEK6EAOEE B 010TF 34410075 + 04000 A JS 
SUSAP KFIGK6FR30 AODLOE 0100DLOEK6EAOE A IF 18000 A JS 
SUSAP KFIGK6FR30 AODLOE 020EBUMEK6EAOEE B 010TF 25420075 + 04000 A JS 
SUSAP KFIGK6FR30 APSB 010PSB K6D OV A IF 18000 A JS 
SUSAP KFIGK6FR30 APSB 020EBUMEK6EAOEE B 010TF 30830080 + 04000 A JS 
SUSAP KFIGK6FR30 R 010EBUMEK6EAOE I IF + 04000 18000 A JS 
SUSAP KFIGK6FR30 R 020EZMECK6EA1E F 051TF 29910070 + 03300 UYUHO K6EAA JS 
SUSAP KFIGK6FR30 R 020EZMECK6&A2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KFIGK6FR30 R 021ZURTOK6EAOE S 031TF 29900026 V 0248002484 -300 A JS 
SUSAP KFIGK6FR30 R 030UYUHOK6EAOEY M 031TF 29900019 01879 -300 A JS 
SUSAP KFIGK6FR30 R 040 0 M CA 2990 + 02200 A JS 
SUSAP KFIGK6FR30 R 050EBUMEK6EAOEY L DF + 04000 A JS 
SUSAP KFIGK6FR30 R 060EBUMEK6EAOEE R liM 29910040 + 04000 A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
------------------------ ------------------------ - - --------------- ------------------- -----------\SAL 

SUSAP KFIGK6GRW30 0044992989 N41024968W078242679+0000 +0428101511000050075R Gf ;~ 

CITY AND STATE 
CLEARFIELD, PA 

ELEVATION: 1516 THRE: 1511 

AIRPORT NAME: 
CLEARFIELD-LAWRENCE 

FAA FORM 8260 ·10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO. I AMDT NO.1 EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 30, AMDT 1 

AMDT: 

DATED: 06/13/2002 
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

1 2 3 4 5 6 7 8 9 0 1 2 3 
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KFIGK6PR30 RW30 001 0000W30AON4102496805W07824267925+042810300N4103185600W07826182100106751376000500F400500913DC840 
SUSAP KFIGK6PR30 RW30 002E +04606+04606LPV 58227 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KFIGK6SUYUHOK6EA 

CITY AND STATE 
CLEARFIELD, PA 

o 18018004225 

ELEVATION: 1516 THRE: 1511 

AIRPORT NAME: 
CLEARFIELD-LAWRENCE 

FAA FORM 8260 - 10 J April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO.1 AMDT NO.1 EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 30, AMDT 1 

AMDT: ORIG-A 

DATED: 06/13/2002 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GpS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

ARINC SUMMARY - 424-1B 

ROUTES TRANSITION 

EBUME 
NUXUW 
NUXUW 
ODLOE 
ODLOE 
PSB 
PSB 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
CLEARFIELD, PA 

- RNAV (GPS) 

FIX SEQ USE PATH 

EBUME 010 IAF HF 
NUXUW 010 IAF IF 
EBUME 020 TF 
ODLOE 010 IAF IF 
EBUME 020 TF 
PSB 010 IAF IF 
EBUME 020 TF 
EBUME 010 FACF IF 
EZMEC 020 FAF TF 
ZURTO 021 SDF TF 
UYUHO 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
EBUME 050 DF 
EBUME 060 HM 

WAYPOINT LAT IN SECS 

PSB N405458.52 
EBUME N405B46.20 
EZMEC N410103.24 
NUXUW N405201.14 
ODLOE N410202.67 
UYUHO N410230.22 
ZURTO N410153.20 
RW30 N410249.68 

THRESHOLD 
RWY ELEVATION TCH 

RW30 01511 50 

ELEVATION: 1516 THRE: 1511 

AIRPORT NAME: 
CLEARFIELD·LAWRENCE 

FAA FORM 8260 ·10 I April 2006 (Computer Generated) 

TURN FO/FB 

R FO 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FO 

TURN FO/FB 

FB 
L FO 
R FO 

LONG IN SECS 

W077S933.79 
W0780852.99 
W0781737.36 
W0780433.72 
W0775958.17 
W0782311.78 
W0782049.28 
W0782426.79 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG (TRUE) DISTANCE ALTITUDE SPEED 

299.1(289.1T) 004.0 AA 04000 

1.0 344.1(334.1T) 007.5 AA 04000 

1.0 254.2(244.2T) 007.5 AA 04000 

1.0 308.3(298.3T) 008.0 AA 04000 
AA 04000 

0.5 299.1(289.1T) 007.0 AA 03300 
0.3 299.0(289.0T) 002.6 AA 02480 GS 02484 
0.3 299.0(289.0T) 001.9 AT 01879 

RNP MAG (TRUE) DISTANCE ALTITUDE SPEED 

299.0(289.0T) AA 02200 
AA 04000 

299.1(289.1T) 004.0 AA 04000 

LAT IN MINS LONG IN MINS 

N4054.975 W07759.563 
N4058.770 W07808.BB3 
N4101.054 W07817.623 
N4052.019 W07B04.562 
N4102.045 W07759.970 
N4102.504 W07823.196 
N4101.887 W07820.821 
N4102.B28 W07B24.447 

PROCEDURE NO. f AMDT NO. f EFFECTIVE DATE: SUP: 
RNA V (GPS) RWY 30, AMDT 1 

AMDT: ORIG-A 

DATED: 06/13/2002 
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