US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES

MISSED APPROACH

FROM TO COURSE AND DISTANCE ALTITUDE
HPSTR/I-JMJ 13.20 HANAH/I-JMJ 8.84 DME/RADAR 283.03/ 4.36 (I-JMJ) 2900
DME/RADAR (IF)
HANAH/I-JMJ 8.84 DME/RADAR ADDUM/-JMJ 5.84 DME/RADAR 283.03/ 3.00 (1-JMJ) 2000

ILS: DA
LOC: 6.04 MILES AFTER ADDUM/I-JMJ 5.84 DME/RADAR OR AT I-
JMJ 0.20 DME FIX

CLIMB TO 2100 THEN CLIMBING LEFT TURN TO 4000 ON UBG R-

360 TO UBG VOR/DME AND HOLD, OR AS DIRECTED BY ATC.

ALTERNATE MA: CLIMB TO 2100 THEN CLIMBING LEFT TURN TO
4000 ON BTG R-194 TO ENDZZ/BTG 23.00 DME AND HOLD (DME
REQUIRED).

ADDITIONAL FLIGHT DATA:
HOLD §, LT, 003.00 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD N
ENDZZ/BTG 23.00 DME, RT, 193.68
INBOUND.
CHART FAS OBST: 136 TOWER 453339N/1223129W
CHART VDP AT 1.01 DME*;

(IAF)| DISTANCE VDP TO THLD 1.21 MILES.

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF +LOC ONLY.
2. PROFILE STARTS AT HPSTR CHART IN PLANVIEW: ENDZZ/BTG 23.00 DME.
3. FAC: 283.03 FAF: ADDUM/I-JMJ 5.84 DME/RADAR DIST FAFTOMAP: __6.04 THLD: .04 | SHART: INMY DME ANTENNA IN PROFILE
4. MIN. ALT: HPSTR 3500, HANAH 2900, ADDUM 2000, YINUP/I-JMJ 2.90 DME/RADAR 1040*
5. DISTTO THLD FROM OM: - MM: - IM: - 150 HAT: - 100 HAT: - GSANT: 1049
6. MIN GS INCPT: 2000 GS ALT AT:ADDUM 2000 OM: - MM: - IM: -
7. GS ANGLE: 3.00 TCH:54.8
8. MSA FROM: BTG VORTAC 120-300 3500, 300-120 6200 MAG VAR: 16E EPOCH YEAR: 2010
MINIMUMS

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I I ILS: # LOC: STANDARD @

CATEGORY ===== A B c D E

DHMDA| wvis [HATHAA|DHMDA] VIS [HATHAA[DHMDA ] wvis [HATHAA|DHMDA | vis [HATHAA|[DHMDA| wvis  [HAT/HAA

SAILS 261 306 2400 283 306 2400 283 306 2400 283 306 2400 283 306 2400 283
S-LOC 28L 480 2400 457 480 2400 457 480 4500 457 480 4500 457 480 4500 457
CIRCLING 720 1 689 740 1 709 760 2 729 980 3 949 1140 3 1109

'éRIIETsNOTE: FOR INOPERATIVE MALSR, INCREASE S-ILS 28L ALL CATS VISIBILITY TO RVR 4500 AND INCREASE
S-LOC 28L CAT E VISIBILITY TO 1 3/8 MILE.
CHART NOTE: DME OR RADAR REQUIRED.
CHART PLANVIEW NOTE: RADAR REQUIRED.

(SEE FORM 8260-10)

# CAT A 700-2, CAT B 800-2, CAT C 800-2, CAT
D 1000-3, CAT E 1200-3
@ CAT D 1000-3, CAT E 1200-3

CITY AND STATE

PORTLAND, OR

ELEVATION: 31
AIRPORT NAME:

THRE: 23

PORTLAND INTL

FACILITY
IDENTIFIER:
I-JMJ

PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:

iLS OR LOC RWY 28L, AMDT 3, 09/20/2012 AMDT: 2A

DATED  03/08/2012

FAA FORM 8260 - 3 / April 2006 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in_ feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 28R,
CHART NOTE: AUTOPILOT COUPLED APPROACH NA BELOW 580.
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CITY AND STATE ELEVATION: 31 THRE: 23 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |sup:
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 26L, AMDT 3, 09/20/2012 "
PORTLAND INTL DATED:  03/08/2012
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U.S, DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

e STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are‘in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 S Q 1 2 3
NAVAID 1234567850123456789012345678%0123456783012345678901234567890123456789012345678901234567830123456789012345678901234567850123456783012 ?
SUSAD BTG K1011660VTHW N45445212W122352953 N45445163W122353227E0210002532 NARBATTLE GROUND
SUSAD UBG K1011740VDHA N45211162W122584137 N45211162W122584137E0210014402 NARNEWBERG
SUSAD KPDXK1 IJMJ K1011050 IT IOMIN45344674W122344523 000360 NARPORTLAND INTL
1 2 3 4 5 6 7 8 9 o] 1 2 3
Wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012345678301234567890123456789012
SUSAERENRT ADDUM K10 [ N45315386W122273151 E0160 NAR ADDUM
SUSAEAENRT HANAH X10 C N45302614W122234770 E0160 NAR HANAH
SUSAEAENRT HPSTR X10 C N45281856W122182308 E0160 NAR HPSTR
1 2 3 4 8 |3 7 8 3 0 1 2 3
AIRPORT 12345678%0123456783012345678901234567830123456789012345678901234567890123456780801234567850123456789012345678501234567850123456789012
SUSAP KPDXKI1APDX 0 110YHN45351935W122354873E016000031 1800018000C MNAR PORTLAND INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456785012345678901234567850123456789012
SUSAP KPDXK1FI28L AHPSTR 0l0HPSTRKIEAOE B IF + 03500 18000 0 NS
SUSAP KPDXK1FI28L AHPSTR 020HANAHK1EAOEE CF IJMJK1 1030011128300044PI + 02900 0 NS
SUSAP KPDXKIFIZ8L I 010HANAHKIEAOE I IF IJMJK1 10300111 PI J 029%000200018000 0 NS
SUSAP KPDXK1FIZ28L I 020ADDUMKLIEAQE F CF TJIMJIK1 1030008128300030PT H 0200002000 -300BTG K1D 0 NS
SUSAP KPDXK1FIZ2Z8L I 030RW28LK1IPGOGY M CF IJMJIK1 1030002128300060P1 00078 -3¢0 0 NS
SUSAP KPDXKI1FI28L I 040 ¢ M CA 2830 + 02100 0 NS
SUSAP KPDXKIFIZ2BL I 050UBG KID OVY L CFYUBG K1 0000000018000210D + 04000 0 NS
SUSAP KPDXKI1FI2BL I 060UBG K1D OVE L HM 0030T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456788012345678901234567890123456789012345678301234567890123456789012345678901234567890123456789012345678901234567880123456789012

SUSAP KPDXK1GRW28L 0110002830 N45344985W122350205+0000 -0015800023000055150ITIMIL
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPDXK1IIJMJ1 011050RW2BLN45355052W1223737812830N45345263W1223516711667 104%0316300E01605500020

1 2 3 4 5 [ 7 8 9 o 1 2 3
MSA 1234567890123456789012345678901234567890123456?89012345678901234567890123456?89012345678901234567890123455?89012345678901234567%§p?;
3 N
CITY AND STATE ELEVATION: 31 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup.
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 28L, AMDT 3
PORTLAND INTL 20 SEPTEMBER2OLZ AMDT: 2A
MY DATED:  03/08/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 7 of & Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KPDXK1S8BTG K1D 0 1203000622530012003525 M
17,
R
@ v
Crg Y
CITY AND STATE ELEVATION: 31 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 28L, AMDT 3 AMDT-
PORTLAND INTL W 20 SEPTEMBER201z - A
DATED:  03/08/2012
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U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

e ILS STANDARD

INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
HPSTR HPSTR 010 IF FB AX 03500
HPSTR HANAH 020 CF ¥B 283.0() 004 .4 AA# 02800
HANAH 010 FACF IF FB AA 02300 GI 02000
ADDUM 020 FAF CF FB 283.00) 003.0 GI 02000 GS 02000
RW28L 030 MAP CF FO 283.0() 006.0 AT 00078
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 283.0() AA 02100
uBG 050 CF L FO 180.0() 021.0 AA 04000
UBG a60 HM I FC 003.0(}) TO1.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINKS
BTG N454452.12 W1223529.53 N4544.869 W12235.492
UBG N452111.62 W1225841.37 N4521.15%4 W12258.480
IIMI {(DME) N453446.74 W1223445.23 N4534.779 W1l2234.754
ADDUM N453153.856 W1222731.51 N4531.898 W12227.525
HANAH N453026.14 W1l222347.70 N4530.436 W12223.785
HPSTR N452818.56 W1221823.08 N4528.309 W1l2218.385
RW28L N453449.85 W1223502.05 N4534.831 W12235,034
IJIMI  (LOC) N453550.52 W1223737.81 N4535.842 W12237.630
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW2BL 00023 55
%PJJ ’,L
@ 1
A~ R
e
CITY AND STATE ELEVATION: 31 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 28L, AMDT 3 DT
B . . 2A
PORTLAND INTL LM 20 SEPTEMBER201Z
DATED:  03/08/2012
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of @ Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet abave airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR,

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 [¢] 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD BTG K1011660VTHW N45445212W122352853 N45445163W12235322780210002532 NARBATTLE GROUND
SUSAD UBG K1011740VDHA N45211162W122584137 N45211162W122584137E0210014402 NARNEWBERG
SUSAD KPDXK1 IJMJ K1011050 IT T IJMJIN45344674W122344523 000360 NARPORTLAND INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ADDUM K10 C N45315386W122273151 EQ160 NAR ADDUM %
SUSAEAENRT HANAH K10 C N45302614W122234770 E0l60 NAR HANAH :
BUSAEAENRT HPSTR K10 c N45281856W122182308 E0Ll60 HAR HPSTR
SUSAEAENRT YINUP K10 C H45331954W122311060 E0LE0 HAR YINUP
1 2 3 4 5 [ 7 8 9 o 1 2 3

AIRPORT 123456789012345678901234567820123456789012345678901234567890123456789012345678901234567890123456789012345678201234567890123456789012

SUSAP KPDXK1APDX 0 110YHN45351935W122354873E016000031 1800018000C MNAR PORTLAND INTL

1 2 3 4 5 6 7 8 9 o] 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPDXKIFL28L AHPSTR 010HPSTRK1EAOE B IF + 03500 18000 0 NS
SUSAP KPDXK1FL28L AHPSTR 020HANAHKLEAOEE CF IJMJIK1 1030011128300044PI + 02900 0 NS
SUSAP KPDXK1FL28L L 01O0HANAHKIEAQE I IF IJMJK1 10300111 PI + 02900 18000 0 NS
SUSAP KPDXK1FL28L L OZ0ADDUMKIEACE F CF IJMJK1 1030008128300030PT + 02000 BTG K1D 0 NS
SUSAP KPDXK1FL28L L 021YINUPK1EAQE S CF IJMJK1 1030005228300029PT + 01040 -300 0 NS
SUSAP KPDXK1FL28L L 03 0RW2BLKIPGOGY M CF IJMJK1 1030002128300031P1 00078 ~300 0 NS
SUSAP KPDXK1FL2BL L 040 [ ] CA 2830 + 02100 0 Ns
SUSAP KPDXK1FL28L L 050UBG KID OVY L CFYUBG K1 0000000018000210D + 04000 0 NS
SUSAP KPDXK1FL2BL L 060UBG KID OVE L HM 0030T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 o] 1 2 3

RUNWAY 1234567890123456785901234567890123456789012345678901234567890123456789012345678901234567890123456783012345678901234567890123456789012

SUSAP KPDXK1GRW28L 0110002830 N45344985W122350205+0000 -0015800023000055150ITaMJL
1 2 3 4 5 6 7 ) g o] 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPDXK1IIJIMJL 01l1050RW2BLN45355052W1223737812830N45345263W1223516711667 104%0316300E01605500020

1 2 3 4 5 3 7 8 5 0 1 2 \}3;‘; Ly3
‘ z A ;
PN :
CITY AND STATE ELEVATION: 31 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  {gyp: SRECE
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 28L, AMDT 3 pevre
PORTLAND INTL M 20 SEPTEMBER201Z i A
DATED:  03/08/2012
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—_— . ROC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KPDXK1SBTG KID 0 1203000622530012003525

MSa 1234567830123456789012345678901234567890123456789012345678501234567890123456789012345678380123456789012345678901234567850123456789012
M

H .

.\\_,?*‘? >
N
&

TrpCt

CITY AND STATE ELEVATION: 31 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 28L, AMDT 3 pores ”
PORTLAND INTL L 20 SEPTEMBER201Z :
DATED:  03/08/2012
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

——LOC STANDARD INSTRUMENT AFPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic, Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN PO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HPSTR HPSTR 019 IF FB AR 03500
HPSTR HANAH 020 CF FB 283.00) 004.4 AR 02900
HANAH 010 FACF IF FB AA 02900
ADDUM 020 FAF Ccr B 283.0() 003.0 AAn 02000
YINUP 021 SDF CF B 283.0¢{) 002.9 An 01040
RW28L 030 MAP CF FO 283.00) 003.1 AT 00078
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 283.0¢() AR 02100
UBG 050 CF L FO 180.0() 021.0 AR 04000
UBG 060 HM L FO 003.0¢() T01.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BTG N454452 .12 W1223529.53 N4544 . 863 W12235.492
UBG N452111.62 W1225841.37 N4521.1%4 W1l2258.680
IJMJ (DME) N453446.74 W1223445.23 N4534.775 W12234.754
ADDUM N453153.86 Wi222731.51 N4531.888 W12227.525
HANAH N453026.14 W1222347.70 N4530.436 W12223.785
HPSTR N452818.56 Wl221823.08 N4528.309 W1l2218.385
YINUP N453319.54 W1223110.60 N4533.326 W12231.177
RW28L N453449.85 W1223502.05 N4534 .831 W12235.034
IJMI {(LOC) N453550.52 W1223737.81 K4535.842 W12237.630
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW28L 00023 55
iy
) A D
R
LY
CITY AND STATE ELEVATION: 34 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: isyp:
PORTLAND, OR AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 28L, AMDT 3 -
PORTLAND INTL . 20 SEPTEMBER201: AMDT: 2A
DATED:  03/08/2012
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page Q of 8 Pages
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