RNAV - STANDARD Bearings, headings, courses, and radials are magretic. Elevationsand altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Altitudes are minimum altitudes urless othewise indicated. Cellings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abo:«e airport elemhon._ Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE t:fv ?\Q&Av DA
TOKRE (IFIAF) DILBE {FB) 044.56 / 7.24 4500 LNAV: RW04
DILBE (FAF R MAP) {F . . - ——
(FAF) W04 (MAP) (FO) 044.62/5.04 CLIMB TO 4700 DIRECT AYUPA AND HOLD.
RWO04 {(MAP) 3051 MSL 44.62
3051 MSL AYUPA (FO) 4700
ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 224.76 INBOUND.
CHART FAS OBST: 3050 TOWER 315349N/1021550W
CHART: ASR
DISTANCE TO THLD FROM 200 HATH: 0.49 NM.
CHART VDP AT 1.46 MILES TO Rwo4”
w"k‘ié’ ggk;'NEL # 90529
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) RELERCHCE PATH 10: Wo4A
2. HOLD SW TOKRE, RT, 044.56 INBOUND, 5000 FT. IN LIEU OF PT (1AF) LTP HAE: 844.7 M
3. FAC: (44.62 FAF:DILBE DISTFAF TOMAP: 504 THLD: 504
4. MIN. ALT: TOKRE 5000, DILBE 4500
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 4500 GS ALT AT:DILBE 4500 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:45.0 34:11S NOT CLEAR :
8. MSA FROM: MAG VAR: 9E EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DHIMDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 3051 314 200 3051 3/4 200 3051 34 200 3051 34 200
LNAV/VNAV DA 3196 11/8 345 3196 114/8 345 3196 1118 345 3196 118 345
LNAV MDA 3360 1 509 3360 1 509 3360 13/8 509 3360 13/8 509
CIRCLING 3440 1 568 3440 1 568 3440 1112 568 3520 2 648
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -11C (13F) OR ABOVE 25C (77F). L
CHART NOTE: DME/DME RNP-0.3 NA. Ty
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. T a
CHART NOTE: CIRCLING TO RWY 16L NA AT NIGHT ~ -
’ . e,
CITY AND STATE ELEVATION: 2872 THRE: 2851 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:
MIDLAND, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 4, AMDT 1 ANDT. ORIG
MIDLAND INTL 20 SEPTEMBER 2012 DATED 090412003
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TAA
FROM TO ALT

1. 315/30 CW 135/30 (NOPT) 315/12 CW 135112 5500

2. 315/12 CW 135112 TOKRE (IF/IAF) (FB) 5000

3. 135/30 CW 315/30 TOKRE (IF/IAF) (FO) . 5100

WAL,
c;i“' <

2,

<
oA

CITY AND STATE
MIDLAND, TX

ELEVATION: 2872 THRE: 2851

AIRPORT NAME:
MIDLAND INTL

FACILITY
IDENTIFIER:

RNAV

PROCEDURE NO. AMDT NO./EFFECTIVE DATE:
RNAV (GPS) RWY 4, AMDT 1
20 SEPTEMBER 2012

SUP:

AMDT: ORIG

DATED:;  09/04/2003

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES



clive bond
Typewritten Text
20 SEPTEMBER 2012


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otherwise indicated.
Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilitles which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID})
LTPIFTP LATITUDE

LTP/FTP LONGITUDE

LTP/FTP ELLIPSOIDAL HEIGHT

FPAP LATITUDE

FPAP LONGITUDE

THRESHOLD CROSSING HEIGHT (TCH})

TCH UNITS SELECTOR (METERS OR FEET USED)

DATA

KMAF
RW04
0

H

WO4A
315554.1295N
1021213.5030W
+08447
315647.0300N
1021049.1500W
00045.0

F

GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1344
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 7F27D81A
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K4
LTP ORTHOMETRIC HEIGHT +08691
FPAP ORTHOMETRIC HEIGHT +08691
CITY AND STATE ELEVATION: 2872 THRE: 2851 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MIDLAND, TX AIRPORT NAME: 'DENJ'F'ER’ RNAV (GPS) RWY 4, AMDT 1 AMDT: ORIG
NAV 20 SEPTEMBER 2012
MIDLAND INTL DATED:  09/04/2003
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beatings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

_W INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 pd 1 4 5 & 7 8 ] ¢ 1 2 3
WP 1234567890123456783012345678901234567839012345678901234567890123456788012345678301234567890123456785012345678901234567890123456789012
SUSAEAENRT AYUPA K40 W N32033706W101565377 BO067 NAR AYUPA
SUSAEAENRT DILBE K40 W N31525463AW102165932 EQQ69 NAR DILBE
SUSAEAENRT TOXRE K40 W N31483606W102235000 EQQ&S NAR TOKRE
1 2 3 4 5 6 7 8 ] 0 1 2 3
AIRPORT 1234567890123456785012345678901234567890123456789012345678901234567890123456783012345678301234567890123456783012345678%0123456782%012
SUSAP KMAFK4AMAF 0 Q95YHN3I1563310W102120650E009002872 1800018000C MNAR MIDLAND INTL
1 2 3 4 5 6 7 8 9 4] 1 2 3
SEGMENT 12345678901234567860123456785012345678901234567850123456789012345678901234567850123456789012345678901234567890123456789012345678%9012
SUSAP KMAFK4FRO4 ATOKRE 010TOKREK4EAOEE AR HF 04460050 + 05000 18000 A JS
SUSAP KMAFK4FR(4 R D10TOKREK4EAQE I Ir + 05000 18000 A JS8
SUSAP KMAFK4FRO4 R 020DILBEK4EARLE F 081TF 04460072 + 04500 A JS
SUSAP KMAFK4FRO4 R GZODILBERAEAZWALPYV ALNAV/VNAV ALNAV JS
SUSAP KMAFKAFRO4 R Q30RW04 K4PGOGY M 031TF 04460050 028386 -300 A JS
SUSAP KMAFK4FRO4 R 040 ¢ M CA 0446 + 03051 A JS
SUSAP KMAFK4FR(04 R O50AYUPAK4 EAQEY DF + 04700 A JS
SUSAP KMAFK4FRO4 R 06 CAYUPAKAEAOREE R HM 22480080 + 04700 AJS
1 2 32 4 5 & 7 8 ] Q 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMAFX4GRW04 0046050447 N31555413Wl02121350+0100 +0844702851000045078R
1 2 3 4 5 & 7 g8 9 0 1 2 3
PP 1234567890123456789012345678901234567830123456789012345678901234567850123456783801234567890123456789012345678901234567890123456789012
SUSAP KMAFK4PR0O4 RW04 001 O000WO4AON31S555%41295W10212135030+084470300N3156470300W10210481500106751344000450F4003507F27D81A
SUSAP KMAFK4PRO4 RW04 002E +08631+0863%1LPV 90522
CITY AND STATE ELEVATION: 2872 THRE: 2651 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
MIDLAND, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 4, AMDT 1
MIDLAND INTL RNAV 20 SEPTEMBER 2012 AMDT: ORIG

DATED:  09/04/2003
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
“——‘w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV {(GPS)
ROQUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
TOKRE TOKRE 010 IAF HF R PO 044 .6{053.6T) 005.0 AA 05000
TOKRE 010 FACF IF FB AA (05000
DILBE 020 FAF TF FB .5 044 .6(053.6T} 007.2 AA (04500
RW04 03¢0 MAP TF FO 0.3 044.6(053,6T) 005.0 AT 02896
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
c4o CA FB 044 .6 (053.6T) AA 03051
AYUPA 050 DF FO AA 0470¢C
AYUPA 060 EM R " FO 224.8(233.8T) 005.0 BA 04700
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AYUPA N320337.06 W1015953.77 N3203.618 W10155.886
DILBE N315254.63 W1l021659 .32 N3152,9211 Wig216.989
TORRE N314835.06 W1022350.0¢C N3148.601 W10223.833
RW04 N315554.13 W1021213.50 N3155.902 W1l0212.225
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW04 02851 45
CITY AND STATE ELEVATION: 2872 THRE: 2851 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MIDLAND, TX AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 4, AMDT 1 :
MIDLAND INTL RNAV 20 SEPTEMBER 2012 AMDT: __ ORIG
DATED:  09/04/2003
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