
RNAV-STANDARD Bearings, headings, courses, and radials are lllii!Jl!ltic. Elevationsandaltitudesare in feet, MSI.., except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes u!Wss othelwise in<:kated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abawe airport elevation. Distances are in nautical miles t.nless !Xherwise indicated, excef:t visibilities YAlich 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

JEMMO (IFIIAF) BOOST(FB) 104.45/7.31 4900 
LNAVNNAV: DA 
LNAV: RW10 

BOOST (FAF) RW1 0 (MAP) (FO) 104.52/6.21 
CLIMB TO 4700 DIRECT EASYY AND HOLD. 

RW10 (MAP) 3069MSL 104.52 

3069 MSL EASYY(FO) 4700 

ADDITIONAL FUGHT DATA: 
HOLDE, RT, 284.711NBOUND. 
CHART FAS OBST: 3163 DRILLING RIG 315813N/1021448W 
DISTANCE TO THLD FROM 200 HATH: 0.46 NM. 
CHARTVDP AT 1.75 MILES TO RW10* 
*LNAVONLY. 
WAAS CHANNEL# 69310 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REFERENCE PATH ID: W10A 

2. HOLD W JEMMO, RT, 104.451NBOUND, 5000 FT. IN LIEU OF PT (IAF) -- CHART: ASR 
L TP HAE: 850.2 M 

3. FAC: 104.52 FAF: BOOST DIST FAF TO MAP: 6.21 THLD: 6.21 

4. MIN. ALT: JEMMO 5000, BOOST 4900 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 4900 GS ALT AT: BOOST 4900 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:54.3 34:11S CLEAR 

8. MSAFROM: MAGVAR: 9E EPOCH YEAR: 1985 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD 

CATEGORY =====> A 8 c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 3069 2400 200 3069 2400 200 3069 2400 200 3069 2400 200 

LNAVNNAVDA 3394 6000 525 3394 6000 525 3394 6000 525 3394 6000 525 

LNAVMDA 3480 2400 611 3480 2400 611 3480 1 3/8 611 3480 1 318 611 

CIRCLING 3480 1 608 3480 1 608 3480 1 314 608 3520 2 648 

NOTES: 
CHART NOTE: FOR UNCOMPENSATED BARO·VNAV SYSTEMS, LNAVNNAV NA BELOW -11C (13F) OR ABOVE 25C (77F). 
CHART NOTE: DMEIDME RNP-0.3 NA. 

. '\' 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. ~\Y : ... j/ 
CHART NOTE: CIRCLING TO RWY 16L NA AT NIGHT. 

... 
·" CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CATS C/D VISIBILITY TO 1 3/4 MILES. " CITY AND STATE ELEVATION: 2872 THRE: 2869 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: ·- -

MIDLAND, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT2 AMDT: 1A 
RNAV 

MIDLAND INTL DATED 04/07/2011 
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US DEPARTMENT OF TRANSPORTATION -FEDERAL AVIATION ADMINISTRATION 

RNAV ·STANDARD 
INSTRUMENT APPROACH PROCEDURE· TITLE 14 CFR PART 97.33 

TAA 
FROM 

1. 015130 CW 195/30 (NOPT) 
2. 015/12 cw 195112 
3. 195130 cw 015130 

CITY AND STATE 

MIDLAND, TX 

TO 
015/12 cw 195/12 
JEMMO (IF/IAF) (FB) 
JEMMO (IFIIAF) (FO) 

ELEVATION: 2872 

AIRPORT NAME: 

ALT 
5500 
5000 
5100 

THRE: 2869 

MIDLAND INTL 

FAA FORM 8260-10 I April2006 (Computer Generated) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL., 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicamd 
Ceilings are In feet above aiport elevation. Distances are in nautical miles unless otherwise indicamd, 
except visibilities which are in statulB miles or in feet RVR. 

FACJUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO.I AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 10, AMDT 2 

SUP: 

AMDT: 1A 

DATED: 04107/2011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet. MSL, 
except HAT, HAA. TCH, and RA. Altitudes are mlnimwn altitudes unless otherwise indica1ed. 
CeUings are in feet above alport elevation. Distances are in nautical miles unless otherwise indica1ed, 
except visibilities which are in s1atu1e mUes or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TPIFTP LATITUDE 
L TPIFTP LONGITUDE 
L TPIFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

MIDLAND, TX 

ELEVATION: 2872 

AIRPORT NAME: 

THRE: 2869 

MIDLAND INTL 

FAA FORM 8260-1 0 I April 2006 (Computer Generated) 

~ 

0 
0 
KMAF 
RW10 
0 

0 
W10A 
315651.5180N 
1 021258.8575W 
+08502 
315615.7900N 
1021122.9000W 
00054.3 
F 
03.00 
106.75 
0224 
40.0 
35.0 

A5409F34 

K4 
+08746 
+08746 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO.I AMDT NO.IEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 10, AMDT 2 

AMDT: 1A 

DATED: 04/07/2011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV {GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET 424-18 RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feel, MSL, 
except HAT, HM, TCH. and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feel RVR. 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 

BOOST K40 
EASYY K40 
JEMMO K40 

w 
w 
w 

N31592060W102194009 
N31510999W101574448 
N32021587W102273350 

E0069 
E0067 
E0070 

NAR 
NAR 
NAR. 

BOOST 
EASYY 
JEMMO 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMAFK4AMAF 0 095YHN31563310W102120690E009002872 1800018000C MNAR MIDLAND INTL 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
---- --------

SUSAP KMAFK4FR10 AJEMMO 010JEMMOK4EAOEE AR HF 10450050 .,. 05000 18000 A JS 
SGSAP KMAFK4FR10 R 010JEMMOK4EAOE I IF + 05000 18000 A JS 
SUSAP KMAFK4FR10 R 02 OBOOSTK4EA1E F 051TF 10450073 + 04900 A JS 
SUSAP KMAFK4FR10 R 020BOOSTK4EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KMAFK4FR10 R 030RW10 K4PGOGY M 031TF 10450062 02924 -300 A JS 
SUSAP KMAFK4FR10 R 040 0 M CA 1045 + 03069 A JS 
SGSAP KMAFK4FR10 R 050EASYYK4EAOEY DF + 04700 A JS 
SUSAP KMAFK4FR10 R 060EASYYK4EAOEE R HM 28470050 ... 04700 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMAFK4GRW10 0083021046 N31565152W102125886-0200 +0850202869000054150I 

1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMAFK4PR10 
SUSAP KMAFK4PR10 

RW10 001 OOOOW10AON3156515180W10212588575+085020300N3156157900W10211229000106750224000543F400350A5409F34 
RW10 002E +08746+08746LPV 69310 

CITY AND STATE 
MIDLAND, TX 

ELEVATION: 2872 THRE: 2869 

AIRPORT NAME: 
MIDLAND INTL 

FAA FORM 8260-10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 10, AMDT 2 

AMDT: 1A 

DATED: 0410712011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES ·FAR PART 97.33 

ARINC SUMMARY 424-18 -

ROUTES TRANSITION 

JEMMO 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
MIDLAND, TX 

RNAV (GPS) 

FIX SEQ USE PATH 

JEMMO 010 IAF HF 
JEMMO 010 FACF IF 
BOOST 020 FAF TF 
RW10 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
EASYY 050 DF 
EASYY 060 HM 

WAYPOINT LAT IN SECS 

BOOST N315920.60 
EASYY N315109.99 
JEMMO N320215.87 
RWlO N315651.52 

THRESHOLD 
RWY ELEVATION TCH 

RW10 02869 54 

ELEVATION: 2872 THRE: 2869 
AIRPORT NAME: 

MIDLAND INTL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

TURN FO/FB 

R FO 
FB 
FB 
FO 

TURN FO/FB 

FB 
FO 

R FO 

LONG IN SECS 

W1021940.09 
W1015744.48 
W1022733. 50 
W1021258.86 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL. 
except HAT. HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are 1n feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

104.5 (113. 5T) 005.0 AA 05000 
AA 05000 

0.5 104.5(113.5T) 007.3 AA 04900 
0.3 104.5 (113. ST) 006.2 AT 02924 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

104.5 (113. ST) AA 03069 
AA 04700 

284.7(293.7T) 005.0 AA 04700 

LAT IN MINS LONG IN MINS 

N3159.343 W10219.668 
N3151.167 W10157.741 
N3202.265 W10227 .558 
N3156.859 Wl0212.981 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 10, AMDT 2 

AMDT: 1A 

DATED: 04/07/2011 
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