US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and aktitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated. Celings are infeet
above airport elevation. Distances are in nautical miles uniess gtherwise indicated, except visibiliies which
are in statute miles or in feet RVR,

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LPV: DA
LNAV/VNAV: DA
CIDUG EBOCA (FB) 027.92/4.15 5000 LNAV: RW34R
NDR (IAF NE 2313, 00 T ——— . —
SONDR (IAF) EAL (FB) 013.23/3.14 50 CLIMB TO 3000 DIREGT DODVE THEN CLIMB TO 5000 ON TRACK
EBOCA (IAF) NEEAL (FB) 343.3416.74 5000 géoﬂ} TO MGNUM AND HOLD, CONTINUE CLIMB-IN-HOLD TO
NEEAL (IF) KLEWS (FB) 343.3413.43 5000 '
KLEWS BUCKK (FB) 343.3416.17 2200
BUCKK (FAF) CNNTU2.20 NM TO RW34R 343.34/3.94
(FB) ADDITIONAL FLIGHT DATA:

HOLD N, RT, 163.04 INBOUND.
(SEE FORM 8260-10) CHART FAS OBST: 574 TREE 472439N/1221742W

DISTANGE TO THLD FROM 200 HATH: 0,48 NM.

CHART VDP AT 1.48 MILES TO RW34R"

*| NAV ONLY.

S AT
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ({IAF) CHART LOC RWY 34 L.
2. PROFILE STARTS AT NEEAL CHART AT/ABOVE 6000 AT SONDR
3. FAC: 34334 FAF: BUCKK DIST FAF TO MAP: 614 THLD: 6.4 |LTP HAE:828M
4. MIN. ALT: NEEAL 5000, KLEWS 5000, BUCKK 2200, CNNT1/2.20 NM TO RW34R 1040*
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2200 GS ALT AT: BUCKK 2200 OM: MM: m:
7. GS ANGLE: 275 TCH:59.7 ~ 34:1 1S CLEAR
8. MSA FROM: RW34R 6400 MAG VAR: 17E EPOCH YEAR: 2010

: MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =s==== A B c D E
DHIMDA| VIS |HAT/HAA|DHIMDA | VIS |HAT/HAAIDHIMDA | vis |HAT/HAA|DH/IMDA | VIS |HAT/HAA|DHMDA | VIS |HAT/HAA
LPV DA 547 2400 200 547 2400 200 547 2400 200 547 2400 200
LNAV/VNAV DA 890 11/2 543 890 1112 543 890 1412 543 890 1172 543
LNAV MDA 840 2400 493 840 2400 493 840 5000 493 840 5000 493
CIRCLING 1000 1 567 1000 1 567 1000 1112 567 1000 2 567
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. OAL/ .
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. & A
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -8C (18F) OR ABOVE 54C (130F) 4
CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS. (}YEOIS'Q
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 433 TRRE: 347 FACILITY PROCEDURE NOJAMDT NOJEFFECTIVE DATE:  [SUP: RNAV (GFS) RWY]
" SEATTLE, WA AIRPORT NAME: !DEN;‘“:A]SR: RNAV (GPS} Y RWY 34R, AMDT 2 AMDT: 18
SEATTLE-TACOMA INTL 7MARCH 2013 DATED _ 05/07/2009
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnefic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibiliies which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
CNNTI/2.20 NM TO RW34R RW34R (MAP) (FO) 343.34/2.20
RW34R (MAP) 547 MSL 343.34
547 MSL DODVE (FB) 3000
DODVE MGNUM (FO) 342,50 / 8.93 5000
NOTES, (CONT.):

CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS,

CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 34L
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV INCREASE CAT C AND D VISIBILITY TO 1 3/8.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CIDUG ON v485 SOUTHBOUND

Nanl?
@ .

Qe

CITY AND STATE
SEATTLE, WA

ELEVATION: 433
AIRPORT NAME:

SEATTLE-TACOMA INTL

THRE: 347 FACILITY
IDENTIFIER:

RNAV

PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:
RNAV (GPS) Y RWY 34R, AMDT 2

7 MARCH 2013

SUP: RNAV {gl;S} RWY

AMDT: 1B
|DATED: 05/07/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KSEA
RUNWAY RW34R
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR Y
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W34D
LTP/FTP LATITUDE 472552.2165N
LTP/FTP LONGITUDE 1221828.9440W
LTP/FTP ELLIPSOIDAL HEIGHT +00828
FPAP LATITUDE 472749.6635N
FPAP LONGITUDE 1221827.9040W
THRESHOLD CROSSING HEIGHT (TCH) 00059.7
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 02.75
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 7DC4AEAD
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +01057
FPAP ORTHOMETRIC HEIGHT +01057
Q};,‘r, D f A
@ E
CITY AND STATE ELEVATION: 433 THRE: 347 FACILTY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |syp: RNAV (GPS) RWY
SEATTLE, WA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2
RNAV 7 MARCH 2013 AMDT: 8
SEATTLE-TACOMA INTL CATED. 0510772009

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAMES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BUCKK K10 C N47194374W122183216 E0165 NAR BUCKK
SUSAEAENRT CIDUG K10 C L N47002809W122225783 E0165 NAR CIDUG
SUSAEAENRT CNNTI K10 C N47234029W122183009 E0165 NAR CNNTI
SUSAEAENRT DODVE K10 W N47295559W122182680 EO0166 NAR DODVE
SUSAEAENRT EBOCA K10 W N47032429W122184065 E0165 NAR EBOCA
SUSAEAENRT KLEWS K10 C N47133393W122183537 E0165 NAR KLEWS
SUSAEAENRT MGNUM K10 C N47385133W122183374 E0166 NAR MGNUM
SUSAEAENRT NEEAL K10 C N47100851W122183715 EO0165 NAR NEEAL
SUSAEAENRT SONDR K10 W N47072569W122205630 E0165 NAR SONDR
1 2 3 4 5 6 7 8 9 v} 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAP KSEAK1ASEA 0 119YHN47265960W122184240E017000433 1800018000C MNAR SEATTLE-TACOMA INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012
SUSAP KSEAK1FR34RY ACIDUG 010CIDUGK1EAOE IF X 18000 A JS
SUSAP KSEAK1FR34RY ACIDUG 020EBOCAK1EAOE A 020TF 02790042 + 05000 A JS
SUSAP KSEAK1FR34RY ACIDUG O030ONEEALK1EAOEE B 010TF 34330067 + 05000 A JS
SUSAP KSEAK1FR34RY ASONDR 0l10SONDRKLIEAOE A IF + 06000 18000 A JS
SUSAP KSEAK1FR34RY ASONDR 020NEEALK1EAQEE B 010TF 01320031 + 05000 A JSs
SUSAP KSEAK1FR34RY R 010NEEALK1EAOE I IF + 05000 18000 A JS
SUSAP KSEAK1FR34RY R 011KLEWSK1EAOE S O051TF 34330034 + 05000 A JSs
SUSAP KSEAK1FR34RY R 020BUCKKK1EAlE F O0O51TF 34330062 + 02200 RW34R K1PGA JS
SUSAP KSEAK1FR34RY R 02 0BUCKKK1EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KSEAK1FR34RY R 021CNNTIK1EAOE S 031TF 34330039 V 0104001049 -275 A JS
SUSAP KSEAK1FR34RY R 030RW34RK1PGOGY M 031TF 34330022 00407 -275 A JS
SUSAP KSEAK1FR34RY R 040 0 M CA 3433 + 00547 A JS
SUSAP KSEAK1FR34RY R 050DODVEK1EAOQOE DF + 03000 A JS
SUSAP KSEAK1FR34RY R 06 OMGNUMK1EAOQEY 010TF 3425 + 05000 A JS
SUSAP KSEAK1FR34RY R 070MGNUMK1EAOEE R HM 16300050 + 05000 A JS
1 2 3 4 5 6 . 7 8 S v} 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012345678901234567890123456789012
SUSAP KSEAK1GRW34R 0119013433 N47255222W122182894+0700 +00828003470000601501 )
R
1 2 3 4 5 6 7 8 9 0 1 2 3 )
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 s}
O
o
CITY AND STATE ELEVATION: 433 THRE: 347 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup. RIVAV (GPSJRWY
SEATTLE, WA AIRPORT NAME: IDENTIFIER: RNAYV (GPS) Y RWY 34R, AMDT 2 4R
2 AMDT:
SEATTLE-TACOMA INTL RNAV 7 MARCH 2013 1B
DATED:  05/07/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAy—(ﬁES-LSIANQARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KSEAK1PR34RY RW34R001Y0000W34DON4725522165W12218289440+008280275N4727496635W12218279040106750000000597F4003507DC4AEAD
SUSAP KSEAK1PR34RY RW34RO02E +01057+01057LPV 42710
1 2 3 4 5 6 7 8 S 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSEAK1SRW34RK1PG o] 18018006425 M
\s}.\z_ ! ,)" .
@,
g
Chre
CITY AND STATE ELEVATION: 433 ) FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. RVAV (GPSTRWY |
THRE: 347 . : 34R
SEATTLE, WA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2 -
SEATTLE-TACOMA INTL 7 MARCH 2013 AMDT: 1B
RNAV
DATED:  05/07/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—_RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV ({(GPS)

ROUTES TRANSITION FI1X SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
CIDUG CIDUG 010 1¥F B
CIDUG EBOCA 020 IAF TF B 2.0 027.9(044.9T) 004.2 AR 05000
CIDUG NEEAL 030 TF B 1.0 343.3(000.3T) 006.7 AA 05000
SONDR SONDR 010 IAF IF B AA 06000
SONDR NEEAL 020 TF B 1.0 013.2(030.2T) 003.1 Al 05000
NEEAL 010 FACF IF B AA 05000
KLEWS 011 SDF TF B 0.5 343.3(000.3T) 003.4 AA 05000
BUCKK 020 FAF TF =B 0.5 343.3(000.3T) 006.2 AA 02200
CNNTI 021 SDF TF B 0.3 343.3(000.3T) 003.9 AA 01040 GS 01049
RW34R 030 MAP TF 0 0.3 343.3(000.3T) 002.2 AT 00407
MISSED APPROACH FIX SEQ USE PATH TURN TO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA B 343.31{000.3T) AA 00547
DODVE Q50 DF FB AA 03000
MGNUM 060 TF FO 1.0 342,5(359.5T} AA 05000
MGNUM Q70 HM R FO 163.0(180.0T) 005.0 AR 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BUCKK N471943.74 wWlz221832.16 N4719.729 W1z21B.536
CIDUG N470028.09 W1222257.83 N4700.468 W12222.564
CNNTI N472340.29 W1221830.09 N4723.672 wizzls.502
DODVE N472955,59 W1221826.80 N4729.927 W12218.447
EBOCA N470324 .29 W1221840.65 N4703.405 W12218.678
KLEWS N471333.93 W1221835.37 N4713.566 W12218.590
MGNUM N473851.33 W1221833.74 N4738,856 W1l2218.562
NEEAL N471008.51 W1l221837..5 N4710.142 Wl2218.619
SONDR N470725.69 W1222056.30 N4707.428 W1l2220.938
RW34R N472552.22 w1221828.%4 N4725.870 wWi2218.482
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW34R 00347 60
RIS
N
ST
A)é«‘,:‘:“
CITY AND STATE ELEVATION: 433 THRE: 347 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. FVAVIGPS) RWY
SEATTLE, WA AIRPORT NAME: g IDENTIFIER; RNAV (GPS) Y RWY 34R, AMDT 2 34R
SEATTLE-TACOMA INTL 7 MARCH 2013 AMDT: 1B
RNAV
DATED:  05/07/2009
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