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U.S. Department of Transportation
RNAV-STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

INSTRUMENT APPROACH PROCEDURE
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet

Federal Aviation Administration above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
TITLE 14 CFR PART 97.33 are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM TO COURSE AND DISTANCE ALTITUDE MAP: DA

BATKE (IAF) (40E) (43A) GUTTS (TF) (FB) (RNP 0.30) (40E) 280.76/4.45 2500
(43B)

GUTTS (IF) (40E) (431) DONNG (TF) (FB) (RNP 0.30) (40E) 280.71/5.10 1800/*1800
(43F) CLIMB TO 6000 VIA 280.84 TRACK TO ELMMS AND VIA 4.96 NM

RADIUS CW TO GOYBE AND VIA 074.95 TRACK TO SALAD AND
HOLD #

CONTINUED ON PAGE 2
ADDITIONAL FLIGHT DATA:

HOLD NE, LT, 240.01 INBOUND

APPROACH ROUTE QUALIFIER 1: P
APPROACH ROUTE QUALIFIER 2: A, S

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) ROUTE TYPE DESCRIPTION: A,R-
2. PROFILESTARTSAT GUTTS DISTTOTHLDFROM315HAT:0.82NM
3. FAC: * FAF: *SEETERMINALROUTES DISTFAFTO MAP: - THLD: 5.36

4. MIN. ALT: GUTTS 2500

5. DIST TO THLD FROM OM: 5.44 MM: 1M: 150 HAT: 100 HAT: GS ANT:- -
6. MIN GS INCPT: 1800 GS ALT AT: *SEE TERMINAL ROUTES FROM DONNG OM: MM: 1M:

7. GS ANGLE: 3.00 TCH: 54.0 34:1 IS CLEAR

8. MSA FROM: RW28R 5100 MAG VAR: 17E EPOCH YEAR: 1975

MINIMUMS

TAKEOFF: I ISTANDARD I X ISEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A x1

CATEGORY -----> A B C D E

DH/ MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/ MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/ MDA VIS HAT/HAA

SPECIAL AIRCREW AND AIRCRAFT AUTHORIZATION REQUIRED

RNP 0.30 328 3200 315 328 3200 315 328 3200 315 328 3200 315

NOTES: CHART NOTES:
FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -2°C (36F) OR ABOVE 48°C (119°F)
FOR INOPERATIVE ALSF INCREASERNP 0.30 VISIBILITY TO RVR 5000 ALL CATS. RF, GPS, AND RADAR REQUIRED.
#MISSED APPROACH OBSTRUCTIONS REQUIRE A CLIMB GRADIENT OF 294'/NM (490 FPM/100 KTS, 735 FPM/150 KTS, 980
FPM/200 KTS) TO 2200. NO WIND CONDITIONS

CITY AND STATE ELEVATION: 13 TDZE: FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: SUP:
13

AIRPORT NAME: IDENTIFIER: AMDT: ORIG-AOCT 25 2007
SAN FRANCISCO, CA SAN FRANCISCO INTL RNAV RNAV (RNP) Y RWY 28R, ORIG-B DATE 12/22/2005



U.S. DEPARTMENT OF TRANSPORTATION -FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES TITLE 14 CFR PART 97.33

TERMINAL ROUTES (CONTINUED):

FROM TO

DONNG (40E) (43F)
JOSUF (40E)
FABLA (40E)
RW28R (MAP) (40G) (41Y) (43M)
ELMMS (40E)
COSBA (40E)
GOYBE (40E)

JOSUF (RF) (FB) (40E) (165 KIAS)
FABLA (RF) (FB) (40E) (165 KIAS)
RW28R (TF) (FB) (40G) (41Y) (43M )

ELMMS (TF) (FB) (RNP 0.30) (40E) (42M)
COSBA (RF) (FB) (RNP 0.30) (40E) (265 KIAS)
GOYBE (RF) (FB) (RNP 1.00) (40E) (265 KIAS)
SALAD (TF) (FO) (RNP 1.00) (40E) (41Y) (43H)

CITY AND STATE ELEVATION:

AIRPORT NAME:

13 TDZE: 131 FACILITY
IDENTIFIER:

SAN FRANCISCO, CA SAN FRANCISCO INTL RNAV

FAA FORM 8260 -10 I March 2003 (Computer Generated)

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

COURSE AND DISTANCE ALTITUDE

(2.77 NM RADIUS CCW KJFMN)/1.73
(2.86 NM RADIUS CW HKGPR)/1.65
280.84/2.06
280.84/1.95
(4.96 NM RADIUS CW HLHRS)/2.38

(4.96 NM RADIUS CW HLHRS)/10.98
074.95/18.14

*1282
* 757

6000

PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE:

OCT 25 2007

RNAV (RNP) Y RWY 28R, ORIG-B

Page 2 of

SUP:

AMDT: ORIG-A

DATED: 12/22/2005

4 Pages



POINT DATA WAYPOINT LAT IN SECS

BATKE
COSBA
DONNG
ELMMS
FABLA
GOYBE
GUTTS
HKGPR
HLHRS
JOSUF
KJFMN

N373044.40
N373917.20
N373510.93
N373743.45
N373550.95
N374705.13
N373248.67
N373822.77
N374207.13
N373531.78
N373246.09

CONT. ON PAGE 4
CITY AND STATE ELEVATION: 13

AIRPORT NAME:
13TDZE:

SAN FRANCISCO, CA SAN FRANCISCO INTL

FAA FORM 8260 -10/ March 2003 (Computer Generated)

U.S. DEPARTMENT OF TRANSPORTATION -FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL,

RNA V (RNP)
STANDARD INSTRUMENT APPROACH PROCEDURE

except HAT, HAA,TCH, and RA. Altitudes are minimumaltitudes unlessotherwise indicated.
Ceilings are in feet above airport elevation. Distancesare in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES TITLE 14 CFR FAR PART 97.33 indicated, except visibilitieswhich are in statute milesor in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY -VERSION 424-17

ROUTES TRANSITION FIX SEa USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE

BATKE BATKE 010 IAF IF FB

BATKE GUTTS 020 IF TF FB 0.3 280.8 (298T) 004.5 02500
GUTTS 010 FACF IF FB 02500
DONNG 020 FAF TF FB 0.3 280.7 (298T) 005,2 01800
JOSUF 021 RF L FB 0.3 001.6 01282

FABLA 022 RF R FB 0.3 001.7 00757

RW28R 030 MAP TF FO 0.3 280.8 (298T) 002.1 00067 MAN

MISSED APPROACH FIX SEa USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE

ELMMS 040 TF FB 0.3 280.8 (298T) 002.10

COSBA 050 RF R FB 0.3 002.4

GOYBE 060 RF R FB 1.0 011.0

SALAD 070 TF FO 1.0 075.0 (092T) 018.1 06000

SALAD 080 HM FO 2.0 240.0 (257T) T015 06000

LONG IN SECS LATIN MINS LONG IN MINS

W1220424.32 N3730.740 W12204.405

W1222549.29 N3739.287 W12225.822

W1221501.71 N3735.182 W12215.029

W1222336.20 N3737.724 W12223.603

W1221908.18 N3735.849 W12219.136

W1222028.37 N3747.086 W12220.473
W1220921.08 N3732.811 W12209.351
W1221727.44 N3738.380 W12217.457
W1222041.08 N3742.119 W12220.685
W1221707.73 N3735.530 W12217.129

W1221645.29 N3732.768 W12216.755

FACILITY
I PROCEDURE NO.! AMDT NO.! EFFECTIVE DATE:

SUP:
IDENTIFIER: OCT 25 2007 AMDT: ORIG-A

RNAV I RNAV (RNP) Y RWY 28R, ORIG-B DATED: 12/22/2005

Page 3 of 4 Pages



RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHTSTANDARDSSERVICESTITLE14CFRFARPART97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

U.S.DEPARTMENTOF TRANSPORTATION -FEDERAL AVIATION ADMINISTRATION

ARINC FLIGHT INSPECTION SUMMARY -VERSION 424-17
CONTINUED...

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LATIN MINS LONG IN MINS

RWY
RW10R

N374625.92
N373648.71

THRESHOLD
ELEVATION

00013

W1215736.68
W1222125.70

N3746.432
N3736.812

W12157.611
W12221 .428

SALAD
RW28R

RUNWAY DATA
TCH

54

CITY AND STATE ELEVATION: 13
AIRPORT NAME:

TDZE: 13

SAN FRANCISCO, CA SAN FRANCISCO INTL

FAA FORM 8260 - 10/ March 2003 (Computer Generated)

FACILITY
I PROCEDURE NO.1AMDT NO.1 EFFECTIVE DATE:

SUP:
IDENTIFIER:

OCT 25 2007 AMDT: ORIG-A
RNAV I

RNAV (RNP) Y RWY 28R, ORIG-B DATED: 12/22/2005
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