RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

U.S. Department of Transportation
Federal Aviation Administration

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | maP: DA
WANGO (IAF)(40E)(43A) a‘f}’%‘(‘m F)FB)RNP 1.00) 232.55/10.33 3000
ROCKR(TF)(FB)(RNP 1.00)
SICOC IAF(40E)(43A) (40E)(41E) 112.33/7.87 3000 CLIMB TO 2100 VIA 172.52 TRACK TO POPVE AND HOLD.
CON VORTAC(IAF)(40V)(43A) ﬁgg}'(‘ﬁ{g NFB{RNP1.00) 183.36/6.22 3000
ROCKR (IF)(40E)(431) FJ(?;?}FSE)"FBHRNP e 172.45/5.06 1900
RISKE(40E)(42S) :f;'g"EE;{i}E'}:{{{EE}"R“P 0.50) 172.47/2.26 1700
KIMBR(FAF)(40E)(43F) RWA7(TF)(FO)(40G)(41Y)(43M) 172.49/4.30 ADDI:E)L%A; EG;,: szﬁ;g:oum
RW17(MAP)(40G)(41Y)(43M) POPVE(TF)(FO)(RNP 1.00) 172.52/6.51 2100 CHART FAS OBST: 288 BLDG 425656N/0712623W
(40EHA1E)43H) CHART FAS OBST: 439 TREE 425803N/0712624W
DISTANCE TO THLD FROM 377 HAT: 1.04 NM
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) 283:5 xﬁg:aﬁ’;_mmm_ B
2. PROFILE STARTS AT ROCKR ROUTE TYPE QUALIFIER 2: S
3. FAC: 17249 FAF: DIST FAF TO MAP: THLD: #TCH 267.3 MSL (DO NOT CHART)
4. MIN. ALT: ROCKR 3000, RISKE 1900
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MINGS INCPT: 1700 GS ALT AT: KIMBR 1700 OoM: MM: IM:
7. GS ANGLE: 310  TCH: 49.1# 34:11S NOT CLEAR
8. MSA FROM: RWA7 3900 MAG VAR: 16W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: | | STANDARD | X | SEE FAA FORM _ 8260-15A FOR THIS AIRPORT | ALTERNATE: NA | X |
CATEGORY =====> A B (o4 D E
DH/MDA| VIS |HAT/HAA|DH/MDA| VIS |HAT/HAA |[DH/MDA | VIS |HAT/HAA [DH/MDA | VIS |HAT/HAA [DH/MDA | VIS | HAT/HAA
SPECIAL AIRCRAFT AND AIRCREW AUTHORIZATION REQUIRED
RNP 0.11 DA 606 4000 377 606 4000 377 606 4000 377 606 4000 377
RNP 0.30 DA 810 1112 581 810 1112 581 810 1112 581 810 1112 581
NOTES:
CHART NOTES: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -15C(5F) OR ABOVE 38C (100F).
GPS REQUIRED. FOR INOPERATIVE MALSR, INCREASE RNP 0.11 VISIBILITY TO RVR 6000, RNP 0.30 VISIBILITY TO 2.
VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART PLANVIEW NOTE: MAX 230 KIAS AT SICOC.
CITY AND STATE ELEVATION: 266 TDZE: 929 | FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup:
AIRPORT NAME: IDENTIFIER: 28 AUG 2008 AMDT: NONE
MANCHESTER, NH MANCHESTER RNAV RNAV (RNP) Z RWY 17, ORIG DATE
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES  TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT SICOC VIA V93 SOUTHWEST BOUND, AND ARRIVALS AT WANGO VIA V93 EASTBOUND.

CITY AND STATE ELEVATION: 266 TDZE: 229 FACILITY
AIRPORT NAME: IDENTIFIER:
MANCHESTER, NH MANCHESTER RNAV

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: (Sup:

28 AUG 2008 AMDT: NONE

RNAV (RNP) Z RWY 17, ORIG DATED:

FAA FORM 8260 - 10/ March 2003 (Computer Generated)
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RNAV (RNP)

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
STANDARD INSTRUMENT APPROACH PROCEDURE

ELIGHT STANDARDS SERVICES TITLE 14 CER EAR PART.07.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
P | e g | rinfoatRAR

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18
ROUTES TRANSITION FIX

SEQ USE PATH TURN FO/FB RNP

tisibiliti shich-arein-statute il
ptvisibililes-which-are-in

MAG (TRUE) DISTANCE ALTITUDE

CON CON 010 IAF IF FB
CON ROCKR 020 TF FB 1.0 183.4 (167T) 006.2 03000
SICOC SICOC 010 |AF IF FB
SICOC ROCKR 020 TF FB 1.0 112.3 (096T) 007.9 03000
WANGO WANGO 010 IAF IF FB
WANGO ROCKR 020 TF FB 1.0 232.6(2177) 010.3 03000
ROCKR 010 FACF IF FB 03000
RISKE 011 SDF TF FB 0.5 172.5 (157T) 005.1 01900
KIMBR 020 FAF TF FB 0.5 172.5 (157T) 002.3 01700
RW17 030 MAP TF FO 0.3 172.5 (157T) 004.3 00267 MAN
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
POPVE 040 TF FO 1.0 172.5 (157T) 006.5 02100
POPVE 050 HM R FO 2.0 352.6 (337T) 004.0 02100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CON N431311.19 W0713431.66 N4313.187 WO07134.528
KIMBR N430024.20 WO0712840.87 N4300.403 WO07128.681
POPVE N425028.81 W0712249.07 N4250.480 WO07122.818
SICOC N430759.75 W0714321.12 N4307.996 W07143.352
RISKE N430228.77 W0712954.79 N4302.480 W07129.913
ROCKR N430707.18 W0713240.22 N4307.120 W07132.670
WANGO N431525.38 W0712416.46 N4315.423 W07124.274
RW17 N425627.32 W0712620.65 N4256.455 W07126.344
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 00218 49
CITY AND STATE ELEVATION: 266 TDZE: 9299 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
. IDENTIFIER:
AIRPORT NAME: 28 AUG 2008 AMDT:  NONE
MANCHESTER, NH MANCHESTER RNAV  |RNAV (RNP) Z RWY 17, ORIG DATED:
FAA FORM 8260 - 10 / March 2003 (Computer Generated) Page 3 of 3 Pages




