US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radialsare magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otherwise indicated. Cellings are in feet
above aimort elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in stafute miles or in feet RVR,

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [ILS: DA
LOC: 4.53 MILES AFTER CARUT INT/4.36 DME OR AT 1-OLJ 0.18
YICUB/GEG 20.00 DME (IAF) JEGDU/-OLJ 13.96 DME gozséo(? -6 ?_.})6 (HDG) & 028.49 / 4400 DME FIX
¥ GLIMB 10 2900 THEN CLIMBING LEFT TURN TO 4200 DIRECT GEG
JEGDUN-OLJ 13.96 DME (IF) CARUT INT/-OLJ 4.36 DME 029.49 / 9.60 {I-OL.J) 3900 G TN N ey o 1O
mgguﬂm CLIMB TO 2800 THEN CLIMBING RIGHT TURN TO
6500 ON HEADING 057 AND ON COE VOR/DME R-240 TO COE
VOR/DME AND HOLD,
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 028,00 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD SW
COE VOR/DME, LT, 051.00
INBOUND.
CHART FAS OBST: 2486 POLE 473514N/1173507W
CHART VDPAT1.21 D
1.PT L SIDE OF COURSE20049 OUTBOUND 4400 FT WITHIN 10 MILES OF GEG VORTAC (IAF) QggAggEYVDP TO THLD 1.38 MILES.
2. &}}‘E‘ﬁﬂ g&ﬁé)c%'rulgggnsecnon OF YICUB DR LEG AND
3. FAC: 029.49 FAF: CARUT INT/I-OLJ 4.36 DME DIST FAF TO MAP: 453 THLD: 453 | cuxer N PLANVIEW: COE VOR/DME.
4. MIN. ALT: CARUT 3300, ZONOM/I-OLJ 2.33 DME 3220*
5. DIST TO THLD FROM OM: 453 MM: - IM: 900 150 HAT: 1813 100 HAT: _ 859 GSANT: 1211
6. MIN GS INCPT: 3900 GSALTAT: CARUT 3900 OM: . MM - IM: 2490
7. GS ANGLE: 3.00 TCH:55.0
8. MSA FROM: GEG VORTAC 360-090 7100, 090-180 5300, 180-270 4300, 270-360 5300 MAG VAR: 16E EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | JiLs:# LOC: @
CATEGORY ===z== A B [ D E
DHIMDA| VIS |HAT/HAA|DHIMDA | VIS |HAT/HAAIDH/MDA | vis |HAT/HAA[DHIMDA | VIS |[HAT/HAAIDH/IMDA | VIS [HAT/IHAA
SLS 3 2585 1800 200 2585 1800 200 2585 1800 200 2585 1800 200
$1.0C 3 3220 2400 835 3220 4000 835 3220 178 835 3220 1718 835
CIRCLING 3220 1 835 3220 11/4 835 3220 2112 835 3220 2314 835
ZONOM FIX MINIMUMS
$40C 3 2880 2400 495 2880 2400 495 2880 5000 495 2880 5000 495
CIRCLING 2960 1 575 2960 1 575 2960 1112 575 2980 2 595
NOTES:
CATEGORY Il ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED SLS 3: CAT A, B, C, D, RA #9 gﬂg B 900-2, CAT € 900-2 1/2, CATD iy
104, RVR 1200, HATh 100, DA 2485 MSL. y a2
CATEGORY il ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED. S4LS-3: AT llla CAT @ CATys B 9002 CAT € 9002112, CATD G 4
A.B,C,D, RVR 700. CAT liib CAT A,B,C,D, RVR 600. CAT liic NA. o F
| (SEE FORM 8260-10) e
| CITY AND STATE ELEVATION: 2385 THRE: 2365 FACILITY PROCEDURE NO.JAMDT NOJEFFECTIVE DATE:  |SUP:
SPOKANE, W, AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A  1/10/2013 y
NE, WA 1-OLJ ILS RWY 3 (SA CATI) , ILS RWY 3 (CAT il) AMDT: 6
SPOKANE INTL ILS RWY 3 (CAT lif) DATED  11/18/2010
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, ard radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.

RA 154, RVR 1400, HAT 150, DA 2535 MSL.

AUTOLAND OR HUD TO TOUCHDOWN.

SA CATEGORY [ ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED S-IL.S 3: CATA, B, C, D.

SA CAT I CHART NOTE: REQUIRES SPECIFIC OPSPEC, MSPEC, OR LOA APPROVAL AND USE OF HUD TO DH.

CAT Hl CHART NOTE: RVR 1000 AUTHORIZED WITH SPECIFIC OPSPEC, MSPEC, OR LOA APPROVAL AND USE OF

UL
A ® "
RN
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |[syp:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A  1/10/2013 -
1-oLJ ILS RWY 3 (SA CAT 1), ILS RWY 3 (CAT I} AMDT:
SPOKANE INTL ILS RWY 3 (CAT 1) DATED. 111812010
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u.

S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated,
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport efevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 5 0 1 2 3
NAVAID 123456789012345678501234567850123456789012345678901234567890123456783012345678501234567890123456789012345678501234567890123456789012
SUSAD GEG  K1011550VTHA N47335380W117373679 N47335380W117373679E0210027562 NARSPOKANE
SUSAD KGEGK1 TOLJ K1011110 IT IOLJN47363205W117331510 023800 NARSPOKANE INTL
1 2 3 4 5 I 7 8 9 0 1 2 3
WP 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CARUT K10 c N47332585W117374632 E0153 NAR CARUT
SUSAEAENRT  JEGDU K10 R N47264126W117475020 EQ154 NAR JEGDU
SUSAEAENRT  YICUB K10 R L N47280922W118055254 E0154 NAR YICUB
SUSAEAENRT  ZUKAK K10 W N47221654W117542472 B0154 NAR CNF ( ZUKAK)
1 2 3 2 5 6 7 8 ) ) 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456785012
SUSAP KGEGK1AGEG 0 110YHN47370850W117320680E018002385 18060018000C MNAR SPOKANE INTL
1 2 3 4 5 6 7 3 9 0 1 2 3
3EGMENT 1234567830123456789012345678501234567890123456789012345676901234567890123456789012345678901234567890123456768901234567850123456789012
. SUSAP KGEGKIFIO3 AGHEG 010GEG KX1D OVE AR  PI IOLJKL 2119006116450100PT + 04400 18000 0 N$
SUSAP KGEGKIFIO3  AYICUB 0l0YICUBKIEAOE A P 18000 0 N3
SUSAP KGEGK1FIO3  AYICUB 020ZUKAKK1EAOE TF + 04400 0 NS
SUSAP KGEGKLIFIO3  AYICUB 030JEGDUKLEAOEE B CF IOLJK1 2095016102950063PT + 04400 0 NS
SUSAP KGEGKIFIO3 T 010JEGDUK1EAROE I IF IOLJK1 20950161 PI J 044000396018000 0 NS
SUSAP KGEGKIFIO3 I 020CARUTKLEACE F CF TOLJK1 2095006502900096PT H 0390003900 -300GEG  K1D 0 NS
SUSAP KGEGK1FIO3 T 030RW03 K1PGOGY M CF TOLJK1 2095002002900045PT 02440 -300 0 NS
SUSAP KGEGK1FIO3 I 040 o M cA 0255 + 028500 0 NS
SUSAP KGEGKIFIG3 I 050GEG KID OVY L DF + 04200 0 N3
SUSAP KGEGK1FIO3 I 060GEG K1D GVE R HM 0280T010 + 04200 0 NS
1 2 3 4 3 s 7 8 9 0 1 Z 3
RUNWAY 123456789012345678901234567690123456789012345678901234567890123456789012345678501234567850123456785012345678901234567890123456769012
SUSAP KGEGKIGRWO3 0110020275 N47363629W117330029-0600 +0708602385000058150T IOLJ3
1 2 3 2 5 3 7 8 ) ) 1 2 3
LS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1TIOLJ3  011110RW03 N47375965W1173054760295N47364756W1173251881055 12110333300E01605802372 AL
AN
1 2 3 4 5 6 7 8 9 0 1 2 i fk
4
%Q@
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sUP:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT6A 1/10/2013
SPOKANE INTL ILS RWY 3 (SA CATI), ILS RWY 3 (CATI) AMDT: 6
1-0LJ
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97,29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

MSA 123456789012345678901234567890123456785012345678901234567690123456789012345678901234567890123456789012345678901234567850123456782012

SUSAP KGEGK1SGEG K1D 0 090180053251802700712527036005325360(—3;004;;5 --------------- ':‘ ﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁ
3Ly
& e
) 4
CITY AND STATE ELEVATION: 2088 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
SPOKANE, WA AIRPORT NAME: IDENTIFIER; ILS OR LOC RWY 3, AMDT 6A  1/10/2013
SPOKANE INTL oL ILS RWY 3 (SA CAT I}, ILS RWY 3 (CAT Il) AMDT: 6
- ILS RWY 3 (CAT ) DATED:  11/18/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

FLIGHT STANDARDS SERVICES - FAR PART 97.29

ILS STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GEG GEG 010 IAF PI R FB 164 .51} 010.0 AR 04400
YICUB YICUB 010 IAP IF FB
YICUB ZUXAK 020 TF FB AR 04400
YICUR JEGDU 030 CF B 028.51} 006.3 AR 04400
JEGDU 010 FACP IF FB AR 04400 GI 03900
CARUT 020 FAF (842 FB 029.01(; 009.6 GI 03900 GS 03300
RWO3 030 MAP cp FO 025.01) 004.5 AT 02440
MISSED APPROACH FIX SEQ USE PATH TURKN FOQ/FB RNP MAG {THUE} DISTANCE ALTITUDE SPEED
040 CA FB 025.5() AR 02900
GEG 050 DF L FO AA 04200
GEG 060 HM R FO 028.04} T01.0 AR 04200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GEG N473353.80 W1l73736.7% N4733.887 W11737.613
IOLJ (DME) N473632.05 W1173315.10 N4736.534 W11733.252
CARUT N473325.85 W1173746 .32 N4733.431 W1l1737.772
JEGDU N472641.26 W1174750.20 N4726.688 W11747.837
YICUB N472809.22 W1180552.54 N4728.154 W1l1i805.876
ZUKAK N472216.54 W1ll178424 .72 N4722.276 W11754.412
RWO3 N473636.,29 W1173300.29 N4736,605 W11733.005
I0LT ({LOC) N473759.69 W1173054.76 N4737.885 W11730.913
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO03 02385 58
JC)M/’ 4
s
4
'I"}:\,.,,{f‘.
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT6A  1/10/2013
SPOKANE INTL ILS RWY 3 (SA CAT), ILS RWY 3 (CAT If) AMDT: 6
oL ILS RWY 3 (CAT IIl) DATED:  11/18/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA, Aliifudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97,256 indicated, except visibiliies which are in statute miles or in feet RVR,

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678201234567890123456785012345678901234567890123456785012345678901234567830123456789012345678901234567890123456789012
SUSAD GEG K1011550VTHA N47335380W117373679 N47335380W117373679E0210027562 NARSPOKANE
SUSAD KGEGK1 IOLJ K1011110 IT IOLJIN47363205W117331510 023800 NARSPOKANE INTL
1 2 3 4 5 6 7 8 S 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CARUT K10 C N47332585W117374632 E0153 NAE CARUT
SUSAEAENRT JEGDU K10 R N47264126W117475020 EC154 NAK JEGDU
SUSAEAENRT YICUB K10 R L N47280522W118055254 E0154 NAR YICUB
SUSAEAENRT ZONOM K10 R N47345116W117353830 EQ153 NAR ZONOM
SUSAEAENRT ZUKAK K10 W N47221654W117542472 E0154 NAK CNF ( ZUKAK)
1 2 3 4 5 6 7 8 8 0 1 2 3
AIRPORT 123456789012345678501234567890123456789012345678901234567890123456783012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1AGEG 0 110YHN47370850W117320680E018002385 18g0018000C MNAR SPOKANE INTL
1 2 3 4 = 6 7 8 3 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456785012
SUSAP KGEGK1FL03 AGEG O10GEG KI1D OVE AR PTI IOLJKL 2119006116450100PT + 04400 18000 0 NS
SUSAP KGEGK1FLO3 AYICUB OlO0YICUBKIEAOE A IF 18000 0 NS
SUSAP KGEGK1FLO3 AYICUB 02Z0QZUKAKK1EAQGE TF + 04400 0 NS
SUSAP KGEGKI1FL0O3 AYICUB O030JEGDUK1EAQEE B CF IOLJK1 2095016102950063PI + 04400 o NS
SUSAP KGEGKLFLO3 L 010JEGDUKIEACE I IF IOLJKL 20350161 PI + 04400 18000 0 NS
SUSAP KGEGK1FLO3 L 020CARUTKIEAQE ¥ CF IOLJK1 2095006502900096PT + 03500 GEG K1D 0 NS
SUSAP KGEGKI1FLO3 L 021ZONOMK1EAOE S CF IOLJKL 2095004502900020PT + 03220 ~304 0 NS
SUSAP KGEGKIFLO3 L 030RW03 K1PGOGY M CF IOLJK1 2095002002800025P1 02440 ~304 o NS
SUSAP KGEGK1FL03 L 040 0 M CA 0295 + 02800 0 NS
SUSAP KGEGKIFLO3 L 050GEG K1D oVY L DF + 04200 g NS
SUSAP KGEGK1FLO3 L 060GEG KI1D OVE R HM 02807010 + 04200 0 NS
1 2 3 4 5 & 7 8 ) 0 1 2 3
RUNWAY 123456789012345678%01234567830123456783012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012
SUSAP KGEGK1GRWO03 0110020275 N47363629W117330029-0600 +0708602385000058150TI0LI3
1 2 3 4 5 & 7 8 9 a 1 2 3
ILS 123456789012345678901234567890123456?890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890;2
------------------------------------------------------------------------------------------------------------------------------ {pké?}
SUSAP KGEGK1IIOLJ3 011110RW03 N47375969W1173054760295N47364756W1173251881055 12110333300E01605802372 e ol
4
-, o
20 et
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp- ‘"
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A 1/10/2013
SPOKANE INTL ILS RWY 3 (SA CAT 1), ILS RWY 3 (CATII) AMDT: 6
1-oLJ
ILS RWY 3 (CAT Ill) DATED:  11/18/2010

FAA FORM 8260 - 10/ April 2006 {Computer Generated)

Page L of @ Pages



clive bond
Typewritten Text
1/10/2013


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibiliies which are in statute miles or in feet RVR.

1 2 3 5 7 8 9 0 1 2 3
MSA 1234567890123456788012345678801234567839012345678901234567850123456789012345678901234567820123456783801234567890123456789012345678%9012
SUSAP KGEGK1SGEG KI1D 090180053251802700712527036005325360038004325 M
o o
e
A
S '
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: '
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A 1/10/2013
SPOKANE INTL oL ILS RWY 3 (SA CAT ), ILS RWY 3 (CAT Il) AMDT: 6
1-OL ILS RWY 3 (CATII) DATED:  11118/2010
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page Vi of 8 Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
— LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes untess otherwise indicated.
Ceilings are in feet above aimport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR,

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GEG GEG 010 IAF PI R FB 164.5¢() 0l0.0 AA” 04400
YIicus YICUB 010 IAF 1F FB
YICUB ZUKAK 020 TF FB AA 04400
YICUB JEGDU 030 CF FB 029.5() 006.3 AA 04400
JEGDU 010 FACF IF FB AR 04400
CARUT 020 FAF CF FB 029.0() 008.6 AA 03300
ZONOM 021 SDF CF FB 0238.0() 002.0 AA 03220
RWO3 03¢ MAP CF FC 028.0() ac2.5 AT 02440
MISSED APPROACH FIX SEQ USE PATH TURN FC/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 029.5() AA 02900
GEG 050 DF L FO AA 04200
GEG 060 HM R FO 028.0() T01.0 AR 04200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
© GEG N473353.80 W1173736.79 N4733.897 W11737.613
IOLJ {DME) N473632.05 W1173315.10 N4736.534 W11733.2582
CARUT N473325.85 W1173746.32 N4733.431 W11737.772
JEGDU N472641.286 W1174750.20 N4726.688 W11747.837
YICUB N472809.22 W1180852.54 N4728.154 W11805.8786
ZONOM N473451. 16 W1173538.30 N4734.853 W11735.638
ZUKAK N472216.54 W1175424.72 N4722.276 W11l754.412
RWO03 N473636.29 W1l73300.29 N4736.605 W11733.005
IOLJ (LOC) N473759.69 W11730%4.76 N4737.995 W11730.813
RUNWAY DATA THRESHOLD
RWY ELEVATICN TCH
RWO3 02385 58
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup.
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A  1/10/2013
SPOKANE INTL oLy ILS RWY 3 (SA CAT ), ILS RWY 3 (CAT Il) AMDT: 6
- ILS RWY 3 (CAT Il DATED:  11118/2010
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