
RNAV-STANDARD Bearings. headings. cc:uses. and radials are mag1elic. Elevations and altitudes are in feet, MSL. except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are mlnimun altitudes uliessolheiWise indicated. Ceiings are in feet 

FEDERAL A VIA TlON ADMINISTRATION TITLE 14 CFR PART 97.33 ~ airpat elevatial. DistaJJ:es are in nautical miles ..ness dherwise indicated, except visibilities wti:h 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

BATHY(IAF) WALAG(FB) 306.47 /11.62 2800 
LNAVNNAV: DA 
LNAV: RW36 

ZESOD(IAF) WALAG (FB) 052.04 I 4.25 2800 
CLIMB TO 2800 DIRECT RULSE AND HOLD. 

WALAG (IF) YOSKU(FB) 004.53/6.01 2600 

YOSKU (FAF) JULK0/2.50 NM TO RW36 (FB) 004.53/2.82 

JULK0/2.50 NM TO RW36 RW36 (MAP) (FO) 004.53/2.50 

RW36(MAP) 1132 MSL 004.53 

1132MSL RULSE(FO) 2800 
ADDITIONAL FUGHT DATA: 

HOLD N, AT, 184.521NBOUND. 
CHART FAS OBST: 1057 TREE 393959N/0850837W 
CHART FAS OBST: 1265 TOWER 393915N/0850851W 
DISTANCE TO THLD FROM 270 HATH: 0.71 NM. 
CHART VDP AT 1.59 MILES TO RW36• 
•LNAVONLV. 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF WAAS CHANNEL# 93929 

2. PROF'i'i:E STARTS AT WALAG -- REFERENCE PATH ID: W36A 
LTP HAE: 228.8 M 

3. FAC: 004.53 FAF:YOSKU DIST FAF TO MAP: 5.32 THLO: 5.32 

4. MIN. ALT: WALAG 2800, VOSKU 2600, JULKOf2.50 NM TO RW36 1700* 

5. DIST TO THLO FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 
6. MIN GS INCPT: 2600 GS ALT AT:VOSKU 2600 ----oM': "MM': IM: 
7. GSANGLE: 3.00 TCH:45.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW36 3000 MAGVAR:4W EPOCH YEAR: 1995 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A XI 
CATEGORY =====> A B c D E 

DHIMDA VIS HAT/HAA DH/MDA VIS HATIHAA DHIMDA VIS HATIHAA DH/MDA VIS HAT/HAA DHIMDA VIS HAT/HAA 
LPVDA 1132 1 270 1132 1 270 1132 1 270 1132 1 270 

LNAVNNAVDA 1351 1 518 489 1351 1 5/8 489 1351 1 5/8 489 1351 1 5/8 489 

LNAVMDA 1400 1 538 1400 1 538 1400 11/2 538 1400 1112 538 

CIRCLING 1440 1 574 1440 1 574 1440 11/2 574 1680 2314 814 

NOTES: 
\\P..l./;-CHART NOTE: FOR UNCOMPENSATED BARQ.VNAV SYSTEMS, LNAVNNAV NA BELOW -16C (4F) OR ABOVE 38C (100F). Q" .L 

CHART NOTE: DMEIDME RNP-0.3 NA. (I 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT BATHV ON V517 SOUTHBOUND. 

~ct<-() CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ZESOD ON T213 SOUTHWEST BOUND. 
(SEE FORM 826D-1 0} 
CITY AND STATE ELEVATION: 866 THRE: 862 FACIUTY PROCEDURE NOJAMDT NOJEFFECTIVE DATE: SUP: 

CONNERSVILLE, IN AIRPORT NAME: IDENTIFIER: 
RNAV 

RNAV (GPS) RWY 36, AMDT 2 AMDT: 1 

METTEL FIELD DATED 09/28/2006 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV- STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet. MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

NOTES, (CONT.): 
CHART PROALE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 
CHART NOTE: VDP AND BARO VNAV NA WHEN USING JAMES M. COX DAYTON INTL ALTIMETER SETTING. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE JAMES M COX OA YTON INTL ALTIMETER 
SETTING AND INCREASE LPV DA TO 1253 FEET AND VISIBILITY ALL CATS TO 11/4 MILE, LNAVNNAV DA TO 
1472 FEET AND VISIBILITY ALL CATS TO 21/4 MILES, INCREASE ALL MDA 140 FEET AND LNAV CATS CID 
VISIBILITY TO 1 7/8 MILE, INCREASE CIRCLING CAT C VISIBILITY TO 2 MILES AND CAT D VISIBILITY TO 3 
MILES. 

CITY AND STATE 

CONNERSVILLE, IN 
ELEVATION: 866 

AIRPORT NAME: 
THRE:862 FACIUTY 

IDENTIFIER: 
PROCEDURE NOJ AMDT NOJEFFECTIVE DATE: 

RNAV (GPS) RWY 36, AMDT 2 
RNAV 

METTEL FIELD 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: 

AMDT: 

DATED: 09/28/2006 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSI.., 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
CeHings are in feet above aiport elevation. Distances are In nautical miles unless otherwise indicated. 
except visibilities which are In statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATARELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIRER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
LTP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDmONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 
CONNERSVILLE, IN 

ELEVATION: 866 

AIRPORT NAME: 
THRE: 862 

METTEL FIELD 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

0 
0 
KCEV 
RW36 
0 

0 
W36A 
394122.4945N 
0850751.2555W 
+02288 
394251.6600N 
0850750.1900W 
00045.0 
F 
03.00 
106.75 
0768 
40.0 
50.0 

BC63FD89 

K5 
+02627 
+02627 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NOJ AMDT NOJEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 36, AMDT 2 

AMDT: 

DATED: 0912812006 
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U.S. DEPARTMENT OF TRANSPORTATION. FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET - 424-16 - RNAV (GPS) 

1 4 6 9 1 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

------ -- - -- ----- - ------- ------- -- - ----- - -- - ------- -- - -- -- - ------- -- ---- -- ------ -- -- -- --
SUSAEAENRT BATHY K50 c L N39234822W084551942 W00 53 NAR BATHY 
SUSAEAENRT JULKO K50 w ~39385237W085075306 W00 52 NAR JULKO 
SUSAEAENRT RULSE K50 w ~39534050W085074258 W00 53 NAR RULSE 
SUSAEAENRT WALAG KSO w N39300215W085075938 W00 52 NAR WALAG 
SUSAEAENRT YO SKU K50 w N39360327W085075508 W00 52 NAR YO SKU 
SUSAEAENRT ZESOD KSC 1'1 L N39271171W085120419 W00 51 NAR ZESOD 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123455789012 

SUSAP KCEVK5ACEV 0 065YHN39415350W085075210W004000866 1800018000C MNAR METTEL FIELD 

3 4 5 7 0 
SEGMENT l234567890123456789012345678901234567890123456789012345679901234567S9C12345678901234567890123456789012345678901234567890123456789012 

---- - ---------- - - -~-------- ------- ---- ---- ---- -- - --- .. -- ---- ---------- ---- -- ---- -- -- - -
SUSAP KCEVK5FR36 ABA THY 010BATHYK5EAOE A IF 18000 A JS 
SUSAP KCEVKSFR36 ABA THY 020WALAGK5EAOEE B OlOTF 30650116 + 02800 A JS 
SUSAP KCEVK5FR36 AZESOD 010ZESODKSEAOE A IF 18000 h JS 
SUSAP KCEVK5FR36 AZESOD 020WALAGK5EAOEE B 010TF 05200043 + 02800 A JS 
SUSAP KCEVK5FR36 R 0 10WALAGKSEAOE I IF + 02800 18000 A JS 
SUSAP KCEVK5FR36 R 020YOS~JK5EA1E F 051TF 00450060 + 02600 RW36 K5PGA JS 
SUSAP KCEVKSFR36 R 0 20YOSKUK5EA211ALPV ALNAV/VI.J.AV ALNAV JS 
SUSAP KCEVK5FR36 R 0 21JlJLKOK5EAOE s 031TF 00450028 v 0170001703 -300 A JS 
SUSAP KCEVKSFR36 R 030RW36 KSPGOGY M 031TF 00450025 00907 -300 A JS 
SUSAP KCEVK5FR36 R 040 0 M CA 0045 + 01132 A JS 
SUSAP KCEVKSFR36 R 050RULSEK5EAOEY DF + 02800 A JS 
SUSAP KCEVK5FR36 R 060RTJLSEKSEAOEE R HM 18450050 t 02800 A ~rs 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KCEVK5GRW36 0065030045 N39412249W085075126+0100 +0228800862000045100R 

2 4 5 6 
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KCEVK5PR36 
SUSAP KCEVK5PR36 

RW36 001 OOOOW36AON3941224945W08507512555+022880300N3942516600W08507501900106750768000450F4005QOBC63FD89 
RW36 002E +02627+02627LPV 93929 

MSA 
liA.( 

123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789C~' '~ 

CITY AND STATE 

CONNERSVILLE, IN 
ELEVATION: 866 THRE: 862 

AIRPORT NAME: 
METTEL FIELD 

FAA FORM 8260 - 10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO.I EFFECTIVE DATE: 
RNAV (GPS) RWY 36, AMDT 2 

Page 4 of 

SUP: 

AMDT: 

() 6 
-)-, 

1 

DATED: 09/2812006 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

SUSAP KCEVK5SRW36 KSPG 

CITY AND STATE 

CONNERSVILLE, IN 

0 18018003025 

ELEVATION: 866 
THRE: 862 

AIRPORT NAME: 
METTEL FIELD 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

M 

PROCEDURE NO./ AMDT NO. f EFFECTIVE DATE: SUP: 
RNAV (GPS) RWV 36, AMOT 2 

AMDT: 1 

DATED: 09/28/2006 

Page 5 of 6 Pages 

kathryn l spurlin
Typewritten Text
26 JULY 2012



U.S. DEPARTMENT OF TRANSPORT A noN • FEDERAL AVIATION ADMINISTRA nON 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

ARINC S\JMMARY - 424-18 

ROUTES TRANSITION 

BATHY 
BATHY 
ZESOD 
ZESOD 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
CONNERSVILLE, IN 

- RNAV (GPS) 

FIX SEQ USE PATH 

BATHY 010 IAF IF 
WALAG 020 TF 
ZESOD 010 IAF IF 
WALAG 020 TF 
WALAG 010 FACF IF 
YO SKU 020 FAF TF 
JULKO 021 SDF TF 
RW36 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
RULSE 050 DF 
RULSE 060 HM 

WAY POINT LAT IN SECS 

BATHY N392348.22 
JULKO N393852.37 
RULSE N395340.50 
WALAG N393002.15 
YO SKU N393603.27 
ZESOD N3 92711.71 
RW36 N394122.49 

THRESHOLD 
RWY ELEVATION TCH 

RW36 00862 45 

ELEVATION: 866 
THRE; 862 

AIRPORT NAME: 
METTEL FIELD 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 
FB 
FB 
FB 
FB 
FB 
FO 

TURN FO/FB 

FB 
FO 

R FO 

LONG IN SECS 

W0845519.42 
W0850753.06 
W0850742.56 
>'10850759. 38 
W0850755.08 
W0851204.19 
W0850751.26 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings. headings. coun;es. and radials are magnetic. Elevations and altitudes are in feet. MSL. 
except HAT. HAA, TCH. and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated. except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1.0 306.5(302.5T) 011.6 M 02800 

1.0 052.0 (048 .OT} 004.3 M 02800 
M 02600 

0.5 004.5(000.5T) 006.0 M 02600 
0.3 004.5(000.5T) 002.8 M 01700 GS 01703 
0.3 004.5(000.5T) 002.5 AT 00907 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

004.5(000.5T) M 01132 
AA 02800 

184.5(180.5T) 005.0 M 02800 

LAT IN MINS LONG IN MINS 

N3923. 804 W08455.324 
N3938 873 W08507.884 
N3953.675 W08507.710 
N3930.036 W08507.990 
N3936.055 W08507.918 
N3927.195 W08512.070 
N3941.375 W08507.854 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 36, AMDT 2 

AMDT: 1 

DATED: 09/28/2006 
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