US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL., except
HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otherwise indicated. Cellings are in feet

above airport elevation. Distances are in nautical miles uniess otherwise indicated, oxcept visibilities which
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 are in statute miles of in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE t:v: ?\?«N v
Vi :D
SONET MEZXI (FB) 282.13122.07 3600 ,_Nﬁv; Rye18 A
BUILT ULIGY (FO 033.27113.59 3600 _
(FO) CLIME TO 3100 DIRECT USXEL AND HOLD.
MEZXI (IAF) ULIGY (NOPT) (FB) 272.06/5.30 3600
JEN VORTAGC (IAF) ULIGY {NOPT) (FB) 205.95/22.32 3600
ULIGY (IFNIAF) FENIV (FB) 182.01/6.90 2500
FENIV (FAF) KUYNU/2.20 NM TO RW18 (FB) 182.00/ 1.44
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD S, RT, 001.97 INBOUND.

CHART FAS OBST: 1386 POLE 314214N/0980S06W

DISTANCE TO THLD FROM 250 HATH: 0.66 NM.

CHART VDP AT 0.99 MILES TO RW18*

*LNAV ONLY.

4 WAAS CHANNEL # 72629
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) f;gi‘;%’_‘gg;&}“ ID: W18A
2. HOLD N ULIGY, RT, 182.01 INBOUND, 3600 FT. IN LIEU OF PT (IAF) T
3. FAC: 182.00 FAF: FENIV DISTFAF TOMAP: 3584 THLD:  3.64
4. MIN. ALT: ULIGY 3600, FENIV 2500, KUYNU/2.20 NM TO RW18 2040*
5. DIST TO THLD FROM OM: MM: im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT:FENIV 2500 OM: MM m:
7. GSANGLE:  3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: RW18 3200 MAG VAR: 7E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY ====m= A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA Vis HAT/HAA | DH/MDA VIS HAT/HAA | DHIMDA VIS | HAT/HAA| DHIMDA VIS |HAT/HAA
LPV DA 1550 7/8 250 1550 7/8 250 1550 718 250 NA
LLNAVIVNAV DA 1550 718 250 1550 7/8 250 1550 7/8 250 NA
LNAV MDA 1640 1 340 1640 1 340 1640 1 340 NA
CIRCLING 1680 1 375 1760 1 455 1900 1172 595 NA
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING COMANCHE ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE, ALy
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAY NA BELOW -17C (2F) OR ABOVE 54C (130F). 0}3 /4,
CHART NOTE: DME/DME RNP-0.3 NA. 9
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. ()5 e]
(SEE FORM 8260-10) ol
CITY AND STATE ELEVATION: 1305 THRE: 1300 FACIUTY PROCEDURE NOJAMDT NO.JEFFECTIVE DATE:  {SUP:
HAMILTON, TX AIRPORY NAME: IDENTIFIER: RNAV (GPS} RWY 18, AMDT 1 :
RNAV 26 JULY 2012 AMDT: ORIG
HAMILTON MUNI DATED 1211712008
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibiliies which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

NOTES, (CONT.):
ON V358 NORTHEAST BOUND.
CHART PROFILE NOTE: VGS! AND RNAV GLIDEPATH NOT COINCIDENT.

*LNAV ONLY
CHART NOTE: VDP NA WITH COMANCHE ALTIMETER SETTING.

1/8 MILE AND CIRCLING CAT C VISIBILITY 1/2 MILE.

FROM TO COURSE AND DISTANCE ALTITUDE
KUYNU/2.20 NM TO RW18 RW18 (MAP) (FO) 182.0072.20
RW18 (MAP) 1550 MSL 182.00
1550 MSL USXEL (FO) 3100

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT BUILT ON V161 SOUTHBOUND AND ARRIVALS AT SONET

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON JEN VORTAC AIRWAY RADIALS 128 CW 267.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE COMANCHE ALTIMETER SETTING AND INCREASE
ALL DA 75 FEET AND ALL VISIBILITY 1/4 MILE. INCREASE ALL MDA 80 FEET AND LNAV CAT C VISIBILITY

FAA FORM 8260-10 / April 2006 (Computer Generated)
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CITY AND STATE ELEVATION: 1305 THRE: 1300 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup.
HAMILTON, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
RNAV 26 JULY 2012 AMOT: ore
HAMILTON MUNI DATED.  12/17/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, beadings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KMNZ
RUNWAY RwW18
APPROACH PERFORMANCE DESIGNATOR 4]
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER {APPROACH ID) W1BA
LTPIFTP LATITUDE 314021.7505N
LTP/FTP LONGITUDE 0980850.5890W
LTPIFTP ELLIPSOIDAL HEIGHT +03696
FPAP LATITUDE 313853.5500N
FPAP LONGITUDE 0980806.5000W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 108.75 -
LENGTH OFFSET ’ 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT {VAL) 50.0
CRC REMAINDER 6C2D0447
ADDITIONAL PATH POINT RECORD INFORMATION
{CAQ CODE K4
LTP ORTHOMETRIC HEIGHT +03963
FPAP ORTHOMETRIC HEIGHT +03963
WALz
S
%Z«d?
CITY AND STATE ELEVATION: 1305 THRE: 1300 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE: sSuUP:
HAMILTON, TX AIRPORT NAME: ‘DE”;;';'\"ER RNAV (GPS) RWY 18, AMDT 1 pywe pm
26 JULY 2012 i
HAMILTON MUNI DATED: 1211712008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

M‘AKH INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 & 7 8 9 0 1 2 3
NAVAID 123456783012345678901234567890122456789012345678301234567890123456785%012345678501234567890123456785012345678901234567890123456789012
SUSAD JEN K4011500VTLW N32093452W037523965 N32083452W057523865E0060013001 NARGLEN ROSE
1 2 3 4 5 [ 7 & 9 G 1 2 3
WP 123456789012345678901234567890123456789012345678901234567650123456789012345678901234567890123456789012345678901234567830123456789012
SUSAEAENRT BUILT K40 R I N31402445W098171363 EQ048 NAR BUILT
SUSAEAENRT FENIV K40 W N31435806W09808105S EQ047 KAaR FENIV
SUSABAENRT KUYNU K40 w N31423241W098082641 E0047 NAR KUYNU
SUSAEAENRT MEZXI K40 W N31495764W098004590 E0046 NAR MEZXI
SUSAEAENRT SONET K40 R L N31424504W037361745 E0044 NAR SONET
SUSAEARENRT ULIGY K40 w N31504770W098065457 E0047 NAR ULIGY
SUSAEAENRT USXEL K4§ W N31283541W098104934 BE0047 NAR USXEL
1 2 3 4 5 6 7 8 9 Q 1 2 3
AIRPORT 12345678%01234567890123456789012345678901234567890123456785901234567850123456785012345678%0123456785012345678501234567850123456789012
SUSAP KMNZK4AMNZ 0 049YHN31395730W098B08B5510E007001305 1800018000C MNAR HAMILTON MUNI
1 2 3 4 5 & 7 8 9 ¢ 1 2 3
SEGMENT 123456789012345678901234567890123456783012345678901234567890123456789012345678901234567850123456783012345678901234567890123456789012
SUSAP KMNZK4FR18 ABUILT 010BUILTK4EACGE IF 18000 A JS
SUSAP KMNZK4FR18 ABUILT 020ULIGYK4EAQEY C20TF 03330136 + 03600 A J8
SUSAP KMNZK4FR18 ABUILT O30ULIGYK4EAOEE AR HF 182060040 + 03600 A JS
SUSAP KMNZK4FR18 AJEN 010JEN K4D 0V A IF 18000 A JS
SUSAP KMNZK4FR18 AJEN O20ULIGYK4EACEE B 0107F 20600223 + 03600 A JS
SUSAP KMNZK4FR1B ASONET 010SONETK4EACE Ir 18000 A JS
SUSAP KMNZK4FR1S ASONET O20MEZXIK4EAQOE A 020TF 28210221 + 03600 A JS
SUSAP KMNZK4FR18 ASONET 030ULIGYK4EAOEE B 01O0TF 27210053 + 03600 A JS
SUSAP KMNZK4FR18 R 010ULIGYK4EAGE I IF + 03600 18000 A JS
SUSAP KMNZK4FR1S8 R O20FENIVK4EALE F OS1TF 18200069 + 02500 RW18 K4PGA JS
SUSAP KMNZK4FR18 R 02 0FENIVK4EAZWALPV ALNAV/VNAV ALNAV I8
SUSAP KMNZK4FR18 R 021KUYNUK4EADE § 031TF 18200014 V 0204002041 ~300 A J8
SUSAP KMNZK4FR18B R 030RW18 K4PGOGY M 0317F 18200022 01340 -300 A JS
SUSAP KMNZK4FR18 R 040 o M CA 1820 + 01550 A JS
SUSAP KMNZK4FR18 R 05 0USXELK4EAQEY DF + 03100 A JS
SUSAP KMNZK4FR1E8 R 06 0USXELK4EAOEE R HM 00200040 + 03100 A J8

1 2 E 4 5 6 7 8 9 0 1 2 3.,
RUNWAY 12345678901234567890123456769012345678501234567890123456789012345678901234567850123456789012345678901234567890123456789012345678 z‘{/f
____________________________________________________________________________________________________________________________________ L, -
CITY AND STATE ELEVATION: 1305 THRE: 1300 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp: B
HAMILTON, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
HAMILTON MUNI AMDT: ORIG
RNAV 26 JULY 2012
DATED: 1211772009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radiais are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

————MW INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KMNZK4GRW1B 0049981820 N31402175W038085055+0000 +0369601300000040075R

1 2 3 4 5 3 7 8 g o) 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012345678901234567890123456789012
SUSAP KMNZK4PR18 RW18 001 QUOOW1BAON3140217505W09808505890+036960300N3138535500W09809069000106751224000400F4005006C2D0447
SUSAP KMNZK4PR18 RW1g 002E +03963+03363LFV 72629
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456782012
SUSAP KMNZK4SRW18 K4PG 0 18018003225 ’ M
AL
& ) -
S
'S‘Z"cxfff?
CITY AND STATE ELEVATION: 1305 THRE: 1300 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
HAMILTON, TX AIRPORT NAME: ’ IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
HAMILTON MUNI 26 JULY 2012 AMDT: ORIG
RNAV
DATED:  12/17/2009
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV ‘G-ES)—SIANQABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet abave airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITICN FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BUILT BUILT 010 IF FB
BUILT ULIGY 020 TF FO 2.0 033.3(040.3T) 013.6 AD (03600
BUILT ULIGY 030 IAF HF R FO 182.0(189.0T) 004.0 AX 03600
JEN JEN 010 IAF IF FRB
JEN ULIGY 020 TF FB 1.0 206.0(213.0T) 022.3 Al 03600
SONET SONET 010 IF FB
SONET MEZXI 020 IAF TF FB 2.0 282,1(289.1T) 022.1 A2X 03600
SONET ULIGY 030 TF FB 1.0 272.1{27%.1T7} 005.3 Ah 03600
ULIGY 010 FACF IF FB AAX 03600
FENIV 020 FAF TF FB 0.5 182.0(189.0T) 006.9 Ad 02500
KUYNU 021 SDF TF FB 0.3 182.0(1892.07) 001.4 AA D2040 GBS 02041
RW18 030 MAP TF FO 0.3 182,0{(1839.0T) 002.2 AT 01340
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA PR 182.0{(189.0T) Ab 01550
USXEL 050 DF PO AR 03100
USXEL 060 HM R FO 002.0{C09.GT) 004.0 AA 03100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JEN N3209834.52 W0975239.65 N32098.575 W09752.661
BUILT N314024.45 W0881713.63 N3140.408 W08817.227
FENIV N314358.06 W0580810.55 N3143.3968 W0s9808.176
KUYNU N314232.41 W0980826.41 N3142.540 W09808.440
MEZXI N314957.64 W0980045.80 N3149.961 W09800.765
SONET N314245.04 W03973617.45 N3142.751 W09736.231
ULIGY N315047.70 W0980654 .57 N3150.785 wW09806.910
USXEL N312935 .41 W0981049.9%94 N3129.5%0 WO8B10.832
RW18 N214021.75 W0280850.58 N3140.363 W09808.843
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 01300 40
i
R A&/
%
[ 4 L]
“Apels
CITY AND STATE ELEVATION: 1305 THRE: 1300 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sSup:
HAMILTON, TX AIRPORT NAME: ’ IDENTIFIER: RNAYV {GPS) RWY 18, AMDT 1
HAMILTON MUNI AMDT: ORIG
RNAV 26 JULY 2012
DATED: 121172009
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