RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE t:x:v %‘ viD
AV: DA
LEFTY YUTUN (FO) 281.19/24.73 3600 LNAV: RW11
BOCAG (IAF) YUTUN (NOPT) (FB) 189.08 / 23.69 3600
CLIMB TO 3200 DIRECT KATEY AND HOLD.
YESUR (IAF) YUTUN (NOPT) (FB) 025.99/11.23 3600
RST VOR/DME (IAF) YUTUN (NOPT) (FB) 112.64/7.24 3600
YUTUN (IF/IAF) ZOMEM (FB) 105.62 / 6.40 3000
ZOMEM (FAF) COVPA/1.80 NM TO RW11 (FB) 105.72/ 3.50
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD E, LT, 285.98 INBOUND.

CHART FAS OBST: 1399 TREE 434026N/0921136W

DISTANCE TO THLD FROM 250 HATH: 0.66 NM.

CHART VDP AT 1.14 MILES TO RW11*

“LNAV ONLY.

WAAS CHANNEL # 65829
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF ;_‘;lgm'éﬂggfé‘\r ID: W11A
2. HOLD W YUTUN, RT, 105.62 INBOUND, 3600 FT. IN LIEU OF PT (IAF) T
3.FAC: 10572 FAF: ZOMEM DIST FAF TOMAP: 530 THLD: 530
4. MIN. ALT: YUTUN 3600, ZOMEM 3000, COVPA/1.80 NM TO RW11 1880*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3000 GS ALT AT: ZOMEM 3000 OM: MM: IM:
7. GSANGLE:  3.00 TCH:40.0 34:11S NOT CLEAR
8. MSA FROM: RW11 3900 MAG VAR: 1E EPOCH YEAR: 2000

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA|{DH/MDA VIS | HAT/HAA|DH/MDA VIS |HATHAA
LPV DA 1523 7/8 250 1523 7/8 250 1523 7/8 250 NA
LNAV/VNAV DA 1569 1 296 1569 1 296 1569 1 296 NA
LNAV MDA 1660 1 387 1660 1 387 1660 11/8 387 NA
CIRCLING 1700 1 423 1820 1 543 1820 11/2 543 NA
NOTES: ISEYPN
CHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. "
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 29 NA AT NIGHT. L0
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. "?s:m;’?
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING ROCHESTER INTL ALTIMETER SETTING. =Ly
(SEE FORM 8260-10) _
CITY AND STATE ELEVATION: 1277 THRE: 1273 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
PRESTON, MN AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 11, ORIG AMDT: NONE
RNAV
FILLMORE COUNTY 26 JULY 2012 DATED
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Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION s are in
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet above ajport efevation. Dista in nautical miles unless ctherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcors viaiies which are i atatute i of I oot VR oo s Ul
TERMINAL ROUTES, (CONT.)::
FROM TO COURSE AND DISTANCE ALTITUDE
COVPAJ/1.80 NM TO RW11 RW11 (MAP} (FO) 105.77 /1.80
RW11 (MAP) 1523 MSL 105.77
1523 MSL KATEY (FO) 3200
NOTES, (CONT.):

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F).
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ROCHESTER INTL ALTIMETER SETTING AND
INCREASE ALL DA 51 FEET AND ALL MDA 60 FEET AND INCREASE LPV AND LNAV/VNAV ALL CATS VISIBILITY

1/8 MILE AND LNAV AND CIRCLING CAT C VISIBILITY 1/4 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON RST VOR/DME AIRWAY RADIALS 076 CW 157.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL AT BOCAG ON V218 NORTHWEST BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL AT LEFTY ON V218 SOUTHEAST BOUND.

CHART PROFILE NOTE: VGSt AND RNAV GLIDEPATH NOT COINCIDENT.

i
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CITY AND STATE ELEVATION: 1277 THRE: 1273 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |SUp:
PRESTON, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, ORIG - NONE
FILLMORE COUNTY RNAY 26 JULY 2012 AMDT:
DATED:
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Bearings, headings, courses, and radials are magnelic. Elevations and allitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Aititudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KFKA
RUNWAY RW11
APPROACH PERFORMANCE DESIGNAT(OR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER {APPROACH 1D) W11A
LTP/FTP LATITUDE 434042.0320N
LTP/FTP LONGITUDE 0921113.1080W
LTP/FTP ELLIPSOIDAL HEIGHT +03578
FPAP LATITUDE 434016.2600N
FPAP LONGITUDE 0920915.5800W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR {METERS OR FEET USED} F
GLIDEPATH ANGLE (GPA} 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1528
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT {(VAL) 50.0
CRC REMAINDER 1A724590
ADDITIONAL PATH POINT RECORD INFORMATION
ICAD CODE K3
LTP ORTHOMETRIC HEIGHT +03879
FPAP ORTHOMETRIC HEIGHT +03879
. «"A{ 2
b £
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CITY AND STATE ELEVATION: 1277 THRE: 1273 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
PRESTON, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, ORIG T NONE
RNAV 26 JULY 2012 AMDT:
FILLMORE COUNTY DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in f2et, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

——BNAL(Q-E—S)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 2 5 6 7 8 5 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789212
SUSAD RST K3011200VDLA N43465856W092354898  N43465856W092354898E0050013891 NARROCHESTER
1 2 3 2 5 3 7 8 5 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789912
SUSAEAENRT BOCAG K30  C L N44072376W092205672 W0001 NAR BOCAG
SUSAEAENRT  COVPA K30 W N43411322W092133560 W0001 NAR COvPA
SUSAEAENRT  KATEY K30 W N43371197W091552043 W0004 NAR KATEY
SUSAEAENRT LEFTY K30  C L N43385534W091531947 W0004 NAR LEFTY
SUSAEAENRT  YESUR K30 R L N43340369W092334168 E0002 NAR YESUR
SUSAEAENRT  YUTUN K30 W N43440388W092263988 E0000 NAR YUTUN
SUSAEAENRT  ZOMEM K30 W N43421370W092181262 W0001 NAR ZOMEM
1 2 3 2 5 6 7 8 5 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567850123456789012
SUSAP KFKAK3AFKA 0 040YHN43403630W092104710E001001277 1800018000C  MNAR  FILLMORE COUNTY
1 2 3 2 5 6 7 8 5 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFKAK3IFRLl  ABOCAG 010BOCAGK3EAOE A  IF 18000 A Js
SUSAP KFKAK3FRLl  ABOCAG 020YUTUNK3EAOEE B 010TF 18910237  + 03600 A JS
SUSAP KFKAK3FR1l  ALEFTY 010LEFTYK3EAOE IF 18000 A JS
SUSAP KFKAK3FRLl  ALEFTY 020YUTUNK3EAOEY  020TF 28120247  + 03600 A JS
SUSAP KFKAK3FRLl  ALEFTY 030YUTUNK3EAOEE AR  HF 10560040  + 03600 A JS
SUSAP KFKAK3FR11 ARST OLORST K3D OV A  IF 18000 A JS
SUSAP KFKAK3FR11 ARST  020YUTUNK3EAQEE B 010TF 11260072 + 03600 A JS
SUSAP KFKAK3FRLl AYESUR Ol0YESURK3EAOE A  IF 18000 A JS
SUSAP KFKAK3IFR1l AYESUR 020YUTUNK3EAQEE B 010TF 02600112  + 03600 A JS
SUSAP KFKAK3FR11 R O10YUTUNK3EAOE I  IF + 03600 18000 A JS
SUSAP KFKAK3FR11 R 020ZOMEMK3EALE F 051TF 10560064  + 03000 RW1l K3PGA JS
SUSAP KFKAK3IFR1l R 020ZOMEMK3 EA2WALDY ALNAV/VNAV ALNAV Js
SUSAP KFKAK3FR11 R 021COVPAK3EAOE § O031TF 10570035  V 0188001886 300 A JS
SUSAP KFKAK3FR11 R 030RW11 K3PGOGY M 031TF 10580018 01313 300 A JS
SUSAP KFKAK3IFR11 R 040 o M ca 1058 + 01523 A JS
SUSAP KFKAK3IFR11 R O050KATEYK3EAOEY DF + 03200 A JS
SUSAP KFKAK3FR1l R 06OKATEYK3EAOEE L  HM 28600040  + 03200 A JS
1 2 3 2 5 3 7 8 5 0 1 P Lo
RUNWAY 123456769012345678901234567890123456769012345676901234567890123456789012345676901234567890123456789012345678901234567890123456789012, <
0
“
CoKe®
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

————"W lNSTRUMENT APPROACH PROCEDURE Cellings are in feet above airport elevation. Distances are in nauticat miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KFKAK3GRW11 0040011058 N43404203W092111311+0100 +03578061273000040075R

1 2 3 4 5 6 7 8 g O 1 2 3
PP 123456789012345678901234567850123456789012345678901234567880123456789012345678801234567890123456789012345678901234567890123456789012
SUSAFP KFKAK3PR11 RW1l 001 OQOOWL1AON4340420320W09211131080+033780300N4340162600W02205155800106751528000400F400500147245%0
SUSAP KFKAK3IPRI11 RW11l Q02E +03875+03879LPV 65829
1 2 3 4 5 [ 7 8 9 Q 1 2 3
MSA 1234567890123456788012345678901234567890123456785901234567890123456789012345678901234567850123456785012345678901234567890123456789012
SUSAP KFKAK3SRW1l K3pG 4] 18018003525 M
Gl
-t
[9 I B 4
B
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CITY AND STATE ELEVATION: 4277 THRE: 1273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE.  |sup:
PRESTON, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, ORIG
FILLMORE COUNTY 26 JULY 2012 AMDT: NONE
RNAV DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE} DISTANCE ALTITUDE SPEED
BOCAG BOCAG 010 IAF IF FB
BOCAG YUTUN 020 TF FB 1.0 189.1{190.1T) 023.7 AR 03600
LEFTY LEFTY Q10 1F FB
LEFTY YUTUN 020 TF FO 2.0 281.2{282,2T) 024.7 AA (3600
LEFTY YUTUN 030 IAF HF R FO 105.6{106.6T) 004.0 AA 03600
RST RST 010 IAF Ir FB
RST YUTUN 020 TF FB 1.0 112.6(113.6T) 007.2 AA 03600
YESUR YESUR Q10 IAF IF FB
YESUR YUTUN 020 TF FB 1.0 026.0{(027.0T) 011.2 AA 03600
YUTUN 0l0 FACF IF FB AR 03600
ZOMEM 020 FAF TF FB 0.5 105.6{106.6T) 00&.4 AR 03000
COVPA 021 SDF TF FB .2 105.7(106.7T) 003.5 AA 01880 GS 01886
RW11 Q30 MAP TF FO 0.3 105.8{(106.8T) 001.8 AT 01313
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SZEED
040 CA B 105.8(106.8T) AA 01523
KATEY 050 DF 70 AA 03200
KATEY 460 HM L =0 286.0(287.0T) 004.0 AA 03200
POINT DATA WAYPOINT LAT IN SECS LONG IN SZCS LAT IN MINS LCNG IN MINS
R8T N434658.56 W0923548.38 N4346.976 W09235.816
BOCAG N440723.76 W0822056.72 N4407.396 W09220.945
COVPA N434113.22 W0921335.580 N4341.220 W09213.5983
KATEY N433711.87 W0915520 .43 N4337.200 W039155.341
LEFTY N433855.34 W0915319.47 N4338.922 W09153.325
YESUR N433403.69 W09233241.68 N4334.062 W038233.685
YUTUN N434403.88 W0922639.88 N4344.065 W00226.665
ZOMEM N434213.70 W0s21812.62 N4342.228 W08218.210
RW11 N434042.03 W0821113.11 N4340.701 W09211.219
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW11l 01273 40
v,
-
7
CITY AND STATE ELEVATION: 1277 THRE: 1273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gup:
PRESTON, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, ORIG
FILLMORE COUNTY 26 TULY 2012 AMDT: NONE
RNAV DATED:
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