
RNAV(RNP)-STANDARD, Bearings, headings, courses, and radials are maptic. Elevations and altitudes are in feet, MSL, except 
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE, HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uriess otherwise indicated. Ceilings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abow airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities Vllhich 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE RNP:DA 

WAMAR(IF) PUCIC (TF) (FB) (RN.P 1.00) 200.95/3.04 4100 

PUCIC REYPY (RF) (FB) (RNP 1.00) (2.60 NM RADIUS CCW 3100 
(CFVTP))/4.08 CLIMB TO 3000 ON TRACK 020.99 TO WA YLN AND HOLD. 

REYPY REQPA (TF) (FB) (RNP 1.00) 110.99/0.86 2900 

REQPA NIBCI (RF) (FB) (RNP 1.00) (2.50 NM RADIUS CCW 2500 
(CFVTM))/1.80 

TUPlE (IF) NIBCI (TF) (FB) (RNP 1.00) 069.60/5.71 2500 

(SEE FORM 8260-1 0) 
ADDITIONAL FUGHT DATA: 

HOLD N, L T, 201.04 INBOUND. 
CHART FAS OBST: 727 ANT ON OL TWR 360608N/0863958W 
CHART FAS OBST: 705 TOWER 360558N/0863934W 
DISTANCE TO THLD FROM 379 HATH: 1.00 NM. 
CHART MANDATORY 5000ATWAMAR 
CHART MANDATORY 5000 AT ZODKA 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF CHART MANDATORY 4000 AT PUCOR 

2. PR"'FiLE STARTS AT JOVAB 
-- CHART MANDATORY 4000 AT TUPlE 

#TCH 649.1 MSL (DO NOT CHART) 

3. FAC: 020.98 FAF: DIST FAF TO MAP: THLD: ROUTE TYPE: A,H 
ROUTE TYPE QUALIFIER 1: F 

4. MIN. ALT: JOVAB 1900 ROUTE TYPE QUALIFIER 2: S 

5. DIST TO THLD FROM OM: 3.93 MM: IM: 150 HAT: 100 HAT: GSANT: 
CHART LOC RWY 2L 
CHART AT OR ABOVE 3000 AT ATKNS 

6. MIN GS INCPT: 1900 GS ALT AT:JOVAB 1900 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:59.4# 34:1 IS NOT CLEAR 

8. MSA FROM: RW02R 3100 MAGYAR: 3W EPOCH YEAR: 2010 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD 

CATEGORY =====> A B c D E 
DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 

AUTHORIZATION REQUIRED 

RNP 0.20 DA 969 4000 379 969 4000 379 969 4000 379 969 4000 379 i 

RNP 0.30 DA 1034 5000 444 1034 5000 444 1034 5000 444 1034 5000 444 

NOTES: 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW ·16C (4F) OR ABOVE 54C (130F). p.Jif, 
CHART NOTE: GPS REQUIRED. .:::j • 

CHART PLANVIEW NOTE AT ZODKA: MAX 210 KIAS. (4 1 0 
(' ,f 

JSEE FORM 8260-1 0) 
,1fl:·C 

CITY AND STATE ELEVATION: 599 THRE: 590 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 2R, AMDT 1 AMDT: CIRIG-B 

RNAV 
NASHVILLE INTL DATED 04105/2012 

FAA FORM 8260- 3 I April 2006 (computer generated) PAGE 1 OF (;PAGES 

clive bond
Typewritten Text
13 DECEMBER 2012



US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (RNP) - STANDARD, 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in fee~ MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 

INSTRUMENT APPROACH PROCEDURE, -TITLE 14 CFR PART 97.33 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

TERMINAL ROUTES, (CONT.): 
FROM TO 

NIBCI JOVAB (RF) (FB) (RNP 1.00) 

ATKNS (IF) TETCU (TF) (FB) (RNP 1.00) 

TETCU JOVAB (TF) (FB) (RNP 1.00) 

PUCOR (IF) WIPEN (TF) (FB) (RNP 1.00) 

ZODKA (IF) CIVEN (TF) (FB) (RNP 1.00) 

CIVEN WIPEN (RF) (FB) (RNP 1.00) 

WI PEN JOVAB (RF} (FB} (RNP 1.00) 

JOVAB (FAF} RW02R (MAP) (TF) (FO) 

RW02R(MAP) WAYLN (TF) (FO) (RNP 
1.00) 

NOTES, (CONT.): 
CHART PLANVIEW NOTE AT WAMAR : MAX 210 KIAS. 
CHART PLANVIEW NOTE AT PUCOR: MAX 210 KIAS. 
CHART PLANVIEW NOTE AT TUPlE : MAX 210 KIAS. 
CHART PLANVIEW NOTE ADJACENT TO WAMAR: RF REQUIRED. 
CHART PLANVIEW NOTE ADJACENT TO TUPlE: RF REQUIRED. 
CHART PLANVIEW NOTE ADJACENT TO PUCOR: RF REQUIRED. 
CHART PLANVIEW NOTE ADJACENT TO ZODKA: RF REQUIRED. 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 

COURSE AND DISTANCE 
(2.50 NM RADIUS CCW 
(CFVTM))I2.13 

020.94 I 6.64 

020.96/3.00 

333.01 I 8.00 

201.05/ 5.07 

(2.50 NM RADIUS CW 
(CFVTB))/5. 76 

(2.50 NM RADIUS CW 
(CFVTB)}/2.10 

020.98 I 3.93 

020.99111.98 

ALTITUDE 
1900 

2700 

1900 

2500 

4000 

2500 

1900 

3000 

CHART NOTE: FOR INOPERATIVE ALSF, INCREASE RNP 0.20 ALL CATS VISIBILITY TO RVR 6000, RNP 0.30 ALL 
CATS VISIBILITY TO 1 112. 
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH ILS OR LOC RWY 2L, ILS RWY 2L (CAT II), ILS 
RWY 2L (CAT Ill). 
CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS. 
CHART PROFILE NOTE: SEE PLANVIEW FOR MULTIPLE IF LOCATIONS. 
CHART PLANVIEW NOTE: RADAR REQUIRED 

CITY AND STATE 
NASHVILLE, TN 

ELEVATION: 599 

AIRPORT NAME: 
THRE: 590 FACILITY 

IDENTIFIER: 
PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 

RNAV (RNP) Z RWY 2R, AMDT 1 
RNAV 

NASHVILLE INTL 

FAA FORM 8260-10 I April 2006 Computer Generated) 

SUP: 

AMDT: ORIG-B 

DATED: 04/05/2012 

PAGE 2 OFbPAGES 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET - 424-18 - RNAV (RNP) 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-- -- -- -- ------------------ ------- ------ --- --- ------ ------------------------- -- --- --- -------------------------------
SUSAEAENRT ATKNS K70 c N3553S003W086451308 W0034 NAR ATKNS 
SUSAEAENRT CFVTB K70 w N36021488W086383737 W0035 NAR CNF{CFVTB) 
SUSAEAENRT CFVTM K70 w N36034761W086442926 W0034 NAR CNF{CFVTM) 
SUSAEAENRT CFVTP K70 w N3604C929W086452748 W0034 NAR CNF{CFVTP) 
SUSAEAENRT CIVEN K70 w N36012827W086354156 W0035 NAR CIVEN 
SUSAEAENRT JOVAB K70 w N3603C128W086413329 W0034 NAR JOVAB 
SUSAEAENRT NIBCI K70 w N36012966W086431606 W0034 NAR NIBCI 
SUSAEAENRT PUCIC K70 w N36045737W086483058 W0033 NAR PUCIC 
SUSAEAENRT PUC OR K70 w N3554C341W086362172 W0035 NAR PUC OR 
SUSAEAENRT REQPA K70 w N36012475W086452640 W0034 NAR REQPA 
SUSAEAENRT REYPY K70 w N36014071W086462691 W0034 NAR REYPY 
SUSAEAENRT TETCU K70 w N3600C973W086424178 W0034 NAR TETCU 
SUSAEAENRT TUPIE K70 w N35591354W086494384 W0033 NAR TUPIE 
SUSAEAENRT WAMAR K70 w N36075112W086472123 W0034 NAR WAMAR 
SUSAEAENRT WAYLN K70 c N36181044W086352874 W0035 NAR WAYLN 
SUSAEAENRT WIPEN K70 w N36005971W086411748 W0034 NAR WI PEN 
SUSAEAENRT ZODKA K70 w N36061810W086334527 W0035 NAR ZODKA 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KBNAK7ABNA 0 110YHN36072810W086404150W003000599 1800018000C MNAR NASHVILLE INTL 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KBNAK7FH02RZ AATKNS 010ATKNSK7E.A.OE 
SUSAP KBNAK7FH02RZ AATKNS 020TETCUK7E.ME 
SUSAP KBNAK7FH02RZ AATKNS 030JOVABK7E.A.OEE 
SUSAP KBNAK7FH02RZ APUCOR 010PUCORK7E.A.OE 
SUSAP KBNAK7FH02RZ APUCOR 020WIPENK7EAOE 
SUSAP KBNAK7FH02RZ APUCOR 030JOVABK7E.A.OEE 
SUSAP KBNAK7FH02RZ ATUPIE 010TUPIEK7EA.OE 
SUSAP KBNAK7FH02RZ ATUPIE 020NIBCIK7E.ME 
SUSAP KBNAK7FH02RZ ATUPIE 0 3 OJOVABK7E.A.O EE 
SUSAP KBNAK7FH02RZ AWAMAR 010WAMARK7EA.OE 
SUSAP KBNAK7FH02RZ AWAMAR 020PUCICK7E.A.OE 
SUSAP KBNAK7FH02RZ AWAMAR 030REYPYK7EF.OE 
SUSAP KBNAK7FH02RZ AWAMAR 040REQPAK7E.ME 
SUSAP KBNAK7FH02RZ AWAMAR 050NIBCIK7E.A,OE 
SUSAP KBNAK7FH02RZ AWAMAR 060JOVABK7EA.OEE 

CITY AND STATE 
NASHVILLE, TN 

ELEVATION: 599 

AIRPORT NAME: 

B IF 
010TF 
010TF 

B IF 
010TF 

R010RF 
B IF 

010TF 
L010RF 

B IF 
010TF 

L010RF 
010TF 

L010RF 
L010RF 

THRE: 590 

NASHVILLE INTL 

FAA FORM 8260-10 I Apri12006 (Computer Generated) 

+ 03000 18000 A FS 
+ 02700 A FS 
+ 01900 A FS 

04000 18000210 A-FS 
+ 02500 A FS 

0025003330 02100021 + 01900 CFVTB K7E.AA FS 
04000 18000210 A-FS 

+ 02500 A FS 
0025000696 02100021 + 01900 CFVTM K7E.AA FS 

05000 18000210 A-FS 
+ 04100 A FS 

0026002010 11100041 + 03100 CFVTP K7E.AA FS 
+ 02900 A FS 

0025001110 06960018 + 02500 CFVTM K7E.AA FS 
0025000696 02100021 + 01900 CFVTM K7E.AA FS 

FACILITY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (RNP) Z RWY 2R, AMDT 1 

I RNAV 

AMDT: ORIG B 

DATED: 04/05/2012 

Page 3 of 6 Pages 

clive bond
Typewritten Text
13 DECEMBER 2012



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

SUSAP KBNAK7FH02RZ AZODKA 
SUSAP KBNAK7FH02RZ AZODKA 
SUSAP KBNAK7FH02RZ AZODKA 
SUSAP KBNAK7FH02RZ AZODKA 
SUSAP KBNAK7FH02RZ H 
SUSAP KBNAK7FH02RZ H 
SUSAP KBNAK7FH02RZ H 
SUSAP KBNAK7FH02RZ H 
SUSAP KBNAK7FH02RZ H 

010ZODKAK7EJ!.OE B 
02 OCIVENK7EJl.OE 
030WIPENK7E.1l.OE 
040JOVABK7EJ!.OEE 
020JOVABK7EJl.1E F 
020JOVABK7EJl.2W 
030RW02RK7PGOGY M 
040WAYLNK7EJl.OEYM 
050WAYLNK7EMEE 

IF 
010TF 

R010RF 
R010RF 

IF 

031TF 
010TF 

L HM 

0025002011 
0025003330 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

33300058 
02100021 

20100040 

05000 
+ 04000 
+ 02500 
+ 01900 

18000210 

+ 01900 18000 
A031A021 

00649 
+ 03000 
+ 03000 

-300 

CFVTB 
CFVTB 
RW02R 

A-FS 
A FS 

K7EAA FS 
K7EAA FS 
K7PGA FS 

FS 
A FS 
A FS 
A FS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KBNAK7GRW02R 0080000210 N36064577W086400352-0600 +0150600590000059150IIUQU3 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KBNAK7SRW02RK7PG 

CITY AND STATE 
NASHVILLE, TN 

0 18018003125 

ELEVATION: 599 THRE: 590 

AIRPORT NAME: 
NASHVILLE INTL 

FAA FORM 8260 - 10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (RNP) Z RW'f 2R, AMDT 1 

AMDT: ORIGB 

DATED: 04/05/2012 

Page 4 of 6 Pages 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES. FAR PART 97.33 

ARINC SUMMARY - 424-18 - RNAV (RNP} 

ROUTES TRANSITION 

ATKNS 
ATKNS 
ATKNS 
PUC OR 
PUC OR 
PUC OR 
TUPIE 
TUPIE 
TUPIE 
WAMAR 
WAMAR 
WAMAR 
WAMAR 
WAMAR 
WAMAR 
ZODKA 
ZODKA 
ZODKA 
ZODKA 

MISSED APPROACH 

POINT DATA 

CITY AND STATE 
NASHVILLE, TN 

FIX SEQ 

ATKNS 010 
TETCU 020 
JOVAB 030 
PUCOR 010 
WIPEN 020 
JOVAB 030 
TUPIE 010 
NIBCI 020 
JOVAB 030 
WAMAR 010 
PUCIC 020 
REYPY 030 
REQPA 040 
NIBCI 050 
JOVAB 060 
ZODKA 010 
CIVEN 020 
WIPEN 030 
JOVAB 040 
JOVAB 020 
RW02R 030 

FIX SEQ 

WAYLN 040 
WAYLN 050 

WAYPOINT 

ATKNS 
CFVTB 
CFVTM 
CFVTP 
CIVEN 
JOVAB 
NIBCI 
PUCIC 
PUCOR 
REQPA 
REYPY 
TETCU 
TUPIE 

USE 

FAF 
MAP 

USE 

PATH 

IF 
TF 
TF 
IF 
TF 
RF 
IF 
TF 
RF 
IF 
TF 
RF 
TF 
RF 
RF 
IF 
TF 
RF 
RF 
IF 
TF 

PATH 

TF 
HM 

LAT IN SECS 

N355350.03 
N360214. 88 
N360347.61 
N360409.29 
N360128.27 
N360301.28 
N360129.66 
N360457.37 
N355403.41 
N360124.75 
N360140. 71 
N360009.73 
N355913.54 

ELEVATION: 599 THRE: 590 

AIRPORT NAME: 
NASHVILLE I NTL 

FAA FORM 8260 -10 I Apri12006 {Computer Generated) 

TURN 

R 

L 

L 

L 
L 

R 
R 

TURN 

L 

FO/FB 

FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FO 

FO/FB 

FO 
FO 

LONG IN SECS 

W0864513.08 
W0863837.37 
W0864429.26 
W0864527 .48 
W0863541.56 
W0864133.29 
W0864316.06 
W0864830.58 
W0863621.72 
W0864526.40 
W0864626.91 
W0864241.78 
W0864943.84 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP 

1.0 
1.0 

1.0 
1.0 

1.0 
1.0 

1.0 
1.0 
1.0 
1.0 
1.0 

1.0 
1.0 
1.0 

0.3 

RNP 

1.0 

MAG(TRUE) 

MAG(TRUE) 

DISTANCE 

002.1 

002.1 

004.1 

001.8 
002.1 

005.8 
002.1 

DISTANCE 

201.0(198.0T) 004.0 

LAT IN MINS 

N3553.834 
N3602.248 
N3603.794 
N3604.155 
N3601.471 
N3603.021 
N3601. 494 
N3604.956 
N3554.057 
N3601.413 
N3601.679 
N3600.162 
N3559.226 

LONG IN MINS 

W08645.218 
W08638.623 
W08644.488 
W08645.458 
W08635.693 
W08641.555 
W08643.268 
W08648.510 
W08636.362 
W08645.440 
W08646.449 
W08642.696 
W08649.731 

ALTITUDE 

AA 03000 
AA 02700 
AA 01900 
AT 04000 
AA 02500 
AA 01900 
AT 04000 
AA 02500 
AA 01900 
AT 05000 
AA 04100 
AA 03100 
AA 02900 
AA 02500 
AA 01900 
AT 05000 
AA 04000 
AA 02500 
AA 01900 
AA 01900 
AT 00649 

ALTITUDE 

AA 03000 
AA 03000 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: 
RNAV (RNP) Z RWY 2R, AMDT 1 

Page 5 of 

SPEED 

AB 210 

AB 2:.0 

AB 210 

AB 2:.0 

SPEED 

SUP: 

AMDT: ORIG B 

DATED: 04105/2012 

6 Pages 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

WAMAR N360751.12 W0864721.23 
WAYLN N361810.44 W0863528.74 
WI PEN N360059.71 W0864117.48 
ZODKA N360618.10 W0863345.27 
RW02R N360645.77 W0864003.52 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW02R 00590 59 

CITY AND STATE 
NASHVILLE, TN 

ELEVATION: 599 THRE: 590 FACILITY 

AIRPORT NAME: IDENTIFIER: 

I RNAV 
NASHVILLE INTL 

FAA FORM 8260 - 10 I April 2006 {Computer Generated) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

N3607.852 W08647.354 
N3618.174 W08635.479 
N3600.995 W08641.291 
N3606.302 W08633.755 
N3606.763 W08640.059 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (RNP) Z RWY 2R, AMDT 1 

AMDT: ORIGB 

DATED: 04/05/2012 
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