
RNAV • STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet; MSL, except 

US DEPARTMENT OF TRANSPORT A nON INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellngs are in feet 

FEDERAL AVIATION ADMINISTRAnON TITLE 14 CFR PART 97.33 abaile airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are In statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

YRK VORTAC (IAF) MYKEE (FB) 148.27 /15.60 2600 
LNAVNNAV: DA 
LNAV: RW12 

MYKEE (IF) JAVUP (FB) 118.25/5.96 2300 
CLIMB TO 1700 THEN CLIMBING LEFT TURN TO 3000 DIRECT 

JAVUP (FAF) KEVGE/2.80 NM TO RW12 (FB) 118.31/1.65 CROUP AND HOLD. 

KEVGE/2.80 NM TO RW12 RW12 (MAP) (FO) 118.34 I 2.80 

RW12 (MAP) 1700MSL 118.34 1700 

1700 MSL CROUP (FO) 3000 
ADDITIONAL FUGHT DATA: 

HOLD NE, RT, 235.67 INBOUND. 
CHART FAS OBST: 944 TREE 382244N/0823450W 
CHART 1502 TOWER 382314N/0823945W. 
CHART:ASR. 
DISTANCE TO THLD FROM 200 HATH: 0.45 NM. 
CHART VDP AT 1.00 MILES TO RW12* 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF *LNAVONLY. 

2. PROFiLE STARTS AT MYKEE -- WAAS CHANNEL #45699 
REFERENCE PATH ID: W12A 

3. FAC: 118.31 FAF:JAVUP DIST FAF TO MAP: 4.45 THLD: 4.45 LTP HAE: 219.1 M 

4. MIN. ALT: MYKEE 2600, JAVUP 2300, KEVGE/2.80 NM TO RW12 1760* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 2300 GS ALT AT:JAVUP 2300 OM: ~ IM: 

7. GSANGLE: 3.00 TCH:56.4 34:1 IS NOT CLEAR 

8. MSA FROM: RW12 3300 MAGVAR: 6W EPOCH YEAR: 1995 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD 

CATEGORY =====> A B c D E 

DHIMDA VIS HATIHAA DHIMDA VIS HAT/HAA DHIMDA VIS HATIHAA DHIMDA VIS HATIHAA DH/MDA VIS HATIHAA 
LPVDA 1027 4000 200 1027 4000 200 1027 4000 200 1027 4000 200 

LNAVNNAVDA 1125 4000 298 1125 4000 298 1125 4000 298 1125 4000 298 

LNAVMDA 1200 4000 373 1200 4000 373 1 4000 373 1200 4000 373 

CIRCLING 1340 1 512 1340 1 512 1340 11/2 512 1420 2 592 

NOTES: 
CHART NOTE: INOPERAnVE TABLE DOES NOT APPLY TO LPV. 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -16C (4F) OR ABOVE 38C (100F). o,UA{/ 
CHART NOTE: FOR INOPERAnVE MALSR, INCREASE LNAVNNAV ALL CATS VISIBILITY TO RVR 4500 AND LNAV ALL CATS VISIBILITY TO RVR 5500. ...... 
CHART NOTE: DMEIDME RNP-0.3 NA. n ,. ..c. 
(SEE FORM 8260-10) ~- ... o 
CITY AND STATE I ELEVATION: UZtl IMKt:.: t1Z7 FACIUTY PROCEDURE NO.IAMDT NO./EFFECTIVE DATE: SUP: ""~""' 

HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3 AMDT: 2 RNAV 
TRI-STATE/MIL TON J. FERGUSON FIELD DATED 12/16/2010 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE· TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are :..: !eet MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON YRK VORTAC AIRWAY RADIALS 062 CW 112. 

CHART PLANVIEW NOTE: CAUTION: FUEL BURNING STACKS 2 MILES WEST RWY 12 MAY BE MISTAKEN FOR MALSR. 

CITY AND STATE 

HUNTINGTON, WV 

ELEVATION: 828 

AIRPORT NAME: 

THRE: 827 

TRI-STATE/MILTON J. FERGUSON FIELD 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 12, AMDT 3 

SUP: 

AMDT: 2 

DATED: 12/15/2010 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings, headings, cou;ses, and radials are nagr.::t:c. Elevatior:s and altituc:!ns 2!::' in •o::~ ~!.SL, I 
except HAT. HAA, TCH, and RA. Altitudes are minimum altitudes unless otheiWise Indicated. j 
Ceilings are in feet above aiport elevation. Distan.:.es arc in nautir~r miles unl,~:'ls o·-!;;. wist indicated, 
except visibilities which are in staMe miles Of' in fett F!VR. 

FAS DATA BLOCK INFORMATION 

DATA FJELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTPIFTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

HUNTINGTON, WV 

ELEVATION: 828 

AIRPORT NAME: 

THRE: 827 

TRI-STATE/MILTON J. FERGUSON FIELD 

FAA FORM 8260-10 I April 2006 {Computer Generated) 

~ 

0 
0 
KHTS 
RW12 
0 

0 
W12A 
382219.8220N 
0823418.0050W 
-t-02191 
382145.8600N 
0823233.2500W 
00056.4 
F 
03.00 
106.75 
0608 
40.0 
35.0 

80ABF4C5 

K6 
-t-02520 
-t-02520 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 12, AMDT 3 

AMDT: 2 

DATED: 12116/2010 
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U.S. DEPARTMENT OF TRANSPORTATION ·FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET 424-8 - RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

3 
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD YRK K5011280VTL N38383888W082584202 N38383888W082584202W0050010401 NARYORK 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 

CROUP K50 
JAVUP K50 
KEVGE K50 
MYKEE K50 

C L N38301739W082235645 
W N38240139W082393200 
W N38232378W082373561 
W N38261705W082463279 

W0070 
W0068 
W0068 
W0067 

NAR 
NAR 
NAR 
NAR 

CROUP 
JAVUP 
KEVGE 
MYKEE 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KHTSK6AHTS 0 070YHN38220093W082333115W006000828 1800018000C MNAR TRI-STATE/MILTON J. FERGUSON F 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
-------- -------- ------- -------

SUSAP KHTSK6FR12 AYRK 010YRK KSD OV A IF 18000 A JS 
SUSAP KHTSK6FR12 AYRK 020MYKEEK5EAOEE B 010TF 14830156 + 02600 A JS 
SUSAP KHTSK6FR12 R 010MYKEEK5EAOE I IF + 02600 18000 A JS 
SUSAP KHTSK6FR12 R 020JAVUPK5EA1E F 051TF 11830060 + 02300 RW12 K6PGA JS 
SUSAP KHTSK6FR12 R 020JAVUPK5EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KHTSK6FR12 R 021KEVGEK5EAOE S 031TF 11830017 v 0176001775 -300 A JS 
SUSAP KHTSK6FR12 R 030RW12 K6PGOGY M 031TF 11830028 00883 -300 A JS 
SUSAP KHTSK6FR12 R 040 0 M CA 1183 + 01700 A JS 
SUSAP KHTSK6FR12 R 050CROUPK5EAOEY L DF + 03000 A JS 
SUSAP KHTSK6FR12 R 060CROUPK5EAOEE R HM 23570040 + 03000 A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KHTSK6GRW12 0070161184 N38221982W082341801+0000 +0219100827000056150I 

3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KHTSK6PR12 
SUSAP KHTSK6PR12 

RW12 001 OOOOW12AON3822198220W08234180050+021910300N3821458600W08232332500106750608000564F40035080ABF4C5 
RW12 002E +02520+02520LPV 45699 

CITY AND STATE 

HUNTINGTON, WV 
ELEVATION: 828 THRE: 827 

AIRPORT NAME: 
TRI-STATE/MILTON J. FERGUSON FIELD 

FAA FORM 8260-10 I Apri12006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 12, AMDT 3 

AMDT: 2 

DATED: 1211612010 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS} STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
excapt HAT, HAA, TCH. and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, excapt visibilities which are in statute miles or in feet RVR. 

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KHTSK6SRW12 K6PG 

CITY AND STATE 

HUNTINGTON, WV 

0 18018003325 

ELEVATION: 828 THRE: 827 

AIRPORT NAME: 
TRI-STATE/MILTON J. FERGUSON FIELD I 

FAA FORM 8260- 10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

M 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 12, AMDT 3 

AMDT: 2 

DATED: 12116/2010 
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U.S. DEPARTMENT OF TRANSPORTATION. FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-8 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

YRK YRK 010 IAF IF FB 
YRK MYKEE 020 TF FB LO 148.3{142.3T) 015.6 AA 02600 

MYKEE 010 FACF IF FB AA 02600 
JAVUP 020 FAF TF FB 0.5 118.3{112.3T) 006.0 AA 02300 
KEVGE 021 SDF TF FB 0.3 118.3(112.3T) 001.7 AA 01760 GS 01775 
RW12 030 MAP TF FO 0.3 118.3(112.3T) 002.8 AT 00883 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 118.3{112.3T) AA 01700 
CROUP 050 DF L FO AA 03000 
CROUP 060 HM R FO 235.7{229.7T) 004.0 AA 03000 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

YRK N383838.88 W0825842.02 N3838.648 W08258.700 
CROUP N383017.39 W0822356.45 N3830.290 W08223.941 
JAVUP N382401.39 WOB23932.00 N3824.023 W08239.533 
KEVGE N382323.78 W0823735.61 N3823.396 W08237.594 
MYKEE N382617.05 W0824632.79 N3826.284 W08246.547 
RW12 N382219.82 W0823418.01 N3822.330 W08234.300 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW12 00827 56 

<· 
' 

CITY AND STATE ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3 

TRI-STATE/MILTON J. FERGUSON FIELD 

I 
AMDT: 2 

RNAV 
DATED: 12/16/2010 
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