U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Celings are in feet above aimport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: I-STF 1.01 DME FIX
FEXIS/N-STF 12.17 SOUERI-STF 6.15 DME/RADAR 359.56 / 6.02 (I-STF) 2000
DME/RADAR (IF/IAF) CLIMB TO 1000 THEN CLIMBING LEFT TURN TO 2400 ON iGB
VORTAC R-266 TO NEEON/IGB 30.00 DME AND HOLD, OR AS
DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 1000 THEN CLIMBING LEFT TURN TO
4000 ON HEADING 273 AND SGS VORTAC R-086 TO NEEON/SQS
58.53 DME AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 265.65 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD
E NEEON/SQS 58.53 DME, RT, 265.68
INBOUND.
CHART FAS OBST: 464 TWR 332438N/0835048W
CHARTR-4404 A, B, C.
CHART VDP AT 2.13 DME;
DISTANCE VDP TO THLD 1.13 MILES.
SOUER TO RW36: 3.00/40.
1.PT SIDE OF COURSE QOUTBOUND FT WITHIN MILES OF (1AF)
2. HOLD S FEXiS, LT, 359.56 INBOUND, 3000 FT. IN LIEU OF PT {IAF)
3. FAC 359.56 FAF SOUERA-STF 6.15 DME/RADAR DIST FAF TO MAP THLD 515
4. MIN. ALT FEXIS 3000, SOUER 2000, UZWIR/I-STF 3.51 DME 1140
8. MSA FROM: 1GB VORTAC 180-295 2100, 295-180 3400 MAG VAR: 1W EPOCH YEAR: 2005
MINIMUMS
TAKEOQOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA ] X |
CATEGORY =====> A B C D E
MDA Vvis HAT/HAA] MDA VIS HAT/HAA] MDA VIS HAT/HAA ] MDA VIS JHAT/HAA | MDA ViS HAT/HAA
B-36 720 1 399 720 1 399 720 11/8 399 720 118 399
CIRCLING 920 1 587 920 1 587 920 1112 587 920 2 587
NOTES: it
CHART NOTE: WHEN VGS! INOP, CIRCLING RWY 18 NA AT NiGHT. \\ ’
CHART NOTE: DME REQUIRED., -
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. Tyl
CHART PLANVIEW NOTE: RADAR REQUIRED.
{SEE FORM 8260-10)
CITY AND STATE ELEVATION: 333 THRE: 321 FACILITY PROCEDURE NO /AMDT NO./EFFECTIVE DATE: sup
STARKVILLE, MS IAIRPORT NAME: IDENTIFIER: LOC/DME RWY 36, AMDT 1
I-STF 26 JULY 2012 AMDT ORIG-A
GEORGE M BRYAN DATE 05/05/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.25 except visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE GOLDEN TRIANGLE ALTIMETER SETTING AND

INCREASE ALL MDA 40 FEET; INCREASE §-36 CATS C/D VISIBILITY 1/8 MILE AND CIRCLING CATC
VISIBILITY 1/4 MILE.

CHART NOTE: VDP NA WHEN USING GOLDEN TRIANGLE ALTIMETER SETTING.

CITYAND STATE ELEVATION: 333 THRE: 321 FACILITY | PROCEDURE NO/AMDT NO/EFFECTIVE DATE:  [sup:
STARKVILLE, MS AIRPORT NAME: : LOC/DME RWY 36, AMDT 1
I-STF 26 JULY 2012 AMDT: ORIG-A
GEORGE M BRYAN — ——
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
. Alti ini itud I ise indi d.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE exggpt HAT,‘HAA, TCH, angl RA. Ntlti{des are minimum al}xtu es uniess otherwise mdlcgte

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 8 o] 1 2 3
NAVAID 1234567890123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567839012
SUSAD 1GB K7011620VTLA N33280775W088304893 N33230775W088304893E0040002401 RARBIGBEE
SUBAD KSTFK7 ISTF K70108%0 IT ISTFN33263223W088505142 003200 NARGEORGE M BRYAN
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 12345678901234567890123456789012345678901234567850123456783012345678901234567890123456789012345678901234567830123456789012345€789012
SUSAEAENRT FEXIS K70 ¢ N33142051W088503407 W001l4 NAR FEXIS
SUSAEARENRT NEEON K70 ‘R L N33285149W089064093 W0013 NAR NEECN
SUSAEAENRT SQUER K70 C N33202254W088504489 WOoo14 NAR SOUER
SUSAEAENRT UEZWIR K70 < N33230154W088504865 W0ool4 HAR UZWIR
1 2 3 4 5 3 7 8 3 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567830123456785801234567850123456785801234567890123456789012345678%5012345678%012
SUSAP KSTFK7ASTF 0 O55YHN32255320W088505500W001000333 is800018000C MNAR GEORGE M BRYAN
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 12345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678501234567890123456789012345678%012
SUSAP KSTFK7FL36 AFEXIS 010FEXISK7EAQEE AL HF ISTFK7 175601223596T010PT + 03000 18000 0 DS
SUSAF KSTFK7FL36 L Q1lOFEXISK7EAQE I IF ISTFK7 17960122 PI + 03000 18000 0 D8
SUSAP KSTFK7FL36 L C20S0UERK7EAQE F CF ISTFK7 1796006136000060FPT + 02000 IGB K7D ¢ DS
SUSAP KSTFKR7FL36 L 021UZWIRK7EAQOE S CF ISTFK? 1796003536000027PI + 01140 -300 0 DS
SUSAP KSTFK7FL36 L 030RW36 K7PGOGY M CF ISTFK7 1796001036000025P1 00361 -300 0 DS
SUSAP KSTFKVFL36 L 040 oM Ca 3596 + 01000 0 DS
SUSAP KSTFK7FL36 L OSONEEONK7EAQEY L CFYLGB K7 2656030026570140D + 02400 0 D8
BUSAP KSTFK7FL36 L O60NEECNK7EA0EE R HM 26570050 + 02400 0 DS
1 2 3 4 5 6 7 8 9 o 1 2 3

RUNWAY

123456789012345678501234567890123456783012345678501234567890123456785012345678901234567890123456789012345678901234567890123456785012

SUSAP KSTFK7GRW36 0055503586 N33253177W088505415+40200 +0069600321000040150RISTFO

1 2 3 4 5 [ 7 8 9 o] 1 2 3
ILs 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012
SUSAP KSTFK7IISTFO 010990RW36 N33263210W0885055373596 0550 0600 WOO010
1 2 3 4 5 7 8 9 0 1
MSA 123456789012345678901234567896123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123%?%7g5612
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Mg--‘:-]ff
e
CITY AND STATE ELEVATION: 333 THRE: 321 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
STARKVILLE, MS AIRPORT NAME: IDENTIFIER: LOC/DME RWY 36, AMDT 1
GEORGE M BRYAN 26 JULY 2012 AMDT: ORIG A
.STF
DATED:  05/05/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR, ’

M

SUSAP KSTFK7SIGB K7D ¢ 3601150212511536003425
vily
S P
CITY AND STATE ELEVATION: 333 THRE: 321 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
STARKVILLE, MS AIRPORT NAME: IDENTIFIER: LOC/DME RWY 36, AMDT 1
GEORGE M BRYAN 26 JULY 2012 AMDT: ORIG A
I-STF
DATED:  05/05/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITICN FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
FEXIS FPEXIS 010 IAF HF L FO 359.6() TC1.0 AA 03000
FEXIS 010 FACF IF FB AA 03000
SQUER 020 FAF CF FB 360.0¢0) 006.¢0 AR 02000
VZWIR 021l 8DF CF FB 360.01() 002.7 AA 01140
RW36 030 MAP CF FO 360.0() 002.5 AT 00361
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 359.6() B 01000
NEEON 050 CF L FO 265.7() 014.0 AR 02400
NEEON 060 HM R FO 265.7() 005.0 AA 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
I1GB N332807.75 W0883048.93 N3328.129 Wisg30.816
ISTF {(DME) N332632.23 W08B5051.42 N3326.537 W08850.857
FEXIE N331420.81 W0885034.07 N3314.342 W08850.568
NEECON N332851.49 W0B90640.83 N3328.858 W08306.682
SOQUER N332022.54 WO0B85044 .88 N3320.376 W08850.748
UZWIR N332301.54 W0885045.65 N3323.026 ®08850.828
RW36 N332531.77 W0885054.15 N3325.5390 WO8850.903
ISTF (LOC) N332632.10 W0885055.97 N3326.5835 WO885C.833
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00321 40
Wi
RN -
&
Tttt
CITY AND STATE ELEVATION: 333 THRE: 321 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
STARKVILLE, MS AIRPORT NAME: IDENTIFIER: LOC/DME RWY 36, AMDT 1
GEORGE M BRYAN 26 JULY 2012 AMDT: ORIG A
I-STF
DATED:  05/05/2011
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