
RNAV-STANDARD Bearings, headngs, courses, and radials are!lla$.Jl8liC. EIewIIons and allitudes are In feet, MSL, exce;.Jt I 
us DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HM. TCH. and RA. Altitudes are minimum aIIiludas l.I*ssoltlelwlse indicatad. Ceilngs are in fuet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 aIxMt alrpcxt ellllallan. DIstances are In nautical miles triIss otherwise indicafad, except visibilities which 
are in etatulle miles or In fillet RVR. 

i TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

FEDMU (IAF) ENEPE(FB) 190.97/10.59 3500 
LNAVNNAV:DA 
LNAV:RW14 

AQUAT(IAF) ENEPE(FB) 094.29/11.56 3500 
CLIMB TO 3500 DIRECT WUNTA AND HOLD. 

ENEPE (IF) CEGTU (FB) 140.93/6.21 2700 

CEGTU (FAF) DUBKEI3.00 NM TO RW14 (FB) 141.00/2.19 

DUBKEl3.00 NM TO RW14 RW14 (MAP) (FO) 141.02/3.00 

RW14 (MAP) 1272 MSL 141.02 

1272MSL WUNTA(FO) 3500 
ADDITIONAL FUGHT DATA: 

HOLD SE, RI, 321.18 INBOUND. 
CHARTFAS OBST: 1179 TREE 451134N10923406W 
CHARTFAS OBST: 1139 TREE 450921N10923330W 
DISTANCE TO THLD FROM 274 HATH: 0.70 NM. 
WAAS CHANNEL f#. 82425 
REFERENCE PATH 10: W14A 

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF LTP HAE: 274.9 M 

2. PROFii:E STARTS AT ENEPE 
--

3. FAC: 141.00 FAF:CEGTU DIST FAF TO MAP: 5.19 THLD: 5.19 

4. MIN. ALT: ENEPE 3500, CEGTU 2700, DUBKE/3.00 NM TO RW14 2000* 

5. DISTTO THLD FROM OM: MM: 1M: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 2700 GS ALT AT: CEGTU 2700 OM: "'Mii: 1M: 

7. GSANGLE: 3.00 TCH:5O.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW14 3500 MAGVAR:2E EPOCH YEAR: 1995 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I T STANDARD@ 

CATEGORY =====> A B C 0 E .-
DH/MDA VIS HAT/HAA DH/MDA VIS HATIHAA DHIMDA VIS HATIHAA DH/MDA VIS HAT/HAA DHIMDA VIS HATll-iAA 

LPVDA 1272 1 274 1272 1 274 1272 1 274 1272 1 274 

LNAVNNAVDA 1320 1 322 1320 1 322 1320 1 322 1320 1 322 

LNAVMDA 1440 1 442 1440 1 442 1440 1318 442 1440 1318 442 

CIRCLING 1520 1 522 1520 1 522 1520 1112 522 1560 2 562 

NOTES: 
CHART NOTE: BARO-VNAV NA WHEN USING OSCEOLA ALTIMETER SETTING. @NA WHEN LOCAL WEATHER NOT AVAILABLE. • "!>'. 

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -16C (4F) OR ABOVE 37C (98F). 
~:>" .7;: . 

CHART NOTE: WHEN VGSIINOP, STRAIGHT -IN/CIRCLING RWY 14 PROCEDURE NA AT NIGHT. '. 1 C 
M, 

CHART NOTE: DMEIDME RNP..().3 NA. """~(;': 
(SEE FORM a260-10) 

.,'.1_ • 

CITY'AND STATE ELEVATION: 998 THRE:998 FACIUTY PROCEDURE NO./AMDT NO.IEFFECTIve DATE: SUP: 
NEW RICHMOND, WI AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 14, AMDT 2A AMDT: 2 

RNAV 
NEW RICHMOND RGNL DATED 10120/201 1 
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART PROFILE NOTE: VGSI AND RNAV GLiDEPATH NOT COINCIDENT. 
*LNAVONLY 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless othelWise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise iniJicated. 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED. USE OSCEOLA ALTIMETER SETTING AND INCREASE 
ALL DAlMDA 40 FEET; INCREASE LNAVNNAV ALL CATS VISIBILITY 1/4 MILE. 

CITY AND STATE 
NEW RICHMOND, WI 

ELEVATION: 998 

AIRPORT NAME: 
THRE: 998 

NEW RICHMOND RGNL 

FAA FORM 8260·10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO.1 AMDT NO.fEFFECTIVE DATE: 
RNAV (GPS) RWY 14, AMDT 2A 

-(> .;., 

',IIo.t:.I ,''''" 

", ... C 
"J: 

SUP: 

'AMDT: 2 

DATED: 10/20/2011 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE - FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, M3L, 
except HAT, HM. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH 10) 
LTP/FTP LATITUDE 
L TPIFTP LONGITUDE 
L TPIFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLiDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
LTP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 
NEW RICHMOND. WI 

ELEVATION: 998 

AIRPORT NAME: 
THRE: 998 

NEW RICHMOND RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

~ 

o 
o 
KRNH 
RW14 
o 

o 
W14A 
450921.5845N 
0923246.4245W 
+02749 
450810.38ooN 
092313O.76OOW 
00050.0 
F 
03.00 
106.75 
iOn 
40.0 
50.0 

5ADD38AD 

K5 
+03040 
+03040 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO.1 AMDT NO.lEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 14. AMDT 2A 

IAMDT: 2 

DATED: 10/20/2011 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE - FAR PART 97.33 

Bearings, headings, courses, and racbls are magnetic. Elevaticns and altiludes are in feet, MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above alport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statuIe miles or in feet RVR. 

ARINC PACKET - 424-18· RNAV (GPS) 

1 2 3 4 5 6 7 8 9 o 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT AQUAT K30 C L N45194481W092584560 EOO04 NAR AQUAT 
SUSAEAENRT CEGTU K50 W N45133027W092371121 EOO01 NAR CEGTU 
SUSAEAENRT DUBKE KSO W N45114538W092351943 EOO01 NAR DUBKE 
SUSAEAENRT ENEPE K50 W N45182768W092422898 EOO02 NAR ENEPE 
SUSAEAENRT FEDMU K50 C L N45284662W092390697 EOO01 NAR FEDMU 
SUSAEAENRT WUNTA K50 W N44591668W092220579 EOOOO NAR WUNTA 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KRNHK5ARNH o 055YHN45085200W092322100E002000998 1800018000C MNAR NEW RICHMOND RGNL 

1 2 3 4 5 6 7 8 9 o 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KRNHK5FR14 AAQUAT 010AQUATKlEAOE A IF 18000 A JS 
SUSAP KRNHKSFR14 AAQUAT 020ENEPEKSEAOEE B 010TF 09430116 + 03500 A JS 
SUSAP KRNHKSPR14 APEDMU 010FEDMUKSEAOE A IF 18000 A JS 
SUSAP KRNHK5PR14 AFEDMU 020ENEPEKSEAOEE B 010TF 19100106 + 03500 A JS 
SUSAP KRNHK5PR14 R 010ENEPEKSEAOE I IP + 03500 18000 A JS 
SUSAP KRNHKSFR14 R 020CEGTUK5EA1E F 051TF 14090062 + 02700 RW14 KSPGA JS 
SUSAP KRNHK5FR14 R 020CEGTUK5EA2WALPV ALNAV /VNAV ALNAV JS 
SUSAP KRNHK5FR14 R 021DUBKEK5EAOE S 031TF 14100022 V 0200002003 -300 A JS 
SUSAP KRNHK5FR14 R 030RW14 K5PGOGY M 031TF 14100030 01048 -300 A JS 
SUSAP KRNHKSPR14 R 040 0 M CA 1410 + 01272 A JS 
SUSAP KRNHK5FR14 R 050WUNTAK5EAOEY DF + 03500 A JS 
SUSAP KRNHK5PR14 R 060WUNTAKSEAOEE R EM 32120040 + 03500 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KRNHKSGRW14 

CITY AND STATE 
NEW RICHMOND, WI 

0055071411 N45092158W092324642+0000 

ELEVATION: 998 

AIRPORT NAME: 
THRE: 998 

+0274900998000050075R 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NOJ AMDT NOJEFFECTIVE DATE: 
RNAV (GPS) RWY 14, AMDT 2A 

SUP: 

:AMDT: 2 

NEW RICHMOND RGNL DATED: 10/20/2011 

FAA FO RM 8260 -10 /Ap::d.l2006 (:om puterG enelated) PAGE 4 OF 5 PAGES 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

1 2 3 4 5 6 7 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet MSL, 
except HAT, HM, TCH, and RA. Altitudes are minimum altitudes unless otherwise Indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise incicated, 
except visibilities which are in statute miles or in feet RVR. 

8 9 o 1 2 3 
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KRNHKSPR14 RW14 001 0000W14AON4509215845W09232464245+027490300N450Bl03800W09231307600106751072000500F4005005ADD38AD 
SUSAP KRNHKSPR14 RW14 002E +03040+03040LPV 82425 

1 2 3 4 5 6 7 8 9 o 1 2 3 
MSA 1234567890123456789012345678901234567B9012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KRNHKSSRW14 K5PG 

CITY AND STATE 
NEW RICHMOND, WI 

o 18018003525 

ELEVATION: 998 
AIRPORT NAME: 

THRE: 998 

NEW RICHMOND RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

M 

PROCEDURE NO.1 AMDT NO.lEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 14, AMDT 2A 

AMDT: 2 

DATED: 10/20/2011 
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