US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE

TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: %\NAV oA
LNA :
HOPTU ZAMEK (FB) 324.13/6.04 2300 ._NA¥; RW23
ZAMEK (IAF FEDED (FB 17.36/7.00 2300
(1AF) ED (FB) 3 CLIMB TO 1600 THEN CLIMBING RIGHT TURN TO 2500 DIRECT
FEDED (IF) CUSKA (FB) 227.2716.83 1900 FOSTY AND HOLD.
CUSKA (FAF) WIVPA/1.60 NM TO RW23 (FB) 227.21/4.07
WIVPA/1.60 NM TO RW23 RW23 (MAP) (FO) 227.18/1.60
RW23 (MAP) 1600 MSL 227.18 1600
ADDITIONAL FLIGHT DATA:
1600 MSL FOSTY (FO) 2500 HOLD SW, LT, 057.00 INBOUND.
CHART FAS OBST: 159 TREE 414417N/0712507W
CHART: 383 TANK 414811N/0712129W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
CHART VDP AT 1.06 MILES TO RW23*
0&22%’ 8I-rl‘k;NEL #93823
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR e e e =
2. PROFILE STARTS AT FEDED LTP HAE: -16.2 M
3. FAC: 227.21 FAF: CUSKA DIST FAF TO MAP: 567 THLD: 567
4. MIN. ALT: FEDED 2300, CUSKA 1900, WIVPA/1.60 NM TO RW23 600*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1900 GS ALT AT: CUSKA 1900 OMm: MM: IM:
7. GS ANGLE: 3.00 TCH:51.1  34:11S CLEAR
8. MSA FROM: RW23 2600 MAG VAR: 15W EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA ] l STANDARD
CATEGORY =z====> A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS HAT/HAA |DH/MDA VIS |HAT/HAA | DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 244 2400 200 244 2400 200 244 2400 200 244 2400 200
LNAV/VNAV DA 340 2400 296 340 2400 296 340 2400 296 340 2400 296
LNAV MDA 420 2400 376 420 2400 376 420 3500 376 420 3500 376
CIRCLING 560 1 505 560 1 505 620 11/2 565 620 2 565
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 43C (109F). aAL
CHART NOTE: DME/DME RNP-0.3 NA. v &
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 4 o
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CATS C AND D VISIBILITY TO RVR 5000. Qs,h,_.fg.
(SEE FORM 8260-10) S
CITY AND STATE ELEVATION: 55 THRE: 44 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: RNAV (G2|35) RWY
PROVIDENCE, RI AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 23, AMDT 1A ANMDT: 1
RNAV 20 SEPTEMBER201:
THEODORE FRANCIS GREEN STATE DATED  10/20/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES



christopher d zuest
Typewritten Text
20 SEPTEMBER 2012

christopher d zuest
Typewritten Text

christopher d zuest
Typewritten Text


US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 34 NA AT NIGHT.
CHART NOTE: PROCEDURE NA FOR ARRIVALS AT HOPTU ON V139-151 EASTBOUND.

ALz
'.3) £
4
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PROVIDENCE, RI AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 23, AMDT 1A Py :
RNAV 20 SEPTEMBER201Z :
THEODORE FRANCIS GREEN STATE DATED:  10/20/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KPVD
RUNWAY RwW23
APPROACH PERFORMANCE DESIGNATOR Y

ROUTE INDICATOR Y
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W23A
LTP/FTP LATITUDE 414349.6960N
LTP/FTP LONGITUDE 0712515.5350W
LTP/FTP ELLIPSOIDAL HEIGHT -00162

FPAP LATITUDE 414234.2400N
FPAP LONGITUDE 0712618.8800W
THRESHOLD CROSSING HEIGHT (TCH) 00051.1

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0568
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER D15366D7

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE Ké
LTP ORTHOMETRIC HEIGHT +00135

FPAP ORTHOMETRIC HEIGHT +00135

5 ) o
CITY AND STATE ELEVATION: 55 THRE: 44 _|FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |gyp.RNAV (GPS) RWY 23
PROVIDENCE, RI AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 23, AMDT 1A o r
RNAV 20 SEPTEMBER201: AMDE
THEODORE FRANCIS GREEN STATE DATED:  10/20/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—BNAL(QE-S-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAERENRT CUSKA K60 c N41483757W071211346 w0147 NAR CUSKA
SUSAERENRT FEDED K60 W N41542450W071162074 w0148 NAR FEDED
SUSAEAENRT FOSTY K60 (& L N41503546W071383134 W0l46 NAR FOSTY
SUSAEAENRT HOPTU K60 R L N41465137W071020965 wo0l48 NAR HOPTU
SUSAEAENRT WIVPA K60 Cc N41451099W071240725 w0147 NAR WIVPA
SUSAERENRT ZAMEK K60 W N41503989W071082560 Wol48 NAR ZAMEK
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678501234567890123456789012
SUSAP KPVDK6APVD 0 071YHN41432640W071254160W015000055 1800018000C MNAR THEODORE FRANCIS GREEN STATE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPVDK6FR23-Y AHOPTU 0l10HOPTUK6EAOE IF 18000 A JS
SUSAP KPVDK6FR23-Y AHOPTU 020ZAMEKK6EAOE A 020TF 32410060 + 02300 A JS
SUSAP KPVDK6FR23-Y AHOPTU 030FEDEDK6EAOEE B 0l0TF 31740070 + 02300 A JS
SUSAP KPVDK6FR23-Y R 010FEDEDK6EAOE I IF + 02300 18000 A JS
SUSAP KPVDK6FR23-Y R 020CUSKAK6EALlE F O051TF 22730068 + 01900 RW23 K6PGA JS
SUSAP KPVDK6FR23-Y R 020CUSKAK6EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KPVDK6FR23-Y R 021WIVPAK6EAOE S O031TF 22720041 V 0060000605 -300 A JS
SUSAP KPVDK6FR23-Y R 030RW23 K6PGOGY M 031TF 22720016 00055 -300 A JS
SUSAP KPVDK6FR23-Y R 040 0 M CA 2272 + 01600 A JS
SUSAP KPVDK6FR23-Y R 050FOSTYK6EAOEY R DF + 02500 A JS
SUSAP KPVDK6FR23-Y R 060FOSTYK6ERAOEE L HM : 05700040 + 02500 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPVDK6GRW23 0071662272 N41434970W071251554+0100 -0016200044000051150I
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPVDK6PR23-Y RW23 001YOOOOW23A0N4143496960W07125155350-001620300N4142342400W07126188800106750568000511F400350D15366D7

SUSAP KPVDK6PR23-Y RW23 002E +00135+00135LPV 93823

1 2 3 4 5 6 7 8 9 0 1 2 3,

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 4

--------------------------------------------------------------------------------------------------------------------------------- A

. T

CITY AND STATE ELEVATION: 55 THRE: 44 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: RERY {GPETRWT 23
PROVIDENCE, RI AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 23, AMDT 1A
THEODORE FRANCIS GREEN STATE 20 SEPTEMBER201:% AMDT: 1
RNAY DATED:  10/20/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

____ RNAV(GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KPVDK6SRW23 K6PG 0 18018002625 M
CITY AND STATE ELEVATION: 55 THRE: 44 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. VAV (GPSJRWYZ3
PROVIDENCE, RI AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 23, AMDT 1A

THEODORE FRANCIS GREEN STATE
RNAV

20SEPTEMBER201z AMDT: 1

DATED:  10/20/2011
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—

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
____BNAy_(QESLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HOPTU HOPTU 010 IF FB
HOPTU ZAMEK 020 IAF TF FB 2.0 324.1(309.1T) 006.0 AA 02300
HOPTU FEDED 030 TF FB 1.0 317.4(302.4T) 007.0 AA 02300
FEDED 010 FACF IF FB AA 02300
} CUSKA 020 FAF TF FB OB 227.3(212.3T) 006.8 AA 01900
| WIVPA 021 SDF TF FB 0.3 227.2(212.2T) 004.1 AA 00600 GS 00605
| RW23 030 MAP TF FO 0.3 22%.,2:4212 .2T) 001.6 AT 00095
‘ MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
|
i 040 CA FB 227.2(212.2T) AA 01600
FOSTY 050 DF R FO AA 02500
FOSTY 060 HM L FO 057.0(042.0T) 004.0 AA 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CUSKA N414837.57 W0712113.46 N4148.626 W07121.224
FEDED N415424.50 W0711620.74 N4154.408 W07116.346
FOSTY N415035.46 W0713831.34 N4150.591 W07138.522
HOPTU N414651.37 W0710209.65 N4146.856 W07102.161
WIVPA N414510.99 W0712407.25 N4145.183 W07124.121
ZAMEK N415039.89 W0710825.60 N4150.665 W07108.427
RW23 N4143495.70 W0712515.54 N4143.828 W07125.259
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW23 00044 51
o
A
Z =
Ar A
CITY AND STATE ELEVATION: 55 THRE: 44 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: RNAV [GPSJRWY Z3
PROVIDENCE, RI AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 23, AMDT 1A
THEODORE FRANCIS GREEN STATE 20 SEPTEMBER201% AMDT: 1
RNAV
DATED:  10/20/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 6 of 6 Pages



christopher d zuest
Typewritten Text
20 SEPTEMBER 2012

christopher d zuest
Typewritten Text




