
RNAV- STANDARD Bearings, headings, courses, and radials are maptic. Elevationsandaltitudesare in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings am in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 al:ole airport elevation. Distances are in nautical miles unless othenNise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

IPUNE (IAF) ZUXON (NOPT) (FB) 138.75/5.00 2700 
LNAVNNAV: DA 
LNAV: RWOS 

SANOY (IAF) ZUXON (NOPT) (FB) 318.81 I 5.00 2700 
1 (;LI~6 _!~ 2000 DIRECT OBTOQ AND LEFT TURN ON TRACK 

ZUXON (IFIIAF) BIYAT(FB) 048.78/6.10 1700 311.01 TO PLUMY AND HOLD. 

BIYAT(FAF) RW05 (MAP) (FO) 048.82 I 4.69 

RW05 (MAP) 330 MSL 048.82 

330 MSL OBTOQ(FB) 

OBTOQ PLUMY (FO) 311.01 I 12.17 2000 
ADDITIONAL FUGHT DATA: 

HOLD NE, RT, 241.00 INBOUND. 
CHART FAS OBST: 197 TREE 275835NI0820146W 
CHART LAKE PLACID MOA. 
DISTANCE TO THLD FROM 200 HATH: 0.47 NM. 
CHART VDP AT 1.17 MILES TO RWOS* 
*LNAVONLY. 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF WAAS CHANNEL# 42805 

2. HOLD SW ZUXON, RT, 048.78 INBOUND, 2700 FT. IN LIEU OF PT (IAF) 
-- REFERENCE PATH ID: W05A 

LTPHAE:13.9M 

3. FAC: 048.82 FAF: BIYAT DIST FAF TO MAP: 4.69 THLD: 4.69 

4. MIN. ALT: ZUXON 2700, BIYAT 1700 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MINGS INCPT: 1700 GS ALT AT:BIYAT 1700 OM: "'M'i.i:'" IM: 

7. GSANGLE: 3.00 TCH:56.4 34:1 IS CLEAR 

8. MSAFROM: MAGVAR:4W EPOCH YEAR: 2000 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A 8 c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HATIHAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 330 1/2 200 330 1/2 200 330 1/2 200 330 1/2 200 

LNAVNNAVDA 499 3/4 369 499 3/4 369 499 3/4 369 499 3/4 369 

LNAVMDA 560 1/2 430 560 1/2 430 560 3/4 430 560 1 430 

CIRCLING 600 1 458 660 1 518 660 11/2 518 700 2 558 

NOTES: 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (SF) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE. 

Q-UAt/,.. CHART NOTE: DME/DME RNP-0.3 NA. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PLANT CITY ALTIMETER SETTING AND 

4 ""' INCREASE ALL DAIMDA 20FT AND LNAV CAT C/D VISIBILITY 1/8 MILE. ~~¢ (SEE FORM 8260-10) 
CITY AND STATE ELEVATION: 142 THRE: 130 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

LAKELAND, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG-B AMDT: ORIG-A 
RNAV 

LAKELAND LINDER RGNL DATED 12/1512011 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV- STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CATS C VISIBILITY TO 11/4 MILES. 
CHART NOTE: FOR INOPERATIVE MALSR WHEN USING PLANT CITY ALTIMETER SETTING, INCREASE LNAV CAT C/D 
VISIBILITY TO 1 318 MILES. 

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING PLANT CITY ALTIMETER SETTING. 

TAA 
FROM 

1. 319/30 CW 139/30 (NOPT) 
2. 319120 cw 139120 
3. 139/30 cw 229/30 
4 .. 229/30 cw 319/30 

TO 
319120 cw 139/20 
ZUXON (IFIIAF) (FB) 
IPUNE (IAF) (FB) 
SANOY (IAF) (FB) 

ALT 
2800 
2700 
2700 
2700 

CITY AND STATE 

LAKELAND, FL 

ELEVATION: 142 

AIRPORT NAME: 

THRE: 130 FACIUTY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 

RNAV (GPS) RWY 5, ORIG·B 
RNAV 

LAKELAND LINDER RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: 

AMDT: ORIG-A 

DATED: 12115/2011 
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U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet MSL. 
except HAT, HAA, TCH. and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH 10) 
LTP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

LAKELAND, FL 

ELEVATION: 142 

AIRPORT NAME: 

THRE: 130 

LAKELAND LINDER RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

0 
0 
KLAL 
RW05 
0 

0 
W05A 
275900.3890N 
0820113.3830W 
+00139 
280003. 7300N 
0820002.3900W 
00056.4 
F 
03.00 
106.75 
1224 
40.0 
35.0 

CE879DA6 

K7 
+00396 
+00396 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO/ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 5, ORIG-B 

SUP: 

AMDT: 

Ci~;\1..;~ .. 
C'ltfc.f? 

ORIG-A 

DATED: 12115/2011 
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GPS) 

6 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL. 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

--------- - ---------- --------- ------------ - --------- --------- --------
SUSAEAENRT BIYAT K70 w N27554022W082045752 W00 54 NAR BIYAT 
SUSAEAENRT IPUNE K70 w N27545172W082134888 W00 53 NAR IPUNE 
SUSAEAENRT OBTOQ K70 w N28025497W081565031 W00 55 NAR OBTOQ 
SUSAEAENRT PLUMY K70 c L N28101523W082074994 W00 54 NAR PLUMY 
SUSAEAENRT SANOY K70 w N27474794W082054838 W00 53 NAR SANOY 
SUSAEAENRT ZUXON K70 w N27511989W082094850 W00 53 NAR ZUXON 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KLALK7ALAL 0 OB4YHN27592010W082010680W004000142 1800018000C MNAR LAKELAND LINDER RGNL 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-------- ---------- ----------------------------------- - -------- - --------- - - ----- --
SUSAP KLALK7FR05 AIPUNE 010IPUNEK7EAOE A IF 18000 A JS 
SUSAP KLALK7FR05 AIPUNE 020ZUXONK7EAOEE B 010TF 13880050 + 02700 A JS 
SUSAP KLALK7FR05 ASANOY 01 OSANOYK7EAOE A IF 18000 A JS 
SUSAP KLALK7FR05 ASANOY 020ZUXONK7EAOEE B 010TF 31880050 + 02700 A JS 
SUSAP KLALK7FR05 AZUXON 010ZUXONK7EAOEE AR HF 04880050 + 02700 18000 A JS 
SUSAP KLALK7FR05 R 010ZUXONK7EAOE I IF + 02700 18000 A JS 
SUSAP KLALK7FROS R 020BIYATK7EA1E F 051TF 04880061 + 01700 A JS 
SUSAP KLALK7FROS R 020BIYATK7EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KLALK7FR05 R 030RW05 K7PGOGY M 031TF 04880047 00186 -300 A JS 
SUSAP KLALK7FROS R 040 0 M CA 0488 + 00330 A JS 
SUS AI? KLALK7FR05 R 0500BTOQK7EAOE DF A JS 
SUSAP KLALK7FR05 R 060PLUMYK7EAOEY LOlOTFY 3110 + 02000 A JS 
SUSAP KLALK7FROS R 070PLUMYK7EAOEE R HM 24100040 + 02000 A JS 

3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KLALK7GRW05 0050050489 N27590039W082011338+0200 +00139001300000561501 

1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KLALK7PR05 
SUSAP KLALK7PR05 

RW05 001 OOOOW05AON2759003890W08201133830+001390300N2800037300W08200023900106751224000564F400350CE879DA6 
RW05 002E +00396+00396LPV 42805 

CITY AND STATE 
LAKELAND, FL 

ELEVATION: 142 THRE: 130 

AIRPORT NAME: 
LAKELAND LINDER RGNL 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO. I AMDT NO./ EFFECTIVE DATE: SUP 
RNAV (GPS) RWY 5, ORIG-B 

AMDT: ORIG·A 

DATED: 12115/2011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet, MSL. 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

IPUNE IPUNE 010 IAF IF FB 
IPUNE ZUXON 020 TF FB 1.0 138.8(134.8T) 005.0 AA 02700 
SANOY SANOY 010 IAF IF FB 
SANOY ZUXON 020 TF FB 1.0 318.8(314.8T) 005.0 AA 02700 
ZUXON ZUXON 010 IAF HF R FO 048.8(044.8T) 005.0 AA 02700 

ZUXON 010 FACF IF FB AA 02700 
BIYAT 020 FAF TF FB 0.5 048.8(044.8TI 006.1 AA 01700 
RWOS 030 MAP TF FO 0.3 048.8(044.8T) 004.7 AT 00186 

.MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 048.8(044.8T) AA 00330 
OBTOQ 050 DF FB 
PLUMY 060 TF L FO 1.0 311.0 (307. OT) AA 02000 
PLUMY 070 HM R FO 241.0(237.0T) 004.0 AA 02000 

POINT DATA WAY POINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

BIYAT N275540.22 W0820457.52 N2755.670 W08204.959 
IPUNE N275451.72 W0821348.88 N2754.862 W08213.815 
OBTOQ N280254.97 W0815650.31 N2802.916 W08156.839 
PLUMY N281015.23 W0820749.94 N2810.254 W08207.832 
SANOY N274747.94 W0820548.38 N2747.799 W08205.806 
ZUXON N275119.89 W0820948.50 N2751.332 W08209.808 
RWOS N275900.39 W0820113. 38 N2759.007 W08201. 223 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RWOS 00130 56 

,AI. 
Or"'' '-1,;-

'j 

tj 

C"l, 
·V~ ~·. 

CITY AND STATE ELEVATION: 142 THRE: 130 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
LAKELAND, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG-B 

LAKELAND LINDER RGNL 

I 
AMDT: ORIG-A 

RNAV DATED: 12/15/2011 

FAA FORM 8260 -10 I April 2006 (Computer Generated) Page 5 of 5 Pages 

clive bond
Typewritten Text
7 MARCH 2013




