RNAYV - STANDARD Bearings,
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distancesare in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
ABB VORTAC NITDO (FB) 157.80/13.04 3000 LNAV: RW24
TOADU (FB : ? 3000 o
ko ORDUTFE] e _97 i CLIMB TO 1100 THEN CLIMBING LEFT TURN TO 3000 DIRECT
TOADU (IAF) NUNYA (FB) 333.75/5.00 3000 CAANT AND HOLD.
NITDO (IAF) NUNYA (FB) 157.87 / 5.00 3000
NUNYA (IF) BNNUS (FB) 243.7215.00 2300
BNNUS (FAF) RUHEE/2.00 NM TO RW24 (FB) 243.66/ 3.40
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD SE, RT, 327.67 INBOUND.
CHART FAS OBST: 742 BLDG 381342N/0853823W
DISTANCE TO THLD FROM 283 HATH: 0.73 NM.
CHART VDP AT 1.08 MILES TO RW24*
*LNAV ONLY.
] Ak
H ID: W24A
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR KeE AT
2. PROFILE STARTS AT NUNYA LTP HAE: 128.5M
3. FAC: 24366 FAF: BNNUS DIST FAF TOMAP: 540 THLD: 540
4. MIN. ALT: NUNYA 3000, BNNUS 2300, RUHEE/2.00 NM TO RW24 1200*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2300 GS ALT AT: BNNUS 2300 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:51.0  34:11S NOT CLEAR
8. MSA FROM: RW24 3600 MAG VAR: 4W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA | VIS | HAT/HAA|DH/MDA VIS | HAT/HAA|IDH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 814 7/8 283 814 7/8 283 NA NA
LNAV/VNAV DA 884 11/8 353 884 11/8 353 NA NA
LNAV MDA 1000 1 469 1000 1 469 NA NA
CIRCLING 1060 1 514 1060 1 514 NA NA
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: DME/DME RNP-0.3 NA. QW/O.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 2

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
(SEE FORM 8260-10)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM T0 COURSE AND DISTANCE ALTITUDE
RUHEE/2.00 NM TO RW24 RW24 (MAP) (FO) 243.62/2.00
RW24 (MAP) 1100 MSL 243.62 1100
1100 MSL CAANT (FO) 3000

NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE LOUISVILLE INTL-STANDIFORD FIELD

ALTIMETER SETTING.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING LOUISVILLE INTL-STANDIFORD FIELD ALTIMETER SETTING.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON ABB VORTAC AIRWAY RADIALS 085 CW 214.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON IIU VORTAC AIRWAY RADIALS 316 CW 113.

CHART NOTE: WHEN VGSI INOP, CIRCLING TO RWY 6 NA AT NIGHT.

CITY AND STATE ELEVATION: 546 THRE: 531
LOUISVILLE, KY AIRPORT NAME:
BOWMAN FIELD

P
@ 92
FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER: RNAV (GPS) RWY 24, AMDT 2
RNAV AMDT: 1
26 JULY 2012
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KLOU
RUNWAY RW24
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W24A
LTP/FTP LATITUDE 381351.7845N
LTP/FTP LONGITUDE 0853926.2740W
LTP/FTP ELLIPSOIDAL HEIGHT +01285
FPAP LATITUDE 381306.6300N
FPAP LONGITUDE 0854103.7900W
THRESHOLD CROSSING HEIGHT (TCH) 00051.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1528
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 1A0CABD1
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01618
FPAP ORTHOMETRIC HEIGHT +01618
L7
S g
@ 32 0
4
(‘H*EC(i
CITY AND STATE ELEVATION: 546 THRE: 531 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |sup-:
LOUISVILLE, KY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 24, AMDT 2
RNAV AMDT: 1
BOWMAN FIELD 26 JULY 2012 DATED. 1211572011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 i 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567820123456789012
SUSAD ABB K5011240VTLA N38351982W085380957 N38351982W085380957E0010007101 NARNABB
SUSAD IIU K5011480VTH N38061247W085343877 N38061247W085343877E0010007202 NARLOUISVILLE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BNNUS K50 w N38163561W085333171 W0046 NAR BNNUS
SUSAEAENRT CAANT K50 U N38050724W085315614 w0046 NAR CAANT
SUSAEAENRT NITDO K50 W N38233699W085305027 w0047 NAR NITDO
SUSAEAENRT NUNYA K50 W N38190733W085280239 w0047 NAR NUNYA
SUSAEAENRT RUHEE K50 w N38145255W085371488 W0046 NAR RUHEE
SUSAEAENRT TOADU K50 W N38144794W085245037 w0047 NAR TOADU
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KLOUKS5ALOU 0 043YHN38134080W085394940W004000546 1800018000C MNAR BOWMAN FIELD
1 2 3 4 5 6 7 8 9 0 1 2 g
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KLOUK5FR24 AABB 010ABB K5D 0V IF 18000 A JS
SUSAP KLOUKS5FR24 AABB 020NITDOKSEAOE A 020TF 15780130 + 03000 A Js
SUSAP KLOUKSFR24 AABB 030NUNYAKSEAOEE B 010TF 15790050 + 03000 A JS
SUSAP KLOUKS5FR24 AIIU 010IIU K5D 0V IF 18000 A Js
SUSAP KLOUKS5FR24 AIIU 020TOADUKSEAOE A 020TF 04600116 + 03000 A Js
SUSAP KLOUK5FR24 AIIU 030NUNYAKSEAOEE B 010TF 33380050 + 03000 A JS
SUSAP KLOUKS5FR24 R 010NUNYAKSEAOE I IF + 03000 18000 A Js
SUSAP KLOUKS5FR24 R 020BNNUSK5EALlE F O051TF 24370050 + 02300 RW24 K5PGA JS
SUSAP KLOUKS5FR24 R 020BNNUSKSEA2WALPV ALNAV/VNAV ALNAV JS
SUSAP KLOUK5FR24 R 021RUHEEKSEAOE S 031TF 24370034 V 0120001219 -300 A Js
SUSAP KLOUKS5FR24 R 030RW24 K5PGOGY M 031TF 24360020 00582 -300 A Js
SUSAP KLOUKS5FR24 R 040 0 M (0:% 2436 + 01100 A Js
SUSAP KLOUKS5FR24 R 050CAANTKSEAQOEY L DF + 03000 A JS
SUSAP KLOUKS5FR24 R 060CAANTKSEAQEE R HM 32770040 + 03000 A JSs
L 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567?3D12

SUSAP KLOUKSGRW24 0043262436 N38135178W085392627+0300 +0128500531030751075R
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

__ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLOUKS5PR24 RW24 001 OOOOW24A0N3813517845W08539262740+012850300N3813066300W08541037900106751528000510F4005001A0CABD1
SUSAP KLOUKSPR24  RW24 002E +01618+01618LPV 58126 :
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLOUKSSRW24 KS5PG 18018003625 M
k- i)
3 v D
&
HeCY
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

___ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ABB ABB 010 IF FB
ABB NITDO 020 IAF TF FB 2:..0 157.8 (153.8%) 013.0 AA 03000
ABB NUNYA 030 TF FB 1.0 157.9(153:9T) 005.0 AA 03000
IIU IIU 010 IF FB
IIU TOADU 020 IAF TF FB 2.0 046.0(042.0T) 011.6 AA 03000
IIU NUNYA 030 TF FB 1.0 333.8(329.8T) 005.0 AA 03000
NUNYA 010 FACF 1F FB AA 03000
BNNUS 020 FAF TF FB 0.5 243.7(239.7T) 005.0 AA 02300
RUHEE 021 SDF TF FB 0.3 243.7(239.7T) 003.4 AA 01200 GS 01219
RW24 030 MAP i 3 FO 0.3 243.6(239.6T) 002.0 AT 00582
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 243.6(239.6T) AA 01100
CAANT 050 DF L FO AA 03000
CAANT 060 HM R FO 327.7(323.7T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ABB N383519.82 wW0853809.57 N3835.330 wW08538.160
IIU N380612.47 W0853438.77 N3806.208 W08534.646
BNNUS N381635.61 W0853331.71 N3816.594 W08533.529
CAANT N380507.24 W0853156.14 N3805.121 W08531.936
NITDO N382336.99 W0853050.27 N3823.617 wW08530.838
NUNYA N381907.33 wW0852802.39 N3819.122 wW08528.040
RUHEE N381452.55 W0853714.88 N3814.876 W08537.248
TOADU N381447.94 W0852450.37 N3814.799 wW08524.840
RW24 N381351.78 W0853926.27 N3813.863 W08539.438
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW24 00531 5
V7
-~ ‘II
& R o
&
e
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