RNAV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.  Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unfess ctherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE IC:XV %NAV bA
OMN VORTAC COCAD (FO) 217.36 / 14.51 1700 LNAV: RWO7L
GUANO {IAF COCAD (NOPT) (FB .62/ 6.74 170 —
(1AF) (NOPT) (FB) 096.62/6.7 0 CLIMB TO 1600 DIRECT GILNE AND HOLD.
COCAD (IF/IIAF) FOLIG (FB} 070.13/5.93 1600
FOLIG (FAF) (Z‘PBP)RIM .90 NM TO RWO7L. 070.18 1 2.85 g
ZOPRI/1.80 NM TO RWO7L RWO7L (MAP) (FO) 070.20 /1.90
RWO7L (MAP) 228 MSL 070.20 ADDITIONAL FLIGHT DATA:
HOLD E, LT, 250,32 INBOUND.
228 MSL GILNE (FO) 1600 CHART FAS OBST: 129 TREE 290936N/0810515W
CHART FAS OBST: 168 LTD TWR 291035N/0810452W
CHART: 380 TOWER 290824N/0810844W
CHART: ASR.
DISTANCE TO THLD FROM 200 HATH: 0.45 NM.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) GHART VOF AT 1.05 MILES TO RworL”
2. HOLD W COCAD, LT, 070.13 INBOUND, 1700 FT. IN LIEU OF PT (IAF) WAAS CHANNEL # 45500
3. FAC: 07018 _ FAF_FOLIG DIST FAF TOMAP.___ 475 THLD. __ 475 | REFERENCE PATH ID: W07A
4. MIN. ALT: COCAD 1700, FOLIG 1600, ZOPRI/1.90 NM TO RWO7L 680*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT
6. MIN GS INCPT. 1600 GS ALT AT. FOLIG 1600 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:58.0  34:11S NOT CLEAR
8. MSA FROM: RWO7L 2800 MAG VAR: 5W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD :
CATEGORY ==zz==> A B C D E
DHMDA | VIS |HAT/HAA|DHMDA | VIS [HAT/HAAIDH/MDA | VIS  |HAT/HAA |DHMDA | VIS |HAT/HAAIDH/MDA | VIS |HAT/HAA i
LPV DA 228 4000 200 228 4000 200 228 4000 200 228 4000 200
LNAV/VNAV DA 427 4500 399 427 4500 359 427 4500 399 427 4500 399
LNAV MDA 420 4000 392 420 4000 392 420 4000 392 420 4000 392
CIRCLING 540 1 506 540 1 506 540 1112 506 620 2 586
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV ALL CATS. @,‘,AI//
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 43C (109F). o
CHART NOTE: DME/DME RNP-0.3 NA. ol
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. &5(\\,55‘
{SEE FORM 8260-10) . L -
CITY AND STATE ELEVATION: 34 THRE: 28 FACILITY PROCEDURE NO/AMDT NO /EFFECTIVE DATE: _ |SUP: RRAY (GF'S) ZRWY
DAYTONA BEAGCH, FL AIRPORT NAME: 1DEN;{H2\E”R; RNAV (GPS) RWY 7L, AMDT 1 AMDT ORIG-B
DAYTONA BEACH INTL 20 SEPTEMBER 2012 DATED 1012112010
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Aftitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT GUANO ON V267 NORTHBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON OMN VORTAC AIRWAY RADIALS 161 CW 211,
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV/VNAV VISIBILITY ALL CATS TO 1 1/4 AND INCREASE

LNAV CATS A/B VISIBILITY TO RVR 5000 AND CATS C/D VISIBILITY TO RVR 6000.
CHART NOTE: WHEN VGSI INOP, CIRCLING TO RWY 34 NA AT NIGHT.

CHART NOTE: CIRCLING TO RWY 7R, 25L NA AT NIGHT.

CITY AND STATE ELEVATION: 34 THRE: 28 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE: syp: RNAV (G;’fl ZRwy
DAYTONA BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7L, AMDT 1 O ORIGB
RNAV 20 SEPTEMBER 2012 -

DAYTONA BEACH INTL

DATED: 1012112010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE -FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. .
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE [1}
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KDAB
RUNWAY RWO7L
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WO7A
LTPIFTP LATITUDE 291024.0450N
LTP/FTP LONGITUDE 0810432.9705W
LTP/FTP ELLIPSOIDAL HEIGHT -00198
FPAP LATITUDE 291104.7400N
FPAP LONGITUDE 0810252.5000W
THRESHOLD CROSSING HEIGHT (TCH) 00058.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA} 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT {(VAL) 35.0
CRC REMAINDER ABSDA4FB
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +00085
FPAP ORTHOMETRIC HEIGHT +00085
CITY AND STATE ELEVATION: 34 THRE: 28 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: gup: RNAV (G;°LS> ZRWY
DAYTONA BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7L, AMDT 1 MO ORIGE
RNAV 20 SEPTEMBER 2012 :
DAYTONA BEACH INTL DATED: 10/21/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

——RNAV (GP$S) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute mifes or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 5 7 8 g 0 1 2 3
NAVAID 1234567B9012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567830123456789012
SUSAD OMN K7011260VTH N29181171W081064571 NZ29181171W081064571E0000000182 NARORMOND BEACH
1 z 3 4 5 & 7 8 9 0 1 2 3
WP 12345678901234567890123456783012345678901234567890123456789012345678901234567830123456788012345678%012345678901234567890123456789012
SUSAEAENRT COCAD K70 W N25055410W081153760 WO0&1 NAR COCAD
SUSAEAENRT FPOLIG K70 C N29082409W081032873 WO061 NAR FOLIG
SUSAEAENRT GILNE K70 W N25153446W0B051448¢0 WO063 NAR GILNE
SUSAEAENRT GUANO K70 C L N2305S5873W0R1231893 WO060 NAR GUANDO
SUSAEAENRT ZOPRI K70 C N29093613W081063115 Woos2 NAR ZOPRI
1 2 3 4 5 6 7 8 g Q 1 2 3
AIRPORT 1234567890123456789012345678901234567890123456789301234567890123456789012345678901234567850123456789012345678901234567890123456789012
SUSAP KDABK7ADAR 0 105YHNZ29104770W081032300W005000034 1800018000C MNAR DARYTONA BEACH INTL
1 2 3 4 5 6 7 B 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678%01234567890123456789012345678801234567820123456783012
SUSAP KDABK7FRO7L AGUANGC CG10GUANOK7EAOE A IF 18000 A JS
SUSAP KDABK7FRO7L AGUANO 0ZO0COCADK7EAQEE B 010TF 09560087 + 01700 A J8
SUSAF KDABK7FRCO7L AOMN C10OMN K7D 0OV IF 18000 A JS
SUSAP KDABK7FRO7L AOMN 0Z0COCADK7EACEY 020TF 21740145 + 01700 A JS
SUSAP KDABK7FRQ7L.  AOMN 030COCADK7EAROEE AL HF 07010040 + 01700 A J8
SUBAP KDABK7FRO7L R 010COCADK7EACE I IF + 017006 18000 A JS
SUSAP KDABK7FRO7L R G20FOLIGK7EAlE F OS1TF 07010053 + 018600 RWO7L K7PGA JS
SUSAP KDABK7FRO7L R 020FOLIGK7EAZWALPY ALNAV/VNAV ALNAV JS
SUSAF KDABK7FRO7L R 021Z0PRIK7EARC0E & O31TF 07020028 V Q068000681 -300 A JS
SUSAP KDABK7FRO7L R 030RWO7LK7PGOGY M Q31TF 07020019 00086 -300 A JS
SUSAP KDABK7FRO7L R 040 0 M CA 0702 + 00228 A JS
SUSAP KDABK7FRO7L R 050GILNEK7EAQEY DF + 01600 A JS
SUSAP KDABK7FRO7L R 060GILNEKTEACEE L EM 25030040 + 01600 A J8
1 2 3 4 5 & 7 8 9 o 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678801234567890123456789012345678901234567890123456785012
SUSAP KDABK7GRWO7L 0105000702 N29102405W081043297+0000 ~0019800028063058150R
1 2 3 4 S & 7 8 9 0 1 2 3
PP 12345678501234567890123456789012345678%012345678901234567890123456789012345678%01234567890123456789012345678901234567890123456783012
CITY AND STATE ELEVATION: 34 THRE: 28 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gyp-RNAV (7GES)ZRWY
DAYTONA BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7L, AMDT 1
DAYTONA BEACH INTL 20 SEPTEMBER 2012 AMDT: ORIG-B
RNAV DATED:  10/21/2010
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— . RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum alfitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KDABK7PRO7L RWO7LOOL OQOQWO7AON2910240450W08104329705-001980300N2911047400W08102525000106750000000580F400350A55DA4FB

SUSAP XDABK7PRC7L RWC7LOO2E +00085+00085LPV 45500
1 2 k! 4 5 & 8 9 4 1 2 3
MSA 123456789012345678901234567850123456789012345678901234567890123456780801234567890123456789012345678901234567890123456789012345678%012
SUSAP KDABK7SRWOTLEKZPG 0 18018002825 M
CITY AND STATE ELEVATION 34 THRE: 78 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sUpRNAV (OPS) ZRWY,
DAYTONA BEACH, FL ARPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 7L, AMDT 1 '
DAYTONA BEACH INTL 20 SEPTEMBER 2012 AMDT. _ ORIG-B
RNAV DATED:  10/21/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— . RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX 580 USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
GUANO GUANO 010 IAF IF FB
GUANO COCAD 020 TF FB 1.0 095.6{090.6T) 006.7 AR 01700
oM OMN 010 IF FB
OMN COCAD 020 TF FO 2.0 217.4(212.4T) 014.5 aA 01700
OMN COCAD 030 IAF HE L FO 070.1{065.1T) 004.0 AR 01700
COCRD 010 FACF  IF FB AA 01700
FOLIG 020 FAF TF FB 0.5 070.1(065.1T} 005.9 AR 01600
ZOPRI 21 SDF TF FB 0.3 070.2{065.2T) 002.9 AA 00680 GS 00691
RWO7L 030 MAP TF FO 0.3 070.2({065.2T) 001.9 AT 00085
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG ( TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 070.2(065.2T) AZ 00228
GILNE 050 DF FO AA 01600
GILNE 060 HM L FO 250.3(245.3T) 004.0 AR 01600
POINT DATA WAYDOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
oMH : N291811.71 W0810645.71 N2918.195 WO8106.762
COCAD N290554 .10 W0811537.60 N2905.502 WO8115.627
FOLIG N290824.03 W0810928.73 N2908.402 W08109.479
GILNE N291534.46 W0805144 .80 N2916,574 W0B051.747
GUANO N290558.7% W0812318.93 N2905.973 W08123.316
ZOPRI N290936.13 W0810631.19 N2909.602 W08106.520
RWO 7L N251024.05 W0810432.97 N2910.401 W08104.550
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO7L 00028 58
CITY AND STATE ELEVATION: 34 THRE: 28 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:RNAV (GPS) Z RWY;
DAYTONA BEACH, FL AIRPORT NAME: ; IDENTIFIER: RNAV (GPS) RWY 7L, AMDT 1 L

DAYTONA BEACH INTL
RNAV

20 SEPTEMBER 2012 AMDT: ORIG-B

DATED: 1012172010
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