
RNAV-STANDARD Bearings. headings. COUI'SeS, and radials are maptlc. Elevations and altitudes are in feet, MSL, exoopt 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HM, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 al:nle airport elevation. Dislances are in nautical miles unless otherwise indicated, except visibilities which 
are in satute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

TOP VORTAC (lA F) MAXEE (FB) 062.55 I 25.37 6000 
LNAVNNAV: DA 
LNAV: RW09 

MAXEE(IF) LADYD (FB) 093.9113.14 5000 
CLIMB TO 4000 DIRECT DUSTN AND ON TRACK 092.45 TO L YMES 

LADYD WOOKE(FB) 093.95 I 3.14 4000 AND HOLD. 

WOOKE JOOEE (FB) 093.9913.14 3000 

JOOEE JAYBA (FB) 094.04 11.26 2600 

JAYBA (FAF) RW09 (MAP) (FO) 094.05 I 4.80 

RW09(MAP) 1314MSL 094.05 
ADDITIONAL FUGHT DATA: 

HOLD E, L T, 272.01 INBOUND. 

(SEE FORM 8260-10) 
CHART FAS OBST: 1229 TOWER 391715N10944747W 
DISTANCE TO THLD FROM 300 HATH: 0.76 NM. 
CHART VDP AT 1.35 MILES TO RW09* 
*LNAVONLY. 
WAAS CHANNEL# 56608 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REFERENCE PATH ID: W09A 

2. pROfi'i:E STARTS AT MAXEE -- L TP HAE: 276.8 M 

3. FAC: 094.05 FAF:JAYBA DIST FAF TO MAP: 4.80 THLD: 4.80 

4. MIN. ALT: MAXEE 6000, LADYD 5000, WOOKE 4000, JOOEE 3000, JAYBA 2600 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS 1INCPT: 2600 GSALT AT:JAYBA OM: MM:" IM: 

7. GSANGLE: 3.00 TCH:55.9 34:1 IS CLEAR 

8. MSA FROM: RW09 3100 MAGVAR: 2E EPOCH YEAR: 2015 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I I STANDARD 

CATEGORY ---==> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 1314 5000 300 1314 5000 300 1314 5000 300 1314 5000 300 1314 5000 300 

LNAVNNAVDA 1319 5000 305 1319 5000 305 1319 5000 305 1319 5000 305 1319 5000 305 

LNAVMDA 1500 4000 486 1500 4000 486 1500 5000 486 1500 5000 486 1500 5000 486 

CIRCLING 1540 1 514 1540 1 514 1540 1112 514 1580 2 554 1580 2 554 

NOTES: 
CHART NOTE: INOPERAnVE TABLE DOES NOT APPLY TO LPV AND LNAVNNAV. 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -20C (-4F) OR ABOVE 54C (130F). 

...\f\.L.'i·· CHART NOTE: DMEIDME RNP-0.3 NA. 
*LNAVONLY ri ·1· 

(SEE FORM 8260-10) 4 
!"'· -CITY AND STATE I ELEVATION: 1026 THRE: 1014 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: ... /.,.. ,.... . 

KANSAS CITY, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2 AMDT: 1 RNAV 
KANSAS CITY INTL DATED 0912512008 
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US DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRAllON 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

TERMINAl. ROUTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are In feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are mlnlmlm altitudes unless otherwise indicated. 
Celings are In feet above aiport elevation. Distances are In nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FROM TO COURSE AND DISTANCE ALTITUDE 
1314 MSL 

DUSTN 

NOTES, (CONT.): 

DUSTN (FB) 

LYMES (FO) 092.45 I 22.43 

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CAT AlB VISIBILITY TO RVR 5000AND CAT C/D/E 
VISIBILITY TO 1 1/8 MILE. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON TOP VORTAC AIRWAY RADIALS 025 CW 107. 

CITY AND STATE 

KANSAS CITY, MO 
ELEVAllON: 1026 

AIRPORT NAME: 

THRE: 1014 

KANSAS CITY INTL 

FAA FORM 8260-10 I Aprll2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

4000 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) Y RWV 9, AMDT 2 

AMDT: 1 

DATED: 0912512008 
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U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless olherwise Indicated. 
CeUings are In feet above aipolt elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTP/FTP LATITUDE 
L TPIFTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LA TlTUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

KANSAS CITY, MO 
ELEVATION: 1026 
AIRPORT NAME: 

THRE: 1014 

KANSAS CITY INTL 

FAA FORM 8260-10 I Apnl2006 (Computer Generated) 

~ 

0 
0 
KMCI 
RW09 
0 
y 
0 
W09A 
391727.1040N 
0944335.731 ow 
+02768 
391717.0800N 
0944135.5900W. 
00055.9 
F 
03.00 
106.75 
0000 
40.0 
50.0 

75F6284D 

K3 
+03092 
+03092 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP: 
RNAV (GPS) Y RWY 9, AMDT 2 

AMDT: 1 

DATED: 09/2512008 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAY (GPS) STANPARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GI?S) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD TOP K3011780VTLW N39081348W095325701 N39081348W095325701E0050010751 NARTOI?EKA 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
-------- -- -·-

___________ ...,_ --- ---- --·- ------ -------- ----------------- -------- ------~·--------- ---- ... ------ __ ... ____ 
--- ----

SUSAEAENRT DUSTN K30 c N39164615W094352762 E0022 NAR DUSTN 
SUSAEAENRT JAYBA K30 c N39175769W094494490 E0024 NAR JAYBA 
SUSAEAENRT JOOEE K30 c N39180564W094512145 E0024 NAR JOOEE 
SUSAEAENRT LADYD K30 c N39184503W094592420 E0025 NAR LADYD 
SUSAEAENRT LYMES K30 c L N39145847W094064538 E0018 NAR LYMES 
SUSAEAENRT MAXEE K30 c N39190451W095032561 E0025 NAR MAXEE 
SUSAEAENRT WOOKE K30 c N39182540W094552281 E0024 NAR WOOKE 

AIRPORT 1234567890123456789012345678901234567890123456789012345678901234567890123456?8901234567890123456789012345678901234567890123456789012 

SUSAP KMCIK3AMCI 0 108YHN39175138W094425006E002001026 1800018000C MNAR KANSAS CITY INTL 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

--------------------------------------------- -------- ------~-------------- ---- -~------------------- --------------
SUSAP KMCIK3FR09-Y ATOP 010TOP K3D OV A IF 18000 A JS 
SUSAP KMCIK3FR09-Y ATOP 020MAXEEK3EAOEE B 010TF 06260254 + 06000 A JS 
SUSAP KMCIK3FR09-Y R 010MAXEEK3EAOE I IF + 06000 18000 A JS 
SUSAP KMCIK3FR09-Y R 011LADYDK3EAOE S 051TF 09390031 + 05000 A JS 
SUSAP KMCIK3FR09-Y R 012WOOKEK3EAOE S 051TF 09400031 + 04000 A JS 
SUSAP KMCIK3FR09-Y R 013JOOEEK3EAOE S 05lTF 09400031 + 03000 A JS 
SUSAP KMCIK3FR09-Y R 020JAYBAK3EA1E F 051TF 09400013 + 02600 RW09 K3PGA JS 
SUSAP KMCIK3FR09-Y R 020JAYBAK3EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KMCIK3FR09-Y R 030RW09 K31?GOGY M 031TF 09410048 01070 -300 A JS 
SUSAP KMCIK3FR09·Y R 040 0 M CA 0941 + 01314 A JS 
SUSAI? KMCIK3FR09-Y R 050DUSTNK3EAOE DF A JS 
SUSAI? KMCIK3FR09-Y R 060LYMESK3EAOEY OlOTF 0925 + 04000 A JS 
SUSAP KMCIK3FR09-Y R 070LYMESK3EAOEE L EM 27200040 + 04000 A JS 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456?89012 

SUSAI? KMCIK3GRW09 0095000941 N39172710W094433573+0100 

CITY AND STATE ELEVATION: 1026 THRE: 1014 

KANSAS CITY, MO AIRPORT NAME: 
KANSAS CITY INTL 

FAA FORM 8260 - 10 I April 2006 (Computer Generated) 

+0276801014000056150! 

FACILITY 
IDENTIFIER: 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: 
RNAV (GPS) Y RWY 9, AMDT 2 

RNAV 

Page 4 of 

SUP: 

AMDT: 1 

DATED: 09125/2008 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Cemngs are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMCIK3PR09-Y RW09 001YOOOOW09AON3917271040W09443357310+027680300N3917170800W09441355900106750000000559F40050075F62B4D 
SUSAP KMCIK3PR09·Y RW09 002E +03092+03092LPV 56608 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MBA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMCIK3SRW09 K3PG 0 18018003125 M 

CITY AND STATE 

KANSAS CITY, MO 
ELEVATION: 1026 

THRE: 1014 
FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2 

I 
AMDT: 1 

RNAV 
DATED: 09/2512008 

AIRPORT NAME: 
KANSAS CITY INTL 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

ARINC SUMMARY - 424-18 - RNAV {GPS) 

R::JUTES TRANSITION FIX SEQ USE PATH TURN FO/FB 

TOP TOP 010 IAF IF FB 
TOP MAXEE 020 TF FE 

MAXEE 010 FACF IF FE 
LADYD 011 SDF TF FB 
WOOKE 012 SDF TF FB 
JOOEE 013 SDF TF FB 
JAYBA 020 FAF TF FB 
RW09 030 MAP TF FO 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB 

040 CA FB 
DUSTN 050 DF FB 
LYMES 060 TF FO 
LYMES 070 HM L FO 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS 

TOP N390813.48 W0953257.01 
DUSTN N391646.15 W0943527.62 
JAYBA N391757.69 W0944944.90 
JOOEE N391805.64 W0945121.45 
LADYD N391845.03 W0945924.20 
LYMES N391458.47 W0940645.38 
MAXEE N391904.51 W0950325.61 
WOOKE N391825.40 W0945522.81 
RW09 N391727.10 W0944335.73 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW09 01014 56 

CITY AND STATE 

KANSAS CITY, MO 
ELEVATION: 1026 

AIRPORT NAME: 
THRE: 1014 

FACILITY 
IDENTIFIER: 

KANSAS CITY INTL I RNAV 

FAA FORM 8260 - 10 I April 2006 (Computer Generated) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT. HAA, TCH, and RA. AMudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1.0 062.6(064.6T) 025.4 AA 06000 
AA 06000 

0.5 093.9(095.9T) 003.1 AA 05000 
0.5 094.0(096.0T) 003.1 AA 04000 
0.5 094.0(096.0T) 003.1 AA 03000 
0.5 094.0 (096 .OT) 001.3 AA 02600 
0.3 094.1(096.1T) 004.8 AT 01070 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

094.1(096.1T) AA 01314 

l.O 092.5(094.5T) AA 04000 
272.0(274.0T) 004.0 AA 04000 

LAT IN MINS LONG IN MINS 

N3908.225 W09532.950 
N3916.769 W09435.460 
N3917.962 W09449.748 
N3918.094 W09451.358 
N3918.751 W09459.403 
N3914.975 W09406.756 
N3919.075 W09503.427 
N3918.423 W09455.380 
N3917.452 W09443. 596 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) Y RWY 9, AMDT 2 

AMDT: 1 

DATED: 09/25/2008 
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