
RNAV-STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, exceJ:t 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unessotherwise indicated. Ceiings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 a ~>eM! airport elevation. Distances are in nautica I miles unless ctherw5e indicated, except visibilities v.tlich 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

JOT VORTAC (IAF) BANER(FB) 077.02/16.06 5000 
LNAVNNAV: DA 
LNAV: RW04R 

WUPOR (IAF) SANER (FB) 044.18/16.00 5000 
CLIMB TO 1100 THEN CLIMBING RIGHT TURN TO 2100 DIRECT 

BANER(IF) CADON (FB) 044.34/ 3.40 4000 IGECY, TO CROSS IGECY AT 2100, THEN CLIMB TO 2600 
ON TRACK 184.02 TO EON VORTAC AND HOLD. 

CADON CITGO(FB) 044.37/5.16 2400 

CITGO (FAF) OLOXE/2.50 NM TO RW04R 044.43/ 2.94 
(FB) 

OLOXE/2.50 NM TO RW04R RW04R (MAP) (FO) 044.43 I 2.50 ADDITIONAL FLIGHT DATA: 

(SEE FORM 8260-10) 
HOLD N. RT, 181.00 INBOUND. 
CHART FAS OBST: 811 STACK 414606N/0874537W 
DISTANCE TO THLD FROM 250 HATH: 0.63 NM. 
WAAS CHANNEL# 65614 
REFERENCE PATH 10: W04A 
LTP HAE: 155.3 M 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF CHART MANDATORY 21 00 AT IGECY. 

2. PROFi'LE STARTS AT BANER --
3. FAC: 044.43 FAF: CITGO DIST FAF TO MAP: 5.44 THLD: 5.44 

4. MIN. ALT: SANER 5000, CADON 4000, CITGO 2400, OLOXE/2.50 NM TO RW04R 1460* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 2400 GS ALT AT:CITGO 2400 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:49.8 34:1 IS NOT CLEAR 

8. MSA FROM: RW04R 3400 MAG VAR: 1W EPOCH YEAR: 1985 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD 

CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DHIMDA VIS HATIHM DHIMDA VIS HATIHAA DHIMDA VIS HATIHM DHIMDA VIS HATIHAA 
LPV DA 869 5000 250 869 5000 250 869 5000 250 869 5000 250 

LNAVNNAV DA 1097 1 5/8 478 1097 1 5/8 478 1097 1 5/8 478 1097 1 5/8 478 

LNAV MDA 1080 5500 461 1080 5500 461 1080 1 3/8 461 1080 1 3/8 461 

CIRCLING 1120 1 500 1120 1 500 1120 1 1/2 500 1180 2 560 

NOTES: 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -21C (-SF) OR ABOVE 54C ,..,\)AL/. 
(130F). 1.0' / 

...(.. 
CHART NOTE: DMEIDME RNP-0.3 NA. 0. 4 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT JOT VORTAC ON V8 WESTBOUND. -~~cv..-<.:9 {SEE FORM 8260-10) 

CITY AND STATE ELEVATION: 620 THRE: 619 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 4R, AMDT 3 AMDT: 2A 
RNAV 

CHICAGO MIDWAY INTL DATED 12/15/2011 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV - STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

TERMINAL ROUTES, (CONT.): 

Bearings. headings, courses, and radials are magnetic. Elevations and altib.Jdes are in feet, MSL., 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FROM TO COURSE AND DISTANCE ALTITUDE 
1100 RW04R(MAP) 1100 MSL 

1100 MSL IGECY(FB) 

IGECY EON VORTAC (FO) 

NOTES, (CONT.): 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 
*LNAVONLY 

044.43 

184.02/19.95 

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW RVR 5000 NOT AUTHORIZED. 
CHART NOTE: RWY 4R STRAIGHT-IN AND CIRCLING AND CIRCLING TO RWY 4U13C/13U31R NA AT NIGHT. 
CHART PLANVIEW NOTE: RADAR REQUIRED FOR PROCEDURE ENTRY AT WUPOR. 

CITY AND STATE 

CHICAGO, IL 

ELEVATION: 620 

AIRPORT NAME: 

THRE: 619 

CHICAGO MIDWAY INTL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

2100 

2600 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 4R, AMDT 3 

AMDT: 2A 

DATED: 12115/2011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNA V STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

CHICAGO, IL 

ELEVATION: 620 

AIRPORT NAME: 

THRE: 619 

CHICAGO MIDWAY INTL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

0 
0 
KMDW 
RW04R 
0 

0 
W04A 
414648.6980N 
087 4528.8450W 
+01553 
414753.3700N 
087 4406.8800W 
00049.8 
F 
03.00 
106.75 
0944 
40.0 
50.0 

3349480F 

K5 
+01887 
+01887 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 4R, AMDT 3 

AMDT: 2A 

DATED: 12/15/2011 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANPARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT. HAA. TCH, and RA. Mitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD 
SUS AD 

EON K5011320VTL N41161068W087472779 
JOT K5011230VTH N41324710W088190628 

4 

N41161068W087472779E0020006891 
N41324710W08819062BE0020005922 

NARPEOTONE 
NARJOLIET 

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
---- ----------- ... -- -------------------- ---------~----~~---- ------------- ----------------------
SUSAEAENRT BANER K50 c N41363818W087581939 W0034 NAR BANER 
SUSAEAENRT CAD ON K50 c N41390658W087551263 W0034 NAR CADON 
SUSAEAENRT CITGO K50 c N41425182W087502852 W0035 NAR CITGO 
SUSAEAENRT IGECY K50 c N41360687W087460424 W0035 NAR IGECY 
SUSAEAENRT OLOXE K50 c N41445978W087474674 W0035 NAR OLOXE 
SUSAEAENRT WUPOR K50 w N41245867W088125508 W0031 NAR WUPOR 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMDWK5AMDW 0 065YHN41470950W087450870W001000620 1800018000C MNAR CHICAGO MIDWAY INTL 

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
-------------------- ----------------- --------~--------- ------------------ - ------------

SUSAP KMDWK5FR04R AJOT 010JOT KSD OV A IF 18000 A JS 
SUSAP KMDWK5FR04R AJOT 020BANERK5EAOEE B 010TF 07700161 + 05000 A JS 
SUSAP KMDWK5FR04R AWUPOR 010WUPORK5EAOE A IF 18000 A JS 
SUSAP KMDWK5FR04R AWUPOR 020BANERK5EAOEE B 010TF 04420160 + 05000 A JS 
SUSAP KMDWK5FR04R R 010BANERK5EAOE I IF + 05000 18000 A JS 
SUSAP KMDWK5FR04R R 011CADONK5EAOE S 051TF 04430034 + 04000 A JS 
SUSAP KMDWK5FR04R R 020CITGOK5EA1E F 051TF 04440052 + 02400 RW04R KSPGA JS 
SUSAP KMDWK5FR04R R 020CITGOK5EA2WALPV ALNAV /VNAV ALNAV JS 
SUSAP KMDWK5FR04R R 0210LOXEK5EAOE S 031TF 04440029 v 0146001465 -300 A JS 
SUSAP KMDWK5FR04R R 030RW04RK5PGOGY M 031TF 04440025 00669 -300 A JS 
SUSAP KMDWK5FR04R R 040 0 M CA 0444 + 01100 A JS 
SUSAP KMDWK5FR04R R 050IGECYK5EAOE R DF 02100 A JS 
SUSAP KMDWK5FR04R R 060EON K5D OVY 010TF 1840 + 02600 A JS 
SUSAP KMDWK5FR04R R 070EON K5D OVE R HM 18100040 + 02600 A JS 

RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890~j{y 
--------------------- -------------------- --- ----------- -------------------------- ----------------~-

SUSAP KMDWK5GRW04R 0064450445 N41464870W087452885-0200 +0155300619051850150! (} ~ 

CITY AND STATE 
CHICAGO,IL 

ELEVATION: 620 THRE: 619 

AIRPORT NAME: 
CHICAGO MIDWAY INTL 

FAA FORM 8260 -10 I Apri12006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 4R, AMDT 3 

AMDT: 2A 

DATED: 12/15/2011 
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U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMDWK5PR04R RW04R001 OOOOW04AON4146486980W08745288450+015530300N4147533700W08744068800106750944000498F4005003349480F 
SUSAP KMDWK5PR04R RW04R002E +01887+01887LPV 65614 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMDWKSSRW04RKSPG 

CITY AND STATE 

CHICAGO, IL 

0 18018003425 

ELEVATION: 620 THRE: 619 

AIRPORT NAME: 
CHICAGO MIDWAY INTL 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

c;~'r~ 

' ~r:¢9 
PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 

AMDT: 2A 
RNAV (GPS) RWY 4R, AMDT 3 

DATED: 12115/2011 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

ARINC SUMMARY - 424-18 

ROUTES TRANSITION 

JOT 
JOT 
WUPOR 
WUPOR 

MISSED APPROACH 

POINT DATA 

-

RUNWAY DATA 

CITY AND STATE 

CHICAGO,IL 

- RNAV (GPS) 

FIX SEQ USE PATH 

JOT 010 IAF IF 
BANER 020 TF 
WUPOR 010 IAF IF 
BANER 020 TF 
BANER 010 FACF IF 
CAD ON 011 SDF TF 
CITGO 020 FAF TF 
OLOXE 021 SDF TF 
RW04R 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
IGECY 050 DF 
EON 060 TF 
EON 070 HM 

WAYPOINT LAT IN SECS 

EON N411610.68 
JOT N413247.10 
BANER N413638.18 
CAD ON N413906.58 
CITGO N414251.82 
IGECY N413606. 87 
OLOXE N414459.78 
WUPOR N412458.67 
RW04R N414648.70 

THRESHOLD 
RWY ELEVATION TCH 

RW04R 00619 50 

ELEVATION: 620 

AIRPORT NAME: 
THRE: 619 

CHICAGO MIDWAY INTL 

FAA FORM 8260 - 1 0 I April 2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 
FB 
FB 
FB 
FB 
FB 
FB 
FO 

TURN FO/FB 

FB 
R FB 

FO 
R FO 

LONG IN SECS 

W0874727.79 
W0881906.28 
W0875819.39 
W0875512.63 
W0875028.52 
W0874604.24 
W0874746.74 
W0881255.08 
W0874528.85 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. M~udes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1.0 077.0(076.0T) 016.1 AA 05000 

1.0 044.2(043.2T) 016.0 AA 05000 
AA 05000 

0.5 044.3(043.3T) 003.4 AA 04000 
0.5 044.4(043.4T) 005.2 AA 02400 
0.3 044.4(043.4T) 002.9 AA 01460 GS 01465 
0.3 044.4(043.4T) 002.5 AT 00669 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

044.4(043.4T) AA 01100 
AT 02100 

1.0 184.0(183.0T) AA 02600 
181.0 (180. OT) 004.0 AA 02600 

LAT IN MINS LONG IN MINS 

N4116.178 W08747.463 
N4132.785 W08819.105 
N4136.636 W08758.323 
N4139 .110 W08755.211 
N4142. 864 W08750.475 
N4136.115 W08746.071 
N4144.996 W08747.779 
N4124.978 W08812.918 
N4146.812 W08745.481 

' .~ 

l:oo 

;-~. (~ . 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 

AMDT: 2A 
RNAV (GPS) RWY 4R, AMDT 3 

! 

DATED: 12/15/2011 

Page 6 of 6 Pages 

clive bond
Typewritten Text
10 JANUARY 2013




