RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless othemwise indicated. Cellings are infeet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
ATLES WONUV (FB) 016.23/9.66 3500 LNAV: RW30
ESTIS UWLIS (FB) 186.20/ 5.19 3500
CLIMB TO 1900 THEN CLIMBING LEFT TURN TO 3500 DIRECT
WONUV (IAF) IKUBE (NOFPT) (FB) 029.42/ 8.05 3500 IKUBE AND HOLD.
UWLIS (IAF) IKUBE (NOPT) (FB) 210.25/8.05 3500
IKUBE (IF/IAF) EDCIR (FB) 300.18/7.00 3000
EDCIR (FAF) RW30 (MAP) (FO) 300.09/5.71
ADDITIONAL FLIGHT DATA:
RW30 (MAP) 1900 MSL 300.09 1900 FAS OBST. 1344 ARO 424410N/0965139W
HART YANKTON AWOS-3
1900 MSL IKUBE (FO) 3500 DISTANCE TO THLD FROM 323 HATH: 0.89 NM.
WAAS CHANNEL # 53614
REFERENCE PATH ID: W30A
CHART CIRCLING ICON
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 323.3 M
2. HOLD SE IKUBE, RT, 300.18 INBOUND, 3500 FT. IN LIEU OF PT (IAF)
3. FAC: 300.09 FAF:EDCIR DISTFAFTOMAP: 571 THLD: 571
4. MiN. ALT: IKUBE 3500, EDCIR 3000
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT. 3000 GS ALTAT: gpcIR 3000 OoMm: MM: iM:
7. GS ANGLE: 3.00 TCH:37.8  34:1IS NOT CLEAR
8. MSA FROM: RW30 3500 MAG VAR: 6E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA ] X ]
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA[DH/MDA | VIS |HAT/HAA
LPV DA 1468 11/8 323 1468 11/8 323 1468 11/8 323 NA
LNAV/VNAV DA 1487 11/8 342 1487 11/8 342 1487 11/8 342 NA
LNAV MDA 1680 1 535 1680 1 535 1680 1172 535 NA
CIRCLING 1760 1 613 1760 1 613 1900 21/a 753 NA
NOTES:
CHART NOTE: BARO-VNAV NA, WA/
CHART NOTE: DME/DME RNP-0.3 NA. 1~ 2l
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. 9o =
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ESTIS ON V15 NORTHWEST BOUND. Q? o
(SEE FORM 8260-10) &2
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1 AMDT- ORI
HAROLD DAVIDSON FIELD 27 JUNE 2013 DATED 0812772009
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RNAV - STANDARD

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ATLES ON V130 WESTBOUND.
CHART NOTE: USE YANKTON ALTIMETER SETTING, WHEN NOT RECEIVED, USE SIOUX CITY ALTIMETER SETTING AND
INCREASE ALL DA 9 FT AND ALL MDA 20 FT, INCREASE LNAV/VNAV ALL CATS AND LNAV CAT C VISIBILITY 1/8

oM,
9
g?f‘v?o
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
RNAV AMDT: ORIG
HAROLD DAVIDSON FIELD 27JUNE 2013 DATED: 08/27/2009
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RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnotic. Elevations and altitudes are in fe 2t MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

LTP/FTP ELLIPSOIDAL HEIGHT

FPAP LATITUDE

DATA

KVMR
RW30
0

0

W30A
424543.1135N
0965541.0740W
+03235
424635.5100N

FPAP LONGITUDE 0965718.9200W

THRESHOLD CROSSING HEIGHT (TCH) 00037.8

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1496

HORIZONTAL ALERT LIMIT (HAL) 400

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 4969D435

ADDITIONAL PATH POINT RECORD INFORMATION

ICAC CODE K3

LTP ORTHOMETRIC HEIGHT +03488

FPAP ORTHOMETRIC HEIGHT +03488
Gw’“\l /

1 4

Qﬁfmﬁ’?

CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:

. IDENTIFIER:
VERMILLION, SD AIRPORT NAME: AV RNAV (GPS) RWY 30, AMDT 1 AMDT: ORIG
HAROLD DAVIDSON FIELD 27 JUNE 2013 DATED:  08/27/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

M INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport eievation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 g M) 1 2 3
WP 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567850123456789012345678901234567890123456789012
SUSAEAENRT ATLES K30 C L N42224380W09653015% EGO36 NAR ATLES
SUSAERENRT EDCIR K30 W N42422157W096492554 EC03S NAR EDCIR
SUSAEAENRT ESTIS K30 C L N42434777W086334962 EQ033 NAR ESTIS
SUSAEAENRT IKUBE K30 W N42381386W096414576 E0034 NAR IKUBE
SUSAEAENRT UWLIS K30 W N42444359W036351887 EQ034 NAR UWLIS
SUSAEAENRT WONUV K30 W N42314034W096480495 E0035 NAR WONUV
1 2 3 4 5 [ 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456783012345678901234567830123456789012345678901234567880123456783012345678%901234567890123456789012
SUSAP KVMRK3AVMR 4] 041YHN42455500W096560330E006001147 1800018000C MNAR HAROLD DAVIDSON FIELD
1 2 3 4 S 6 7 8 9 0 1 2 3
SEGMENT 12345678901234567890123456783012345678901234567830123456789012345678%012345678301234567890123456783012345678901234567890123456789012
SUSAP KVMRK3FR30 AATLES 010ATLESK3EAQE IF 18000 A JS
SUSAP KVMRK3FR30 AATLES 0Z20WONUVK3EAGE A 020TF 01620087 + 03500 A JS
SUSAP KVMRK3FR30 AATLES O30IKUBEK3EAOEE B O1lO0TF 02940081 + 03500 A JS
SUSAP KVMRK3FR30 AESTIS O10ESTISK3EAQE IF 18000 A JS
SUSAP KVMRK3FR30 AESTIS 020UWLISK3EAOE A 020TF 18620052 + 03500 A JS
SUSAP KVMRK3FR30 AESTIS 030IKUBEK3EAOEE B 010TF 21030081 + 03500 A JS
SUSAP KVMRK3IFR30 AIKUBE COlCIKUBEK3EACEE AR HF 30020040 + 03500 18000 A JS
SUSAP KVMRK3FR30 R 010IKUBEK3EAQE I IF + 03500 18000 A JS
SUSAP KVMRK3FR30 R 020EDCIRK3EALIE F OL1TF 30020070 + 03000 RW30 K3PGA J8
BUSAP KVMRK3IFR30 R 020EDCIRK3IEAZWALPYV ALNAV/VNAV ALNAV JS
SUSAP KVMRK3FR30 R 030RW30 K3FGOGY M O031TF 30010057 01183 ~300 A JS
SUSAP KVMRK3FR30 R 040 0 M CA 3001 + 01900 A JS
SUSAP KVMRK3FR30 R 050IKUBEK3EACEY L DF + 03500 A JS
SUSAP KVMRK3FR30 R 060IKUBEK3EAOEE R HM 30020040 + 03500 A JS
1 2 3 4 5 6 7 8 3 0 1 2 3
RUNWAY 12345678301234567890123456788012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012
SUSAP KVMRK3IGRW30 0041053000 N42454311W096554107+0000 +0323501145000038075R
1 2 3 4 5 & 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012
SUSAP KVMRK3PR30 RW30 001 0000W30A0ON4245431135W09655410740+032350300N4246355100W09657183200106751496000378F40050049639D435 ]"\‘L/’/j-
SUSAP KVMRK3PR30 RW30 QO2E +03488+03488LPV 53614 F N
Ia]
.'{»',J
S
CITY AND STATE ELEVATION: 1447 THRE: 1148 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
HAROLD DAVIDSON FIELD 27 JUNE 2013 AMDT: ORIG
RNAV
DATED:  08/27/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
W INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 3 6 7 8 4 0 1 2 3
MSA 1234567850123456785012345678901234567800123456789012345678901234567890123456789012345€6786012345678901234567890123456789012345678%012
SUSAP KVMRK3ISRW30 KiPG 0 18018003525 M
4
,»(‘..
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuP:
VERMILLION, 8D AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
HAROLD DAVIDSON FIELD AMDT: ORIG
RNAV 27 JUNE 2013
DATED:  08/27/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
'—-*W INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in naufical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX 8EQ USE PATH TURN FO/FB RNP MAG {(TRUE) DISTANCE ALTITUDE SPEED
ATLES ATLES 010 IF FB
ATLES WONUV 02¢ IAF TF ¥FB 2.0 016.2(022.2T) 009.7 AA 03500
ATLES IKUBE 03¢ TF FB 1.0 02%.4{(035.47T) 008.1 AA 03500
ESTIS ESTIS 010 IF FB
ESTIS UWLIS 020 IAF TF B 2.0 186.2(192.2T) €085.2 AA 03500
ESTIS IKUBE 03¢ TF FB 1.9 210,3{216.3T) (08.1 AA 03500
IKUBE IKUBE 010 IAF HF R FO 300.2(306.2T) 004.0 AA Q3500
IKUBE 01¢ FACF IF FB AA 03500
EDCIR 020 FAF TF B 0.5 300.2(306.2T) 007.0 AA 03000
RW30 03¢ MAP TF FO 0.3 300.1(306.1T) 005.7 AT 01183
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 Ca FB 300.1(306.1T) AA 01900
IKUBE 050 DF L FO AR 03500
IKUBE 060 HM R FO 300.2(306.2T) 004.0 AA 03500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ATLES N422243,80 W0368301.55 N4222.730 W08653.026
EDCIR N424221.57 W0964925 .54 N4242.360 W09649.426
ESTIS N424547.77 W086334%.62 N424%.796 W05633.827
IKUBE N423813.86 W0564145.76 N4238.231 W08641.763
UWLIS N424443.59 W0363518.87 N4244.727 W09635.315
WONUV N423140,34 W0964804,95 N4231.672 W09648.083
RW30 N424543.11 W0965541.07 N4245.719 W09655.685
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW30 01145 38
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: Igyp:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
HAROLD DAVIDSON FIELD AMDT: ORIG
RNAV 27 JUNE 2013
DATED:  08f27/2009
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