US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FRon L COURSE AND DISTANCE A Lt 6.20 MILES AFTER CASSE LOM/APA 8.10 DME OR AT -APA
FIRPI/I-APA 14.51 CASSE LOM/CASSE 8.10 DME 349.95/ 6.41 (I-APA) 8000 1.81 DME FIX SELO ) "
DME/RADAR (IF) LOC: RW35L
CLIMB TO 7400 THEN CLIMBING RIGHT TURN TO 9000 ON I-APA
SOUTH COURSE TO CASSE LOM/I-APA 8.10 DME AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD S, RT, 349.95 INBOUND.
FAS OBST: 6540 AAO 392952N/1045044W
FAS OBST: 6619 AAO 392738N/1044958W
6919 AAO 392539N/1045203W
6799 AAO 392635N/1045157W
CHART VDP AT 4.54 DME*;
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) PL'g{:AggEYVDP TO THLD 2.73 MILES.
2. PROFILE STARTS AT FIRPI/I-APA 14.51 DME/RADAR CHART MAﬂDATORY 9000 AT FIRPI
3.FAC: 349.95 FAF: CASSE LOM/CASSE 8.10 DME DIST FAF TO MAP: 6.29 THLD: 6.29
4. MIN. ALT: CASSE LOM 8000, LECET/I-APA 5.41 DME 7080*
5. DIST TO THLD FROM OM: 629 MM: - IM: - 150HAT: - 100HAT: - GSANT: 1075
6. MIN GS INCPT: 8000 GS ALT AT:- OM: 7977 MM: . IM: .
7.GSANGLE: 300  TCH:526
8. MSA FROM: AP LOM 070-320 13100, 320-070 8100 MAG VAR: 8E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA |  |ILS: STANDARD LOC: STANDARD
CATEGORY =====>! A B C D E
DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA [DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
S-ILS 35R 6085 304 200 6085 3/4 200 6085 3/4 200 6085 3/4 200
S-LOC 35R 7080 11/4 1195 7080 11/2 1195 7080 3 1195 7080 3 1195
SIDESTEP 35L 7080 11/4 1211 7080 11/2 1211 7080 3 1211 7080 3 1211
CIRCLING 35R 7080 11/4 1195 7080 1172 1195 7080 3 1195 7080 3 1195
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO S-ILS 35R AND S-LOC 35R CATS A, C, AND D. # CAT A, B 1200-2, CAT C, D 1200-3
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. @ CAT A, B 1200-2, CAT C, D 1200-3
CHART PLANVIEW NOTE: DME OR RADAR REQUIRED.
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 5885 }L‘EE; ggf gggg FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP:
DENVER, CO AIRPORT NAME: ' IDENI.I-LI;IER: ILS OR LOC RWY 35R, AMDT 9 AMDT: 8C
CENTENNIAL ) 15 NOVEMBER 2012 DATED 0972012012

FAA FORM 8260 - 3 / April 2006 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

MINIMUMS CONT.

CATEGORY A B C D E
DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA
LECET FIX MINIMUMS (DME REQUIRED)
S-LOC 35R 6800 3/4 915 6800 3/4 915 6800 2 915 6800 2 915
CIRCLING 35R 6800 11/4 915 6800 11/4 915 6800 23/4 915 6800 3 915
NOTES, (CONT.):
CHART PLANVIEW NOTE AT FIRPI: 210 KIAS.
CHART NOTE: WHEN RW 35L VGSI INOP, SIDESTEP TO RWY 35L NA AT NIGHT.
CHART NOTE: WHEN RW 35L VGSI INOP, CIRCLING TO RWY 35L NA AT NIGHT.
CHART NOTE: ADF OR DME REQUIRED.
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. THRE: 35L 5869 IDENTIFIER: ILS OR LOC RWY 35R
DENVER, CO AIRPORT NAME: , AMDT 9 AMDT- 8C
I-APA X
15 NOVEMBER 2012
. CENTENNIAL DATED:  09/20/2012
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 3 PAGES
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

Bearings, headings, courses, and radials are magnetic, Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678301234567890123456783012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD DEN K2011790VDHW N39484505W104393866 N39484505W104393866E0080054522 NARDENVER
SUSAD KAPAK2 IAPA K2011130 IT IAPAN39351300W104510199 057730 NARCENTENNIAL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 12345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901.2
SUSAEAENRT CASSE K20 C L N39270690W104504332 E0087 NAR . CASSE LOM
SUSAEAENRT FIRPI K20 C N39204201W104502560 EQ087 NAR FIRPI
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012
SUSAP KAPAK2AAPA [¢] 100YHN35341240W104505750E008005885 1800018000C MNAR CENTENNIAL
1 2 3 4 5 6 7 8 9 o 1 2 3
SEGMENT 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2FI3S5R I 010FIRPIK2EAQE I IF IAPAK2 16290145 PI I 090000800018000210 0 NS
SUSAP KAPRK2FI35R I 020CASSEK2EAQE F CF IAPAK2 1699008135000064PI H 0800007877 -300AP K2PNO NS
SUSAP KAPAKZ2FI35R I 030RW35RK2PGOGY M CF TAPAK2 1659001835000063PI 05938 -300 0 NS
SUSAP KAPAK2FI3S5R I 040 0 M CA 3500 + 07400 0 NS
SUSAP KAPAK2FI3SR I O050CASSEK2EAOEY R CFYDEN K2 1937023317000100D + 08000 0 NS
SUSAP KAPAK2FI35R I 060CASSEK2EAOEE R HM 35007010 + 09000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2GRW35R 0100013500 N39332418W104510074-0500 +1776605885000053100ITAPAL
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2IIAPAl 011130RW35RN39351291W1045105783500N39333495W1045054551014 10750364300E00805305869
1 2 3 4 -5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2SAP K2PN ] 1402500812525014013125 M
1 2 3 4 5 6 7 8 S 0 1 2 3
NAVAID 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
CITY AND STATE ELEVATION: 5885 THRE: R35R 5885 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
DENVER, CO AIRPORT NAME: THRE: R35L 5869 IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9
CENTENNIAL 15 NOVEMBER 2012 AMDT: 8
1-APA

FAA FORM 8260 - 10/ April 2006 (Computer Generated) ‘ Page 3 of 8 Pages
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_U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAPNKAPAKZ AP K2002600HO W N39270686W104504492

B008BC NARCASSE

CITY AND STATE ELEVATION: 5885 THRE: R35R 5885 FACILITY
DENVER, CO AIRPORT NAME: THRE: R35L 5869 IDENTIFIER:
. CENTENNIAL
I-APA

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:

ILS OR LOC RWY 35R, AMDT 9

15 NOVEMBER 2012 AMDT: 8c

DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR,

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
FIRPI 0l1l0 FACF IF FB AT 059000 GI 08000 AT 210
CASSE 020 FAF CF FB 350.0() 006.4 GI 08000 GS 07977
RW35R 030 MAP CF FO 350.0() 006.3 AT 05838

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED

040 CA FB 350.0() AA 07400

CASSE 050 CF R FO 170.04) 010.0 AA 09000
CASSE 060 HM R FO 350.04) T01.0 AA 09000

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DEN N394845.05 W1043938.66 N3948.751 W10439.644
IAPA (DME) N393513.00 W1045101.99 N3935.217 W10451.033
CASSE N392706.90 W1045043.32 N3927.115 W10450.722
FIRPI N392042.01 W1045025.60 N3820.700 W10450.427
RW35R N393324.18 W1045100.74 N3833.403 W10451.012
IAPA (LOC) N393512.91 W1045105.78 N33835.215 W10451.096
AP N392706.86 W1045044.92 N3927.114 W10450.749

RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW35R 05885 53

CITY AND STATE ELEVATION: 5885 THRE: R35R 5885 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[gyup:
DENVER, CO AIRPORT NAME: THRE: R35L 5869 IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9 T
: : 8C
CENTENNIAL LAPA 15 NOVEMBER 2012
DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
————LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 4] 1 2 3
NAVAID 12345678901234567890123456789012345678380123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890.2
SUSAD DEN K2011790VDHW N39484505W104393866 N39484505W1043938B66E0080054522 NARDENVER
SUSAD KAPAK2 IAPA K2011130 IT IAPAN39351300W104510199 057730 NARCENTENNIAL
1 2 3 4 5 [ 7 8 ] [} 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789032
SUSAEAENRT CASSE K20 C L N39270630W104504332 EQ087 NAR CASSE LOM
SUSAEAENRT FIRPI K20 [ N39204201W104502560 E0087 NAR FIRPI
SUSAEAENRT LECET K20 C N39294813W104505076 EQ087 NAR LECET
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 1234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567859012
SUSAP KAPAK2AAPA 0 100YHN39341240W104505750E008005885 1800018000C MNAR CENTENNIAL
1 2 3 4 5 6 7 8 9 ] 1 2 3
SEGMENT 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678801234567890123456783012345678901L2
SUSAP KAPAK2FL3SR L Q10FIRPIKZEAQE I IF IAPAKZ2 16950145 PI 09000 18000210 0 NS
SUSAP KAPAK2FL3S5R L Q020CASSEK2EAQE F CF IAPAK2 1699008135000064PI + 08000 AP K2PNO NS
SUSAP KAPAK2FL3S5R L 021LECETK2EAQE S CF IAPAK2 1695005435000027PI + 07080 -309 0 NS
SUSAP KAPAK2FL35R L O030RW35RK2PGOGY M CF IAPAK2 1698001835000036PI 05538 -309 0 NS
SUSAP KAPAK2FL35R L 040 0 M CA 3500 + 07400 0 NS
SUSAP KAPAK2FL35R L O050CASSEK2EAQEY R CFYDEN K2 1937023317000100D + 09000 0 NS
SUSAP KAPAK2FL35R L 060CASSEK2EAQEE R HM 3500T010 + 09000 0 NS
1 2 3 4 5 6 7 8 ] 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567838012345678901234567890123456788012345678901.2
SUSAP KAPAK2GRW35R 0100013500 N39332418W104510074-0300 +1776605885C000053100IIAPAL
1 2 3 4 5 [ 7 8 g 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678380123456789012345678901234567890123456789012345678901.2
SUSAP KAPAKZ2IIAPAL 011130RW35RN35351291W1045105783500N39333495W1045054551014 10750364300E00805305869
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890]2
SUSAP KAPAK2SAP K2PN 0 1402500812525014013125 M
A
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
DENVER, CO AIRPORT NAME: THRE: 35L 6869  IDENTIFIER: ILS OR LOC RWY 35R, AMDT 8
CENTENNIAL LAPA 15 NOVEMBER 2012 AMOT:  AMDT 8C
DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page (, of 8 Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA, Altitudes are minimum altitudes unless otherwise indicated.
'—‘—*————LQLSIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 g 0 1 2 3
NAVAID 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901.2
SUSAPNKAPAK2 AP K2002600HO W N39270686W104504492 EQ080 NARCASSE
~
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
DENVER, CO . THRE: 35L 5869 IDENTIFIER: ILS OR LOC RWY 35R, AMDT 8 "
s AIRPORT NAMECENTEN NIAL d AMDT: AMDT 8C
1-APA 15 NOVEMBER 2012 -
: DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page gl of 8 Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—— LOC STANDARP

INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
FIRPI 010 FACF IF FB AT 09000 AT 210
CASSE 020 FAF CF FB 350.0() 006.4 AA 08000
LECET 021 SDF CF FB 350.0() 002.7 AA 07080
RW35R 030 MAP CF FO 350.0¢() 003.6 AT 05938
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CAa FB 350.0() AA 07400
CASSE 050 CF R FO 170.0() 010.0 AA 09000
CASSE 060 HM R FO 350.0() T01.0 AA 09000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DEN N394845.05 W1043938.66 N3948.751 W1l0439.644
IAPA (DME) N293513.00 W1l045101.99 N3935.217 W10451.033
CASSE N382706.90 W1045043.32 N3927.115 W10450.722
FIRPI N392042.01 W1045025.60 N3920.700 W10450.427
LECET N392948.13 W1045050.76 N3929.802 W10450.846
RW35R N393324.18 W1l045100.74 N3933.403 W10451.012
IAPA (LOC) N393512.91 W1045105.78 N3935.215 W10451.096
AP N392706.86 W1045044.92 N3927.114 W10450.749
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW35R 05885 53
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885  FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
DENVER, CO AIRPORT NAME: THRE: 35L. 5869  IDENTIFIER: ILS OR LOC RWY 35R, AMDT 8 prves .
' : AMDTS8
CENTENNIAL LAPA 15 NOVEMBER 2012
- DATED:  09/20/2012
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 8 of 3 Pages
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